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1 General

1.1 SECTION INCLUDES

.1 Labour, Products, equipment and services necessary for miscellaneous specialties
Work in accordance with the Contract Documents.

1.2 SUBMITTALS

.1 Product data:
.1 Submit duplicate copies of manufacturer's Product data for each Product

specified in accordance with Section 01 00 00 indicating:
.1 Performance criteria, compliance with appropriate reference

standard(s), characteristics, and limitations.
.2 Product transportation, storage, handling and installation

requirements.

.2 Shop drawings:  Submit shop drawings in accordance with Section 01 00 00
indicating elevations, sections, details, dimensions, materials, gauges, and finishes.

.3 Closeout submittals:  Submit cleaning and maintenance instructions for
miscellaneous specialties for incorporation into Operations and Maintenance
Manuals in accordance with Section 01 00 00.

1.3 DELIVERY, STORAGE, AND HANDLING

.1 Package or crate, and brace products to prevent distortion in shipment and handling. 
Label packages and crates, and protect finish surfaces by sturdy wrappings.

2 Products

2.1 MANUFACTURED UNITS

.1 Suface Mounted Corner Guard - Lakeshore Lodge: Model SM-20N by Construction
            Specialties or approved alternate. Height 4', colour to be selected from full colour range 

.2 Surface Mounted Corner Guard - Cummer Lodge: Model 150BN BluNose by Inpro Corp
                        or approved alternative. Height 4', colour Antique White 0104            

.3 Stainless Steel Surface Mounted Corner Guard - Lakeshore Lodge: Model CO-8 by
            Construction Specialties or approved alternate. Height 8'.  



Section 10 80 00 Montgomery Sisam Architects Inc.
MISCELLANEOUS SPECIALTIES Project No. 21511.F01

Page 2

3 Execution

3.1 EXAMINATION

.1 Verify condition and dimensions of previously installed Work upon which this Section
depends. Report defects to Consultant. Commencement of  Work means
acceptance of existing conditions.

3.2 PREPARATION 

.1 Verify substrate surfaces are solid, free from surface water, dust, oil, grease,
projections and other foreign matter detrimental to performance.

.2 Items to be built-in: Provide information and templates required for installation of
work of this Section, and assist or supervise, or both, the setting of anchorage
devices, and construction of other work incorporated with products specified in this
Section in order that they function as intended.

.3 Verify there is adequate supports and/or blocking in gypsum wall assemblies prior to
installation of miscellaneous specialty items as required

3.3 INSTALLATION 

.1 Install miscellaneous specialties level and securely and rigidly anchored to substrate
in accordance with authorities having jurisdiction, reviewed shop drawings, and
manufacturer's written instructions.

.2 After installation, adjust miscellaneous specialties in accordance with manufacturer’s
written instructions.

3.4 CLEANING

.1 Clean and polish exposed surfaces prior to acceptance by Consultant.

END OF SECTION


