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 DESCRIPTION 

1.1. The following instructions form part of the Contract Documents for: 

Brock University 

Mackenzie Chown A-Block Renovation Phase 2 

Invitation to Tender Number: DB22-34 

1.2. SPECIFICATIONS – ARCHITECTURAL 

1.2.1. Section 12 52 00 Interior Window Shades: 

a. At sentence 2.1.1.a. Change ‘Collab rooms A223D, E and F (3 rooms)’ to “north 

facing Collab/Multi-Purpose A223.” 

 

b. At sentence 2.1.1.b. Change ‘Collab A223A, A223B and A223C’ to 

“Collab/Multi-Purpose A223. 

1.3. DRAWINGS – ARCHITECTURAL 

1.3.1. A002 Demolition Plan, Notes, Schedules: Per the attached revised drawing 

a. At Detail 2 Level 2 – Demolition Plan: 

i. Change portion of existing partition and door frame of Ex Office A238 as 

demolished under Phase 1 work. 

b. At Room Finish Schedule: 

i. Delete rooms A223A through A223F and Change finished of room A223. 

c. At Door / Frame Schedule: 

i. Add door MCA238. 

1.3.2. A201 Level 2 – Proposed Floor Plan and RCP: Per the attached revied drawing 

a. At Detail 1 Level 2 – Floor Plan:  

i. Add new partition and door MCA238 at Ex Office A238. 

ii. Delete partitions at rooms Collab. A223A, B, C, D, E and F.  This floor area 

becomes part of Collab/Multi-Purpose A223. 

iii. Add gypsum board work around existing column at grids AF/145. 

b. At Detail 2 Level 2 – RCP: Per attached revised drawing 

i. Delete partitions at removed rooms Collab. A223A, B, C, D, E and F and provide 

GWB. 
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1.3.3. A800 Floor Finish Plan & Interior Elevations: Per attached revised drawing 

a. At Detail 1 Level 2 – Floor Finish Plan:  

i. Delete partitions between removed rooms Collab A223A through F. 

ii. Add note to make good existing flooring at door and partition for Ex Office 

A238 and along partition separating primary area of work from adjacent 

spaces.  Include providing wall base to match existing. 

b. At Detail 7 Elevation – Collab A223 (A,B,C,D,E,F) S/W Wall: 

i. Change detail title to “Elevation – Collab/Multi-Purpose A223 S/W Wall”. 

ii. Delete opening in partition and adjust height of whiteboard. 

c. At Detail 8 Elevation – Collab A223 (A,B,C,D,E,F) N/W Wall: 

i. Change detail title to “Elevation – Collab/Multi-Purpose A223 N/W Wall”. 

ii. Delete opening in partition and adjust height of acoustic panel. 

1.4. Mechanical Addendum 

a. Drawing M210 Level 2 HVAC – New: Contractor to reduce the quantity of 

thermostats provided for VAV-12 from 3 to 1, and for VAV-13 from 3 to 1.  The 

new electric baseboard heaters in each control zone are to be daisy-chained 

to their respective thermostat along with the associated VAV box for that zone.  

Therefore, VAV-12 and 3 electric baseboard heaters will be controlled from a 

single thermostat, and VAV-13 and 3 electric baseboard heaters will be 

controlled from a single thermostat 

1.5. Electrical Addendum 

a. Refer to attached Electrical Addendum No. 2 issued by Seguin Electrical 

Engineering dated 2022.11.28; 3 pages. 

b. Drawing E050 Specifications – At section 5. Computer/Telcom Cabling System 

Delete sentences 6.1.2., 6.2.1., 6.6.2. and 6.4.2. 

 

END OF ADDENDUM NO. 1 
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GENERAL DEMOLITION NOTES:

1.  EX PARTITIONS/WALLS TO BE REMOVED ARE TO BE REMOVED TO U/S EX STRUCTURE ABOVE, UNLESS NOTED OTHERWISE. EX PARTITIONS/WALLS INCLUDE VARIOUS TYPES (GWB ON MTL STUD, CONC BLOCK, ETC); BIDDERS OF ALL 
DISCIPLINES ARE RESPONSIBLE TO AUDIT THE SITE DURING THE TENDER PERIOD TO DETERMINE FULL SCOPE OF DEMOLITION AND TO IDENTIFY EX ASSEMBLY TYPES; ALLOW FOR APPROPRIATE PROCEDURES FOR REMOVAL & FOR 
PATCH/REPAIR.

2.  MAKE GOOD ALL ADJACENT SURFACES AT EX ITEMS TO BE REMOVED. ALLOW FOR PATCH & REPAIR OF EX WALL, FLOOR, & CLG SURFACES FROM WHICH ITEMS ARE TO BE REMOVED. IF REMOVAL OF WALL-MOUNTED 
EQUIPMENT/FINISHES RENDERS EX GWB/PLASTER UNUSABLE FOR FINISH SURFACE, REPLACE DAMAGED GWB AS REQ'D.

3.  WHERE A NEW FLOOR FINISH IS INDICATED, REMOVAL OF EX ASSEMBLY IS REQ'D AS PART OF THE WORK. REMOVE ALL EX FLOORING TO EXTENT OF NEW FLOORING AS INDICATED, UNLESS NOTED OTHERWISE. AT ALL EX FLOORING 
TO BE REMOVED, REMOVE EX WALL BASE, FLOORING, & ASSOCIATED ADHESIVES. PATCH AND REPAIR AS REQ'D; MAKE WALL & FLOOR GOOD TO RECEIVE NEW FINISH.
EX FLOORS INCLUDE VARIOUS TYPES (RSF, VCT, CARPET, TILE, TERRAZZO, ETC); BIDDERS OF ALL DISCIPLINES ARE RESPONSIBLE TO AUDIT THE SITE DURING THE TENDER PERIOD TO DETERMINE FULL SCOPE OF DEMOLITION AND TO 
IDENTIFY EX ASSEMBLY TYPES; ALLOW FOR APPROPRIATE PROCEDURES FOR REMOVAL & FOR PATCH/REPAIR.

4.  INFILL EX CORE-HOLES BEING ABANDONED AS PART OF THE WORK, W/ CAST-IN-PLACE CONC PLUGS C/W FLARED TOPS, SECURED VIA MECHANICAL FASTENERS INTO THE ADJACENT CONC TO REMAIN.

5.  AT REMOVED PARTITIONS/WALLS, FLOOR-MOUNTED FIXTURES, ETC WHERE NEW FLOOR FINISH IS NOT REQ'D, PATCH/REPAIR & PROVIDE FLOOR/BASE TO MATCH EX (TYP). AT REMOVED PARTITIONS/WALLS, FLOOR-MOUNTED 
FIXTURES, ETC WHERE NEW FLOOR FINISH IS REQ'D, PATCH/REPAIR & MAKE GOOD FLOOR TO RECEIVE NEW FINISH.

6.  AT EX DOORS TO BE REMOVED, REMOVE EX DOOR, FRAMES, & ASSOCIATED HARDWARE (INCLUDING DISCONNECTION & REMOVAL OF ELECTRICAL/SECURITY DEVICES). STORE AT DESIGNATED LOCATION TO BE SELECTED ON-SITE 
BY OWNER. IF OWNER INDICATES THE MATERIAL IS NOT TO BE RE-USED, CONTRACTOR IS RESPONSIBLE FOR DISPOSAL.

7.  EX HARDWARE (OPERATORS, ACTUATORS, HAND-SETS, PANIC BARS, ETC) TO BE REMOVED DUE TO REMOVAL OR RECONFIGURATION OF EX DOORS IS TO BE SALVAGED AND REUSED, STORED, OR DISPOSED OF AT OWNER’S 
DISCRETION. PROVIDE A DOCUMENT IDENTIFYING THE ITEM, MAKE/MODEL, AGE, & CONDITION OF SALVAGED HARDWARE FOR REVIEW BY OWNER/CONSULTANTS TO REDUCE THE NUMBER OF ITEMS TO BE SUPPLIED NEW. CONFIRM 
HOW TO PROCEED PRIOR TO ORDERING NEW HARDWARE.

8.  REMOVE & SALVAGE ALL WALL-MOUNTED FURNISHINGS, EQUIPMENT, & ACCESSORIES (DISPENSERS, LITERATURE RACKS, TACK-BOARDS, COAT HOOKS, ETC) & SIGNAGE WITHIN THE AREA OF WORK, PRIOR TO REMOVAL AND 
REFINISHING OF WALLS. STORE AT DESIGNATED LOCATION TO BE SELECTED ON-SITE BY OWNER. IF OWNER INDICATES THE MATERIAL IS NOT TO BE RE-USED, CONTRACTOR IS RESPONSIBLE FOR DISPOSAL. ALLOW FOR 
REINSTALLATION OF ITEMS AS INDICATED BY OWNER.

9.  COORDINATE ALL DEMOLITION WITH GENERAL CONTRACTOR. EVERY EFFORT HAS BEEN MADE TO OUTLINE THE SCOPE OF DEMOLITION WORK; HOWEVER, THE DEMOLITION DRAWINGS REPRESENT ONLY THE GENERAL LOCATION 

AND NUMBER OF FITTINGS, FIXTURES, DEVICES, EQUIPMENT, ETC TO ASSIST IN EVALUATING THE SCOPE OF DEMOLITION WORK.IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE SITE DURING THE TENDER PERIOD TO 

DETERMINE THE EXACT SCOPE OF DEMOLITION WORK AND THOROUGHLY UNDERSTAND THE SITE CONDITIONS FOR CARRYING OUT THE SAME. REQUESTS FOR EXTRAS DUE TO FAILURE TO PROPERLY EVALUATE THE CONDITIONS 

THAT AFFECT SCOPE OF DEMOLITION WORK WILL NOT BE CONSIDERED.

10.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE EXTENT OF ANY ASBESTOS REMOVAL & REMEDIATION REQ’D AS PART OF THE WORK. IN THE EVENT THAT ASBESTOS IS ENCOUNTERED DURING THE COURSE OF 
THE CONTRACT WORK, THE CONTRACTOR IS RESPONSIBLE TO NOTIFY THE OWNER AND CONFORM TO THE REQUIREMENTS OF FEDERAL & PROVINCIAL AUTHORITIES.

11.  UPON COMPLETION OF DEMOLITION WORK, CONTRACTOR TO EVALUATE EXISTING SITE CONDITIONS AND NOTIFY ARCHITECT & OWNER OF ANY VARIANCES TO WHAT IS SHOWN IN THE DRAWINGS PRIOR TO COMMENCEMENT OF 
CONSTRUCTION WORK.

12.  WHERE A NEW CLG FINISH OR HT IS INDICATED, REMOVAL OF EX ASSEMBLY IS REQ'D AS PART OF THE WORK. REMOVE ALL EX CLGS TO EXTENT OF NEW FLOORING AS INDICATED. EX CLGS INCLUDE VARIOUS TYPES (ACT, GWB, 
ETC). BIDDERS OF ALL DISCIPLINES ARE RESPONSIBLE TO AUDIT THE SITE DURING THE TENDER PERIOD TO DETERMINE FULL SCOPE OF DEMOLITION AND TO IDENTIFY EX ASSEMBLY TYPES; ALLOW FOR APPROPRIATE PROCEDURES 
FOR REMOVAL & FOR PATCH/REPAIR. AT EX CLGS TO REMAIN, CONTRACTOR MAY LEAVE IN PLACE OR REMOVE & REINSTATE AS SITE CONDITIONS & EXTENT OF OTHER PROJECT WORK (E.G., M&E SCOPE) PERMITS. ALLOW FOR 
ASSOCIATED COSTS AS APPLICABLE.

13.  WHEN REMOVING EX WALL AND ROOF ASSEMBLIES, PATCH & MAKE GOOD ADJACENT INSUL & AVB, AND PREPARE FOR TIE-IN TO NEW ASSEMBLIES.

14.  REFER TO M&E DEMOLITION DRAWINGS AND ALLOW FOR PATCH & REPAIR OF EX WALL ASSEMBLIES IN ACCORDANCE W/ PIPING & CONDUIT & DUCT REMOVALS (E.G., HYDRONIC PIPING). ROUTING SHOWN FOR EX SERVICES IS 
APPROX ONLY.

GENERAL NOTES:

1. PAINT ALL EXISTING EXPOSED ELEC & MECH PER SECTION 09 91 10 3.6 AND METAL W/O FIRE 
PROOFING; COLOUR TO BE BLACK TO MATCH FIRE PROOFING.  SUBMIT PHOTO OF PAINT CHIP 
AGAINST FIRE PROOFING.

2. PROVIDE SAMPLES OF ALL MATERIALS & FINISHES UNLESS NOTED OTHERWISE
3. ALL PRODUCTS AND MATERIALS MUST BE INSTALLED AS PER MANUFACTURERS 

RECOMMENDATIONS
4. FOR ADDITIONAL CONSTRUCTION NOTES REFER TO PLANS
5. PROVIDE SMOOTH TRANSITION BETWEEN ALL DISSIMILAR FLOOR MATERIAL AND HEIGHTS. 

USE CEMENTITIOUS LEVELING COMPOUND BENEATH NEW FLOOR AS REQ'D. AT MINOR 
TRANSITIONS OF FLOOR HEIGHT PROVIDE BRUSHED STAINLESS STEEL TRANSITION STRIP 
WHICH COMPLIES WITH OBC BARRIER FREE REQUIREMENTS.

6. COORDINATE CEILING TILE SELECTIONS WITH EX GRIDS TO REMAIN. ENSURE PROPOSED 
CEILING TILE WILL SUIT EXISTING CEILING GRID THK.

7. WINDOW COVERINGS ALONG EX SOUTH/WEST CURTAIN WALL TO EXTEND FROM T/O WINDOW 
(~3160 AFF) TO T/O FIN FLR.  WINDOW COVERINGS ALONG NORTH/EAST CURTAIN WALL AND 
NEW PUNCHED WINDOWS TO EXTEND FROM T/O WINDOW (2800 AFF) TO T/O WINDOW SILL (870 
AFF).

AC- ACOUSTIC CLOUD

ACT1- 4X4 ACOUSTIC CEILING TILE (WHITE)

APF - ACOUSTIC PANEL - FABRIC (ON GWB)

C - CARPET TILE

EX GL - EX EXTERIOR GLAZING

GR - WALL WASHING LIGHT FEATURE

HS - HAND SANITIZERS (EX)

LVT - LUXURY VINYL TILE

MB- MARKER BOARD (ON GWB)

RB - RUBBER BASE

RS - ROLLER SHADE

SC - SEALED CONCRETE

SC1 - SCREEN / INTERIOR GLAZED PARTITION (GWB ABOVE)

WA - WASHROOM ACCESSORIES

WP - WALL PROTECTION

TB - TACKBOARD

T1 - CERAMIC TILE W/ GRILLE AT DOORS

T2 - CERAMIC TILE

VW - FEATURE VINYL WALL

WS - WOOD SLATS W/ INTEGRATED LIGHTING
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DEMOLITION PLAN, NOTES,
SCHEDULES

BROCK UNIVERSITY - MCA
RENOVATION

GSB - MCA, Level 2 - Renovation

1812 Sir Isaac Brock Way

St. Catharines, ON
L2S 3A1

20050

DOOR / FRAME SCHEDULE

NO.

DOOR FRAME

FRR
HARDWARE

GROUP HARDWARE & REMARKSWIDTH HEIGHT THICKNESS TYPE MAT. FINISH GLASS PROFILE MAT. FINISH

MCA218 2030 2135 45 Y AL ANOD. TEMP FP4 AL ANOD - REFER TO 08 71 01 HARDWARE GROUPS

MCA218-EX1 2030 2135 45 Y AL ANOD. TEMP FP4 AL ANOD - REFER TO 08 71 01 HARDWARE GROUPS, ADO TIED TO
EXT. BOLLARD.

MCA219 2030 2135 45 Y AL ANOD. TEMP FP4 AL ANOD - REFER TO 08 71 01 HARDWARE GROUPS

MCA219-EX1 2030 2135 45 Y AL ANOD. TEMP FP4 AL ANOD - REFER TO 08 71 01 HARDWARE GROUPS

MCA220 1015 2135 45 A HM PT - FP3 HM PT - REFER TO 08 71 01 HARDWARE GROUPS

MCA221A 1015 2135 45 A SCWD PLAM TEMP FP3 HM PT - REFER TO 08 71 01 HARDWARE GROUPS

MCA221B 1220 2135 45 A HM PT - FP3 HM PT - REFER TO 08 71 01 HARDWARE GROUPS

MCA222 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA223 1015 2135 45 B SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA223-1 1015 2135 45 B SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA223-2 1015 2135 45 A SCWD PLAM - FP3 HM PT - REFER TO 08 71 01 HARDWARE GROUPS

MCA223-3 1015 2135 45 A SCWD PLAM - FP3 HM PT - REFER TO 08 71 01 HARDWARE GROUPS

MCA224 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA225 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA226 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA227 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA228 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA229 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA230 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA231 1015 2135 45 B SCWD PLAM TEMP FP1 AL ANOD. - REFER TO 08 71 01 HARDWARE GROUPS

MCA232 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA233 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. - REFER TO 08 71 01 HARDWARE GROUPS

MCA234 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA235 1015 2135 45 A SCWD PLAM TEMP FP1 AL ANOD. REFER TO 08 71 01 HARDWARE GROUPS

MCA238 1015 2135 45 A SCWD PLAM - FP3 HM PT - SIMILAR TO OFFICE A228

ROOM FINISH SCHEDULE

ROOM ROOM WALL FINISH

CEILING COMMENTSNO. NAME FLOOR FINISH WALL BASE NORTH EAST SOUTH WEST

A218 LINK T2, GRILLE T2 SC1 EX EX GL WS + GWB FLOOR GRILLE TO BE RECESSED

A219 VESTIBULE GRILLE RB P GL EX SC1 GWB FLOOR GRILLE TO BE SURFACE MOUNTED

A220 EX. COMM. / I.T. EX EX EX EX EX EX EXP PT INFILL WALL TO MATCH EXISTING

A221 CORRIDOR T1 T1 P, SC1 P, SC1 - P, SC1 GWB, ACT

A221A ADMIN T1 T1 P P P - GWB

A221B STOR. C1 RB P P P P GWB

A221C SUPPORT C1 RB P P P P ACT

A221D WAITING T1 T1 P P P P AC + GWB + EXP

A221E CORRIDOR T1 T1 - P P P. SC1 AC + GWB + EXP

A221F CORRIDOR T1 T1 P, SC1 - P SC1 GWB

A221G CORRDIOR T1 T1 P, SC1 P, SC1 - P, SC1 GWB

A222 OFFICE C1 RB P EX GL P SC1 ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A223 COLLAB/MULTI-PURPOSE C1 + C2 RB APF EX GL, EX P MB EX GL, GW P AC & EXP, WS & GWB MANUAL ROLLER SHADES ON ALL EXTERIOR GLAZING

A224 COLLAB C1 RB SC1 + P SC1 + P SC1 + P SC1 + P

A225 OFFICE C1 RB P SC1 P EX GL ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A226 OFFICE C1 RB P SC1 P EX GL ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A227 OFFICE C1 RB P SC1 P EX GL ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A228 OFFICE C1 RB P EX P SC1 ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A228A HALLWAY T1 T1 - SC1 - SC1 ACT

A229 OFFICE C1 RB P sc1 P EX GL ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A230 OFFICE C1 RB P P P SC1 ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE, MANUAL ROLLER SHADES

A231 OFFICE C1 RB SC1 P EX P ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE

A232 OFFICE C1 RB SC1 P EX EX + P ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE

A233 OFFICE C1 RB SC1 EX EX P ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE

A234 OFFICE C1 RB P P SC1 P ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE

A235 OFFICE C1 RB EX EX SC1 SC1 ACT PRIVACY FILM ON INTERIOR GLAZING, PTD GWB ABOVE
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Electrical Addendum No. 2
Project: Brock University – MCA Renovation (GSB-MCA, Level 2 – Renovation, 1812 Sir 

Isaac Brock Way, St. Catharines, ON L2S 3A1)

Project No.: 20-115

Date: November 28, 2022

This Addendum forms part of the Contract Documents and is to be read, interpreted and coordinated with all other parts. The cost of 
all work contained herein shall be included in the Contract Sum. The following revisions supersede the information contained in the 
original drawings and specifications issued for the above named project to the extent referenced and shall become part thereof.

Drawings:

1. Reference Drawing E200 (revision 6) – drawing re-issued
1.1. Refer to revised drawing for revised floor plan and layout.

2. Reference Drawing E300 (revision 7) – drawing re-issued
2.1. Refer to revised drawing for revised floor plan and layout.

End of Addendum No. 2
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LEVEL 2 LIGHTING

BROCK UNIVERSITY - MCA
RENOVATION

GSB - MCA, Level 2 - Renovation

1812 Sir Isaac Brock Way

St. Catharines, ON
L2S 3A1

20-115
1 : 100 E200

Level 2 LIGHTING PLAN 1

Drawing Notes

1 EXISTING PANEL LP.A-2LA SERVING ALL LOCAL LIGHTING LOADS TO REMAIN AS
PRESENTLY INSTALLED. EXISTING PANEL IS ITE ...... UTILIZE EXISTING BREAKERS
AND BRANCH WIRING WHEREVER POSSIBLE FOR ALL LOCAL LIGHTING LOADS.

2 EXISTING PANEL 'EP.A-2EA' SERVING ALL LOCAL LIGHTING CONNECTED TO
GENERATOR AND SERVING EMERGENCY LIGHTING TO REMAIN AS PRESENTLY
INSTALLED. EXISTING PANEL IS ITE...... UTILIZE EXISTING BREAKERS AND BRANCH
WIRING WHEREVER POSSIBLE TO MAKE CONNECTIONS TO ALL LOCAL LIGHTS
SERVING EMERGENCY LIGHTING. PROVIDE EMERGENCY TRANSFER DEVICE TO
ALLOW INDIVIDUAL LIGHTING CONTROL UNDER NORMAL OPERATION CONDITIONS
AND OVERRIDE TO FULL BRIGHTNESS UPON EMERGENCY CONDITIONS. FOR
EXAMPLE; TOUCHE LIGHTING CONTROLS EMR3-S2, OR SIMILAR.

3 CONNECT LIGHTING TO A LOCAL LIGHTING BRANCH CIRCUIT RETAINED DURING
RENOVATION AND TO LOCAL LIGHTING CONTROLS AS SHOWN. EXTEND BRANCH
WIRING AS NEEDED TO SUIT.

4 CONNECT LIGHTING TO LOCAL LIGHTING BRANCH CIRCUIT AND TO LOCAL
EMERGENCY LIGHTING CIRCUIT FROM LOCAL EMERGENCY PANEL. PROVIDE
EMERGENCY POWER TRANSFER DEVICE TO OVERRIDE LIGHTING LEVELS AND
CONTROLS TO FULL BRIGHTNESS IN EMERGENCY SITUATION.

5 NEW LIGHT FIXTURE TO BE CONNECTED TO EXISTING PERIMETER EXTERIOR
LIGHTING CIRCUIT AND CONTROLS.

6 EXISTING EXTERIOR VALLANCE LIGHTING AND ASSOCIATED CONTROLS TO REMAIN
AS PRESENTLY INSTALLED.

7 CONNECT NEW EXIT SIGNAGE TO EXISTING BRANCH CIRCUIT FROM EMERGENCY
PANEL.

8 MAINTAIN ALL EXISTING LIGHTING BRANCH CIRCUITS, CONTROLS AND LIGHTING IN
THIS AREA. ENSURE ALL CONTROLS AND LIGHTING REMAIN AS PER
PRE-CONSTRUCTION CONDITIONS. ENSURE TO MAINTAIN EXISTING EMERGENCY
LIGHTING IN CORRIDOR.

9 SENSOR SUSPENDED FROM CEILING.

GENERAL NOTES:

A. CIRCUITING SHOWN FROM EXISTING PANEL LP.A-2LA IS SHOWN FOR GENERAL ARRANGMENT 

ONLY. ACTUAL CIRCUIT NUMBERS SHALL BE DETERMINED ON SITE AS MADE AVAILABLE BY 

RENOVATIONS.

B. CONTRACTOR TO PROVIDE BREAKERS TO RECONNECT ANY EXISTING LOADS NOT AFFECTED BY 

RENOVATION AND OUTSIDE OF THE RENOVATION AREA.

C. PROVIDE ADDITIONAL BREAKERS IN EXISTING PANELBOARDS AS REQUIRED TO MAKE ALL 

SYSTEMS FULLY FUNCTIONAL.

No. DESCRIPTION DATE

1 ISSUED FOR COSTING 2021.07.22

2 ISSUED FOR 50% REVIEW 2021.10.01

3 ISSUED FOR PERMIT 2021.11.23

4 ISSUED FOR 90% REVIEW 2021.12.07

5 ISSUED FOR TENDER 2022.01.19

6 ISSUED FOR ADDENDUM #2 2022.11.28
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EX STAIRS
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Level 2 Power and Systems Plan 1

FLOOR WALL AND CEILING BOX SCHEDULE

1. CONTRACTOR IS TO INCLUDE FOR ALL ACCESSORIES AS REQUIRED
FOR A FULL AND COMPLETE INSTALLATION, PART NUMBERS
SHOWN ARE GNERALLY FOR EQUIPMENT ONLY.

2. ALL EQUIPMENT SHALL HAVE SHOP DRAWINGS SUBMITTED TO THE
CONSULTANT PRIOR TO ORDERING FOR GENERAL REVIEW.
CONTACTOR MUST INCLUDE FOR ALL ACCESSORIES AND
COMPONENTS WITH SHOP DRAWING SUBMITTAL.

3. FINAL PLACEMENT OF DEVICES SHALL BE COORDINATE ON SITE TO
ENSURE NO STRUCTURAL COMPONENTS ARE IMPACTED.
CONTRACTRO SHALL X-REX PRECAST AND COCNRETE SLABS PRIOR
TO CORE DRILLING TO ENSURE N ODAMAGE TO STRUCTURA,
COMPONENTS IS DONE AND TO ENSURE ANY EXISTING SERVICES
WITHIN THIS AREA ARE NOT DAMANGED.

CB1

CEILING MOUNTED ALL STEEL CONSTRUCTION AV BOX FOR ALL
PROJECTORS C/W DUPLEX RECEPTACLE AND ALL ASSOCIATED LOW
VOLTAGE WIRING FOR AV PURPOSES (FOR EXAMPLE; HDMI CABLING,
DATA CABLE, ETC.)
FOR EXAMPLE - HUBBEL PREMISE WIRING CAT. AVCE1H

FB1

FLOOR MOUNTED STAMPED STEEL CONSTRUCTION WITH STANDARD
KNOCK OUTS C/W RECTANGULAR COVER. INCLUDE FOR TWO (2)
DUPLEX RECEPTACLES AND BLANK OUT FOR FUTURE USE. PROVIDE
ALL REQUIRED PLATES TO ACCOMODATE OUTLETS AND DEVICES
ACCORDINGLY, FINISH SELECTED BY OWNER AND/OR ARCHITECT.
FOR EXAMPLE - HUBBELL SYSTEM ONE RECESSED 4 GANG FLOOR
BOX CAT. CFB4G30 C/W 410GCCCVRBK COVER PLATE AND FPMPREC
AND FBMP6KS PLATES AS REQUIRED.

FB2

FLOOR MOUNTED STAMPED STEEL CONSTRUCTION WITH STANDARD
KNOCK OUTS C/W RECTANGULAR COVER. INCLUDE FOR TWO (2)
DUPLEX RECEPTACLES AND TWO (2) LOW VOLTAGE KEYSTONE
JACKS CAPABLE OF ACCEPTING JACKS AS INDICATED. PROVIDE ALL
REQUIRED PLATES TO ACCOMODATE OUTLETS AND DEVICES
ACCORDINGLY, FINISH SELECTED BY OWNER AND/OR ARCHITECT.
FOR EXAMPLE - HUBBELL SYSTEM ONE RECESSED 6 GANG FLOOR
BOX CAT. CFB6G30 C/W 610GCCCVRBK COVER PLATE AND FPMPREC
AND FBMP6KS PLATES AS REQUIRED.

WB1

WALL MOUNTED A/V DISTRIBUTION RECESSED BOX MOUNTED
BEHIND AL WALL MOUNTED TELEVISIONS. SYSTEM TO BE C/W
SURGE PROTECTED POWER KIT, A/V CONNECTION PLATE AND
COVER PLATE. INCLUDE ADDITIONAL 1" (25mm) EMPTY CONDUIT
C/W PULL STRING TO ACCESSIBLE CEILING SPACE FOR FUTURE USE.
CONFIRM MOUNTING HEIGHT WITH ARCHITECT AND/OR CLIENT
PRIOR TO ROUGH-IN. ALL TO INCLUDE 1 POWER AND 2 DATA (UNO).
FOR EXAMPLE - HUBBEL PREMISE WIRING CAT. NSAV62M C/W
NSAV6C COVER, NSOKPS POWER KIT, NSJ6W DATA SNAP FIT,
NSP16W PLATE TO SUITE.

1 : 50 E300

ENLARGED EXISTING ELECTRICAL ROOM 2

Drawing Notes

1 UTILIZE EXISTING BRANCH WIRING FROM EXISTING LOCAL PANEL SERVING ALL
ELECTRIC HEATERS AND MAKE ALL FINAL CONNECTIONS TO NEW ELECTRIC
HEATERS FROM PANEL HP.A-2HA.

2 PROVIDE NEW BREAKER IN EXISTING LOCAL PANEL "HP.A-2HA' AND ASSOCIATED
BRANCH WIRING FROM BREAKER TO FORCE FLOW HEATER AT ENTRIES.
COORDINATE CONTROLS WITH MECHANICAL AND INTEGRATE IN EXISTING
CONTROLS SCHEME.

3 PROVIDE BASKET STYLE CABLE TRAY SYSTEM FOR ALL COMMUNICATION AND LOW
VOLTAGE WIRING (NO POWER OR LINE VOLTAGE). UTILIZE J HOOKS FOR ALL
LATERAL RUNS OF LOW VOLTAGE (COMMUNICATION) WIRING FROM CABLE TRAY TO
ADJACENT SPACES WHERE ACCESSIBLE CEILING IS PROVIDE. PROVIDE 1" CONDUITS
C/W BELL END IN ALL EXPOSED APPLICATIONS FOR LATERAL RUNS. COORDINATE
CABLE TRAY LOCATION WITH ALL MECHANICAL AND STRUCTURAL COMPONENTS.
TERMINATE CABLE TRAY IN PUBLIC CORRIDOR AND PROVIDE THREE (3) 3"
CONDUITS BETWEEN CABLE TRAY AND IT ROOM C/W PULL STRING AND BELL ENDS
FOR EXTENSION OF CABLING BETWEEN IT ROOM AND CABLE TRAY. BASKET TRAY
SYSTEM SHALL BE 2x4 MESH, MADE OF RECYCLED STEEL, T-WELDED
CONSTRUCTION. INCLUDE FOR ALL SPLICE KITS, MOUNTING HARDWARE AND
VERTICAL DOWN ACCESSORIES FOR CABLE PROTECTION. TRAY TO BE MINIMUM 2"
DEEP AND 12" WIDE, FOR EXAMPLE HUBBELL CAT. No.: HBT0212S, OR SIMILAR.

4 EXISTING CONDUITS SERVING ALL LOW VOLTAGE WIRING AND FIRE ALARM DEVICES
ARE TO BE SUPPORTED THROUGH THE DEMOLITION PROCESS.  ONCE ALL CEILINGS
ARE REMOVED ALL CABLING WITHIN SCOPE OF WORK AREA IS TO BE IDENTIFIED
AND REMOVED CAREFULLY WHERE EXISTING OFFICES ARE TO BE COMPLETELY
REMOVED.  ALL OTHER CABLING IS TO BE IDENTIFIED ACCORDINGLY AND BROCK
STAFF IS TO BE NOTIFIED OF FINDINGS. EXTREME CARE IS TO BE TAKEN TO ENSURE
ALL CABLING AND EXISTING CONDUITS REMAIN IN PLACE THROUGH THE
CONSTRUCTION PROCESS WITH TEMPORARY SUPPORTS AS NEEDED DURING THE
CONSTRUCTION. AT CONSTRUCTION END CONTRACTOR IS TO PROPERLY SUPPORT
EXISTING CONDUITS BELOW DUCTWORK.  PAINTING OF CONDUITS TO MATCH
CEILING BY OTHERS AS OUTLINED ON ARCHITECTURAL DRAWINGS.

5 EXISTING KEYPAD FOR SECURE ACCESS TO EXISTING IT ROOM TO BE RELOCATED TO
BE ADJACENT TO NEW PROPOSED DOOR ACCESS FROM VESTIBULE. ENSURE TO
INCLUDE FOR DOOR CONTACTS AND CARD READER FOR ACCESS TO ROOM TO
MAINTAIN SECURE.

6 RELOCATE AND REINSTATE WIRELESS SECURITY RECEIVER REMOVED DURING
RENOVATION AND MAKE ALL FINAL CONNECTIONS AS NEEDED TO RETURN SYSTEM
TO PRE-CONSTRUCTION STATE OF OPERATION.

7 PROVIDE ROUGH-IN AND ALL REQUIRED COMPONENTS FOR INDIVIDUAL OFFICE
PERSONAL PANIC/SECURITY BUTTON TO CALL FOR ASSISTANCE.

8 ROUGH-IN FOR WALL MOUNTED IP CLOCKS TO BE 305mm BELOW CEILING. FINAL
PLACEMENT AND LOCATION TO BE COORDINATED WITH PROJECT MANAGER.

9 ALL EXISTING SURFACE MOUNTED CONDUITS SERVING IT IT WIRING IN EXISTING
AREA TO REMAIN AS PRESENTLY INSTALLED. REWORK AS REQUIRED WITHIN
RENOVATION AREA AND RE-INSTATE ALL CABLING AND CONNECTIONS TO ENSURE
ALL SYSTEMS REMAIN FULLY OPERATIONAL.

10 PROVIDE CEILING MOUNTED DEVICES FOR TV MOUNTED FROM BULKHEAD.

11 PROVIDE THREE (3) - 3" EMPTY CONDUITS C/W BELL ENDS BETWEEN CABLE TRAY
AND IT ROOM ABOVE OFFICE C/W PULL STRING FOR ALL COMMUNICATION WIRING
INSTALLATIONS.

12 PROVIDE DOUBLE GANG DEEP BACKBOX C/W ALL CONDUITS AS SHOWN ON AV
RISER FOR AUDIO VISUAL INPUTS.

13 PROVIDE SINGLE GANG DEEP BACKBOX C/W ALL CONDUITS AS SHOWN ON AV RISER
FOR AUDIO VISUAL INPUTS.

14 PROVIDE SINGLE GANG DEEP BACKBOX C/W ALL CONDUITS AS SHOWN ON AV RISER
FOR TOUCH PANEL.

15 PROVIDE EMPTY 1" CONDUIT FROM IT ROOM TO EDGE OF AREA OF CONSTRUCTION
FOR FUTURE WIRELESS ACCESS POINTS TO BE INSTALLED BY OWNER.

16 PROVIDE EMPTY CONDUIT C/W PULL STRING FOR CEILING MOUNTED SPEAKERS AS
PER AV RISER.

17 REFER TO AV RISER FOR CONDUIT REQUIREMENTS BETWEEN PROJECTOR CEILING
BOX AND AV RACK AND PROVIDE ACCORDINGLY.

18 WAP TO BE INSTALLED BY CLIENT IN FUTURE, PROVIDE ROUGH-IN ONLY TO
BUILDING EXTERIOR TO ALLOW EXTENSION BY OWNER IN FUTURE.

19 PROVIDE NEW 1" CONDUIT C/W SMOOTH BEND RADIUS C/W 12-STRAND,
SINGLE-MODE FIBRE BETWEEN COMMUNICATION ROOM A220 AND ROOM A203A
PRIOR TO ANY REMOVAL OF SURFACE MOUNTED CONDUITS AS PART OF
DEMOLITION OR ASSOCIATED WIRING.

20 EXTREME CARE IS TO BE TAKEN DURING ENTIRE CONSTRUCTION PROCESS TO
ENSURE NO SYSTEMS OR COMPONENTS ARE IMPACTED TO ENSURE NETWORK
REMAINS FULLY OPERATIONAL.

21 PROVIDE AND INSTALL 12-STRAND, SINGLE-MODE FIBRE INSTALLED IN CONDUIT
WITH SMOOTH, LONG BEND RADIUS BETWEEN MCA220 AND GSB205.

22 FOR ALL WAP LOCATION PROVIDE A DOUBLE GANGED, DEEP BACK BOX C/W
PLASTER RING AND APPROPRIATE SUPPORT AND CONDUIT SYSTEM TO ALLOW
CABLING RUN FROM CABLE TRAY TO EACH LOCATION.

23 CONTRACTOR TO MAKE NOTE THAT THIS AREA MAY CONTAINED UNDERGROUND
CONDUITS AND FEEDERS/WIRING. AREA TO BE X-RAYED AND SCANNED FOR ANY
POSSIBLE OBSTRUCTIONS PRIOR TO ANY EXCAVATION WORK OR FLOOR SLAB
CUTTING IS STARTED.

GENERAL NOTES:

A. CIRCUITING FROM NEW PANEL THAT REPLACES EXISTING PANEL RP.A-2RB IS SHOWN FOR 

ARRANGMENT ONLY. ACTUAL CIRCUIT NUMBERS SHALL BE DETERMINED ON SITE AS MADE 

AVAILABLE BY RENOVATIONS.

B. CONTRACTOR TO PROVIDE BREAKERS TO RECONNECT ANY EXISTING LOADS NOT AFFECTED BY 

RENOVATION AND OUTSIDE OF THE RENOVATION AREA.

C. PROVIDE ADDITIONAL BREAKERS IN EXISTING PANELBOARDS AS REQUIRED TO MAKE ALL 

SYSTEMS FULLY FUNCTIONAL.

D. THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR MAKEING GOOD THE EXISTING AND 

NEW ELECTRIC BASEBOARD HEATING.

E. IT IS ASSUMED BASED ON EXISTING DRAWINGS THAT ALL AREAS OUTSIDE OF SCOPE OF WORK 

AREA ARE CIRCUITED FROM PANEL RP.1-2RA LOCATED IN THE EXISTING ELECTRICAL ROOM.  

ANY DEVICES CONNECTED TO PANEL TO BE REPLACED ARE TO BE RECONNECTED AND MADE 

GOOD TO NEW PANEL, PROVIDE NEW BREAKERS AS NEEDED TO SUIT.

F. ALL NEW DATA CABLING FOR OFFICES, MEETING AREAS, COLLABORATION SPACES, ETC. IS TO 

BE PROVIDED FROM THE EXISTING COMMUNICATIONS/IT ROOM. ALL CABLING AND 

INSTALLATIONS TO MEET UNIVERSITY OF BROCK STANDARDS AND SPECIFICATIONS.

G. ALL EXISTING CONDUITS, FEEDERS, ETC. WITHIN THE SCOPE OF WORK AREA THAT SERVICE 

ALL OTHER SERVICES THAT ARE OUTSIDE OF SCOPE OF AREA ARE TO BE IDENTIFIED AND 

MAINTAINED THROUGH OUT THE CONSTRUCITON PROCESS.  CONTRACTOR TO RELOCATE, 

REWORK AND OR EXTEND AS NEEDED TO MAINTAIN OPERATION DURING CONSTRUCTION AND 

REINSTATE AT CONSTRUCTION COMPLETION.
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