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RESILIENT FLOORING - HEAVY DUTY BY SPEC. 09650
165m2

PORCELAIN TILE BY SPEC. 09650
105m2 - FLOOR
7m2 - STAIR TREADS

FLOOR FINISHES EXTENT

RESILIENT FLOORING - COMMERCIAL KITCHEN
DUTY BY SPEC. 09650
35m2

NOTES:
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PARTIAL
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EXISTING DOOR RENEWAL & NEW DOOR
OPERATOR (1/A2.3) (DOOR SCHEDULE)

EXISTING VESTIBULE - NEW FLOOR FINISH &
PAINT WALLS (1/A2.3)

EXISTING DOOR RENEWAL & NEW DOOR
OPERATOR (1/A2.3) (REF. DOOR SCHEDULE)

EXISTING STAIR - NEW TREAD SURFACE &
SAFETY NOSING & NEW RAILINGS (1/A2.3)

EXISTING DOOR RENEWAL & NEW HOLD OPEN
DEVICE (1/A2.3) (REF. DOOR SCHEDULE)

EXISTING ELEVATOR LOBBY - NEW FLOOR FINISH
& PAINT WALLS (1/A2.3)

EXISTING BOILER ROOM - NEW VENTILATION
LOUVRE AND MECH. EQUIP. REPLACEMENT
(1/A2.3) (REF. MECHANICAL)

EXISTING CORRIDOR - NEW FLOOR FINISH &
PAINT WALLS (1/A2.3)

EXISTING MALE WASHROOM - NEW FLOOR FINISH
& PAINT WALLS & REPLACE W/R PARTITIONS &
REPLACE COUNTER AND SINKS (1/A2.3)

EXISTING FEMALE WASHROOM - NEW FLOOR
FINISH & PAINT WALLS & REPLACE W/R
PARTITIONS & REPLACE COUNTER AND SINKS
(1/A2.3)

EXISTING DOOR RENEWAL & NEW DOOR
OPERATOR (1/A2.3) (REF. DOOR SCHEDULE)

EXISTING DOOR RENEWAL & NEW DOOR
OPERATOR (1/A2.3) (REF. DOOR SCHEDULE)

EXISTING SERVERY - NEW FLOOR FINISH & PAINT
WALLS (2/A2.3) & NEW STAINLESS STEEL.
COUNTERTOPS (BY SPEC.06200)

EXISTING KITCHEN - NEW FLOOR FINISH & PAINT
WALLS (2/A2.3)

EXISTING DOOR RENEWAL (2/A2.3) (REF. DOOR
SCHEDULE)

EXISTING DOOR RENEWAL (2/A2.3) (REF. DOOR
SCHEDULE)

EXISTING DOOR REPLACEMENT (4/A2.4) (REF.
DOOR SCHEDULE)

EXISTING DOOR E119A RENEWAL (REF. DOOR
SCHEDULE)

TIE NEW ROOF DRAIN TO EXISTING RWL (REF.
MECH.)

EXISTING OVERHEAD DOOR REPLACEMENT
(3/A2.4)

EXISTING INFRARED HEATER REPLACEMENT
(3/A2.4) (REF. MECHANICAL)

EXISTING DOOR RENEWAL E105 (1/A2.3) (REF.
DOOR SCHEDULE)

EXISTING DOOR E128A RENEWAL (REF. DOOR
SCHEDULE)

EXISTING DOOR E119B RENEWAL (REF. DOOR
SCHEDULE)

EXISTING DOOR E111A RENEWAL (REF. DOOR
SCHEDULE)

EXISTING EXIT DOOR TO REMAIN (NIC)

NEW MOP SINK ROOM LOCATION (REF. 1/A2.3)

EXISTING DOOR E119E RENEWAL (REF. DOOR
SCHEDULE) CONTRACTOR ACCESS, STAGING /
MIXING AREA AT EXTERIOR, CONTRACTOR TO
CLEAN AREA, REMOVE & DISCARD UNUSED
MIXES AT THE END OF EACH WORKING DAY

CONTRACTOR ARENA ENTRANCE, DOORS TO
REMAIN CLOSED DURING WORK TIME AND AFTER
HOURS

AREA INDICATED BY HATCH PATTERN SHOWS
WORK ACCESS SCOPE ONLY, NOT EXTENT OF
SLAB REMOVAL. NO CONCRETE IS TO BE
REMOVED/CHIPPED/SCARIFIED OR ALTERED
UNLESS IDENTIFIED BY THESE DRAWINGS, OR AS
DIRECTED BY THE CONSULTANT

CEMENTITIOUS REPAIR AREA BY SPEC. 03300.
AREA 0.5 m2

CEMENTITIOUS REPAIR AREA BY SPEC. 03300.
AREA 0.5 m2

TYPICAL REPAIR AT ARENA BOARD PERIMETER
WILL VARY DEPENDING ON SLAB EDGE
CONDITION AND DISTANCE FROM THE WOODEN
BOARDS PERIMETER. CONTRACTOR TO EXAMINE
EXISTING CONDITIONS IN THEIR TOTALITY PRIOR
TO PRICING.TRADE TO PROVIDE A WARRANTY
FOR FIVE (5) YEARS FROM DATE OF
SUBSTANTIAL COMPLETION

EXISTING DOOR E124C NOT IN CONTRACT
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16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL HOLES/GAPS
PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT ST. STUD
TRACK MOUNTED TO DECKING

150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED CORNERS TO U/S
EXISTING CONCRETE SLAB
PAINTED EXPOSED SIDE

WALL SCHEDULE

13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/ PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4 13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT
FINISH
65 STR. ST. STUD

28

29

30

31

32

33

28 29

30

31

32

33

34

xx

SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL FIBRE ACOUSTICAL BATT
INSULATIONW5
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BLANKET INSULATION @
U/S STRUCTURE -
*INDENTIFIED PRICE*

PROVIDE FULL BATT WHERE
INSULATION HOLE
TO BE REPAIRED
(TYPICAL ELSEWHERE
AS SHOWN)

PROVIDE CONTROL
JOINT IN NEW
FLOOR FINISH

BY SPEC. 09650

REMOVE EXISTING
MOVABLE WALL

PROVIDE NEW
MOVABLE

WALL & TRACK
SYSTEM BY SPEC. 10652 (5/A2.6)
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EXISTING ROOF
LADDER ACCESS

EXISTING ROOF
LADDER ACCESS

REFER TO A3.1 FOR ROOF SCOPE

REFER TO
A3.1 FOR

ROOF SCOPE

LEGEND

                          EXISTING BUILDING COMPONENTS TO REMAIN
                          EXISTING BUILDING COMPONENTS TO BE
                          REMOVED
                          NEW COMPONENTS

                        NOTE TAG

F.F.E.            FINISHED FLOOR ELEVATION

                      EXISTING GRADE

                      BOLLARD (REFER TO 2/A2.1 DETAILS)
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STRUCTURAL MECHANICAL

RENOVATIONS FOR

14 BOLAND DRIVE
ERIN ONTARIO

PARTIAL
SECOND FLOOR PLAN

MH
1:200

A2.2

MARCH 8
2024

ISSUED TO CONSULTANTS

MARCH 20
2024

ISSUED FOR PERMIT/TENDER

PARTIAL

PARTIAL

3
A5.1

1
A5.1

4
A5.1

NOTES:

RESILIENT FLOORING- MULTI-PURPOSE BY
SPEC. 09650
360m2

PARTIAL2
A5.1

1

2

3

4

5

EXISTING VESTIBULE - NEW FLOOR
FINISH & PAINT WALLS (1/A2.5)

EXISTING STAIR - NEW TREAD
SURFACE AND SAFETY NOSING &
REPLACE RAILINGS (1/A2.5)

EXISTING DOOR RENEWAL & DOOR
OPERATOR (1/A2.5) (REF.DOOR
SCHEDULE)

EXISTING DOOR RENEWAL & DOOR
OPERATOR (1/A2.5) (REF.DOOR
SCHEDULE)

EXISTING ELEVATOR VESTIBULE -
NEW FLOOR FINISH & PAINT WALLS
(1/A2.5)

EXISTING PARTITION PARTIAL
REPLACEMENT TO MATCH EXISTING
(1/A2.5)

EXISTING PARTITION REMEDIATION &
F.R.R. RENEWAL TO TERMINATE @ U/S
STEEL DECKING (6/A2.5)

EXISTING SERVERY TO BE
REHABILITATED (REF 1/A2.5)

EXISTING DOOR RENEWAL (1/A2.5)
(DOOR SCHEDULE)

EXISTING MALE WASHROOM - NEW
FLOOR FINISH & PAINT WALLS &
REPLACE W/R PARTITIONS & REPLACE
COUNTER AND SINKS (1/A2.5)

EXISTING FEMALE WASHROOM - NEW
FLOOR FINISH & PAINT WALLS &
REPLACE W/R PARTITIONS & REPLACE
COUNTER AND SINKS (1/A2.5)

EXISTING MULTI-PURPOSE ROOM -
NEW FLOOR FINISH & PAINT WALLS
(1/A2.6)

EXISTING FOLDING PARTITION TO BE
REPLACED & NEW PARTITION W/
DOOR (5/A2.6)

NEW CONTROL JOINT (3/A10.1)

BARRIER-FREE VIEWING GALLERY
FLOOR EXTENSION (1/A2.5, 2/A2.5)

FOLDABLE PARTITION STORAGE
ENCLOSURE RECONFIGURED TO SUIT
(1/A2.6)

EXISTING DOOR RENEWAL (1/A2.5)
(REF. DOOR SCHEDULE)

EXISTING DOOR RENEWAL (1/A2.5)
(REF. DOOR SCHEDULE)

EXISTING ACT TO BE REPLACED,
EXISTING GRID TO REMAIN AND BE
REPAINTED IN-SITU

EXISTING ACT TO BE REPLACED,
EXISTING GRID TO REMAIN AND BE
REPAINTED IN-SITU

EXISTING SERVICE PENETRATION
F.R.R. RENEWAL (1/A2.5)

NEW ROOF HATCH ABOVE

EXISTING STAIR TO CAFETERIA (NIC)

EXISTING EGRESS DOOR E213 (NIC)

NEW PENDENT-HUNG EXIT SIGN (REF.
ELECT.)

EXISTING DEHUMIDIFIER UNIT
TO REMAIN

EXISTING DEHUMIDIFIER UNIT AND
WALL STRUCTURE TO BE REMOVED

NEW DEHUMIDIFIER UNIT (REF.
MECH.)
NEW OVERHEAD PLATFORM (3/A2.6)

EXISTING 1070 X 13 DASHER BOARDS
ON EXISTING METAL FRAME

EXISTING 203 X 13 WOOD KICK PLATE.
REINSTATEMENT (IF REMOVED FOR
ACCESS) WILL REQUIRE SCREW
REPLACEMENT TO MATCH EXISTING.
SUPPLY AND INSTALL STAINLESS
STEEL COUNTERSUNK SCREWS

EXISTING CONCRETE CURB

EXISTING CONCRETE SLAB

EXTENT OF SLAB REPAIR WILL VARY
BY LOCATION

REPAIR DAMAGED AREAS WITH
SIKATOP 111 PLUS, PREPARE PATCH
AREAS PER MANUFACTURER'S
WRITTEN INSTRUCTIONS INCLUDING
SAW CUTTING EDGES OF REPAIR
AREAS, AND APPLICATION OF
BONDING AGENT

CEMENTITIOUS REPAIR BY SPEC.
03300

GAPS LESS THAN 25 IN WIDTH TO
ONLY RECEIVE POLYURETHANE
COMPOUND SEALANT REPAIR BY
SPEC. 07910

EXISTING 203 X 13 WOOD KICK PLATE.
REINSTATEMENT (IF REMOVED FOR
ACCESS) WILL REQUIRE SCREW
REPLACEMENT TO MATCH EXISTING.
SUPPLY AND INSTALL STAINLESS
STEEL COUNTERSUNK SCREWS
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REPAIR EXISTING - SEPARATE PRICE
50m2

BLANKET INSULATION SCOPE:

25

RESILIENT FLOORING - VCT BY SPEC. 09650
18m2
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DETAIL NOTES
1. CONCRETE SLAB IS TO RECEIVE  A CEMENTITIOUS

REPAIR (SPEC. 03300)

2. FOUND GAPS BETWEEN THE EXISTING SLAB AND THE
EXISTING CURB GREATER THAN 25mm IN WIDTH SHALL
BE CEMENTITIOUS REPAIR AND SEALANT REPAIR.

3. RESERVED

4. ALL CONCRETE SPALLS FOUND SHALL BE A
CEMENTITIOUS REPAIR

SCALE

3
A2.2

SLAB REPAIR @ PERIMETER
1:2

SCALE

4
A2.2

SLAB REPAIR @ PERIMETER
1:2

DETAIL NOTES
1. CONCRETE SLAB IS TO RECEIVE  A CEMENTITIOUS

REPAIR (SPEC. 03300)

2. FOUND GAPS BETWEEN THE EXISTING SLAB AND THE
EXISTING CURB SHALL BE CEMENTITIOUS REPAIR

3. RESERVED

4. ALL CONCRETE SPALLS FOUND SHALL BE A
CEMENTITIOUS REPAIR
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CF
MARCH_2024

16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL
HOLES/GAPS PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK
BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT
ST. STUD TRACK MOUNTED TO DECKING

150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED
CORNERS TO U/S EXISTING CONCRETE SLAB
PAINTED EXPOSED SIDE

WALL SCHEDULE

13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/
PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4
13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT
FINISH
65 STR. ST. STUD

FLOOR FINISHES EXTENT

SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL
FIBRE ACOUSTICAL BATT INSULATIONW5
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SERVICE DESK
E115

KITCHEN
E116

SERVERY
E117

E117
E116

E115

CORRIDOR
E102

EX.
ACCESS
HATCH

CO

EX.
SINGLE
SINK

EX.
REFR.

EX.
STOVE.

EX.
SINK

EX.
FRYER
UNIT

EXTENT OF NEW
HEAVY-DUTY FLOOR

EXTENT OF
COMMERCIAL FLOOR

EXISTING FLOOR - NIC

EXISTING
FLOOR
NIC
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CORRIDOR
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E128A
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EXTENT OF
NEW HEAVY-
DUTY FLOOR

SLOPE 2%

EXTENT OF NEW
HEAVY-DUTY FLOOR

EXISTING
FLOOR

NIC

1525

15
25

18

32 33
W4

STORAGE
137

ICE MACHINE
STORAGE

E136

4

5

8
A2.3

9
A2.3

AUTO. DOOR OPERATOR W/ NEW
OVERHEAD DOOR

EXISTING HEATER TO BE
REPLACED (REF. MECH.)

9
A2.3SIM

8
A2.3SIM

CONC.
BOLLARD
(RE. 3/A1.1
TYP.)

28
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30 31

37
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76

38

EXISTING CONC. BLOCK
EXISTING CONC. FACE
BRICK VENEER
DOOR GASKET IN

METAL EXTRUSION
INSULATED STEEL-FACED

OVERHEAD DOOR

22 GA. PRE-PAINTED ST.
SHEET METAL

SEALANT W/ GUM EDGE

6mm COMPRESSIBLE
FOAM GASKET

EX. STEEL

SEALANT CONTINUOUS

62

EXISTING CONC. BLOCK
EXISTING CONC. FACE
BRICK VENEER

WEATHERSTRIPPING
IN METAL EXTRUSION

INSULATED STEEL-FACED
OVERHEAD DOOR
3mm THK. GALVANIZED COLD ROLLED ST.
PLATE WRAPPED TO EXISTING EXTERIOR
WALL OPENING. INSTALL TO PLUMB LEVEL.
MEDIUM-DUTY 92mm CONC. SCREWS W/
50 MIN. EMBEDMENT SET TO 400 SPACING.

INSERT MEDIUM-DENSITY
SPRAY FOAM INS. WITHIN
EXISTING CAVITY

2x12 & 2x3 WOOD
BUCK

6mm COMPRESSIBLE
FOAM GASKET

SEALANT CONTINUOUS

B

STORAGE
E128

ARENA
E119

152x152 H.S.S.
STEEL
POST (TYP.) -
PAINTED

CONC. BOLLARD (REF. 3/A1.1) (TYP.)

DROP-LOCK BOLT
(TYP.) IN 600x600
CONC. PAD 100 THK 25
MPa W/ AIR
ENTRAINMENT

HEAVY DUTY
(360°)
DOLLY WHEEL
BOLTED
TO FRAME (TYP.
OF 2)

3000 CLEARANCE EXIT

PARTIAL

PARTIAL

400kW DIESEL
GENERATOR (REF.

ELECT.)

600x600 CONC. PAVERS ALL
AROUND AS SHOWN ON 150

COMPACTED GRANULAR

305 THK. CONCRETE SLAB (32MPa W/
AIR ENTRAINMENT) W/ 15M REBAR @

400 o.c. BOTH DIRECTIONS
MIN. 75 FROM U/S

MIN. 150 COMPACTED GRANULAR
BASE

EXISTING EXIT DOOR TO BE
MAINTAINED OPERABLE AND
CLEAR

ELECTRICAL CONDUIT
UNDERGROUND TO CORRIDOR

E102 (2 @ Ø50) (REF. 5/A2.3)

GAS LINE TO EXISTING ROOF

140x140 WD. POST W/
FENCE BOARDS &
FRAME
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1500 CLEAR 1500 CLEAR

150 ALL AROUND
2100
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4
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NEW GAS LINE
TO ROOF

CONC. BOLLARD (REF.
3/A1.1) (TYP.)

CONC. BOLLARD (REF.
3/A1.1) (TYP.)

VESTIBULE
E101

FEMALE W/R
E112

MALE W/R
E113

CORRIDOR
E102

OPP COMM. OFFICE
E103

ADMIN. OFFICE
E111

ELEV.MACH.RM.
E107

ELEC. RM.
E106

BOILER RM.
E109

LOBBY
E114

CORRIDOR
E105

ELEV.
E108

A

2

B

1

INFILL OPENING ABOVE W/
200 CONC. MASONRY BL. SOLID

PACK FIRE MORTAR TO U/S SLAB

EXISTING EXHAUST
LOUVRE ABOVE DOOR TO
RECEIVE NEW FAN (REF. MECH.)
DUCT TO OUTSIDE

EXTENT OF BOILER
ROOM BELOW
GRANDSTAND

3395

JAN.RM.
E104

EXTENT OF CONC.
PRE-CAST PANELS ABOVE

G

B
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E

D

F
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EXTENT OF NEW
HEAVY-DUTY FLOOR

EXTENT OF NEW
TILE FLOOR

EX.
FD

EX.
FD

EXTENT OF NEW
HEAVY-DUTY FLOOR

EXISTING
FLOOR
NIC

EXISTING
FLOOR
NIC

EXTENT OF NEW
HEAVY-DUTY FLOOR

EXTENT OF NEW
TILE FLOOR

EXTENT OF NEW
TILE FLOOR

EXISTING
FLOOR
NIC

3941

EXISTING SINK
DEMOLISHED & EYEWASH
STATION RELOCATED

PROVIDE NEW ST.
ST. SPLASHGUARD
& BACKSPLASH
(SPEC. 10999)

EXISTING ELECTRICAL
WALL-MOUNTED

SWITCHES

EXISTING EQUIP.
REMOVED &
PROVIDE NEW
(REF. MECH.)
W/ 965 WIDE
CONC. CURB 100
HIGH TO WALL

EXISTING HOT WATER
HEATER REMOVED
PROVIDE NEW  (REF.MECH)

L

M

J

H

K

NEW AUTOMATIC
TRANSFER SWITCH
(REF. ELEC.)

EXTENT
OF NEW
HEAVY-DUTY
FLOOR

EXISTING
FLOOR

NIC

EX.FD

EXTENT OF
NEW
TILE FLOOR

RELOCATED
EYEWASH
STATION
(REF.
MECH.)

REMOVE EXISTING SHELVING.
PROVIDE NEW PT PINE

BOARDS PT METAL SHELF
BRACKS (TO SUIT DATA

EQUIPMENT)

ELEC. CONDUIT @ CEILING
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NEW DUCTS (REF.
MECH.) IN NEW RATED
SHAFT (WALLTYPE "S1")
ABOVE EXISTING
CEILING FINISH
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SOFFIT

HSS 75x75x5mm (3x3x3/16")
WELDED TO GALV.ST. PLATE
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THREADED ROD & NUT & WASHER

IN EPOXY (FLOOR AND CEILING) SEE
3/A2.6
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FD
Ø40 CONDENSATE
LINE FROM ABOVE
TO NEW FLOOR
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NEW SURFACE MOUNT
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OVERHEAD DOOR - HEAD
1:5

SCALE

9
A2.3

OVERHEAD DOOR - JAMB (TYP.)
1:5
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4
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6
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NOTES:
PROVIDE AUTOMATIC DOOR OPERATOR TO
EXISTING LEAF (REF. ELECT.)

PROVIDE 300x1450 TACTILE STRIP FLUSH
W/ RESILIENT FLOOR FINISH (BY SPEC.
09650)

RAILING EXTENSION TO BE SECURED TO
FIRST TREAD SURFACE

DEMOLISH EXISTING TILE FLOOR, PROVIDE
NEW TILE AND TILE BASEBOARD FINISH (BY.
SPEC. 09650)

PROVIDE NEW PAINT FINISH TO WALL
SURFACE. REMOVE ANY WALL FFE & STORE
TEMPORARILY ON PREMISES. REINSTATE
FFE AFTER PAINTING COMPLETE TO
ORIGINAL LOCATIONS (OR BY
OWNER/CONSULTANT DIRECTION) (REF.
A10.1 FIN. SCED.) (BY SPEC. 09911)

TEST EXISTING PAINTED SURFACES FOR
NEW PAINT ADHESION. EXISTING WALL
SURFACES WITH EXISTING OIL PAINT MUST
BE SCARIFIED (IF CONCRETE BLOCK
SUBSTRATE) OR CHEMICALLY REMOVED (IF
GWB SUBSTRATE) (BY SPEC. 09911)

PROVIDE NEW PAINT FINISH TO EXISTING
CEILING SURFACE (REF. A10.1 FIN. SCHED.)

PROVIDE NEW RAILING ON EXISTING WALL.
DEMOLISH EXISTING RAILING. PROVIDE
HANDRAIL TYPE “A” (REF. 3/A2.5). EXTEND
RAILING ON CONTINUOUS WALL TO
DIMENSION SHOWN

PROVIDE TILE SURFACE AND TACTILE
NOSING TO EXISTING STAIR TREADS (BY
SPEC. 09650)

REMOVE EXISTING TILE SURFACE FROM
EXISTING STAIR TREADS TO SUBSTRATE

PAINT STAIR STRINGER EXPOSED
SURFACES. PREPARE EXISTING PAINT
SURFACES TO RECEIVE NEW PAINT (RE.
A10.1 FIN. SCHED.)

COUNTERTOP AND SINKS (REF. 1/A9.1 &
MECH.)

REPLACE EXISTING WASHROOM
PARTITIONS W/ NEW PARTITIONS IN SAME
CONFIGURATION (BY SPEC. 10155)

EXISTING FIXTURES TO REMAIN.
TEMPORARILY LIFT FIXTURES TO REFINISH
SURFACES & REINSTALL TO SAME
LOCATIONS

URINALS TO BE REPLACED, REUSE
EXISTING HANGER HARDWARE PROVIDE
NEW PRIVACY PANEL TO MATCH NEW
WASHROOM PARTITIONS (BY SPEC. 10155)

EXISTING GRAB BARS TO REMAIN
PROVIDE RESILIENT FLOOR SURFACE W/
RUBBER BASE ALL AROUND (REF. A10.1 FIN.
SCHED.) (BY SPEC. 09650)

ROOM TO RECEIVE NEW FLOORING (REF.
A2.1)

NEW ELECTRICAL CONDUITS TO BE
TUCKED IN CEILING CORNER

DEMOLISH EXISTING ST. FRAME W/ WIRED
GLAZING

PROVIDE NEW ¾ HR FRR ST. FRAME W/
FIRELYTE GLAZING (TEMPERED &
LAMINATED GLAZING) TO SUIT OPENING
(REF. A10.1 BOR.LIGHT)

PROVIDE NEW PARTITION “W3” AS
INDICATED TO U/S OF EXISTING CEILING.
PAINT RM# E103 WALL SURFACE W/ PRIMER
AND FINISH COATS TO MATCH EXISTING
COLOUR AND SHEEN

DEMOLISH EXISTING FLOOR FINISH &
PROVIDE NEW STAINLESS STEEL MOP SINK
915 x 915 C/W STAINLESS STEEL
SPLASHGUARD ON TWO ADJACENT WALLS.
PROVIDE NEW TILE FLOOR SURFACE C/W
TILE BASEBOARD. PAINT FINISH TO ALL
EXISTING AND NEW WALLS. PROVIDE NEW
LIGHT FIXTURE @ U/S OF EXISTING CEILING
SLAB.

PROVIDE RESILIENT FLOOR SURFACE W/
RUBBER BASE (REF. A10.1 FIN. SCHED.) (BY
SPEC. 09650)

DEMOLISH EXISTING VCT FLOORING AND
RUBBER BASE TO SUBSTRATE

REMOVE AND DEMOLISH EXISTING
COUNTERTOP. PROVIDE NEW WD
COUNTERTOP SUBSTRATE & STAINLESS
STEEL FINISH (BY SPEC. 06200). PROVIDE
FOR OPENINGS AS WITH EXISTING
CONDITIONS. REMOVE AND REINSTATE
FIXTURES AS NECESSARY. NEW
COUNTERTOP TO INCLUDE FOR 100mm
HIGH BACKSPLASH AND SQUARE FINISH
EDGE (REF. A9.1 & MECH.)

EXISTING OVERHEAD SHUTTER TO REMAIN.

FLOOR ACCESS HATCHES & PLUMBING
CAPS TO REMAIN. INTEGRATE W/ NEW
FLOORING

DEMOLISH EXISTING OVERHEAD DOOR.
DISENGAGE FROM AUTO DOOR OPENER
FOR RE-USE. MAKE NOTE OF THE NEED TO
COORDINATE W/ EXISTING OVERHEAD
DOOR @ ADJACENT WALL

PROVIDE NEW OVERHEAD DOOR TO
EXISTING OPENING. PROVIDE NEW
GALVANIZED METAL C-CHANNEL JAMBS TO
MATCH EXISTING @ RM# E131. REUSE AND
RECONNECT DOOR WITH EXISTING AUTO
DOOR OPERATOR

EXISTING SNOW MELT PIT

PROVIDE NEW PAINT FINISH TO EXISTING
WALL CONCRETE BLOCK SUBSTRATE ALL
AROUND. PROVIDE PRIMER ONE COAT
PRIOR TO ANY FINISH COATS PAINT TO ACT
AS VAPOUR BARRIER (BY SPEC. 09900)

SERVICE PENETRATION IN CONDUIT
PENETRATING THROUGH EXTERIOR WALL
TO BE SEALED AT THE EXTERIOR FROM
WATER INFILTRATION. SEALANT TO SUIT W/
BACKER ROD.

EXISTING METAL DRAIN PIPE

APPROXIMATE AREA OF CONCRETE SLAB
REMOVAL FOR BELOW SLAB DRAIN
CONNECTIONS (REF. MECH). NEW
CONCRETE (SPEC. 03300)TO BE MADE
LEVEL AND GOOD TO EXISTING READY TO
ACCEPT NEW FLOORING

HANDRAIL EXTENSION ON WALL TO
DIMENSION SHOWN

WRAP HANDRAIL TO WALL AS SHOWN

EXISTING STRIP LIGHT FIXTURE TO BE
RELOCATED (REF. ELEC.)

RELOCATED STRIP LIGHT FIXTURE (REF.
ELEC.)

NEW WALL-MOUNTED LIGHT FIXTURE (REF.
ELEC.)

REMOVE AND DEMOLISH EXISTING SERVICE
COUNTER. PROVIDE NEW WOOD
SUBSTRATE W/ STAINLESS STEEL FINISH
WITH SQUARE EDGE FINISH (BY SPEC.
06200)
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35

36

WALL SCHEDULE
16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL HOLES/GAPS
PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT ST. STUD TRACK MOUNTED
TO DECKING
150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED CORNERS TO U/S EXISTING
CONCRETE SLAB
PAINTED EXPOSED SIDE
13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/ PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4 13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT FINISH
65 STR. ST. STUD
SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL FIBRE
ACOUSTICAL BATT INSULATIONW5

37

38

39

40
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EX. CONC. BLOCK

RELOCATED EX. Z-GIRT

2-125x89x6mm STRUC. ST. LINTEL
FULLY WELDED, LONG LEG VERTICAL

ALUM. FLASHING TO DRIP EXTEND
BEYOND FACE BRICK

INFILL CAVITY W/ MEDIUM DENSITY
SPRAY FOAM INSULATION

EX. SHEET METAL SIDING

REMOVE 1220 LENGTH OF EX. Z-GIRT
FOR RELOCATION

REMOVE EXISTING FLASHING

MEDIUM DENSITY SPRAY FOAM
INSULATION

ST. DUCTWORK AT PENETRATION (REF.
MECH.)

PROVIDE WEEPS
PER EX.

CONDITIONS

DRIP EDGE

LOUVRE FRAME
TO DUCT

PENETRATION
(REF. MECH.)

INSERT MEDIUM-DENSITY SPRAY FOAM
INTO EXISTING CAVITY

MEDIUM DENSITY SPRAY FOAM
INSULATION

19mm EXT. GRADE PLYWOOD BLOCKING
TO SUIT

ST. DUCTWORK (REF. MECH.)

SEALANT ALL AROUND

LOUVRE AT DUCT PENETRATION (REF.
MECH.)

EX. CONC. BLOCK

EX. CONC. FACE VENEER BRICK

S1 FIRE-RATED DUCT ENCLOSURE 1 HR FRR (ULC W542 SYS. "A")
- 16mm TYPE "X" FIRE-RATED GWB
- 65mm ST. STUD TYPE "C-H" 25ga. CAVITY WALL FRAMING @
610mm O/C
- 25mm GWB SHAFT WALL LINER

NEW SHAFT ASSEMBLIES:
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STRUCTURAL MECHANICAL

RENOVATIONS FOR

14 BOLAND DRIVE
ERIN ONTARIO

ENLARGED
GROUND FLOOR PLAN - AREA #7

MH
1:50

A2.4

MARCH 20
2024

ISSUED FOR PERMIT/TENDER

SCALE

KEY PLAN
NTS

SCALE

2
A2.4

AREA #7 - PARTIAL GROUND FLOOR PLAN
1:50

MARCH_2024
CF

SCALE

4
A2.4

PLAN DTL: MECH. PENETRATION
1:2SCALE

5
A2.4

SECT. DTL: MECH. PENETRATION W/ LINTEL
1:2

EXISTING LIGHT FIXTURES TO BE
REPLACED W/ NEW LED LIGHT FIXTURES
CONNECTED TO OCCUPANCY SENSORS
W/ CEILING CONTROL (REF. ELECT.).
PENDENT HUNG AT 2740 FROM FF.
INSTALL TO EXISTING LOCATIONS.

PROVIDE NEW ERV AND DUCTWORK TO
SUIT LIGHTING ARRANGEMENT & WALL
OPENING LOCATIONS (REF. MECH)

DEMOLISH EXISTING EXHAUST FAN &
ASSOCIATED DUCTWORK

INFILL EXISTING WALL OPENING W/
MINERAL FIBRE INSULATION AT
CONCRETE BLOCK LAYER & CAP
EXTERIOR OPENING W/ METAL COVER.
SEALANT ALL AROUND. PAINT FINISH TO
MATCH EXTERIOR

PROVIDE REPLACEMENT EXHAUST FAN
TO USE EXISTING DUCTWORK (REF.
MECH.)

EXISTING ACT CEILING

NEW LIGHT FIXTURE (REF. ELECT.)

EXISTING LIGHT FIXTURE TO REMAIN.
PROVIDE NEW BULB TYPE (REF. ELECT.)

PROVIDE NEW WALL OPENING FOR
EXHAUST (REF. MECH.). TRIM TO
EXTERIOR METAL PANEL TO SUIT (REF.
4/A2.4)

ENLARGEN EXISTING OPENING TO
ACCOMMODATE NEW OPENING (REF.
MECH.). TRIM TO EXTERIOR METAL
PANELS TO SUIT 4/A2.4)

PROVIDE NEW STRUCTURAL STEEL
LINTEL TO ENLARGENED OPENING.
REMOVE MASONRY AND MORTAR TO
SUIT LINTEL INSTALL TO CARRY
CONCRETE BLACK & CONCRETE
MASONRY VENEER. MAKE GOOD
EXTERIOR METAL PANEL TO CLOSE
OPENINGS MADE.

RELOCATE EYEWASH STATION W/
ASSOCIATED PLUMBING AS NECESSARY
(REF. MECH.)

RESERVED

RELIEF VENT PIPE TO REPLACED (REF.
MECH)

EXISTING PLUMBING FIXTURE TO REMAIN

EXISTING SHOWER PAN & FIXTURES TO
REMAIN

PROVIDE NEW PAINT FINISH TO WALL
SURFACE. REMOVE ANY WALL FFE *
STORE TEMPORARILY ON PREMISES.
REINSTATE FFE AFTER PAINTING
COMPLETE TO ORIGINAL LOCATIONS (OR
BY OWNER/CONSULTANT DIRECTION)
(REF. A10.1 FIN. SCED.) (BY SPEC. 09911)

TEST EXISTING PAINTED SURFACES FOR
NEW PAINT ADHESION. EXISTING WALL
SURFACES WITH EXISTING OIL PAINT
MUST BE SCARIFIED (IF CONCRETE
BLOCK SUBSTRATE) OR CHEMICALLY
REMOVED (IF GWB SUBSTRATE) (BY
SPEC. 09911)

EXISTING EXHAUST OPENING TO REMAIN

PROVIDE NEW PRIVACY PANEL (BY SPEC.
10155)

1

2

3

4

5

6

7

NOTES:

8
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13
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16
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20

WALL SCHEDULE
16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL HOLES/GAPS
PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT ST. STUD TRACK MOUNTED
TO DECKING

150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED CORNERS TO U/S EXISTING
CONCRETE SLAB
PAINTED EXPOSED SIDE
13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/ PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4 13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT FINISH
65 STR. ST. STUD

SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL FIBRE
ACOUSTICAL BATT INSULATIONW5
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AREA OF WORK

EXTENT OF NEW
RESILIENT FLOOR

EXTENT OF NEW
VCT FLOOR
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S10
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E119
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MEETING
ROOM
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1070mm GUARD W/ TEMPERED
GLAZED VISION PANELS (PER

OBC PART 4 & SB-13) (BY SPEC.
05730)
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NEW & EXISTING FLOOR TO
RECEIVE CEMENTITIOUS

LEVELING COMPOUND
EXTENT AS SHOWN DASHED

(BY SPEC. 03300)
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EXTENT OF NEW
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EXTENT OF NEW
RESILIENT FLOOR

EXISTING
FLOOR
NIC

L

M

J

H

K

4
A2.5

U
P

EX
 - 

2R

U
P

EX
 - 

2R

U
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CONTROL JOINT
(REF. 3/A10.1)

DEMOLISH EX. WD BENCH
AS INDICATED

EXISTING
BLEACHERS

2
A10.1

310

300

6
A2.5

20
10

610

20
10

610

PARTIAL5
A2.5

6
A2.5

SIM.

2055

22
95

15
45

U/S PERIMETER
C-CHANNELS @

PLATFORM  2225
MIN. FROM

FIN.FL.

HSS 75x75x5mm (3x3x3/16")
WELDED TO GALV.ST. PLATE W/

THREADED ROD & NUT & WASHER
IN EPOXY NEW DUCTS IN EX.

SHAFT (REF. MECH.) ADD
MATERIALS AS
NECESSARY TO MATCH
REQUIRED SHAFT
RATING15

45

C75x5 (C3x3.5) @ 600
W/ 5mm (3/16") ST.

PLATE (SPEC. 05120)

C150x8 (C6x6.25)

C150x8 (C6x6.25)C
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MASONRY ANCHOR
(5@400)

MASONRY ANCHOR
(7@325)

3
A2.6

PLATFORM

2
A9.1

TYP.

2
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TYP.

Ø40 CONDENSATE
LINE DOWN TO
BOILER ROOM
BELOW

4
A9.1INTERIORS A

B
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4725 610
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GREASE INTERCEPTOR UNDERNEATH
COUNTER (REF. MECH.)
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ADMIN. OFFICE
E111

BOILER RM.
E109

A

2

B

EXTENT OF BOILER
ROOM BELOW
GRANDSTAND

87
0

38mm 22ga STEEL DECK
#10 TEK SCREWS @ 305mm
O.C. DECK TO STUD WALLS

W/ 75mm CONC. TOP.

3395 ST. DECK TO BEAR ON
92mm 20ga ST. STUDS
@ 400mm O.C. c/w 92mm
20ga TOP/BOTTOM TRACK
w/ 2 - 6mm x 38mm TAPCONS
@ 400mm INTO EX. CONC.
DECK

ARENA
E119

U
P

EX
 - 

6R

U
P

EX
 - 

2R

U
P

EX
 - 

2R

610 MAX

PROVIDE 16mm CEMENT
BOARD FINISH TO ST. STUD

WALLS ALL AROUND
PATCH GAPS READY

TO RECEIVE PAINT FINISH

4
A2.5

PARTIAL5
A2.5

62
43

5
14 38

22

50 38

14
0

CONTINUOUS OAK
HANDRAIL

50

CONTINUOUS PAINTED
42.7Ø PIPE HANDRAIL
WELDED TO BRACKETS

10Ø PINS @ 915 O/C WELDED
TO 75Øx6 BRACKETS (PAINTED)

3-6mm ANCHORS
 PER BRACKET

CONTINUOUS 38 x 90
WOOD BLOCKING

HANDRAIL TYPE 'A'

HANDRAIL TYPE 'B' (OPTIONAL)

50CONTINUOUS PAINTED OR
SOLID OAK WOOD HANDRAIL

30x6 TH. BOTTOM PLATE
RECESSED INTO RAILING

WITH 2-#10 WOOD SCREWS

10Ø PINS @ 915 O/C WELDED
TO 75Øx6 BRACKETS (PAINTED)

3-6mm ANCHORS
 PER BRACKET

HANDRAIL TYPE 'C' (OPTIONAL)

CONTINUOUS CARPET
or 6mm OAK STRIP

25x6 CONT. FLAT BAR, PROVIDE
HOLES EVERY 305mm FOR #10
FLAT HEAD WOOD SCREWS

32x32 SQUARE STEEL POST
AT 900 O/C MAX.

12x12 SQUARE SOLID STEEL
PICKETS AT 115mm C/C TYPICAL

STEEL CHANNEL STRINGER

PICKETS WELDED TO 25x6
CONTINUOUS FLAT BAR

RADIUS = 20mm TYPICAL
EACH SIDE

78
14

0

NOTE: OBC 3.4.6.5. CIRCULAR HANDRAIL
TO BE 30-43Ø.  PROVIDE EITHER 25mm
NOMINAL (34mm O.D.) OR 32mm NOMINAL
(42.7mm O.D.) STEEL PIPE.

TYPICAL CONCRETE
BLOCK PARTITION

TYPICAL CONCRETE
BLOCK PARTITION

TYPICAL CONCRETE
BLOCK PARTITION

BOILER RM.
E109

ARENA
E119

ST. DECK TO BEAR ON
92mm 20ga ST. STUDS
@ 400mm O.C. c/w 92mm
20ga TOP/BOTTOM TRACK
w/ 2 - 6mm x 38mm TAPCONS
@ 400mm INTO EX. CONC.
DECK

21.5mm TEMPERED &
LAMINATED GLAZING W/ LOW
IRON (BY SPEC. 05730)
STEEL RAIL CONTINUOUS W/
PAINT FINISH AFTER
FASTENING

38mm 22ga STEEL DECK
#10 TEK SCREWS @ 305mm
O.C. DECK TO STUD WALLS
W/ 75mm CONC. TOP.

PROVIDE WD BLOCKING IN
BETWEEN STUDS TO SUIT

STEEL RAIL FASTENER
LOCATIONS

Ø13 HEX-HEAD LAG
SCREW TO ENGAGE ST.

STUD FRAME AND WD
BLOCKING, SPACING PER

MANUFACTURER
SPECIFICATIONS (BY

SPEC. 05730)

PROVIDE 16mm CEMENT
BOARD FINISH TO ST.

STUD WALLS ALL AROUND
& TO EX. FLOOR

PATCH GAPS READY
TO RECEIVE PAINT FINISH

DEMOLISH PORTION OF
EXISTING WOOD BENCH TO
SUIT, MAKE GOOD CUT END

STEEL BOTTOM TRACK

LAMINATE CEMENT
BOARD FINISH TO

SUBSTRATE TO EX. FLOOR
PATCH GAPS READY

TO RECEIVE PAINT FINISH

BACKER ROD & SEALANT
FINISH @ GAP (BY SPEC.

07910)
TYPICAL FOR ALL BOARD

EDGE ABUTMENT TO
EXISTING SURFACES

Ø13 HEX-HEAD ANCHOR
TO ENGAGE CONC. DECK,

SPACING PER
MANUFACTURER

SPECIFICATIONS (BY
SPEC. 05730)

ANGLE ALL AROUND

DEMOLISH PORTION OF
EXISTING WOOD BENCH TO
SUIT, MAKE GOOD CUT END

PROVIDE CONTROL JOINT
STRIP AT JUNCTION PRIOR
TO LEVELLING COMPOUND

APPLICATION (REF.
3/A10.1)

Ø 13 x 200 LONG ST.
DOWELS @ 610 o/c
EMBEDDED 100 W/

EPOXY INTO EX. CONC.
SLAB

21.5mm TEMPERED &
LAMINATED GLAZING W/ LOW
IRON (BY SPEC. 05730)

STEEL RAIL CONTINUOUS W/
PAINT FINISH AFTER
FASTENING

Ø13 HEX-HEAD LAG SCREW,
SPACING PER SUPPLIER
SPECIFICATIONS (BY SPEC.
05730)
PROVIDE PAINT FINISH ON
CEMENT BOARD (BY
SPEC. 09911

PROVIDE SILICONE GLAZING
JOINT BETWEEN PANELS TO BE
STRUCK FLUSH W/ GLASS

EXISTING 2 ST.
394.126 SECOND FL. FFE

MECHANICAL
ROOM

E210

SERVERY
E211

STORAGE
E201

FIRE-RATED SEALANT W/
BACKER ROD

FIRE-RATED SEALANT W/
BACKER ROD

REPLACE WALL ACT
SUPPORT TRACK WITH

NEW

EXISTING ST. DECK
FILL FLUTES W/ MIN.
FIBRE INSULATION
CONTINUOUS

24

EXISTING GWB TO
REMAIN

RUBBER BASE

VCT FLOOR FIN.
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S1 FIRE-RATED DUCT ENCLOSURE 1 HR FRR (ULC W542 SYS. "A")
- 16mm TYPE "X" FIRE-RATED GWB
- 65mm ST. STUD TYPE "C-H" 25ga. CAVITY WALL FRAMING @
610mm O/C
- 25mm GWB SHAFT WALL LINER

NEW SHAFT ASSEMBLIES:
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FRR SCHEDULE
SCALE
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SECOND FLOOR PLAN - GALLERY
1:50

SCALE

KEY PLAN
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SCALE
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HANDRAILS
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NOTES:
PROVIDE 300x1450 TACTILE STRIP FLUSH
W/ RESILIENT FLOOR FINISH (BY SPEC.
09650)

RAILING EXTENSION TO BE SECURED TO
FLOOR SURFACE

PROVIDE RESILIENT FLOOR SURFACE W/
RUBBER BASE ALL AROUND (REF. A10.1
FIN. SCHED.) (BY SPEC. 09650)

DEMOLISH EXISTING WOOD STRIP
FLOORING AND WALL BASE TO
SUBSTRATE ALL AROUND

PROVIDE NEW VCT FLOORING W/ RUBBER
BASE (REF. A10.1 FIN. SCHED.) (BY SPEC.
09650)

DEMOLISH EXISTING VCT FLOORING AND
RUBBER BASE TO SUBSTRATE

PROVIDE NEW PAINT FINISH TO WALL
SURFACE. REMOVE ANY WALL FFE &
STORE TEMPORARILY ON PREMISES.
REINSTATE FFE AFTER PAINTING
COMPLETE TO ORIGINAL LOCATIONS (OR
BY OWNER/CONSULTANT DIRECTION)
(REF. A10.1 FIN. SCED.) (BY SPEC. 09911)

TEST EXISTING PAINTED SURFACES FOR
NEW PAINT ADHESION. EXISTING WALL
SURFACES WITH EXISTING OIL PAINT
MUST BE SCARIFIED (IF CONCRETE
BLOCK SUBSTRATE) OR CHEMICALLY
REMOVED (IF GWB SUBSTRATE) (BY
SPEC. 09911)

PROVIDE NEW PAINT FINISH TO EXISTING
CEILING SURFACE (REF. A10.1 FIN.
SCHED.)

DEMOLISH EXISTING ACT TILES. PAINT
EXISTING T-BAR CEILING TRACK.
PRIME/CLEAN METAL SURFACE AS
REQUIRED
PROVIDE NEW ACT TILES TO EXISTING
T-BAR CEILING (BY SPEC. 09510)

PROVIDE NEW ACT TILES AND T-BAR
CEILING GRID (BY SPEC. 09510)

EXISTING WOOD COPING ON KNEE WALL
TO REMAIN. DO NOT PAINT, PROTECT
EXISTING WOOD SURFACE

PROVIDE NEW RAILING ON EXISTING
WALL. DEMOLISH EXISTING RAILING.
PROVIDE HANDRAIL TYPE “A” (REF. 3/A2.5)

PROVIDE TILE SURFACE AND TACTILE
NOSING TO EXISTING STAIR TREADS (BY
SPEC. 09650)

REMOVE EXISTING TILE SURFACE FROM
EXISTING STAIR TREADS TO SUBSTRATE

EXISTING ACCESS PANEL TO REMAIN

PROVIDE UTILITY LADDER MOUNTED TO
WALL (BY SPEC.10999)

PROVIDE NEW ROOF ACCESS HATCH IN
ROOF ASSEMBLY (REF. A3.1) (BY SPEC.
07720)

PAINT STAIR STRINGER EXPOSED
SURFACES. PREPARE EXISTING PAINT
SURFACES TO RECEIVE NEW PAINT (RE.
A10.1 FIN. SCHED.)

EXISTING DWH'S TO BE REMOVED. NEW
DWH 'S TO BE PROVIDED (REF. MECH.)

EXISTING WATER SOFTENER

FIRE SEAL EXISTING OPENINGS AROUND
PIPE PENETRATIONS (BY SPEC. 07910)

DEMOLISH GWB SURFACE FROM E210
ROOM SIDE TO SUBSTRATE, REMOVE ALL
SCREWS. PROVIDE NEW 16 GWB TYPE “X”
PER WALLTYPE “W1”. CONTINUE GWB TO
UNDERSIDE OF EXISTING STR. ST. DECK.
FLUTES TO BE FILLED W/ FIRE SEAL
MATERIAL (BY SPEC. 07910)

DEMOLISH EXISTING COUNTER, RETAIN
PLUMBING FIXTURES. PROVIDE NEW
COUNTERTOP (REF. 1/A9.1 & MECH.)

REPLACE EXISTING WASHROOM
PARTITIONS W/ NEW PARTITIONS IN SAME
CONFIGURATION (BY SPEC. 10155)

EXISTING FIXTURES TO REMAIN.
TEMPORARILY LIFT FIXTURES TO
REFINISH SURFACES & REINSTALL TO
SAME LOCATIONS

PROVIDE NEW PRIVACY PANEL TO MATCH
NEW WASHROOM PARTITIONS (BY SPEC.
10155)

PROVIDE NEW L-SHAPED GRAB BAR.
RETURN EXISTING GRAB BAR TO OWNER.

PROVIDE AUTOMATIC DOOR OPERATOR
TO EXISTING LEAF (REF. ELECT.)

NEW HANDWASH SINK (REF. MECH.)

NEW DOUBLE-COMPARTMENT SINK &
GREASE INTERCEPTOR (REF.
MECHANICAL)
NOTE: SERVERY TO ONLY USE
SINGLE-USE UTENSILS IN REGULAR
OPERATIONS

DEMOLISH ALL EXISTING CABINETRY<
MAKE READY FOR NEW CABINETRY
INSTALL

EXISTNIG SURFACE MOUNT SUPPLY AND
DRAIN PLUMBING TO BE MOVED INTO
WALL FRAMING TO SERVE NEW SINK.
PATCH AND PAINT GWB WALL FINISH AS
REQUIRED TO BE MADE GOOD
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SCALE

4
A2.5

SECT. DET. - GUARD @ GALLERY
1:5 SCALE

5
A2.5

ELEV. DET. - GUARD @ GALLERY
1:20

SCALE

6
A2.5

SECT. DET. - RATED WALL
1:10

30

WALL SCHEDULE
16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL HOLES/GAPS
PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT ST. STUD TRACK MOUNTED
TO DECKING
150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED CORNERS TO U/S EXISTING
CONCRETE SLAB
PAINTED EXPOSED SIDE
13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/ PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4 13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT FINISH
65 STR. ST. STUD

SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL FIBRE
ACOUSTICAL BATT INSULATIONW5

31

32

33

34
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MULTI-PURPOSE
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SERVERY
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CAFETERIA
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VESTIBULE
E213
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L
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N
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S

R
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V

AA

Z

W

X

Y

EXTENT OF NEW
RESILIENT FLOOR

EXTENT OF EX.
VCT FLOOR (NIC)

EXTENT OF NEW
RESILIENT FLOOR

EXISTING
FLOOR
NIC

EXTENT OF NEW
RESILIENT FLOOR

EXTENT OF EX.
VCT FLOOR (NIC) EXTENT OF NEW

RESILIENT FLOOR

EXTENT OF EX.
FLOOR (NIC)

U
P

EX
 - 

2R 20
10

3
A10.1

20
0 CL

20
0 CL

3
A10.1

PARTIAL5
A2.5

5
A2.6

2
A9.1

TYP.

305 1050 550

E212A

1 2 3 4 5 6 7

11
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15

14

11

1 2 3 4 5 6 7

10

W5 W5

BOILER
ROOM

E109

E109B

MAINTAIN EXISTING
SOFFIT & SERVICES.

ACCESS AND MODIFY AS
NEEDED

PROVIDE NEW METAL
FASCIA INTEGRATED W/
NEW STEEL SIDING. ADD
DRIP EDGE. MAKE GOOD

ALL GAPS TO SEAL

RELOCATE EXISTING
ELECTRICAL ITEMS (REF.

ELEC.)

U -200 STEEL U-BAR
FASTEN TO U/S
STRUCTURE. REMOVE
EXISTING SOFFIT AS
NECESSARY
555 U-162-43 STEEL WALL
TRACK (BOTH SIDES
FULL LENGTH) W/ 3/16"
(5mm) x 50mm MASONRY
ANCHORS
@ 300 O.C.

40

EXTENT OF WALL
(BEYOND)

362 S-162-33 STEEL STUD
FRAMING @ 400 MAX.
SPACING

SEPARATION
SHEET

PREFINISHED STEEL
SOFFIT (SPEC. 07429)

RELOCATED EXTERIOR
LIGHT FIXTURE (REF.

ELEC.)

PROVIDE METAL
LOUVRE W/ 50mm
TRIM U/S SOFFIT

RELOCATE EXISTING
EXTERIOR LIGHT

FIXTURE (REF. ELEC.)

ACCOMMODATE INSTALL
TO EXISTING GAS LINE

TO REMAIN

ACCOMMODATE INSTALL
TO EXISTING GAS LINE

TO REMAIN

RELOCATED EXISTING
ELECTRICAL ITEMS (REF.

ELEC.)

40x40 PRE-FINISHED
METAL TRIM ANGLE TO

SUIT ALL AROUND

PRE-FINISHED STEEL
SIDING W/ SELF-TAPPING

FASTENERS (SPEC.
07467)

PREFINISHED METAL
75mmx75mm CORNER
TRIM W/ DRIP HOLES

PROVIDE NEW DUCT TO
CONNECT EXISTING
WALL EXHAUST TO NEW
SOFFIT, OPENING AS
PER EXISTING (REF.
MECH.)

EXISTING CONC. BL.

5mm (3/16") GALV. ST. PLATE
SPOT WELDED TO C-CHANNEL

@ PERIMETER

C100x8 (C4x6.25)

Ø13 (1/2") TH. ROD W/ NUT &
WASHER IN HILTI HY270 EPOXY
W/ SCREEN

FULL WELD ST. ANGLE CLIP
TO C-CHANNEL WEB

FIELD NOTCH C-CHANNEL
TO SUIT

C75x5
(C3x3.5)

ARENA
E119 E205B

5mm (3/16") GALV. ST. PLATE
SPOT WELDED TO C-CHANNEL

@ PERIMETER

C75x5 (C3x3.5) C100x8 (C4x6.25)

FULL WELD ST. ANGLE CLIP
TO C-CHANNEL WEB

FULL WELD HSS SURFACE
TO C-CHANNEL (2-SIDES)

HSS 75x75x5mm (3x3x3/16")

ARENA
E119

BOILER ROOM
E109

HSS 75x75x5mm (3x3x3/16")

Ø13 (1/2") TH. ROD W/ NUT &
WASHER IN EPOXY (TYP. 4)

FULL WELD HSS COLUMN
TO BASE PLATE

250x250x13 (10x10x1/2")
GALV. ST. BASE PLATE

*REPEAT BASE PLATE
DETAILING FOR HSS IN

BOILER ROOM E109

SEPARATION SHEET

21
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38
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25
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AS EXISTING

USE EXISTING
STRUCTURAL

SUPPORTS AS
REQUIRED

EXISTING
ACT

CEILING

NEW
RESILIENT

FLOOR

PROVIDE NEW
FOLDING WALL

SYSTEM TO
ORIGINAL

LOCATION
(BY SPEC

10652)

S1 FIRE-RATED DUCT ENCLOSURE 1 HR FRR (ULC W542 SYS. "A")
- 16mm TYPE "X" FIRE-RATED GWB
- 65mm ST. STUD TYPE "C-H" 25ga. CAVITY WALL FRAMING @
610mm O/C
- 25mm GWB SHAFT WALL LINER

NEW SHAFT ASSEMBLIES:
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NOTES:
EXISTING LIGHT FIXTURES TO BE
REPLACED W/ LED LIGHT FIXTURES
IN-SITU (REF. ELECT.). INTEGRATE W/
EXISTING ACT CEILING GRID

PROVIDE RESILIENT FLOOR SURFACE W/
RUBBER BASE (REF. A10.1 FIN. SCHED.)
(BY SPEC. 09911)

DEMOLISH EXISTING WOOD STRIP
FLOORING & EXISTING WALL BASE BACK
TO SUBSTRATE

PROVIDE NEW PAINT FINISH TO WALL
SURFACE. REMOVE ANY WALL FFE AND
STORE TEMPORARILY ON PREMISES.
REINSTATE FFE AFTER PAINTING IS
COMPLETE TO ORIGINAL LOCATIONS

TEST EXISTING PAINTED SURFACES FOR
NEW PAINT ADHESION. EXISTING WALL
SURFACES WITH EXISTING OIL PAINT
MUST BE SCARIFIED (IF CONCRETE
BLOCK SUBSTRATE) OR CHEMICALLY
REMOVED (IF GWB SUBSTRATE) (BY
SPEC. 09911)

DEMOLISH EXISTING ACT TILES. PAINT
EXISTING T-BAR CEILING TRACK.
PRIME/CLEAN METAL SURFACE AS
REQUIRED

PROVIDE NEW ACT TILES TO EXISTING
T-BAR CEILING (BY SPEC. 09510)

MAINTAIN EXISTING SHAFT INTEGRITY.
WALL SURFACES DAMAGED DUE TO
CONSTRUCTION ACTIVITIES TO BE MADE
GOOD

CONTINUE NEW FLOORING INTO
EXISTING FOLDING WALL STORAGE
ENCLOSURE

EXISTING VCT FLOOR TO REMAIN.
EXTENT AS SHOWN. PROVIDE NEW
METAL TRANSITION STRIP TO NEW
RESILIENT FLOORING (BY SPEC. 09650)

PROVIDE CONTROL JOINT INTEGRAL W/
NEW RESILIENT FLOOR FINISH (BY SPEC.
09650)

DEMOLISH EXISTING FOLDING WALL
PANELS, PROVIDE NEW FOLDING WALL
PANEL SYSTEM (BY SPEC. 10652).
BOTTOM & TOP RAILS TO BE REPLACED
WITH UPDATED COMPONENTS TO SUIT

PROVIDE PASS-THROUGH DOOR WITHIN
FOLDING WLL PARTITION. INTEGRATED
EXIT SIGNAGE TO BE INCLUDED PER OBC

EXISTING STAIR AND RAILING. NIC

EXISTING STR. ST. BORROWED LIGHT
FRAME W/ WIRED GLASS TO REMAIN
(TYPICAL OF TEN).8

9

10

11

12

13

14

15

SCALE

2
A2.6

SECTION DETAIL - SOFFIT
1:10

SCALE

3
A2.6

SECTION DETAIL - DEHUMIDIFIER PLATFORM
1:5

SCALE

5
A2.6

FOLD. WALL TRACK
1:5

16 GWB TYPE "X" ON EXISTING 92 ST. STUDS BOTH SIDES, ALL
HOLES/GAPS PLASTER-FILLED
MINERAL FIBRE BATT INSULATION
CONTINUOUS FIRE SEALANT @ BASE OF EXISTING ST. TRACK BOTH SIDES
CONTINUOUS FIRE SEAL @ U/S STR. ST. DECK (EX.) FLUTES AT ST. STUD
TRACK MOUNTED TO DECKING

150 CONCRETE BLOCK W/ BULLNOSE EDGE @ EXPOSED CORNERS TO
U/S EXISTING CONCRETE SLAB
PAINTED EXPOSED SIDE
13 GWB TO U/S EXISTING CONCRETE SLAB BOTH SIDES W/ PAINT FINISH
92 STR. ST. STUD

W1

W2

W3

W4 13 GWB TO U/S EXISTING CONCRETE SLAB ONE SIDE W/ PAINT FINISH
65 STR. ST. STUD

WALL SCHEDULE

SAME AS "W3" - ADD ONE LAYER GWB ONE SIDE, W/ 90 MINERAL FIBRE
ACOUSTICAL BATT INSULATIONW5
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5
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SIM

SEPARATE
PRICE

TYP. 5
A3.1

TYP. 5
A3.1

5 5

5

1

OVERLAP AND SEAL
VAPOUR BARRIER

FIRESTOP CAULKING AND
SEAL VAPOUR BARRIER
AROUND OPENING

ROOF DRAINSET FULL SIZE OF ROOF
DRAIN FLUSH INTO RIGID
INSULATION SLOPED TO

DRAIN.

RECESS 1" AT ROOF DRAINS
48"x48" SUMP AREA, TYPICAL RIGID INSULATION

EX. STEEL DECKING/STRUCTURE

TYPICAL COUPLING

TAPERED FIBRE BOARD
TO PROVIDE BACK SLOPE
(SEE ROOF PLANS)

ADJUSTABLE CLAMP
26ga. GALVANIZED METAL AIR SEAL

SEALANT

VENT PIPE

INSULATION

VENT STACK CAP

SEALANT

VANDAL CAP

12
" M

IN
IM

U
M

2-PLY MOD BIT
ROOF MEMBRANE

EXTRUDED ALUMINUM
VENT STACK

NOTE: PRIME
FLANGE AND SET IN
SEALANT.

EX. STEEL DECKING/STRUCTURE

SOIL STACK

SOLDER

RAIN HOOD

NOTE:
SET AND PRIME FLANGE WITH MASTIC. RAIN COLLAR TO MATCH
MATERIAL TO WHICH IT IS ATTACHED. SOLDER MATERIALS UP
TO 22 ga. WELD MATERIALS 22 ga. OR HEAVIER.

26ga. GALVANIZED
METAL AIR SEAL

CLAMPING
RING

WATERPROOF
SEAL

CONTINUOUS SEALANT

PREFABRICATED
BOOT

P.T. WOOD
BLOCKING

NOTES:
1. FABRICATE SCUPPER FROM PREFINISHED
    METAL TO MATCH CAP FLASHING.
2. ALL SEAMS TO BE CONTINUOUSLY SOLDERED
    OR WELDED.
3.  SET INVERT OF SCUPPER MAX. 6" ABOVE ELEVATION
     OF ROOF DRAIN.

SCUPPER BOX
EXTENSION

MEMBRANE FLASHING

2 PLY MODIFIED BITUMEN
ROOFING MEMBRANE

ROOF ACCESS HATCH MANUFACTURER
CONFIRM OPENING SIZE WITH

METAL DECKING

START 300 A.F.F. (SPEC. 10999)

FIBER CANT STRIP
GALV. METAL FLASHING
ROOFING MEMBRANE
UP TO TOP OF CURB
FR40 MEMBRANE FLASHING
ROOFING CONTRACTOR
50 RIGID INSUL BY

& GASKET
COMPRESSIBLE FILLER
25 GAP FILLED W/

ANCHORED TO CONC. BLOCK
19 Ø RUNG ALUM. LADDER
16 x 75 FLAT BAR C/W

BLOCKING ANCHORED TO
38 x 240 P.T. WOOD

ROOF DECK CONTRACTOR
NEOPRENE CLOSER BY

GUARD RAIL (SPEC.10999)

ROOF MOUNTED
NATURAL GAS LINE

NOTE:
PROVIDE AND SPACE SUPPORTS
AS REQUIRED BY CODE.

PRE-FABRICATED
PLASTIC ROOF
TOP GAS LINE

SUPPORTS

ROOF
MEMBRANE

EX. ST. DECK
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SIDING
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DOORNO. QTY. TYPE SIZE SIZE
FRAME

MAT. TYPE MAT. LABEL HARDWARE  REMARKSJAMB TYPE

DOOR  TYPE SCHEDULE

E101A 2 F 915 (EX) TB. ALUM 4 EX TB. ALUM -- E EXISTING DOORS TO REMAIN. W, TH/TB, ADD NEW PDO TO EXISTING DOORS (ONE ACTIVE LEAF ONLY)
E101B 2 D 915 (EX) HM 2 EX HM -- B EXISTING DOORS TO REMAIN. PT DOOR LEAF & FRAME. W. ADD NEW PDO TO EXISTING DOORS (ONE ACTIVE LEAF ONLY)
E101C 1 B 890 (EX) HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME. ADD HO DEVICE TO EXISTING DOOR

E104 1 A 915 (EX) HM 1 EX HM -- B REVERSE SWING OF EXISTING DOOR LEAF. KP, LS, PT DOOR LEAF & FRAME
E105 1 H 915 (EX) TB. ALUM 6 EX TB. ALUM -- E EXISTING DOOR TO REMAIN. TH/TB, W
E106 1 A 915 (EX) HM 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E107 EX EX EX EX EX EX EX -- EX NIC
E108 EX EX EX EX EX EX EX EX EX NIC

E111B 1 A 915 HM 1 146mm HM 45 min FRR B LS, CL, KP, PT DOOR & FRAME

E117 1 A 915 (EX) HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME

E103 EX EX EX EX EX EX EX -- EX NIC

E113 1 A 915 (EX) HM 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME. ADD NEW PDO TO EXISTING DOOR
E114 EX EX EX EX EX EX EX EX EX NIC

E119B 1 A 915 (EX) HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME  *SEE NOTE #24, A2.1

E124C EX EX EX EX EX EX EX EX EX NIC

E109A 1 A 915 (EX) HM 1 EX HM -- F EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E109B 1 J 915  (EX) IN-HM 1 EX IN-HM -- A EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME. TH/TB, W, LS
E111A 1 C 915 HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME  *SEE NOTE #25, A2.1

E115 1 A EX HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E116 1 A EX WC 1 EX HM -- B EXISTING DOOR TO REMAIN. PT FRAME

E118 EX EX EX EX EX EX EX EX EX NIC
E119A 2 D 915 (EX) HM 2 EX HM -- B EXISTING DOORS TO REMAIN. PT DOOR LEAFS & FRAME *SEE NOTE #18, A2.1

E127 1 A 965 HM / WC 1 146mm HM (FILLED) -- C REPLACE EXISTING DOOR W/ NEW. KP, W, CL, LS, HEAVY DUTY HINGES, DOOR STOP/WS
E128A 1 A 915  (EX) HM 1 EX HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME  *SEE NOTE #23, A2.1

E201 2 D 915 (EX) HM 2 EX HM -- D EXISTING DOOR TO REMAIN. PT DOOR LEAFS & FRAME
E201A 2 A 765 (EX) WD 2 EX WD -- D EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME

E202A 2 D 915 (EX.) HM 1 EX. HM - C EXISTING DOORS TO REMAIN. ADD NEW PDO TO EXISTING DOORS (ONE ACTIVE LEAF ONLY). PT DOOR LEAFS & FRAME
E202B 1 A 865 (EX.) HM 1 EX. HM - B EXISTING DOORS TO REMAIN. ADD NEW PDO TO EXISTING DOOR. PT DOOR LEAF & FRAME
E203 EX EX EX EX EX EX EX -- EX NIC
E204A EX EX EX EX EX EX EX -- EX NIC

E205B EX EX EX EX EX EX EX -- EX NIC

E204B EX EX EX EX EX EX EX -- EX NIC

E207 1 A 915 (EX) WD 1 EX HM -- D EXISTING DOOR TO REMAIN. PAINT FRAME.
E206 1 A 915 (EX) WD 1 EX HM -- D EXISTING DOOR TO REMAIN. PAINT FRAME.

E210 1 A 1070 (EX) HM 1 EX HM -- D EXISTING DOOR TO REMAIN. PAINT DOOR LEAF & FRAME
E211 1 A 915 WD 1 146 HM -- D REPLACE EXISTING DOOR/FRAME W/ NEW, KP, LS, PT FRAME ONLY

E213 EX EX EX EX EX EX EX EX EX NIC

GENERAL NOTES:
1. ALL FIRE RATED DOOR LITES &

SIDELITES TO HAVE G.W.G.
2. USE METRIC DOORS & FRAMES SIZES

TO ALIGN WITH BLOCK COURSING
3. INTERIOR DOORS TO HAVE LEVER

HANDLE U.N.O.
4. DRYWALL FRAMES TO BE

KNOCK-DOWN TYPE (KD).
5. ALL SOLID CORE WOOD DOORS TO BE

STAINED AND VARNISHED AS NOTED
6. RESERVED
7. RESERVED
8. PAINT ALL EXISTING DOORS & FRAMES

INDICATED THAT REMAIN TO MATCH
NEW DOORS

9.  ALL DOORS ARE 7'-1" HIGH (U.N.O)
10. RESERVED

AST ASTRAGAL
BF BARRIER FREE LEVER HANDLE
CL CLOSER
C-PANIC CONCEALED PANIC HARDWARE
CB CONCRETE BLOCK
COS CONFIRM ON SITE
CC CRASH CHAIN
CW CURTAIN WALL
DB DEAD BOLT

EO EXIT ONLY
FS FLOOR STOP
GWG GEORGIAN WIRE GLASS
GB GYPSUM BOARD
HO HOLD OPEN
HM HOLLOW METAL
IN-HM INSULATED HOLLOW METAL
KD KICK DOWN FRAME
KP KICK PLATE

LS LOCK SET
MAS MASONARY
NIC NOT IN CONTRACT
PANIC STANDARD PANIC HARDWARE
PS PASSAGE SET
PT PAINTED
PDO POWER DOOR OPERATOR
P LOCK PRIVACY LOCK
PP PUSH PLATE

AL.# REFERS TO ALUMINUM ENTRANCE TYPE
TB.HM THERMALLY BROKEN HOLLOW
METAL
TB.ALUM THERMALLY BROKEN ALUMINUM
TH THRESHOLD
TP THUMB PIECE
T&B TOP & BOTTOM SLIDE BOLT
WS WALL STOP
W WEATHER STRIPPING
WC WOOD CORE

E112 1 A 915 (EX) HM 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME. ADD NEW PDO TO EXISTING DOOR

E205A EX EX EX EX EX EX EX -- EX NIC

E201B 1 A 765 (EX) WD 1 EX. WD -- D EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME

DOORS  TYPES
A B (B1) C (C1) D E F

gl

gl

G H J
EX.

DOOR W/ LOUVRE

gl

EX.
ELEVATOR

gl

gl

gl

E119C 1 A 915 IN-HM 1 146mm IN-HM -- F REPLACE EXISTING DOOR & FRAME W/ NEW. KP, TH, W, CL, C-PANEL, PAINT DOOR LEAF & FRAME
E119D 1 A 915 IN-HM 1 146mm IN-HM -- F REPLACE EXISTING DOOR & FRAME W/ NEW. KP, TH, W, CL, C-PANEL, PAINT DOOR LEAF & FRAME

E120 1 A 915 (EX) HM / WC 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E121 1 A 915 (EX) HM / WC 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E122 1 A 915 (EX) HM / WC 1 EX HM -- C EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME
E123 1 A 915 HM / WC 1 146mm HM (FILLED) -- C REPLACE EXISTING DOOR W/ NEW. KP, W, CL, LS, HEAVY DUTY HINGES, DOOR STOP/WS

E102 1 A 965 IN-HM, PT 1 146mm IN-HM, PT -- F REPLACE EXISTING DOOR W/ NEW. KP, LS, PT DOOR LEAF & FRAME

E129 1 A 915 HM / WC 1 146mm HM (FILLED) -- C REPLACE EXISTING DOOR W/ NEW. KP, W, CL, LS, HEAVY DUTY HINGES, DOOR STOP/WS
E133 1 A 915 HM / WC 1 146mm HM (FILLED) -- C REPLACE EXISTING DOOR W/ NEW. KP, W, CL, LS, HEAVY DUTY HINGES, DOOR STOP/WS
E134 1 A 915  (EX) HM 1 EX HM -- F EXISTING DOOR TO REMAIN. TH/TB, W, PT DOOR LEAF & FRAME
E135 1 A 915  (EX) HM 1 EX HM -- F EXISTING DOOR TO REMAIN. TH/TB, W, PT DOOR LEAF & FRAME
E137A EX EX EX EX EX EX EX -- EX NIC
E137B EX EX EX EX EX EX EX EX EX NIC
E137C 2 A 915 IN-HM 2 146mm IN-HM -- F REPLACE EX. DOORS & FRAMES W/ NEW. KP, LS, TH/TB, W, CL, T & B (INACTIVE LEAF), PANIC, PT DOOR LEAFS & FRAME

E119E 1 A 915 (EX) IN-HM 1 EX IN-HM -- B EXISTING DOOR TO REMAIN. PT DOOR LEAF & FRAME  *SEE NOTE #28, A2.1
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ENTRY SYSTEM

E212A 1 A 915 IN-HM 1 EX IN-HM -- D CL, LS, W/PANIC HARDWARE, MAG LOCK

E101 VESTIBULE PT PTB CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2400 PROVIDE TRANSITION STRIP BETWEEN NEW TILE AND OTHER FLOOR TYPES

FLOORROOM

CONC

NO.

CONCRETE

NAME MAT.

VCT

SV-RES1
C

CT CERAMC TILE

CARPET

VINYL COMPOSITE TILE

SHEET VINYL HEAVY DUTY

REMARKS

VINYL WALL COVERING

TEXTURED SPRAY

PAINT- SEMIGLOSS

ACOUSTIC TILE

PAINT- GLOSS

PAINT- PEARL/EGGSHELL

MOISTURE RESISTANT DRYWALLPORCELAIN TILE BASE

BASE

PTB

NORTH

P

MRD

SOUTH
WALLS (SUBSTRATE/FINISH)

EAST FINISH
CEILING

MAT.WEST HEIGHT

TEX

GYPSUM BOARD

GLASS
PRECAST CONC.

CONC. BLOCK

ROOM  FINISH  SCHEDULE

CERAMIC TILE BASE

CARPET BASE
RUBBER BASE

PORCELAIN TILE

CB

CTB
RB

PT

CB
GB

GL
PC

VWC

P2

ACT

P1

EXISTING WALL OR CEILINGEX
PWD PLYWOOD

E102 CORRIDOR SV-RES1/PT RB/PTB CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2850 PROVIDE FULL SIZE SQUARE FLOOR TILES, PORCELAIN WHERE INDICATED (1/A2.3)

E103 OPP COMM. OFFICE -- -- GWB PT2 -- -- CB PT2 -- -- -- -- -- NIC - MAINTAIN EXISTING FINISHES
E104 JANITOR CLOSET -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E105 CORRIDOR PT PTB CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2600 PROVIDE TRANSITION STRIP BETWEEN NEW TILE AND OTHER FLOOR TYPES
E106 ELECTRICAL ROOM -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E107 ELEVATOR MACH. RM. -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E108 ELEVATOR -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E109 BOILER ROOM P2 -- CBL -- CBL -- CBL -- CBL -- PC -- *NOTE EPOXY WATER PROOF PAINT ON EXISTING CONCRETE FLOOR
E110 RESERVED -- -- -- -- -- -- -- -- -- -- -- -- --
E111 ADMIN. OFFICE SV-RES1 RB CBL -- GWB -- CBL -- CBL -- PC -- 2400 PROVIDE FULL SIZE INTERLOCKING FLOOR TILES
E112 FEMALE WASHROOM PT PTB CBL P1 CBL P1 CBL P1 CBL P1 PC -- 2850
E113 MALE WASHROOM PT PTB CBL P1 CBL P1 CBL P1 CBL P1 PC -- 2850
E114 LOBBY (SCHOOL) -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E115 SERVICE DESK -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E116 KITCHEN SV-RES2 RB CBL P1 CBL P1 CBL P1 CBL P1 PC P1 2850

E118 RESERVED -- -- -- -- -- -- -- -- -- -- -- -- --
E119 ARENA -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 5980
E120 CHANGEROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E121 WATER CLOSET -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2350
E122 WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2475
E123 CHANGEROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E124 ADULT DAYCARE -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E125 WASHROOM -- -- EX P1 CBL P1 CBL P1 CBL P1 -- -- 2480
E126 WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2480
E127 CHANGEROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E128 STORAGE -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E129 CHANGEROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E130 WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2480
E131 STORAGE -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E132 WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- 2480
E133 CHANGEROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E134 MALE WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E135 FEMALE WASHROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE
E136 ICE MACHINE ST. -- -- CB1 P2 CBL P2 CBL P2 CBL P2 -- -- 4050 PAINT FINISH TO BE VAPOUR IMPERMEABLE (VB PAINT)
E137 ICE PLANT ROOM -- -- CBL P1 CBL P1 CBL P1 CBL P1 -- -- *NOTE PAINT FINISH TO BE VAPOUR IMPERMEABLE (VB PAINT)

E137A VESTIBULE -- -- CBL -- CBL -- CBL -- CBL -- -- -- EX NIC
S10 STAIR #10 PT -- CBL P1 CBL P1 GWB P1 CBL P1 GWB P1 VARIES TREAD PANS TO REMAIN, NEW TILE SURFACE & RB NOSING W/ SAFETY GRIP, PAINT STRINGERS AND RISERS

E201 STORAGE -- -- GWB P1 GWB P1 GWB P1 GWB P1 -- -- 3075 PATCH AND REPAIR EX WALLS WHERE NEEDED. PAINT TO MATCH NEW
E202 CORRIDOR SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 GWB P1 2440
E203 JANITOR ROOM -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E204 MEETING ROOM -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E205 ELEVATOR -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E206 MALE WASHROOM SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 ACT -- 2740 WASHABLE MYLAR COATED ACOUSTIC TILE CELING
E207 FEMALE WASHROOM SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 ACT -- 2740 WASHABLE MYLAR COATED ACOUSTIC TILE CELING

UNIBOARDUB

BORROWED LIGHTS

3838
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INTERIOR

OUTSWING POWER ARM ASSEMBLY
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50

INSWING POWER ARM ASSEMBLY

DOOR PANEL AND FRAME

REVEAL

DOOR PANEL AND FRAME 
BY OTHERS

38

2. INSWING ARM PREFERRED ARM ACTION
1. BOTTOM LOAD HEADER INSTALLATION PREFERRED INSTALLATION TYPE

3.  DOORS ARE HANDED AS VIEWED FROM THE EXTERIOR WITH THE OPERATOR ON INTERIOR

GENERAL NOTES 

115

ELECTRIC OPERATOR 
WITH BOTTOM LOAD HEADER

150

ELECTRIC OPERATOR 
WITH SIDE LOAD HEADER

E117 SERVERY SV-RES2 RB CBL P1 CBL P1 GWB P1 CBL P1 PC P1 2850

E208 RESERVED -- -- -- -- -- -- -- -- -- -- -- -- --
E209 RESERVED -- -- -- -- -- -- -- -- -- -- -- -- --
E210 MECHANICAL ROOM VCT RB GWB P1 GWB P1 GWB P1 GWB P1 ACT -- 3075
E211 SERVERY SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 -- -- --

E212A CAFETERIA SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 ACT -- 2955 EXISTING T-BAR GRID TO BE PAINTED
E212B MULTI-PURPOSE RM. SV-RES3 RB GWB P1 GWB P1 GWB P1 GWB P1 ACT -- 2955 EXISTING T-BAR GRID TO BE PAINTED
E213 VESTIBULE (SCHOOL) -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E214 SERVERY (SCHOOL) -- -- -- -- -- -- -- -- -- -- -- -- -- NIC
E215 KITCHEN (SCHOOL) -- -- -- -- -- -- -- -- -- -- -- -- -- NIC

SV-RES2 SHEET VINYL COMMERCIAL DUTY
SV-RES3 SHEET VINYL MULTI-PURPOSE

CBL CONCRETE BLOCK

E102A MOP ROOM CT CTB GWB P2 GWB P2 GWB P2 GWB P2 PC -- 2850 PROVIDE FULL SIZE SQUARE FLOOR TILES

NEW RESILIENT FLOOR FINISH
10mm HEAVY DUTY

NEW TILE FLOOR FINISH
8mm PORCELAIN

NEW RESILIENT FLOOR FINISH
10mm HEAVY DUTY

NEW RESILIENT FLOOR FINISH
2.2mm COMMERCIAL DUTY

NEW RESILIENT FLOOR FINISH
10mm HEAVY DUTY

TRANSITION TO BARE CONCRETE

NEW RESILIENT FLOOR FINISH
6mm MULTI-PURPOSE

EXISTING TILE FLOOR FINISH
6mm

NEW RESILIENT FLOOR FINISH
6mm MULTI-PURPOSE

EXISTING SHEET VINYL FLOOR FINISH
3mm

NEW RESILIENT FLOOR FINISH
6mm MULTI-PURPOSE

EXISTING/NEW VCT FLOOR FINISH
2.2mm

FLOOR TRANSITION TYPES
ALL TRANSITIONS ARE VINYL COLOUR-THROUGH PROFILES (BY SPEC. 09650)
PROVIDE GAPS BETWEEN MATERIALS AS APPROPRIATE, TIGHT TO FLOOR EDGES

TYPE "1"

TYPE "2"

TYPE "3"

TYPE "4"

TYPE "5"

TYPE "6"

INTERIOR TACTILE STRIP

NEW TILE FLOOR FINISH
8mm PORCELAIN

PORCELAIN TILE EDGE TRIM ALL
AROUND (BY SPEC.09650)

3mm EXTERIOR GRADE PLYWOOD
SUBFLOOR

NEW RESILIENT FLOOR FINISH
6mm MULTI-PURPOSE

METAL CONTROL JOINT
CONTINUOUS (BY SPEC. 09650)

*NOTE:
THIS ROOM HAS VARYING CEILING HEIGHTS DUE TO LOCATION
UNDER EXISTING GRANDSTAND. THE FOLLOWING ARE THE
STEPPED HEIGHTS WITHIN THE ROOM:
3300mm, 2900mm, 2480mm & 2080mm
EXAMINE ALL EXISTING CONDITIONS TO CONFIRM THESE
HEIGHTS WITHIN THE ROOMS
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THE DEPTH OF THE TACTILE ATTENTION INDICATOR SHALL BE
NOT LESS THAN 300 MM AND NOT MORE THAN 610 MM (O.B.C.
3.8.3.18.)

A TACTILE ATTENTION INDICATOR SHALL BE INSTALLED AT THE
TOP OF THE STAIRS, STARTING ONE TREAD DEPTH BACK
FROM THE EDGE OF THE TOP STAIR (O.B.C. 3.4.6.1.(2)(A). AS
WELL, AT THE LEADING EDGE OF LANDINGS WHERE A
DOORWAY OPENS ONTO STAIRS, STARTING ONE TREAD
DEPTH BACK FROM THE EDGE OF THE LANDING (O.B.C.
3.4.6.1.(2)(B).

SHALL HAVE VISUAL CONTRAST FROM
SURROUNDING/ADJACENT SURFACES. (ISO 23599, 3.2.3)
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O.B.C. MATRIX

Ontario Building Code Data Matrix - Part 11 - Renovation of Existing BuildingItem OBC Reference

11.1 Existing
Building
Classification:

Describe Existing Use:
Construction Index:
Hazard Index:

Not Applicable (no change of major occupancy)

11.2.1
T11.2.1.1A
T11.2.1.1B to N

11.2 Alteration to
Existing
Building is:

Basic Renovation: 11.3.3.1
11.3.3.2Extensive Renovation:

11.3 Reduction in
Performance
Level:

Structural: 11.4.2.1No Yes
By Increase in Occupant Load: No Yes
By Change in Major Occupancy: No Yes

11.4.2.2
11.4.2.3

Plumbing: No Yes 11.4.2.4
Sewage System: No Yes 11.4.2.5

11.4 Compensating
Construction:

Structural: 11.4.3.2No Yes (explain)

Increase in Occupant Load: 11.4.3.3No Yes (explain)

Change in Major Occupancy: 11.4.3.4No Yes (explain)

Plumbing: 11.4.3.5No Yes (explain)

Sewage System: 11.4.3.6No Yes (explain)

11.4.2

Name of Project:
ERIN COMMUNITY CENTRE & ARENA - 14 BOLAND DRIVE
Location:
ERIN, ONTARIO

45 MILL STREET
ORANGEVILLE, ONTARIO, L9W 2M4
PH# 519-941-0912
FX# 519-941-9142
E-MAIL: mail@dharchitects.ca

ASSEMBLY (GROUP "A3")
5 (45min FRR OVER FLOORS, 45min FRR ROOF)
6 (ICE RINKS, LARGE BUILDING)

SCALE
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TACTILE STRIP DETAIL - PLAN
1:10 SCALE
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TACTILE STRIP DETAIL - LOCATION
1:20

SCALE
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BARRIER-FREE URINAL -ELEVATION
1:50
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