
A

EX CORRIDOR

32
'-0

"

EX GENERAL
STOCK ROOM

EX WORK
ROOM

EX MEN'S
WASHROOM
TO BE REMOVED

EX CORRIDOR

91 2"

UP

EX MECH ROOM

EX WOMENS
WASHROOM
TO BE REMOVED

EX OFFICE 4

EX STAIR

91 2"

EX STAIR
BULKHEAD

EX BRADLEY WASH BASIN
TO BE RELOCATED

REMOVE EX BLOCK WALL

REMOVE DOOR AND FRAME

REMOVE EX WINDOWREMOVE EX WINDOW

REMOVE EX WINDOW

REMOVE EX WALLS

REMOVE EX WALL

EX EXIT
CORRIDOR

EXISTING WINDOWS
ABOVE TO BE REMOVED

EXISTING COLUMN

REMOVE EXISTING DOOR, FRAME AND PART OF WALL
FOR NEW OPENING.

EXISTING EXHAUST GRILLE TO
BE REMOVED AND REPLACED

CONCRETE SLAB ABOVE TO BE REMOVED

EXISTING
COLUMN

EXISTING BLOCK WALL

SHADING REPRESENTS APPROXIMATE EXTENT OF
FLOOR REMOVAL AT NEW COLUMNS.

(LINES '5' TO '12') SEE FOUNDATION DRAWINGS
FOR ADDITIONAL INFORMATION

REMOVE EX DOOR & FRAME REMOVE EX WINDOW
AND G.B FINISH

AROUND WINDOWS

4'
-6

"

D3 D2 D1

1

C

23456891112

Cx

Bx

4'-7" x
±9'-4" HT

EX LOCKER RM
(LOCKERS AND RACKING NOT SHOWN)

wD

NOTE A

NOTE B

NOTE C

STUD WALL TO BE REMOVED

STUD WALL TO BE REMOVED

NOTE D

3'-0"± x
4'-2" ± HIGH

REMOVE EX DOOR & FRAME.
TYPICAL WHERE SHOWN.

EX 1HR RATED WALL

EX 1HR RATED WALL

NOTE F

NOTE E

EX SHOWER

EX SHOWER EX SHOWER

±
 1

6'
-8

1 2"

EXISTING COLUMN

By

1315

EX LUNCH ROOM

EX OFFICE 1
EX OFFICE 2

EX OFFICE 3

12'-0"71
2"1'-0"26'-7" 12'-0" 12'-0" 12'-0" 12'-0" 17'-6" 17'-6" 17'-6" 17'-6" 111

2"

5'-31
2"

16
'-0

"
15

'-9
1 2"

1'
-0

"

EX STAIR

EX ROD AND CURTAIN
TO BE REMOVED

3'-4"
NOTE G

VAULT
NOTE H

REMOVE PART OF STUD WALL
TO ALLOW FULL REMOVAL OF
BLOCK WALL. ± 12'-0" HIGH

EXISTING COLUMN

EXISTING EXHAUST GRILLE TO
BE REMOVED AND REPLACED

NOTE J, TYP.

±  5'-4"
± 9'-4" HT

REMOVE EXISTING DOOR, FRAME AND PART OF WALL
FOR NEW OPENING.

UP

REMOVE BOTTOM PORTION OF EXISTING EFIS ABOVE. SEE SECTION.

REMOVE BOTTOM PORTION
OF EXISTING EFIS ABOVE.
SEE SECTION.

1"

EX RWL TO BE RE-ROUTED.
SEE PLUMBING DRAWINGS.

EX RWL TO BE RE-ROUTED.
SEE PLUMBING DRAWINGS.

UP

SHADING REPRESENTS PART OF SLAB
TO BE REMOVED AT NEW SANITARY PIPE
EXCAVATION. WIDTH TO BE DETERMINED
ON SITE TO SUIT DEPTH OF PIPE.

REMOVE PART OF G.B & STUD
WALL AT SLAB REMOVAL

REMOVE PART OF G.B & STUD
WALL AT SLAB REMOVAL

NOTE K

D4

NOTE L NOTE L

REMOVE G.B FINISH
AROUND WINDOWS

5
REMOVE BLOCK EXTENSION BACK TO
FACE OF MAIN WALL. FULL HEIGHT.

2x

NOTE M.

NOTE H

NOTE HNOTE H

EXISTING RAMP FOUNDATION TO BE REMOVED
EXISTING STAIR AND LANDING FOUNDATION TO BE REMOVED

EXISTING SUBDRAIN

EXISTING COLUMN

ASSUME EXISTING SUBDRAIN LOCATION AND LIMIT.
TILE TO BE REMOVED

D6

EX FOUNTAIN TO BE RELOCATED
REFER TO MECHANICAL DRAWINGS

EX SHELF

EX CEILING MOUNT PROJECTOR SCREEN T.B.R.
AND TURNED OVER TO OWNER

NOTE H

WALL ABOVE OPENING T.B.R.

NOTE N

EX BENCH

HOARDING WALL. SEE DETAIL
ON THIS SHEET.

3'
-0

"

HOARDING WALL. SEE DETAIL ON THIS SHEET.

REMOVE CHAIR RAIL WALL
PROTECTION

NOTE P

NOTE P

EXISTING DUCT

3'-9"
NOTE G

2'-6"4'-15
8"

SEE NOTE Q

NOTE R

NOTE S

EX LOCKER RM
(LOCKERS AND RACKING NOT SHOWN)

NOTE U

±
 2

'-1
1 2"

Ax

B

C

±
 1

2'
-3

"

8'
-0

"

PROVIDE TARP FROM TOP OF WALL
TO U/S OF STRUCTURE ABOVE

CONSTRUCTION AREA

HOARDING WALL DETAIL AT GROUND FLOOR
COORDINATE LAYOUT OF HOARDING WALLS WITH CITY

2x4 STUDS @ 16" C.C WITH
5

8" PLYWOOD ONE SIDE. BRACING
IF REQUIRED TO BE DETERMINED
ON SITE.

PROJECT NUMBERDRAWN CHECKED

SCALEDATE FILE NAME

SHEET SIZE

DATEDESCRIPTIONREV.
This drawing is the property of
SPH Engineering Inc. and is not to
be copied or distributed for any
reason or by any means without
the permission of the owner.

DRAWINGPROJECTCLIENT

FA.1: 519-539-5775TEL: 519-539-5700 N4S 7V6
WOODSTOCK, ONTARIOSPH  ENGINEERING  INC.

REAL WORLD ENGINEERING SOLUTIONS

BY

485037 SWEABURG ROAD

21367MAIN17

STAMP NORTH ARROW

DRAWING

DATE

ISSUED FOR
PRELIMINARY
CLIENT REVIEW
SITE PLAN APPROVAL
BUILDING PERMIT
TENDER
CONSTRUCTION

2024-07-24

2022-07-12

AA JH

AS NOTED

21367GROUND FLOOR
DEMOLITION PLAN

ADDITION
AND

RENOVATION

CITY OF WOODSTOCK
ENGINEERING BLDG

944 JAMES ST D1.1

PARTIAL GROUND FLOOR DEMOLITION PLAN
SCALE: 316" = 1'-0"

- ALL DIMENSIONS FOR EXISTING BUILDING ARE TO BE SITE VERIFY
- PATCH FLOOR SLAB TO MATCH EXISTING AS REQUIRED AT SANITARY CONNECTION.
  MAKE GOOD ALL FINISHES.
- TYPICAL FOR NEW OPENINGS IN EXISTING BLOCK:
   REMOVE PARTIAL BLOCK AND INSERT NEW BLOCK BACK INTO THE TEETH TO MAKE THE
   JAMBS FLUSH FOR NEW DOORS OR NEW OPENING LOCATIONS (TOOTHING MASONRY).

N

DEMOLITION NOTES:
A. EXISTING FRAMED WALL BEHIND URINALS COVERED WITH STAINLESS

STEEL APPROXIMATELY 48" HIGH. WALL TO BE REMOVED ALONG WITH
BLOCK WALL AND URINALS.

B.  EXISTING WASHER (W) AND DRYER (D) TO BE REMOVED AND TURN OVER
TO  OWNER.

C.  EXISTING LOCKERS TO BE REMOVED AND TURNED OVER TO OWNER.
D.  EXISTING BUILT IN CABINETS TO BE REMOVED.
E.  EXISTING LOW AND HIGH CABINETS, SINK & FRIG TO BE REMOVED TURN

FRIG OVER TO OWNER.
F.  WALL BEHIND WATER CLOSETS THAT IS TO BE REMOVED HAS 48" HIGH

TILE. TILES ON SHOWER WALLS.
G.  REMOVE PART OF WALL FOR NEW DOOR OPENING.
H.  REMOVE EXISTING BLOCK TIES ON COLUMNS AND PROVIDE CLEAN

SURFACE TO INSTALL NEW TIES (IF REQUIRED) FOR NEW BLOCK.
I.  NOT USED.
J.  REPAIR FLOOR WHERE BLOCK AND STUDS WALLS ARE REMOVED.
K.  SHADED AREA REPRESENTS EXISTING CONCRETE RAISED LANDING AND

STAIR TO BE REMOVED.
L.  REMOVE EXISTING GYPSUM BOARD AND STRAPPING FROM LINE '9' TO '12'.
    PROVIDE CLEAN SMOOTH SURFACE FOR NEW PAINT FINISH.
M. BLOCK TO BE REMOVED TO MINIMUM ONE COURSE BELOW FLOOR SLAB.
    SEE FOUNDATION PLAN.
N. EXISTING COUNTER AND SHELF BELOW TO BE REMOVED.
P. REMOVE CHAIR RAIL WALL PROTECTION ON MECHANICAL ROOM AND

LUNCH ROOM NORTH WALLS AND REPAIR GYPSUM BOARD AT FASTENERS
AND PREP FOR NEW PAINT FINISH.

Q.  END OF WALL ABOVE EXISTING OPENING TO HAVE NEW BLOCK INSERT
BACK INTO THE TEETH TO MAKE THE END OF WALL FLUSH WITH EXISTING
END OF WALL BELOW (TOOTHING MASONRY).

R. SHORE EX BEAMS. CONTRACTOR TO PROVIDE SHORING DESIGN TO SPH
FOR REVIEW. SHORING DESIGN TO BE STAMPED BY PROFESSIONAL
ENGINEER CURRENTLY REGISTERED IN ONTARIO. SEE STRUCTURAL
DRAWINGS FOR LIMIT OF COLUMN TO BE REMOVED.

S. REMOVE EXISTING SLAB LOCALLY TO ALLOW EXISTING COLUMN TO BE
REMOVED.

U. LIMIT OF EXISTING FLOOR TILE TO BE REMOVED. REMOVE TO NEAREST
TILE JOINT.DIMENSION SHOWN ON PLAN IS APPROXIMATE.

EXISTING BLOCK WALLS TO BE REMOVED
EXISTING STUD & GYPSUM BOARD WALLS TO BE REMOVED

OFFICE DEMOLITION NOTES:

EX OFFICE 1
· REMOVE EXISTING VINYL FLOORING AND PROVIDE CLEAN SMOOTH

SURFACE FOR NEW FLOORING
· REMOVE EX SUSPENDED CEILING
· REMOVE EX VINYL BASEBOARD
· REFER TO MECHANICAL/ ELECTRICAL FOR EXISTING UTILITY REMOVALS

EX OFFICE 2
· REMOVE EXISTING VINYL FLOORING AND PROVIDE CLEAN SMOOTH

SURFACE FOR NEW FLOORING
· REMOVE EX SUSPENDED CEILING
· REMOVE EX VINYL BASEBOARD
· CONTRACTOR TO BE AWARE POSSIBLE GLASS IN PREVIOUSLY FILLED IN

EXISTING WINDOWS IN INTERNAL WALLS (2 LOCATIONS)
· REFER TO MECHANICAL/ ELECTRICAL FOR EXISTING UTILITY REMOVALS

EX OFFICE 3
· REMOVE EXISTING VINYL FLOORING AND PROVIDE CLEAN SMOOTH

SURFACE FOR NEW FLOORING
· REMOVE EX SUSPENDED CEILING
· REMOVE EX VINYL BASEBOARD
· EXISTING WINDOWS IN INTERNAL WALLS (1 LOCATION)
· REFER TO MECHANICAL/ ELECTRICAL FOR EXISTING UTILITY REMOVALS

EX OFFICE 4
· REMOVE EXISTING VINYL FLOORING AND PROVIDE CLEAN SMOOTH

SURFACE FOR NEW FLOORING
· REMOVE EX SUSPENDED CEILING
· REMOVE EX VINYL BASEBOARD
· REFER TO MECHANICAL/ ELECTRICAL FOR EXISTING UTILITY REMOVALS

EX LUNCH ROOM
· REMOVE EXISTING VINYL FLOORING AND PROVIDE CLEAN SMOOTH

SURFACE FOR NEW FLOORING
· REMOVE EX SUSPENDED CEILING
· REMOVE EX VINYL BASEBOARD
· REFER TO MECHANICAL/ ELECTRICAL FOR EXISTING UTILITY REMOVALS

EX MEN'S WASHROOM
· SHOWERS: REMOVE CURBS, FLOOR TILE AND SLOPING MORTAR. PROVIDE

CLEAN SMOOTH SURFACE. REMOVE GYPSUM BOARD CEILING.

EX WOMEN'S WASHROOM
· SEE NOTE F
· REMOVE EXISTING SUSPENDED CEILING.
· REMOVE FLOOR TILE IN ENTIRE ROOM. PROVIDE CLEAN SMOOTH

SURFACE.
· SHOWERS: REMOVE CURBS, FLOOR TILE AND SLOPING MORTAR. PROVIDE

CLEAN SMOOTH SURFACE. REMOVE GYPSUM BOARD CEILING.

EX MEN'S LOCKER ROOM
· CONTRACTOR TO COORDINATE WITH OWNER THE REMOVAL AND

RELOCATION OF LOCKERS AND RACKS.

SHORING LOCATION

1

1

1



ROOM
No FLOOR FINISH REMARKSFINISH HEIGHTCEILING

MATERIALFINISHWALL
MATERIAL

BASE
HEIGHT

BASE
MATERIAL

FLOOR
MATERIALROOM NAME

ROOM FINISH SCHEDULE

100
101
102
103
104
105 SEE NOTE 1
106
107
108
109
110
111
112 SEE NOTE 4 & 7.
113
114
115

P.W. TECHNOLOGIST
COPY ROOM

P.W. ENVIRONMENTAL SUPERVISOR
BUSINESS ANALYST
WATER SUPERVISOR 
P.W. ROAD & INFRASTRUCTURE SUPERVISOR
P.W. AFTERNOON SUPERVISOR
SPARE OFFICE
FLEET SERVICES SUPERVISOR
DIRECTOR'S OFFICE
MEETING ROOM
LUNCH ROOM
MEN'S LOCKER ROOM
WOMEN'S WASHROOM
MEN'S WASHROOM

116 SHOWER
117 SHOWER
118 SHOWER
119 SHOWER

GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4"
GYPSUM BOARD PAINTVCB 4" CEILING TILE

GYPSUM BOARD

GYPSUM BOARD PAINT
CONC. BLOCK

CONC. BLOCK/GB
CONC. BLOCK/GB
CONC. BLOCK/GB
CONC. BLOCK/GBCERAMIC TILE

CERAMIC TILE
CERAMIC TILE
CERAMIC TILE

CONCRETE
CONCRETE

SEALER/HARDENER/PAINTCONCRETE

PAINT

C.T./PAINT

8'-0"
8'-0"
8'-0"
8'-0"

GYPSUM BOARD
GYPSUM BOARD
GYPSUM BOARD

9'-0"
9'-0"
9'-0"
9'-0"
9'-0"
9'-0"
9'-0"

9'-0"
9'-0"
9'-0"
9'-0"
9'-0"

CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE
CEILING TILE

PAINT
PAINT
PAINT
PAINT

120 IT ROOM PAINT 9'-0"GYPSUM BOARDVCBVCT 4" 9'-0"CEILING TILE

200 VESTIBULE PAINTGYPSUM BOARDVCB 4" ± 8'-11" VCT CEILING TILE

NEW CERAMIC TILE
NEW CERAMIC TILE
NEW CERAMIC TILE
NEW CERAMIC TILE

VCT
VCT
VCT
VCT
VCT
VCT
VCT
VCT
VCT
VCT
VCT
VCT

SEALER/HARDENER/PAINT
SEALER/HARDENER/PAINT

NEW PAINT ON EXISTING WALLS

121 CORRIDOR PAINTVCB 4" 9'-0"CEILING TILEVCT

ROOM SCHEDULE NOTES:
1. NEW 4" VCD REQUIRED ON NEW WALL SECTION (MATCH EX COLOR).
2. SEE CONSTRUCTION NOTES ON SHEET A1.2 FOR ADDITION NOTES ON FINISHES.
3. USE GREEN WATER PROOF BOARD ON WALLS AND CEILING IN SHOWER ROOMS.
4. ROOMS WITH EXPOSED STRUCTURE CEILINGS: ALL BULKHEADS, U/S OF PRECAST PANELS, EXPOSED STRUCTURAL STEEL, METAL DECK,
  RACING (ALL EXPOSED STRUCTURAL STEEL), PIPES, DUCTS, CONDUITS ETC TO HAVE PAINT FINISH.

SEE NOTE 1

SEE NOTE 1
SEE NOTE 1

NON- BINARY LOCKER ROOM CONC. BLOCKCONCRETE PAINTSEALER/HARDENER/PAINT
NON-BINARY UNIVERSAL WASHROOM CONC. BLOCKCONCRETE PAINTSEALER/HARDENER/PAINT

122
123

CONC. BLOCK/GB

LIMIT OF CORRIDOR INCLUDES CORRIDOR TO W & D
124 CONCRETE SEALER/HARDENER/PAINT PAINT

PAINT
PAINT

CONC PANELS PAINTNEW CORRIDOR
CONC PANELS
CONC PANELS

CONC PANELS
METAL DECK/CONC PANELS

CLOSET CONCRETE SEALER/HARDENER/PAINT VCB CONC. BLOCK/GB PAINT CONC PANELS PAINT4"

CONC. BLOCK ± 11'-4"
± 11'-4"
± 11'-4"

± 11'-4"
± 11'-4"
± 11'-4"

SEE NOTE 3. SEE SHEET A1.7 FOR LIMIT OF C.T. ON WALLS.

METAL DECK/CONC PANELS ± 11'-4"

PAINT
PAINT
PAINT
PAINT

CONC. BLOCK/GB

C.T./PAINT
C.T./PAINT
C.T./PAINT

SEE NOTE 3. SEE SHEET A1.7 FOR LIMIT OF C.T. ON WALLS.
SEE NOTE 3. SEE SHEET A1.7 FOR LIMIT OF C.T. ON WALLS.
SEE NOTE 3. SEE SHEET A1.7 FOR LIMIT OF C.T. ON WALLS.

ROOM SCHEDULE NOTES CONTINUED:
5. ROOMS WITH EXISTING AND NEW WALLS ARE TO HAVE NEW PAINT FINISH APPLIED TO EXISTING AND NEW WALLS.
6. SEE SHEET A1.7 FOR LIMITS OF FLOOR FINISHES.
7. ROOMS WITH PAINT FINISH ON FLOORS: EPOXY PAINT WITH SAND FOR SLIP RESISTANCE FINISH. ARMORSEAL FLOOR-PLEX 7100, (2) COATS (O.A.E.).
    EXISTING LOCKER ROOM FLOOR HAS SAME PRODUCT APPLIED TO FLOOR. CLEAN AND PREP FLOOR AS PER MANUFACTURERS
    RECOMMENDATIONS TO APPLY NEW PAINT OVER EXISTING.

SEE NOTE 4 & 7.
SEE NOTE 4 & 7.
SEE NOTE 4 & 7.

SEE NOTE 4 & 7.
SEE NOTE 4 & 7.
SEE NOTE 4 & 7.

GENERAL NOTES:
1. HARDWARE SCHEDULE, FINISHES & QUALITY TO BE REVIEW W/ OWNER.
2. PROVIDE LEVER TYPE HANDLE FOR BARRIER-FREE ACCESSIBILITY. LEVER HANDLE TO HAVE END RETURN TOWARDS DOOR.
3. SEE PLAN FOR DOORS WITH POWER OPERATORS (D.O.).
4. WASHROOM DOORS WITH OUTWARD SWING TO COMPLY WITH OBC 3.8.3.12 (1)(b) AND (J).
5. DOOR TO ELEVATOR MACHINE ROOM REQUIRES LATCH AND LOCK WHEN IN THE CLOSE POSITION AND KEYED ON EXTERIOR SIDE ONLY.
6. DOOR TO BE CAPABLE OF LOCKING FROM INSIDE AND RELEASED FROM THE OUTSIDE IN CASE OF EMERGENCY (FOR UNIVERSAL WASHROOMS).

WIND LOAD: q1
50 = 9.2 psf

RATINGFRAME
TYPE MATERIAL FINISHGLASSFINISHMATERIALTYPEDOOR SIZEDOOR

No REMARKSDOOR

DOOR SCHEDULE

ELEV
D1 A HM PT HM PTA3'-2"x7'-0"x1 3 4"
D2
D3
D4
D5
D6
D7
D8
D9
D10
D11
D12
D13
D14
D15
D16
D17
D18
D19
D20
D21
D22
D23
D24

C BIRCH SC
B
C

HM
C
A

22x18 TRANSFER AIR GRILLE .SEE MECHANICAL GRILLE SCHEDULE

B
B
B

B
B

B
B
B
B
B
B
A
B
A
A
A
A

A
D
D
D
A

HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM
HM

HM
HM
HM
HM
HM

PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT

PT
PT
PT
PT
PT

3'-2"x7'-0"x1 3 4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"x13
4"

3'-2"x7'-0"x1 3 4"

B
B
B
B
B
B
B
B
F

B
B
B

G

HM
HM
HM
HM
HM

HM
HM
HM
HM
HM

HM

PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT
PT

PT
PT
PT
PT
PT

D200 REUSE SALVAGED EXISTING VESTIBULE DOOR

D25 B HM PTC HM PT
D26 B HM PTC HM PT

3'-2"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"

3'-2"x7'-0"x1 3 4"
2'-8"x7'-0"x1 3 4"
2'-8"x7'-0"x1 3 4"
2'-8"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"
3'-2"x7'-0"x1 3 4"

A

A

D
D

D
D
D

D
D
D

D
D

D
D
D

A
B

C

D27 C HM PTB HM PT(2) 2'-0"x7'-0"x13
4" B

C
C
C
C

E

F

F

G

E
E
E
E

22x18 TRANSFER AIR GRILLE .SEE MECHANICAL GRILLE SCHEDULE
22x18 TRANSFER AIR GRILLE .SEE MECHANICAL GRILLE SCHEDULE
22x18 TRANSFER AIR GRILLE .SEE MECHANICAL GRILLE SCHEDULE
22x18 TRANSFER AIR GRILLE .SEE MECHANICAL GRILLE SCHEDULE

D28

NOT USED

NOT USED

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

3'-2"x7'-0"X13
4"

BIRCH SC
BIRCH SC
BIRCH SC
BIRCH SC
BIRCH SC
BIRCH SC
BIRCH SC
BIRCH SC

BIRCH SC

WALL E
1

2" GYPSUM BOARD
35

8"x25ga METAL STUDS @ 16" O/C
1

2" GYPSUM BOARD

WALL D
6" CONCRETE BLOCK

WALL C
8" CONCRETE BLOCK

WALL SCHEDULE
EFFECTIVE U=0.049 BTU/H/FT2°F

NOTE:
- ALL CONCRETE BLOCK WALLS TO HAVE MASONRY REINFORCING EVERY SECOND COURSE.
- PROVIDE WALL BRIDGING TO METAL STUDS AS PER MANUFACTURES SPECIFICATIONS.
- ENDS OF BLOCK WALL AND CORNERS TO HAVE BULL NOSE BLOCK. SEE DETAILS ON THIS SHEET.
- PROVIDE MASONRY TIES TO COLUMNS. SEE DETAILS ON SHEET A1.1a.

WALL A
EIFS FINISH
INSULATION EIFS SYSTEM
(R11 MIN CONTINUOUS INSULATION)
WEATHER BARRIER / AIR BARRIER
  (TROWEL ADHESIVE WITH VERTICAL
   DRAINAGE SYSTEM)
5

8" DENSGLASS SHEATHING
6"  STUDS @ 16" O.C
6" BATT INSULATION R-21
6 MIL POLY VAPOUR BARRIER AIR BARRIER
5

8" GYPSUM BOARD TYPE X

WALL B
5

8" GYPSUM BOARD TYPE X
6 MIL VAPOUR BARRIER
6"x25ga METAL STUDS @ 16" O/C
6" BATT INSULATION
3

8" AIR SPACE UNLESS NOTED OTHERWISE
15 lb FELT PAPER
CONCRETE WALL
EIFS FINISH
INSULATION EIFS SYSTEM
(R11 MIN CONTINUOUS INSULATION)
WEATHER BARRIER / AIR BARRIER
(TROWEL ADHESIVE WITH VERTICAL
DRAINAGE SYSTEM)

WALL F
1

2" GYPSUM BOARD
6"x25ga METAL STUDS @ 16" O/C
1

2" GYPSUM BOARD

LIGHT STEEL FRAMING
1. PROVIDE DEFLECTION TRACK AT TOP OF ALL NON LOAD BEARING LIGHT WEIGHT STUDS.
2. PROVIDE BRACING FOR STEEL STUDS AT TOP OF WALLS. BRACING TO MEET MANUFACTURERS SPECIFICATIONS.
3. PROVIDE SHOP DRAWING FOR LIGHT WEIGHT STRUCTURAL STEEL FRAMING. SHOP
       DRAWINGS ARE TO BE SEALED BY A PROFESSIONAL ENGINEER REGISTERED IN ONTARIO FOR
       MEMBER AND CONNECTION DESIGN.
DEFLECTION LIMITS:
L/720; FOR MASONRY SUPPORT GIRTS.
L/360; FOR DRYWALL INTERIOR FINISHES SUPPORTING GIRTS.
L/180; EVERYWHERE ELSE (ie. GIRTS, ROOF BEAMS, PURLINS) UNLESS NOTED OTHERWISE.

ADD 12" GREEN
BOARD IN SHOWER
ROOMS

STANDARD ABBREVIATIONS:
EX         EXISTING
EXT'G    EXISTING
EXIST    EXISTING
MIN       MINIMUM
MAX      MAXIMUM
N.I.C.    NOT IN CONTRACT
T.B.R.   TO BE REMOVED
M.E.      MATCH EXISTING
U.N.O.  UNLESS NOTED OTHERWISE
T.B.C.   TO BE CONFIRMED
T.B.V.   TO BE VERIFIED
S.G.      SAFETY GLASS
GALV   GALVANIZE
ALUM   ALUMINUM
VCT     VINYL COMPOSITE TILE
VCB     VINYL COVE BASE
TTG    THERMAL TEMPERED GLASS
TG      TEMPERED GLASS
G.B.    GYPSUM BOARD
C.T.     CERAMIC TILE
A.F.F.   ABOVE FINISH FLOOR
B.F.F.   BELOW FINISH FLOOR
LLV      LONG LEG VERTICAL
LLH      LONG LEG HORIZONTAL
BLL      BOTTOM LOWER LAYER
BUL      BOTTOM UPPER LAYER
TLL      TOP LOWER LAYER
TUL      TOP UPPER LAYER
BEW      BOTTOM EACH WAY
V.E.F.    VERTICAL EACH FACE
H.E.F.    HORIZONTAL EACH FACE
WWM   WELDED WIRE MESH
BF        BARRIER FREE
D.O.      POWER DOOR OPERATOR
CONC BLK   CONCRETE BLOCK
O.A.E.     OR APPROVED EQUAL

DOOR TYPE B

7'
-0

"

2"2"

25 8"

ELEVATION A & DDOOR TYPE C

7'
-0

"

4'-0" 2"2"

2"

ELEVATION CDOOR TYPE A
HOLLOW METAL

INSULATED

DOOR TYPE D
ALUMINUM

7'
-0

"

3'-2" 2"2"

2"

ELEVATION B

DOOR TYPE
EFFECTIVE U=0.34 Btu/h/ft2°F

DOOR FRAME ELEVATION

2'
-1

1 
7 16

"
(M

AX
)

9 13
16"

(MAX)

LA
TC

H 
SI

DE

2'
-1

1 
7 16

"
(M

AX
)

9 13
16"

(MAX)

DOOR TYPE E
AIR GRILLE

913
16"

MAX
4"

LA
TC

H 
SI

DE

2'
-1

17 16
"

M
AX

A = 3'-2"

D = 2'-8"

DOOR TYPE F & G

LA
TC

H 
SI

DE

AIR GRILLE IN
DOOR TYPE G

53 4"

25 8"

HOLLOW METAL
HEAD DETAIL FOR

BLOCK WALL LOCATIONS
UNLESS NOTED OTHERWISE

11
 M

ET
RI

C
CO

UR
SE

S

FRAME TYPE A

71 2"

FRAME FLUSH WITH
WALL ON CORRIDOR SIDE

53 4"

FRAME TYPE B

71 2"

FRAME FLUSH WITH
WALL ON INTERIOR SIDE

DOOR FRAME DETAILS

WALL G
1 12" SIDING
CASCADIA CLIPS & HORIZ TRACKS
CONTINUOUS R10 MIN INSULATION
(R11 MIN CONTINUOUS INSULATION)
OR APPROVED SIMILAR
WEATHER BARRIER / AIR BARRIER
5

8" DENSGLASS SHEATHING
6"  STUDS @ 16" O.C
6" BATT INSULATION R-21
6 MIL POLY VAPOUR BARRIER AIR BARRIER
1

2" GYPSUM BOARD

WALL H
35

8"x25ga METAL STUDS @ 16" O/C
5

8" TYPE X GYPSUM BOARD

WALL I
1

2" GYPSUM BOARD
6 MIL VAPOUR BARRIER
3 58" METAL STUD
R13 BATT INSULATION
3

8" AIR SPACE
15LBS FELT PAPER
10" CONCRETE BLOCK
(MATCH EX WALL)

WALL J
10" CONCRETE BLOCK

WALL K
35

8"x25ga METAL STUDS @ 16" O/C
1

2" GYPSUM BOARD

WALL L
1

2" GYPSUM BOARD
6 MIL VAPOUR BARRIER
2x4 STUDS @ 16" O/C
R13 BATT INSULATION
15LBS FELT PAPER
6" CONCRETE BLOCK
EIFS FINISH
INSULATION EIFS SYSTEM
(R11 MIN CONTINUOUS INSULATION)
WEATHER BARRIER / AIR BARRIER
(TROWEL ADHESIVE WITH VERTICAL
DRAINAGE SYSTEM)

THIS PORTION OF
WALL TO MATCH
EXISTING. TO BE
CONFIRMED ON
SITE.

FRAME TYPE D

53 4"

45 8"

CAULKING ALL
AROUND

53 4"

FRAME TYPE C

51 2"

FRAME FLUSH WITH
WALL ON CORRIDOR SIDE

FRAME TYPE E

6"

CAULKING ALL
AROUND

SEALANT ALL AROUND

INSULATED DOOR FRAME

FRAME TYPE F FRAME TYPE G

WALL TYPE A

SEALANT ALL AROUND

EXISTING FRAME RE-LOCATED
TO NEW VESTIBULE WALL

NEW METAL FLASHING
WALL TYPE G

CONC CURB ON LOWER PORTION
OF WALL. SEE SHEET A1.1a

ROOF SCHEDULE
EFFECTIVE U =0.0275

ROOF TYPE R1
(45min RATED FOR FUTURE FLOOR)
TPO ROOF MEMBRANE
R36.4 INSULATION, SEE SPEC.
TAPERED INSULATION 0.5" TO 3.5".
6 MIL POLYETHYLENE SLIP SHEET WITH SEALED LAPS.
ROOF PRECAST CONCRETE PANEL - PRIME.

ROOF TYPE R2
TPO ROOF MEMBRANE.
R36.4 INSULATION, SEE SPEC.
TAPERED INSULATION 0.5" TO 3.5".
6 MIL POLYETHYLENE SLIP SHEET WITH SEALED LAPS.
METAL DECK.

FLOOR SCHEDULE

FLOOR TYPE F1
45min RATING
2.5" TOPPING.
PRECAST CONCRETE PANELS - PRIMED.

DETAIL AT MASONRY WALLS ON
FOUNDATION & SLAB (NTS)

BLOCK WALL ON FLOOR SLAB
(NO FOUNDATION WALL)

RAKE AND CAULK JOINT
TYPICAL AT THESE
JUNCTIONS

BLOCK WALL ON NEW OR
EXISTING FOUNDATION

CONTROL JOINT DETAIL
(NTS)

SEALANT

FILLER ROD

RUBBER
CONTROL

JOINT

BULL NOSE BLOCK
AT END OF WALL

BULL NOSE BLOCK
AT EXPOSED CORNERS

BULL NOSE BLOCK DETAILS (NTS)
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LEGEND

WALL TYPE IDENTIFIER
- SEE SCHEDULE ON SHEET A1.1

WINDOW TYPE IDENTIFIER
- SEE SCHEDULE ON SHEET A1.1a

DOOR TYPE IDENTIFIER
- SEE SCHEDULE ON SHEET A1.1

ROOM NUMBER IDENTIFIER
- SEE SCHEDULE ON SHEET A1.1

WASHROOM ACCESSORIES
- SEE SCHEDULE ON SHEET 4.1

A

C

EX CORRIDOR

32
'-0

"

EX GENERAL
STOCK ROOM

EX WORK
ROOM

EX CORRIDOR

91 2"

UP

EX MECH ROOM

EX STAIR

91 2"

PROPOSE
FUTURE
ELEVATOR

PROPOSE
FUTURE
MACHINE
ROOM

EX STAIR
BULKHEAD

3'
-6

7 8"

3'
-7

3 16
"

4'
-6

"

4'
-1

1 4"

5'-61
2"

4'
-1

1 4"

4'
-1

1 4"

5'-51
2"

4'
-9

1 16
"

12

14

21

7 7 4

30

WASHER
AND
DRYER

12'-1"

±
 1

1'
-9

7 8"

14'-0"10'-93
8"

12'-9"

ICE
N.I.C.

FRIDGE
N.I.C.

M.W.
N.I.C.

D.W.

± 5'-3"

FRIG COUNTER

5'-103
4"

8'-4"

4'-71
2"

100

101102103

104

108 107 106 105

110

109

111

124

114

112

28
'-7

7 8"

D1

D2

D3

D5D6

D11
D10

D7

D9

D14

D8

D18

D16

D20

D24

D23 D22 D21

D15

D4

D12

D17

D.1

1.12.13.14.1

A.1

7.1 6.1

11
'-1

0"

49'-81
2"

A

A
B

E

E

E

F

C

CD

C

B

RELOCATED
BRADLEY

WASH BASIN

17'-3"20'-0"20'-0"22'-6"20'-0"18'-11"1'-2" 1'-2"

W1

W1

W1

W1W1W1W1

A
EE

EE

E

E

20
'-0

"

13
'-1

07 8"

5'
-1

0"

8'-61
16"

120

10
'-5

3 8"

E

D25

C.1

B.1

D

D

D 17
'-0

"
12

'-3
5 8"

13'-11
2"

11'-0"

12'-1"

H
H

H
D27

2'-3"
(TYP. U.N.O.)

D26

1

C

23456891112

Cx

Bx

EX 1HR RATED WALL

EX 1HR RATED WALL

By

1315

12'-0"71
2"1'-0"26'-7" 12'-0" 12'-0" 12'-0" 12'-0" 17'-6" 17'-6" 17'-6" 17'-6" 111

2"

5'-31
2"

16
'-0

"
15

'-9
1 2"

1'
-0

"

EX STAIR

12'-1"

W

D

BUILDING BRACING

RWL RWL

RWL

1'
-2

"

2'
-9

1 2"

3'
-7

"
1'

-0
"

16
'-2

"

33
'-9

"

D.1

CB

RETAINING WALL

17
'-4

1 2"
1'

-2
1 8"

30
'-2

"
10

'-7
1 2"

A.1

1'
-0

"

121'-0"

116 117 118 119
BULKHEAD ABOVE FOR RWL PIPE BUILDING BRACING

121

121

121

EQEQ

C

D

4'-0"51
2"

6'
-0

"
51 2"

5'
-7

"

± 21'-43 4"

51
2"

VAULT

NOTE A
51 2"

5'
-9

5 8"
51 2"

2'
-1

1"

10
'-5

3 16
"

51 2"4'
-0

"51 2"

13
'-3

1 2"

71
2"51

2"51
2"5'-6"51

2"

M.W.
N.I.C.

H

E E E

E

± 3'-0"x7'± F.C.

FILL IN OPENINGS
MATCH EX FINISHES.

NOTE E

E

± 1'-11
2"x12'± F.C.

H

SEE A4.1 FOR ENLARGED PLAN

I
NOTE C

NOTE C
(WALL BELOW WINDOW)

NOTE D

5.1

ADETAIL

BDETAIL
D.O.

D.O.

HOT WATER HEATER.

WATER SOFTENER

W1

D.O.

D.O.

D.O.

D.O.

8'-1"12'-2"9'-73
16"4'-11"8'-0"3'-9" 9'-4"

UP

NOTE F

1
2" STRAPPING OVER

END OF BLOCK WALL
ON EACH SIDE

± 3'-4"

NOTE G NOTE G NOTE G

NEW G.B AROUND WINDOW

NOTE H

NOTE H

D

NOTE I

±1'-0"

3 4

2
1

NEW COLUMN
(NC)

 (NC) (NC)

D

D

11

5

9

8

±
3'

-4
"

x 
±

 7
'-4

"

J

2x

NOTE J

6'-51
8"

5'-0"

10

6

W1

7

6'-11
2"

14'-11"

I (WALL BELOW WINDOW)

D.O.

D.O.

D.O.

D.O.

E
1

2" STRAPPING OVER
END OF BLOCK WALL
ON EACH SIDE

3'-8"
CLEAR

BOX IN NEW COLUMN
MAINTAIN 3'-8" B.F. CLEARANCE

4a

± 19'-25
8"

REPAIR EXISTING FOUNDATION WALL AND INSTALL NEW SUBDRAIN.
PROVIDE SEPARATE PRICING ALONG THIS PORTION OF EXISTING

FOUNDATION WALL FOR NEW FOUNDATION INSULATION.
SEE SECTION FOR DETAILS.

EXISTING SUBDRAIN

NEW SUBDRAIN TILE TO NEW CB.
SEE SITE SERVICING DRAWINGS

NEW SUBDRAIN TILE TO SLOPE
DOWN TO LOWER LEVEL OF

FOOTINGS

CDETAIL
DDETAILEXISTING CRUSH STONE AND WEEPING TILE.

REPLACE CRUSH STONE THAT IS REMOVED
FOR EXCAVATION OF NEW RAMP FOUNDATION

OUTLINE OF RAMP/STAIR FOOTING

6'-0"

6'
-0

"

7'-85
8" 1'-2"

8'-105
8"

20

D13

113

122
123

D

F

4'-71
8"±

MIN

1'-0"
MIN

NOTE L - RELOCATED FOUNTAIN

D
8'-31

8"
51

2" 6'
-3

"
51 2"

14'-11"

FACE OF G.B. TO LINE
UP WITH END OF EX
BLOCK WALL

± 2'-0"
NOTE N

NEW COMPUTER WORK STATION

C

14

± 4'-85
8"

EXISTING DUCT

NOTE N

± 3'-2"
NOTE N

± 3'-2"
NOTE N

± 3'-2"
NOTE N

NOTE M

1x12 CHAIR RAIL WALL PROTECTION
BOARD ON LUNCH ROOM WALLS (CHR).

PAINT FINISH. COLOR TO BE SIMILAR TO
EXISTING IN OLD LUNCHROOM. OWNER

TO CONFIRM.

CHR

CHR
CHR

CHR

CHR

CHR CHR

BOX IN RWL PIPING. SIZE TO SUIT
LOCATION OF PIPE & PIPE SIZE.

WALL TYPE K.

12

Ø5'-7"

3'-9"
NOTE P

124

115

D.O.

3'-4"
NOTE P

4'
-0

"

2'
-1

11 2"

81
2"

E

 (NC)

NEW COPY ROOM

SPARE OFFICE

NEW LUNCH ROOM

NEW CORRIDOR

SHOWER
SHOWER SHOWER SHOWER

BUSINESS ANALYST

DIRECTORS OFFICE

MEN'S
WASHROOM

WOMEN'S
WASHROOM/
LOCKER ROOM

 FLEET SERVICES SUPERVISOR

MEETING ROOM

MEN'S LOCKER ROOM

NEW IT ROOM

HWH

NEW
CORRIDOR

NEW
CORRIDOR

NON-BINARY
LOCKER ROOM

NON BINARY
UNIVERSAL
WASHROOM

P.W. ENVIRONMENTAL SUPERVISOR P.W. TECHNOLOGIST

P.W. AFTERNOON SUPERVISOR P.W. ROAD AND INFRASTRUCTURE
SUPERVISOR

WATER SUPERVISOR

NEW
CORRIDOR

NEW
CORRIDOR

CLOSET

Ax

B

C
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PROPOSED PARTIAL GROUND FLOOR PLAN
SCALE: 316" = 1'-0"

- ALL DIMENSIONS FOR EXISTING BUILDING ARE TO BE SITE VERIFY
- PATCH FLOOR SLAB TO MATCH EXISTING AS REQUIRED AT SANITARY CONNECTION
  MAKE GOOD ALL FINISHES.

N

NOTE: DIMENSIONS TAKEN TO STUD WALLS

CONSTRUCTION NOTES:
A. ADD NEW MASONRY TIES TO EXISTING COLUMNS. SEE SHEET A1.1a.
B. NEW OPENING IN WALL MAKE GOOD JAMBS.
C. FIELD CONFIRM EXISTING WALL CONSTRUCTION & MATCH EXISTING.

ALL DIMENSIONS TO BE FIELD CONFIRMED
D. SOUTH SIDE OF NEW CONCRETE BLOCK WALL TO BE PAINTED.

CONTRACTOR TO CONFIRM COLOR WITH OWNER 4" VCB BASE ON
CORRIDOR SIDE OF WALL MATCH EXISTING. TOUCH UP PAINT AT
EXPOSED CEILING.

E. NEW GYPSUM BOARD WALL TO BE PAINTED. NEW 4" VCB BASE ON
EACH SIDE OF WALL (MATCH EXISTING).

F. NEW WALL TO LINE UP WITH EXISTING WALL.
G. FILL IN WITH NEW DRYWALL WHERE EXISTING WALL HAS BEEN

REMOVED.
H. NEW WALL TYPE H WHERE WALL AND SLAB WAS REMOVED FOR NEW

SANITARY PIPE EXCAVATION. WIDTH OF WALL TO BE DETERMINE ON
SITE (TO SUIT WIDTH OF EXCAVATION).

I. ADD NEW WALL TYPE H AT END OF EXISTING STUD/G.B WALL TO
COVER BLOCK WALL.

CONSTRUCTION NOTES CONTINUED
J. FILL IN EX 10" BLOCK WALL (ASSUMED F.C.) WITH NEW WALL TYPE J

MAKE INSIDE OFFICE WALLS FLUSH.  ALIGN NEW BLOCK JOINTS WITH
EXISTING BY INCREASE MORTAR JOINT THICKNESS.

K.  FILL IN EXISTING WINDOW OPENING. SEE SECTION 10 ON A3.4 FOR
DETAILS.

L.  EX. WATER FOUNTAIN TO BE RELOCATED BACK TO NEW WALL. REFER
TO MECHANICAL DRAWINGS.

M. INSIDE FACE OF STUD WALL TO BE IN LINE WITH CONCRETE PIER.
N. EXISTING COUNTER AND SHELF TO BE RELOCATED TO THIS LOCATION

AND MOUNTED TO NEW BLOCK WALL.
P. HEIGHT OF OPENING TO BE 7'-4" MIN OR TO NEAREST BLOCK

COURSING.

1

1



EX CORRIDOR

EX GENERAL
STOCK ROOM

EX WORK
ROOM

EX CORRIDOR

UP

EX MECH ROOM

EX STAIR

EX STAIR

VAULT UP±
 4

'-0
"

APPROXIMATE LOCATION. TO EXISTING TILE JOINT

NEW COPY ROOM

SPARE OFFICE

NEW LUNCH ROOM

NEW CORRIDOR

SHOWER
SHOWER SHOWER SHOWER

BUSINESS ANALYST

DIRECTORS OFFICE

MEN'S
WASHROOM

WOMEN'S
WASHROOM/
LOCKER ROOM

 FLEET SERVICES SUPERVISOR

MEETING ROOM

MEN'S LOCKER ROOM

NEW IT ROOM

HWH

NEW
CORRIDOR

NEW
CORRIDOR

NON-BINARY
LOCKER ROOM

NON BINARY
UNIVERSAL
WASHROOM

P.W. ENVIRONMENTAL SUPERVISOR P.W. TECHNOLOGIST

P.W. AFTERNOON SUPERVISOR P.W. ROAD AND INFRASTRUCTURE
SUPERVISOR

WATER SUPERVISOR

NEW
CORRIDOR

NEW
CORRIDOR

CLOSET

PROPOSED PARTIAL GROUND FLOOR PLAN
SCALE: 316" = 1'-0"

FLOOR FINISHES AND SHOWER WALL FINISHES

LEGEND
EPOXY PAINT FLOOR FINISH

NEW VCT

NEW VCT TO MATCH EXISTING

NEW CERAMIC WALL FINISH

NEW CERAMIC TILE
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PRECAST CONCRETE
SLAB

GROUT PRECAST CONCRETE
JOINT SOLID

GROUT CORE AT ANGLE

∠6"x4"x3
8" LLV SUPPORT ANGLE

FOR PRECAST CONCRETE SLABS

BUILDING COLUMN

PANEL SUPPORT ANGLE & PLATES ON COLUMN

TYPICAL. PRECAST JOINT

3" 3"3" 3"

OR

CONCRETE BLOCK WALL

PRECAST CONCRETE SLAB

BLOCK WALL PERPENDICULAR TO SPAN
DO NOT CUT PANEL REBAR WHEN DRILLING IN ANCHORS.
MIN (2) ANGLES PER SIDE IF SHORTER THAN 48".
LOCATIONS NOT SHOWN ON PLAN. LOCATION TO BE
CONFIRMED ON SITE TO SUIT PANEL CORE LOCATIONS.

COMPRESSIVE MATERIAL

5"x3"x14"x4" LONG ANGLES @ 48" C/C.
TYPICAL FOR NON-LOAD BEARING
WALLS U/N OTHERWISE.

GROUT JOINT SOLID

PRECAST CONCRETE SLAB

ADD 38" PLATE EACH
SIDE AT U/S OF PANEL
ELEVATION, TYP

SHORTEN FOR COLUMNS
ON EXTERIOR WALLS

GROUT COLUMN SOLID

CONCRETE BLOCK WALL

PRECAST CONCRETE SLAB

BLOCK WALL PARALLEL TO SPAN
DO NOT CUT PANEL REBAR WHEN DRILLING IN ANCHORS.
MIN (2) ANGLES PER SIDE IF SHORTER THAN 48".
LOCATIONS NOT SHOWN ON PLAN. LOCATION TO BE
CONFIRMED ON SITE TO SUIT PANEL CORE LOCATIONS.

3"x3
8" PLATE AT

END OF ANGLES

3
8"∅ HILTI KWIK HUS-EZ (KH-EZ) SCREW ANCHORS.

MIN 13
8" EMBEDMENT INTO ADMISSIBLE ANCHOR

LOCATION. ENSURE PRECAST TENDONS ARE NOT CUT.

3"x3"x1
4" ANGLES @ 48" O/C

EACH SIDE OF BLOCK. TYP
FOR NON-LOAD BEARING
WALLS U/N OTHERWISE

COMPRESSIVE
MATERIALANTI-ROTATION BAR DETAIL

ADD PLATE OR ANGLE WITH
GUSSET PLATES AT END OF
BEAM TO SUPPORT END OF
PANEL AT COLUMN

CANTILEVER SLAB

CANTILEVER SLAB

ADD PLATE OR ANGLE WITH
GUSSET PLATES AT END OF
BEAM TO SUPPORT END OF
PANEL AT COLUMN

'X' 'X'

SUPPORT BEAM

SECTION 'X - 'X'
COLUMN NOT SHOWNFOR CLARITY

SUPPORT BEAM

SUPPORT BEAM

COLUMN

PANEL SUPPORT @ SIDE CANTILEVER

EXTEND TO EDGE
OF PRECAST PANEL

BUILDING WALL

PRECAST FLOOR PANELS
OR DECK SLAB FLOOR

FILL SOLID WITH GROUT AROUND
COLUMNS AT FLOOR PANELS

FILL GAP BETWEN PANELS AND
WALL SOLID WITH GROUT

ADD PLATES AND GUSSETS

GUSSET CLOSURE PLATES

BUILDING WALL

GENERAL CONTRACTOR TO COORDINATE TO
SUPPLY AND INSTALLATION OF CLOSURE PLATES

ADD 38" GUSSET PLATE (TYP)

ADD 38" THK PLATE (TYP)

VARIES

PRECAST CONCRETE
SLAB

GROUT SOLID CORES
AT BAR LOCATIONANTI ROTATION BARS

∠3"x3"x1
4"x4" LONG ANGLES @ 48" C/C

3
8"∅ HILTI KWIK HUS-EZ (KH-EZ) SCREW ANCHORS.

MIN 13
8" EMBEDMENT INTO ADMISSIBLE ANCHOR

LOCATION. ENSURE PRECAST TENDONS ARE NOT CUT.

ADMISSIBLE ANCHOR LOCATION
(SHADED AREA)

LENGTH OF ANGLE TO SUIT CORE
LOCATION IN RELATION TO WALL
LOCATION

ADMISSIBLE ANCHOR LOCATION
(SHADED AREA)

48" MAX

'1'

'1'

SECTION '1' - '1'

CONCRETE BLOCK WALL

PRECAST CONCRETE SLAB

BLOCK WALL PERPENDICULAR TO SPAN
DO NOT CUT PANEL REBAR WHEN DRILLING IN ANCHORS.
MIN (2) ANGLES PER SIDE IF SHORTER THAN 48".
LOCATIONS NOT SHOWN ON PLAN. LOCATION TO BE
CONFIRMED ON SITE TO SUIT PANEL CORE LOCATIONS.

COMPRESSIVE MATERIAL

GROUT SOLID CORES
AT BAR LOCATION

∠3"x3"x1
4"x4" LONG ANGLES @ 48" C/C

EACH SIDE OF BLOCK WALL

3
8"∅ HILTI KWIK HUS-EZ (KH-EZ) SCREW ANCHORS.

MIN 13
8" EMBEDMENT INTO ADMISSIBLE ANCHOR

LOCATION. ENSURE PRECAST TENDONS ARE NOT CUT.'1'

'1'
STEEL BEAM

CONCRETE BLOCK WALL
C/W MASONRY REINFORCING
EVERY SECOND COURSE

BLOK LOK COLUMN-LOK
BLT10 TYPE 'B' EVERY
SECOND COURSE

CONCRETE BLOCK WALL
C/W MASONRY REINFORCING
EVERY SECOND COURSE

FLEX-O-LOK  BLT9 C/W
ADJUSTABLE FLEX-O-LOK
ANCHORS EVERY SECOND
COURSE

CONCRETE BLOCK WALL
C/W MASONRY REINFORCING
EVERY SECOND COURSE

FLEX-O-LOK  BLT9 C/W
ADJUSTABLE FLEX-O-LOK
ANCHORS EVERY SECOND
COURSE

COLUMN TO MASONRY TIE DETAILS
SCALE: 1"=1'-0"
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