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POWER & COMMUNICATIONS LEGEND
'R'

'E'

'C'

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

DENOTES EXISTING TO BE CAPPED

DENOTES STANDARD DUPLEX ELECTRICAL RECEPTACLE, WALL MOUNTED @ 12" A.F.F.

DENOTES DUPLEX ELECTRICAL, WALL MOUNTED @ SPECIFIED NON-STANDARD HEIGHT

DENOTES VOICE/DATA OUTLET, WALL MOUNTED @ 12" A.F.F. UNLESS NOTED OTHERWISE.
STANDARD 1 VOICE AND 1 DATA UNLESS NOTED OTHERWISE, THUS #V/#D

NEW AUTOMATIC DOOR OPERATORS TO BE SUPPLIED AND INSTALLED BY THIS
CONTRACTOR. REFER TO ENGINEERS DRAWINGS FOR CONDUIT LOCATION. REFER TO
DOOR SCHEDULE ID3 NOTE 8. REFER TO O.B.C 3.8.3.3. (17)

SECURITY LEGEND

DENOTES ELECTRIC STRIKE

DENOTES CARD READER

POWER & COMMUNICATIONS : NOTES
1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL

CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS. EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. ANY CORING, DRILLING OR CHASING OF SLABS IS TO BE DONE IN ACCORDANCE WITH THE
LANDLORDS CRITERIA AND AUTHORIZATION.

4. INACTIVE DEVICES: REMOVE ALL BLANK PLATED DEVICES C/W, BOXES/CONDUIT AND WIRING IN
LOCATIONS NOT TO BE REACTIVATED. PATCH AND REPAIR RESULTANT DAMAGE AS REQUIRED TO
ACCEPT NEW FINISHES.

5. ENSURE ALL 'EXISTING TO REMAIN' OUTLETS, WITHIN THE AREA OF WORK, ARE OPERATIONAL.
CONFIRM CIRCUITRY AND REPAIR OR REPLACE AS REQUIRED.

6. ALL 'EXISTING TO REMAIN' OUTLETS REQUIRE ALL EXISTING OUTLETS NOT SHOWN ARE TO REMAIN
AS IS.

7. ALL DIMENSIONS ARE TO THE CENTER OF THE RECEPTACLE, OR CENTER OF GANGED RECEPTACLES.
ADJACENT OUTLETS TO BE GANGED C/W COMMON COVER PLATE.

8. WHERE OUTLETS OCCUR BACK TO BACK, STAGGER AND PACK WITH INSULATION TO PREVENT SOUND
TRANSFER.

9. ADJACENT OUTLETS TO BE GANGED W/ COMMON COVER PLATE.

10. ALL NEW POWER AND COMMUNICATIONS DEVICES AND FACE PLATES TO BE: MATCH EXISTING

11. LOCATION MAY VARY 10'-0" ±  IN ANY DIRECTION NOT AFFECTING CONTRACT PRICE.

COMMUNICATIONS:

1. ALL DATA AND TELEPHONE REQUIREMENTS SHALL BE COORDINATED THROUGH THE CLIENT
CONTACT:  ANDREW COBER, 1-289-541-8829

2. ELECTRICAL TRADE IS RESPONSIBLE FOR THE SUPPLY AND INSTALLATION OF ALL BOXES, CONDUITS
AND PULL STRINGS FOR VOICE AND DATA.

3. CABLING CONTRACTOR IS RESPONSIBLE FOR THE SUPPLY AND INSTALL OF CABLING, JACKS AND
FACE PLATES.

4. CABLING CONTRACTOR IS TO INCLUDE FOR THE TERMINATION OF ALL COMMUNICATIONS CABLING
AT BOTH ENDS COMPLETE INCLUDING TESTING AND VERIFICATION.

5. CAT 6 PLENUM RATED CABLING, 1 DROPS PER LOCATION UNLESS OTHERWISE NOTED
6. PULL QTY. OF CABLES AS SHOWN ON PLAN
7. LABEL ALL CABLES AND OUTLETS
8. CABLES TO BE JACKED AT OUTLET, PUNCHED DOWN AT PANEL AND CERTIFIED
9. RUN CABLE BUNDLES IN CEILING SUSPENDED ON J-HOOKS

10. ALL COMMUNICATIONS CABLING TO TERMINATE IN ROOM B051A. REFER TO ENGINEER'S DRAWINGS
FOR EQUIPMENT SPECIFICATIONS.

SECURITY:

1. ELECTRICAL TRADE IS TO INCLUDE ALL ROUGH-INS, CONDUIT, DEVICES BOXES AND LINE VOLTAGE
WIRING AS REQUIRED FOR SECURITY SYSTEM.

2. SECURITY VENDOR IS TO SUPPLY AND INSTALL ALL SECURITY DEVICES INCLUSIVE OF LOW-VOLTAGE
WIRING AND REQUIRED PROGRAMMING AS NEEDED TO RENDER A COMPLETE AND OPERABLE
SYSTEM.

KEY NOTES

ES

CR

ADO

PC.1
CONTRACTOR TO INCLUDE CASH ALLOWANCE FOR SECURITY. ELECTRIC STRIKE ON
NON-CARD ACCESS DOORS TO BE SUPPLIED AND INSTALLED BY GC (OVER AND ABOVE
CASH ALLOWANCE FOR SECURITY)

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS

S

PC.2 SUPPLY AND INSTALL AUTOMATIC FAUCET (HARDWIRED, ON GENERATOR). REFER TO
ELECTRICAL DRAWINGS FOR FURTHER INFORMATION.

PC.3 RECIRCUIT EXISTING OUTLET. REFER TO ELECTRICAL DRAWINGS FOR FURTHER
INFORMATION.
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NEW DRYWALL BULKHEAD/CEILING

EXISTING DRYWALL CEILING TO REMAIN

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID

EXISTING BASE BUILDING STANDARD 1'x4' LED LIGHT FIXTURE TO REMAIN

SINGLE SWITCH TO BE WALL MOUNTED TO MATCH EXISTING HEIGHT, UNLESS NOTED
OTHERWISE. 'M' DENOTES MASTER, '3' DENOTES 3-WAY, 'MS' DENOTES MOTORIZED
SCREEN, 'MB' DENOTES MOTORIZED BLINDS`

S

EXISTING SUSPENDED LINEAR FIXTURE TO BE REMOVED

1. THIS DRAWING MUST BE REVIEWED IN CONJUNCTION WITH ALL OTHER DRAWINGS OF ALL
CONSULTANTS INCLUDING BUT NOT LIMITED TO MECHANICAL AND ELECTRICAL ENGINEERING
DRAWINGS AND SPECIFICATIONS.  EXTRAS FOR MISSED WORK THAT WAS COVERED ON ANY OF THE
DRAWINGS EVEN IF NOT COVERED IN ALL OF THE DRAWINGS WILL NOT BE CONSIDERED.

2. THIS DRAWING SHALL TAKE PRECEDENCE FOR LOCATION, ENGINEERING DRAWINGS TO TAKE
PRECEDENT FOR CIRCUITRY AND LIFE SAFETY CONSIDERATIONS.

3. WHERE EXISTING PARTITIONS ARE REMOVED, PATCH AND REPAIR ALL ADJACENT CEILING GRIDS
WITH FULL CROSS TEES -'FILL-IN' PIECES NOT ACCEPTED.  MAIN TEES TO BE REPAIRED WITH MIN. 4'
SECTIONS.

4. PROVIDE MODIFICATIONS TO CEILING GRID, INCLUDING THE PROVISION OF ADDITIONAL SUPPORTS,
AS REQUIRED FOR THE INSTALLATION OF REQUIRED EQUIPMENT AND DEVICES.

5. TURN ALL INTERMEDIATE T'S AND CUTTING OF THE CEILING GRID AS REQUIRED FOR NEW LAYOUT.

6. REMOVE AND RE-INSTALL CEILING TILES AS MAY BE REQUIRED TO ALLOW ACCESS FOR ALL TRADES.
INCLUDE FOR CUTTING OF CEILING TILES.

7. CUT EXISTING DRYWALL CEILINGS FOR TRADE ACCESS, PATCH AND REPAIR AS REQUIRED.

8. PROVIDE ADEQUATE NON-COMBUSTIBLE HANGERS AND BLOCKING ABOVE THE CEILING TO
SUPPORT ALL ITEMS FORMING PART OF THIS PROJECT SCOPE OF WORK.

9. REPLACE ANY DAMAGED OR SOILED CEILING TILES INCLUDING TILES DAMAGED DUE TO PREVIOUS
CONSTRUCTION WITH NEW TO MATCH EXISTING AT JOB COMPLETION.

10. GENERAL CONTRACTOR TO ALLOW FOR 20% OF CEILING TILES TO BE REPLACED.

11. EXISTING LIGHT FIXTURES TO BE CLEANED AND RE-LAMPED AS REQUIRED.

12. RECESSED FIXTURES LOCATED IN CEILING TILE ARE TO BE CENTERED ON TILE UNLESS
DIMENSIONED OTHERWISE.

13. LAYOUT ON THE FLOOR ALL DRYWALL BULKHEADS AND FEATURE ELEMENTS INCLUSIVE OF LIGHT
FIXTURES, ACCESS PANELS, SPRINKLERS ETC., FOR THE APPROVAL OF THE DESIGNER, PRIOR TO
THE CONSTRUCTION.  PROVIDE 24 HOURS NOTICE TO DESIGNER.

14. LAYOUT ON THE FLOOR ALL LOCATIONS OF RECESSED DOWNLIGHTS, TRACK LIGHTING AND
PENDANTS FOR THE APPROVAL OF THE DESIGNER, PRIOR TO THE CONSTRUCTION.  PROVIDE 24
HOURS NOTICE TO DESIGNER.

15. ALL FRAMING IN CEILING PLENUM, VISIBLE THROUGH AIR SLOTS OR RETURN AIR GRILLES, ARE TO
BE PAINTED FLAT BLACK.

16. LOCATION OF THERMOSTATS ARE TO REVIEWED BY DESIGNER PRIOR TO INSTALLATION.

17. THE HVAC SYSTEM IS TO BE BALANCED UPON COMPLETION OF CONSTRUCTION.

18. ALL SWITCHES ARE TO BE GANGED TOGETHER WHEREVER POSSIBLE.

19. REUSE EXISTING DIMMER AND LIGHT SWITCHES FROM DEMOLITION UNLESS OTHERWISE NOTED.

20. SWITCH HEIGHTS TO BE 39" TO CENTERLINE ABOVE FINISHED FLOOR UNLESS NOTED OTHERWISE.

21. ALL NEW SWITCH PLATES TO MATCH EXISTING.

22. CONTRACTOR TO ALLOW FOR PAINT GRADE METAL ACCESS PANELS IN DRYWALL CEILINGS AS
REQUIRED. REVIEW ALL LOCATIONS WITH DESIGNER ON SITE PRIOR TO INSTALL.

 

EXISTING BUILDING STANDARD (2x4) T-BAR CEILING GRID TO BE RECYCLED WITH VIKING
RECYCLING

NEW (2x4) T-BAR CEILING GRID TO MATCH BASE BUILDING STANDARD

EXISTING BASE BUILDING STANDARD 1'x4' LED LIGHT FIXTURE TO BE REMOVED AND
DISPOSED OF OR RELOCATED

NEW AND/OR RELOCATED 1'x4' LED LIGHT FIXTURE TO MATCH BASE BUILDING STANDARD

NEW AND/OR RELOCATED RECESSED POT LIGHT TO MATCH EXISTING

DENOTES EXISTING TO BE REMOVED AND DISPOSED OF OR RELOCATED

DENOTES EXISTING TO REMAIN

'R'

'E'

DENOTES CEILING HEIGHT

KEY NOTES

RC.1 NEW CEILING GRID TO BE CENTRED IN ROOM

X'-X"

REFLECTED CEILING : NOTESREFLECTED CEILING PLAN LEGEND

RC.2 CONTRACTOR TO CUT EXISTING T-BAR TO ACCEPT NEW SLAB TO SLAB PARTITION, REPAIR
T-BAR AND PROVIDE NEW CEILING TILES

DENOTES NEW CARD READER SHALL BE MOUNTED NOT LESS THAN 900 mm [2’-11”] AND NOT
MORE THAN 1,100 mm [3’-7”] ABOVE THE FINISHED FLOOR LEVEL.CR

ES

PB

DENOTES ELECTRIC STRIKE.

CONTROLS LEGEND

MP
DENOTES NEW MANUAL PULL STATIONS FOR THE FIRE ALARM SYSTEM SHALL BE
MOUNTED ON THE WALL NOT LESS THAN 410 mm  [1’-4”] AND NOT MORE THAN 600 mm  [1’-11
5/8”] FROM THE DOOR WITH THEIR CENTRELINE 1,200 mm [3’-11”] ABOVE THE FINISHED
FLOOR LEVEL. NEW MANUAL PULL STATIONS SHALL BE LOCATED SO AS TO BE ADJACENT
TO AND CENTRED ON THE WIDTH OF A CLEAR FLOOR SPACE OF 810 mm
by 1,370 mm [2’-8” x 4’-6”] . THE SIGN TO BE INSTALLED ON THE DOOR AS PER 3.4.6.17.
(4) REQUIREMENTS.

T
DENOTES NEW THERMOSTATS SHALL BE MOUNTED WITH THEIR
CENTRELINE 1,200 mm [3’-11”] ABOVE THE FINISHED FLOOR LEVEL AND SHALL BE LOCATED
SO AS TO BE ADJACENT TO AND CENTRED ON EITHER THE LENGTH OR WIDTH OF A CLEAR
FLOOR SPACE OF 810 mm by 1,370 mm [2’-8” x 4’-6”] .

DENOTES NEW CONTROLS FOR POWER DOOR OPERATORS SHALL BE MOUNTED WITH
THEIR CENTRELINE NOT LESS THAN  900 mm [2’-11”] AND NOT MORE
THAN 1,100 mm [3’-7”] ABOVE THE FINISHED FLOOR LEVEL AND BE LOCATED
BETWEEN 600 mm [2’-0”] AND 1,500 mm [4’-11”] BEYOND THE DOOR SWING WHERE THE DOOR
OPENS TOWARDS THE CONTROLS PER OBC 3.8.3.3.(18)

ALL NEW OTHER WALL MOUNTED CONTROLS NOT LISTED ABOVE SHALL BE MOUNTED NOT
LESS THAN 900 mm [2’-11”] AND NOT MORE THAN 1,100 mm [3’-7”] ABOVE THE FINISHED
FLOOR LEVEL. WHEN CONTROLS EXIST, NEW CONTROLS TO MATCH THE MOUNTING HEIGHT
OF EXISTING CONTROLS WITHOUT COMPRISING OBC 3.8.1.5 REQUIREMENTS.

CONTROLS FOR THE OPERATION OF BUILDING SERVICES AND/OR SAFETY DEVICES (INCL.
ELECTRICAL SWITCHES, THERMOSTATS, INTERCOM SWITCHES) INTENDED TO BE
OPERATED BY THE OCCUPANT SHALL BE LOCATED TO BE ADJACENT TO AND CENTERED ON
A CLEAR FLOOR SPACE OF 810 mm by 1,370 mm [2’-8” x 4’-6”] .
 
REFER TO ENGINEER'S DRAWINGS FOR LIFE SAFETY SYSTEMS AND LOCATIONS OF ALL
NECESSARY DEVICES, AS WELL AS FOR ALL FIXTURE, SWITCH, AND COVER PLATE
SPECIFICATIONS.

ANY DISCREPANCIES BETWEEN DESIGN AND ENGINEERING DRAWINGS TO BE REPORTED
TO THE CONSULTANTS IMMEDIATELY.

CONTROLS NOTES

SCALE:  
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