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24 No. TOWNSCAPE CT BLOCK V/7500[N2]/64/90/12.3/2.2
EXTERNAL FINISHES TO BE CONFIRMED BY CITY OF TORONTO

SANITARY CHAMBER - CITY CONFIRMED
HAMBER NOT PRESENT

SIGN TO BE RELOCATED.
NEW LOCATION TO BE CONFIRMED_1

BY THE CITY OF TORONTO.
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NOTES
GENERAL

1. THIS DRAWING SHALL BE READ IN CONJUNCTION TO THE
GENERAL NOTES IN DRAWING MP431-LCR-HVM-Z-NTS-0001.

2. DO NOT SCALE FROM THIS DRAWING.

3. ANY QUERIES ARE TO BE REFERRED BACK TO THE ENGINEER
FOR CLARIFICATION.

4. ALL DIMENSIONS MARKED WITH % % SHALL BE CONFIRMED
BY THE CONTRACTOR ON SITE.

5. ALL HVM LAYOUTS SHOULD BE CONFIRMED BY MAIN
CONTRACTOR AND SUBMITTED TO THE ENGINEER FOR
CHECKING AND CLARIFICATION OF ANY DEVIATION FROM
PLANNED DIMENSIONS.

BLOCK - TOWNSCAPE CT BLOCK

1. BLOCK 1490mm WIDE x 990mm DEPTH x 600mm DEEP. FINISH
TO BE CONFIRMED.

BOLLARD - ATG SP 1000 SHALLOW MOUNT BOLLARDS

2. SHROUD STYLE TYPE B : @306mm O/D x 2mm x 1150mm TOP OF
SHROUDS TO BE CONFIRMED.

BOLLARD - ATG SP 1000 EXTENDED DEEP MOUNT BOLLARDS

3. SHROUD STYLE TYPE B : @306mm O/D x 2mm x 1150mm TOP OF
SHROUDS TO BE CONFIRMED.

FINISHES: BANDING REQUIREMENTS & BASE FINISHES TO BE
CONFIRMED.
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CONTRACT NAME:

UNION STATION TORONTO HVM - 23177804

CLIENT:

CITY OF TORONTO.

D.J. Goode & Associates Ltd.
Consulting Civil Engineers.

The OId Control Tower,

Lavenham Airfield,

Old Bury Road,

Alpheton,

Sudbury, Suffolk,

CO10 9BT.

Tel: 01284 827472
Email: p1@djgoode.co.uk
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UNION STATION TORONTO
FRONT STREET/BAY STREET JUNCTION HVM PLAN
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