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ARCHITECTURAL (WATERPROOFING) STRUCTURAL (CONCRETE REHABILITATION) HERITAGE (LIMESTONE CLADDING REPAIR AND HERITAGE CONCRETE RRESURFACING
s REMOVE EXISTING GRANITE OR CONCRETE PAVERS BED DOWN TO WATERPROOFING IN THE IDENTIFIED AREA OF . .
CARRYOUT REMEDIAL WORKS TO DELAMINATED EXISTING CONCRETE ROOF SLAB OF CAB STAND CONDUCT A THOROUGH INSPECTION OF ALL PARAPET WALL LIMESTONE CLADDING PIECES TO IDENTIFY

FRONT STREET SIDEWALK (EXTENT IS APPROXIMATED ON DRAWINGS). REMOVE EXISTING CAP AND FACE STONE
(NORTH SIDE ONLY) FROM EXISTING PARAPET MOAT WALL. STORE AND PROTECT PAVERS AND LIMESTONE FOR
LATER REINSTALMENT. ANY DAMAGED PAVERS SHALL BE REPLACED WITH NEW PAVERS MATCHING EXISTING.

BETWEEN GRIDLINES NW-MW. THE AREA IDENTIFIED AS APPROXIMATE EXTENT OF DELAMINATION SHALL
BE SURVEYED TO CLEARLY IDENTIFY DELAMINATED CONCRETE. (NOTE: NUMERUS REPAIRS HAVE ALREADY
BEEN DONE IN PAST FEW YEARS). DELAMINATED CONCRETE SHALL BE REMOVED UNTIL SOUND CONCRETE

IS ENCOUNTERED AND UP TO A MINIMUM OF 30mm BEYOND SLAB REBAR. WIDEN REPAIR AREA UNTIL THE

REMOVE EXISTING WATERPROOF MEMBRANE IN THE IDENTIFIED AREA MAINTAINING MINIMUM 400MM

OVERLAP WITH EXISTING ADJACENT MEMBRANE. APPLY NEW WATERPROOFING MEMBRANE (WP-1) AFTER

PREPARING THE HOTIZONTAL AND VERTICAL SURFACE AS PER MANUFACTURER'S INSTRUCTIONS (REPAIR IF ]
NEEDED). PERFORM 24-HOUR FLOOD TEST BEFORE REINSTATING EXISTING PAVERS AND PARAPET CLADING

STONE. THE DESCRIBED SCOPE IS TO BE EXECUTED IN TWO STAGES MAINTAINING UNINTERRUPTED ACCESS FOR

PEDESTRIAN TRAFFIC AT ALL THE TIME.

EXPOSED REINFORCEMENT SHOWS NO SIGNIFICANT RUST.

CLEAN/PREP SURFACE, SANDBLAST EXISTING EXPOSED REINFORCEMENT AND REMOVE ALL VISIBLE RUST
PER CONTRACT SPECIFICATION. IF THE LOSS OF REINFORCING BAR SECTION IS MORE THAN 15%, LAP NEW
REINFORCING BARS TO MATCH EXISTING WHERE REINFORCEMENT IS TO BE REPLACED. APPLY SPECIFIED
BONDING AGENT TO CONCRETE AND REINFORCING SURFACES. ONCE BONDING AGENT HAS BEEN APPLIED,

APPLY "SIKA MONO TOP 623" PER MANUFACTURER'S INSTRUCTION AND MAKE GOOD THE PREPARED

THE CONCRETE WALL TO CAB STAND (B1 LEVEL), NORTH OF GRIDLINE G23 BETWEEN JW-KW HAS A VISIBLE
VERTICAL CRACK WHICH IS THE LOCATION OF PERIODIC ACTIVE WATER LEAKS.

SURFACE REQUIRING REMEDIAL WORKS.

° THE FINAL FINISH OF REMEDIAL APPLICATION SHALL ALLOW A FUTURE 10mm FINAL "BOARD FORMWORK"

1. THE IDENTIFIED CRACK AND ADJACENT AREA (150mm MINIMUM) ON BOTH SIDES OF THE CRACK SHALL BE
REMEDIED BY CRACK INJECTION USING KOSTER 2 IN 1 AT INTERVALS OF MINIMUM 150mm, STAGGERED TO
EACH OTHER AND COMPLYING WITH MANUFACTURER'S INSTRUCTIONS.

2. THE FULL HEIGHT OF CONCRETE WALL ON THE SOIL SIDE SHALL BE WATER PROOFED 925mm ON BOTH SIDES
OF THE CRACK USING "KOSTER INJECTION GEL G4" CURTAIN WALL INJECTION GROUTING METHOD AS
MANUFACTURER'S INSTRUCTIONS.

3. THE REMEDIED AREA SHALL BE TREATED WITH CEMENTITIOUS CRYSTALLIZING WATERPROOFING, IN CASE
THE LEAK IS NON-ACTIVE USE KOSTER NB 1 GREY OR KOSTER KD 2 SYSTEM FOR ACTIVE LEAK.

FINISH TO MATCH HERITAGE RESTORATION REQUIREMENTS PER CLIENT DIRECTIONS.

ANY THAT ARE DAMAGED, CRACKED, OR DETERIORATED (REFER TO DRAWING A002 FOR SPECIFIC AREAS
OF CONCERN) CARRY OUT REMEDIAL WORK ON THE IDENTIFIED AREAS USING HERITAGE MASONRY REPAIR
TECHNIQUES AS OUTLINED IN SPECIFICATION.

BACK-POINT AND RE-POINT DAMAGED AND DETERIORATED JOINTS USING MATERIAL AND METHODS
SPECIFIED IN THE PROJECT DOCUMENTATION TO ENSURE DURABILITY AND CONSISTENCY WITH THE
EXISTING MASONRY.

RESTORE EXISTING CAB STAND WALL PARGING TO MATCH ADJACENT HERITAGE TEXTURE AND COLOUR.

RRESTORE THE "BOARD FORMWORK" FINISH TEXTURE ON THE CAB STAND CEILING IN AREAS WHERE
CONCRETE REPAIRS HAVE BEEN PERFORMED. THE RESTORED FINISH SHOULD REPLICATE THE ORIGINAL
APPEARANCE TO MAINTAIN ARCHITECTURAL CONSISTENCY AND ACCURACY.
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2 ACTIVE WATER LEAKS. SYSTEM (WP-1) Cliont
2 FIRSTLY, THE IDENTIFIED CRACK AND THE ADJACENT AREA (150mm MIN.) ON BOTH SIDES OF THE CRACK SHALL BE REMEDIED BY CRACK INJECTION - EXISTING CONC. SLAB / )
3 USING "KOSTER 2 IN 1" OR EQUIVALENT AT INTERVALS OF MIN. 150mm AND STAGGERED TO EACH OTHER AND COMPLYING WITH MANUFACTURER'S | <
3 INSTRUCTIONS. / |
& SECONDLY, THE FULL HEIGHT OF THE CONCRETE WALL ON THE SOIL SIDE SHALL BE WATERPROOFED FOR THE FULL LENGTH AND HEIGHT OF PERIMETER | /
WALL FOR CAB STAND AS SHOWN ON PLAN 1/A-003, USING "KOSTER INJECTION GEL G4" OR EQUIVALENT CURTAIN WALL INJECTION GROUTING METHOD / ] Pl 1
= AS PER MANUFACTURER'S INSTRUCTIONS. A < /
2 FINALLY, THE REMEDIED AREA THE FULL LENGTH AND HEIGHT OF THE WALL WATERPROOFED WITH CURTAIN WALL INJECTION WATERPROOFING SHALL / 4 _ Project
s BE TREATED WITH CEMENTITIOUS CRYSTALLIZING WATERPROOFING, IN CASE THE LEAK IS NON-ACTIVE USE "KOSTER NB 1 GREY" OR EQUIVALENT, FOR It 4 7 CITY OF TORONTO
S ACTIVE LEAK "KOSTER KD 2" SYSTEM OR EQUIVALENT. / < —— UNION STATION
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GENERAL CURTAIN WALL INJECTION WATERPROOFING TO EXISTING CAB STAND CONCRETE WALLS: Y —— — A . P———
z THE FULL HEIGHT OF THE CONCRETE WALL ON THE SOIL SIDE AT CAB STAND NORTH OF GRID LINE G23 BETWEEN Fw-Nw AND SIDE WALLS AT GRID LINE ——=] - :
g Fw AND GRID LINE Nw SHALL BE WATERPROOFED USING "KOSTER INJECTION GEL G4" OR EQUIVALENT CURTAIN WALL INJECTION GROUTING METHOD AS £ | < - ‘
# PER MANUFACTURER'S INSTRUCTIONS. A 3 - \ S N
i FINALLY, THE REMEDIED AREA SHALL BE TREATED WITH CEMENTITIOUS CRYSTALLIZING WATERPROOFING, IN CASE THE LEAK IS NON-ACTIVE USE "KOSTER | < 4 A | 4 - | 4] | | E | LEVEL B1 KEY PLAN,
£ NB 1 GREY" OR EQUIVALENT, FOR ACTIVE LEAK "KOSTER KD 2" SYSTEM OR EQUIVALENT. | < A - . 4 | » A . SECTION AND DETAIL
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PLOT DATE :


Andrew Majewski
PolyLine

Andrew Majewski
Text Box
APPROXIMSTE EXTENT OF MAIN REMEDIAL WORK TO CONCRETE ROOF SLAB/SOFFIT. EXACT LOCATION FOR OTHER POSSIBLE SPOTS OF DETERIORATED CONCRETE TO BE VERIFIED ON SITE.
REFER TO DETAIL 2/A-003 AND SPECIFICATION  FOR REMEDIAL WORK DESCRIPTION
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Text Box
CURTAIN (RETAINING) WALL


WEST MOAT PARAPET WALL (NORTH FACE)
EXISTING CONDITION

12 13 14 15 16

CHIPPED/MISSING PIECE CRACKED

33 34 35 36 37 SAMPLES OF LOST OR DAMAGED JOINTS SAMPLES OF CRACKED AND DAMAGED STONE CAB STAND CEILING

(SPOTS TO BE REPAIRED AND MATCHING
CONCRETE SYRFACE RESTORED)
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