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September 26, 2024 

Project:  Renovation to Clarington Emergency & Fire Services Station 1 
ward99 architects Project No. 24008 

RE: Consultant Addendum No.1 Pages: 15 

1.1 General 
1.1.1 Consultant Addendum No.1 forms part of the Contract Documents and amends 

the original Specifications and Drawings issued for tender as noted below. 

1.2 Project Manual – General Requirements and Architectural, Structural, Mechanical 
and Electrical Specifications 

1.2.1 REF:  01 10 00 – General Instructions 
1. Under 1.24 Cash Allowances, revise “$60,000” to “$82,500” and add the

following to the list of cash allowances;
“.9 Emergency Alert System disconnection and reconnection”.
“.10 Padlocks.”

1.2.2 REF:  10 28 13 – Washroom Accessories 
.1 Under 2.2 Accessories, add paragraph: 

“ 2.2.9  Specification for Electric Hand Dryer; Touchless Type. 
.1 One-piece, recessed for ADA compliance. 
.2 Electric Hand Dryer; Acceptable Manufacturer – Dyson. 

.1 120, 127V low voltage, surface mounted, automatic operation 
 hand dryer with one-piece steel cover. 

.2 Acceptable Product: Dyson Airblade V hand dryer in HU02- 
sprayed nickel.” 

1.3 Architectural Drawings 

1.3.1 REF:  Architectural Drawing A0.1: 
1. Under Construction Floor Assembly type F1, replace “6 mil min.” with “10

mil min.”.
2. Under Construction Wall Assemblies, Partition Type P10, delete, “Extend

mailto:info@ward99architects.com
http://www.ward99architects.com/


Consultant Addendum No.1 
Emergency & Fire Services Station 1 

2 

 

 

ward99 architects inc. 7611 Pine Valley Dr. Unit 11, Woodbridge, ON L4L 0A2 

info@ward99architects.com | 416 613 5880 www.ward99architects.com 

p. 1 of 1 

partition to 100mm above finished ceiling.”, and replace with “Extend 
partition to underside of existing Firecode Gypsum Board Ceiling above or 
existing concrete slab above.”. 
 

1.3.2 REF:  Architectural Drawing A2.0: 
1. On the exterior west side of Exterior Grounds Maintenance 115, delete 

the hoarding and gates and replace with temporary hoarding (as 
described under the Construction Legend and Notes) at the full extent of 
the existing exterior double door opening, to be installed after the existing 
door assembly is demolished. 

2. Construction Legend and Notes, under “H”, replace the words “Temporary 
interior hoarding partition…” with “Temporary exterior and interior 
hoarding partition…”.  Replace “Extend of Partition” with “Extent of 
Partition:”.  Delete the sentence, “Install the partition within existing interior 
wall opening where doors and assemblies are noted to be removed” and 
replace with “Install hoarding partitions where noted on drawing 1/A2.0 to 
separate construction areas form occupied areas in the building.  
Relocate hoarding partitions as required to suit the progress of the work.”. 

3. Under General Demolition Notes, note 4, add the following at the end of 
the paragraph, “Grind the existing concrete floor assemblies in their 
entirety to remove all adhesives, mastics and grout and to make the 
concrete surfaces smooth and flush in preparation for the installation of 
new flooring finishes”. 
 

1.3.3 REF:  Architectural Drawing A2.1: 
1. Under Ground Floor Plan Demolition Notes, add the following to the end 

of Demolition Note 31, “All existing ceramic wall tile and associated grout, 
in the existing washrooms and showers, are to be removed on existing 
walls noted to be demolished and on walls noted to remain, that are not 
concealed by new partition assemblies.  Contractor is to ensure existing 
wall surfaces are made flush, smooth and acceptable for the installation of 
new wall finishes.”.  

2. Under Ground Floor Plan Demolition Notes, add the following to the end 
of Demolition Note 17, “RAD-R = Disconnect and remove the existing wall 
mounted baseboard heater and temporarily store and protect for 
reinstallation onto the east wall of Ex. Office 140.”, and “RAD-E = Existing 
wall mounted baseboard heater to remain.  Refer to drawings for 
location.”. 

3. Under Ground Floor Plan Demolition Notes, add the following to the end 
of demolition note 6; “In Ex. Workshop 112, the existing sink assembly is 
to be disconnected, and relocated to the other side of the wall in Ex. Mask 
Repair 113.” 

4. Under Ground Floor Plan Demolition Notes, add the following to the end 
of Demolition Notes 24 and 25; “Provide new concrete slab-on-grade 
assembly flush to existing concrete slab on grade.  Provide new floor 
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assembly type F1.  Refer to drawing A0.1 for F1 construction assembly 
description.”. 

5. Under Ground Floor Plan Demolition Legend, add the following:  “WS-D = 
Demolition existing interior blind assembly at existing window.” 

6. Under General Notes, add note 4 as follows; “Where partitions are noted 
to be demolished, partitions are to be demolished for the full extent to 
underside of existing slab or gypsum board finished ceiling above to an 
approximate height of 3m from finished floor”.  Add note 5 as follows; 
“Where “-R” is included after a word, the item designated with “-R” is to be 
uninstalled, temporarily stored and protected and then reinstalled at the 
location noted on the drawings or in a location noted by the Owner.” 

7. On drawing 1/A2.1, note the following revisions: 
1. In Ex. Office 140, replace the words “RAD-D” with “RAD-R”. 
2. In Ex. Office 137, revise the words “RAD-D” to “RAD-E”. 
3. Add WS-D at the existing exterior windows to Ex. Gym/Fitness 

103. 
4. Add demolition note 31 to all washrooms and shower rooms. 

 
1.3.4 REF:  Architectural Drawing A2.3: 

1. Under drawing 1/A2.3, include the new wall mounted baseboard heaters 
on the north and east walls of New Men’s Washroom 122, the east wall of 
Custodian Room 104A and the north wall of New WR Entry 123A.  Refer 
to Electrical Drawing E1.02 for exact locations. 
 

2. Under General Floor Plan Notes, add the following to note 5, “RAD-N = 
New wall mounted baseboard heater”, and “RAD-R = Existing wall 
mounted baseboard heater relocated to new location.”. 

3. In Lounge 132, under General Floor Plan Note 5, add the following to DS-
R; “Remove a portion of the existing gypsum board wall finish to provide 
for wood blocking as required to support the new wall bracket and digital 
screen.  Provide new matching 16mm gypsum board at wall opening and 
patch, repair and make good flush existing wall.”. 
 

1.3.5 REF:  Architectural Drawing A2.4: 
1. Under drawing 1/A2.4, include two return air grilles in the C1 ceiling 

assembly of Dining/Kitchen 132A.  Refer also to Mechanical Drawing M-
02. 
 

1.3.6 REF:  Architectural Drawing A4.1: 
1. On drawing 1/A4.1, replace detail tag “X/A8.2” with “1J/A8.2”. 
2. On drawing 1/A7.2, replace detail tag “X/XX” with “3/A7.3”. 

 
1.3.7 REF:  Architectural Drawing A8.1: 

1. Add the following to the Door and Hardware Schedule: 
1. Add Door No. D100, Ex. Vest 100, - Fire Rating, Under “Door”, 
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add; “Ex” under Width, Height, Thick, add “Hollow Metal” under 
Material, add “PNT” to finish, and  “Ex” to Type, and Vision 
Panel.  Under Door Frame and Screen add, “Hollow Metal” 
under Material, “PNT” under Finish and “Ex” under Type and  
“Vision Panel”.  Under Door, Door Frame & Screen Notes, add  
“Existing hollow metal door and frame to remain”, under Door 
Hardware Requirements and Notes, add “Existing Power Door 
Operator and Wall Actuators to remain.  Connect new card 
reader to existing door.  Refer to electrical drawings.”. 

2. Under Door D102B, under Door, Door Frame & Screen Notes,
delete “C, L, M” and replace with “C, D, L”.

1.3.8 REF:  Architectural Drawing A8.2: 
1. Under detail “O”, include the following note, referencing the jamb angle

anchor support, “Supply and install a galvanized cavity wall steel
anchorage angle at each door jamb.  Refer to Project Manual,
specification section 05 52 00, item 2.8 for description and size of jamb
anchor.”.

1.4 Structural Drawings 
1.4.1 Refer to Structural Addendum No.1, prepared by VX Engineering Inc. 
1.4.2 Refer also to bidder’s answers to questions. 

1.5 Mechanical Drawings 
1.5.1 Refer to Addendum #001, prepared by MCW Consultants. 
1.5.2 Refer also to bidder’s answers to questions. 

1.6 Electrical Drawings 
1.6.1 Refer to Addendum #001, prepared by MCW Consultants. 
1.6.2 Refer to Addendum #002, prepared by MCW Consultants. 
1.6.3 Refer also to bidder’s answers to questions. 

End of Consultant Addendum No.1 
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STRUCTURAL ADDENDUM No 1 

September 24, 2024 

Page 1 of 4 

Project #2413 

Re: Renovation To Clarington Fire & Emergency Services Station 1 

The Corporation of the Municipality of Clarington 

     2430 Durham Regional Hwy 2, Bowmanville, ON, L1C 6C8 

The following structural items are to be included as part of the Structural Drawings 

and Specifications: 

DRAWINGS S1, S2, S4: 

1. Refer to note in the bubble in the typical detail 3/S1. The note is modified to specify

that the bars drilled in existing slab to be epoxy grouted.

2. Grids are updated to match architectural drawings. See bubbles in plans 1/S1 and 1/S2.

3. See bubble in 1/S2, close to New WR Entry 123A. The nib wall is removed to match

with the architectural drawings.

4. Refer to bubble in the fence details 2/S4, 3/S4 and 4/S4. The type of the epoxy for the

drilled bolts is defined in the note. The note is typical and the same for the three

sections. Use the described adhesive epoxy or equivalent.

Attachments: 

S1 Revised, S2 Revised, S4 Revised 

END OF STRUCTURAL ADDENDUM No.1 
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Addendum 

Queen’s Quay Terminal 
207 Queen’s Quay West, Suite 615  
Toronto, Ontario  M5J 1A7 
Phone 416-598-2920   Fax 416-598-5394 
www.mcw.com 

Date: September 24, 2024 

Project Name: Clarington - Fire & Emergency Services Station 

Client: Ward99 Architects Inc. Project #: 23335-01 

To: Ward99 Architects Inc. ADD #: 001 

Attention: Tina Ranieri        tr@ward99architects.com Page #: 1 of 1 

From: Eric Tai       etai@mcw.com 
Dung Ta      dta@mcw.com 

+ Attachment

Distribution: Denise Neutel     dneutel@mcw.com 

In accordance with the drawings and specifications, provide in the tender all costs required to complete the work 
including items as listed below. 

Title: Addendum 001 

Reason for Change: General revisions 

Specifications: 

Section # Revisions 

• No change.

Mechanical Drawings: 

:Drawing # Revisions 

M-06
attached 

• Add kitchen sink S-1 and hand sink S-2 information in plumbing fixture schedule.

Electrical Drawing: 

Drawing # Revisions 

E1-02 • Add power and communications receptacles for printers in the offices 137, 138 and 139.

• Add communications conduits and key notes 5, 6 and 7 as indicated.

• Provide cash allowance note.

E2-01 • Add circuit EA-36 for printer receptacles.

End of ADD # 001 



 REGISTERS, GRILLES & DIFFUSERS SCHEDULE

REF. STYLE MODEL NO. MAKE CLG. TYPE REMARKS

SYMBOL CLARIFICATION 2-A-200Ø-91
A-UNIT REFERENCE

94-AIR QUANTITY L/S
200Ø-UNIT SIZE

2-QUANTITY

A

B

 SQUARE DIFFUSER EH. PRICE600X600-SCD-3C-B12  T-BAR NECK SIZE REFER TO PLAN. C/W VOLUME CONTROL DAMPER

 EGG CRATE RETURN GRILLE EH. PRICE600X300-80-B12  T-BAR

REMARKMODELMANUF.
VOLT

MOTOR HP RPM

L/S  (C.F.M.)

* ALTERNATIVE MANUFACTURER: JENCO, COOK FAN SCHEDULE
REF.

NEW EF-1

AIR FLOW E.S.P.

in. WC.

ELECTRICAL

BELT DRIVE. CONTROL : INTERLOCK WITH LIGHT.

LOCATION / SERVING
PHASE HZ(WATT)

WASHROOMS 1 60536  (1140) 0.375 1/4 1450 115GREENHECK GB-101

MODELMANUF.  /POWER (HP)E.S.P. (in.)L/S    (C.F.M.) SERVINGREF.

NEW KITCHEN RANGE HOOD SCHEDULE

H-1 KITCHEN94   ( 220 ) - 120/1/60 BROAN 4600

NOTESAMPS

2.5 STYLING / COLOR: STAINLESS STEELE

H-2 KITCHEN94   ( 220 ) - 120/1/60 BROAN 46002.5 STYLING / COLOR: STAINLESS STEELE

SYMBOL
FIXTURE MANUFACTURER / MODEL NO.

CONNECTION SIZES (MM)

C.W. H.W. DRAIN VENT REMARKS

WC-1 75-

PLUMBING FIXTURE SCHEDULE
DESCRIPTION

WATER CLOSET
WALL HUNG

- 3225

U-1 WALL HUNG 
URINAL

FLUSH VALVE

AMERICAN STANDARD AFWALL MILLENNIUM FLOWISE,
MODEL: 3351101.020, WALL HUNG, 1.6 GPF, ELONGATED BOWL.
SLOAN G2 OPTIMA PLUS 8116-1 EXPOSED FLUSH VALVE, 1.28 GPH.
FLUSH ELECTRONIC OVER-RIDE BUTTON, BATTERY OPERATED.

CENTOCO #820STSSFE. 001 HEAVY DUTY SEAT C/W COVER FOR
ELONGATED BOWL.
C/W WATTS ISCA-101-L/R CARRIER
SS SWELF -SUSTAINING CHECK HINGS, METAL FLAT WASHERS, SS
POSTS AND NUTS. FLOOR FLANGE

TRIM No.

FLUSH VALVE CONTROL TO BE ON THE NON-GRAB BAR SIDE.
INSTALL AND TRIM VACUUM BREAKER SO SENSOR IS 3-1/2"
( 90 mm)ABOVE TOILET SEAT.
SEAT COVER TO BE INSTALLED AS PER REGIONAL REQUIREMENT AND SENSOR TO BE INSTALLED AT
HEIGHT ABOVE COVER OP[EN POSITION.

VITREOUS CHINA

AMERICAN STANDARD WASHBROOK FLOWISE, MODEL:
6590001.020 7381755-200.0020A, 1 GPF, TOP SPUD.
SLOAN SL-ECOS-8186-0.13 AUTO MATIC NO-TOUCH EXPOSED URINAL
FLUSHOMETER, 0.125 GPF. BATTERY POWERED.

20 50- 32 C/W WATTS CA-321 CARRIER.

L-1 WALL HUNG 
BASIN

VITREOUS CHINA

AMERICAN STANDARD MODEL: LUCERNE 0356.421.020, CENTER HOLES
ONLY.
SLOAN SF-2450 -BAT-CP-0.5GPM-MLM-IR-FCTSF.  ELECTRONIC FAUCET,
BATTERY OPERATED. CHROME PLATED FINISH, BRASS CENTER HOLES
ONLY C/W SFP-46 ( O.5 GPM) VANDAL RESISTANT, NON-AERATING
MULTI-LAMINAR FLOW SPRAY OUTLET.

12 3212 32 MCGUIRE  #155WC,  OPEN GRID DRAIN.
MCGUIRE  #LFH170BVRB, POLISHED  BRASS FAUCET  SUPPLIES.
WATTS #CA-411 BASIN CARRIER.
MCGUIRE  #8872C, P-TRAP.CSA APPROVED

WHITE FINISH

SUPPLIES : LAWLER 570-86820 BELOW DECK MECHAMICAL WATER MIXING
VALVE.

FD-2 - 75- 32FLOOR DRAIN WATTS - 200-L  EPOXY COATED, CAST IRON BODY, VANDAL PROOF WITH
PRIMER CONNECTION WITH PLUG

LS-1 LAUNDRY SINK
COUNTER MOUNT  

DROP IN

FRANKE COMMERCIAL LBS7310P-1-3 S.S SINK, DEEP.COUNTER
MOUNTED,  203MM (8") CENTERSET.

12 4012 32 CHICAGO FAUCET  #897-RCF. TWO HANDLE MOP SINK FAUCET. SUPPLIES : MCGUIRE  LFCK165LK LEAD FREE , WITH CHROME PLATED
FINISH.

JS-1 12 7512 32FLOOR MOUNTED SINGLE 
COMPARTMENT 
JANITOR SINK 

STERN WILLIAM JANITOR SINK WITHOUT FAUCET LEDGE, MODEL
SB-902-T-35-T40BP

CHICAGO WALL HUNG MANUAL MOP SINK FAUCET.
MODEL 897-RCF. ADJUSTABLE SUPPLY ARMS,1/4  TURN CERAMIC
CARTRIDGE . NO FLOW RESTRICTOR, THREADED HOSE END.

SUPPLIES : LAWLER 570-86820  THERMOSTATIC MASTER WATER MIXING
CONTROL VALVE. 1.9-30 LPM (0,5-8 GPM) RANGE FOR FLOWRATE.

PUMP SCHEDULE

P-1 STORAGE ROOMDOM. HOT WATER RECIRCULATION 1/25- 120 11 30 2940 BELL & GOSSETT NBF-22U

DOMESTIC HOT WATER HEATERS SCHEDULE

DHW-1 EXISTING GAS HOT WATER HEATER 120 - 71116 AO SMITH BTRC120-118 5 120 1

DHW-2 NEW  GAS HOT WATER HEATER 100 - 75128 AO SMITH
6G75100NPDVH02

5 120 1(96% HIGH EFFICIENCY )

ELECTRICAL
NOTES

Hz/OVOLT

MODEL
NUMBERMAKE

EXISTING ROOF-TOP UNIT SCHEDULE (FOR REFERENCE)
HEATING

(MBH)

INPUT/OUTPUT
 REF (MBH)

COOLING

CARRIER 603575EX. RTU

CFM
IN

E.S.P. HP
MCA

EXISTING ROOF TOP UNIT  48TCFD14A3A3A1A2B0G0 140 250 / 205 (0.2)
5144

4 -

(KPA)

6000 MAX.

C  EGG CRATE EXHAUST GRILLE EH. PRICETB-80-B12  T-BAR

D  SUPPLY BAR GRILLE EH. PRICELBP-65mm SIZE- 1500 LENGTH  SIDE WALL  C/W SUPPLY AIR PLENUM

E  LINEAR DIFFUSER EH. PRICETBD3100-1 SLOT-1200MM  T-BAR 150Ø INLET, 1200 MM LENGTH,C/W YOUNG REGULATOR

F  WALL BOX GREENHECKWC-4 ( 100Ø), OR WC-8(200Ø) SIDE WALL FOR EXTERIOR USE

SH-1 SHOWER CHACAGO FAUCET, MODEL SH-PBI-00-04. PRESSURE BALANCING TUB
AND SHOWER SYSTEM WITH SHOWER HEAD, HAND SPRAY AND
DIVERTER TUB SPOUT OPTION.
ADA, ASME, CSA APPROVED

12 5012 32 C/W WATTS CA-321 CARRIER. SUPPLIES : LAWLER 570-86820 BELOW DECK MECHAMICAL WATER MIXING
VALVE.

REFER TO  SPECIFICATIONS - PLUMBING SECTION  
FINISHED FLOOR, SQUARE FLOOR DRAIN.

EF-1 EXISTING EXHAUST FAN, FOR REFERENCE ONLYGENERAL EXHAUST - - - - - - - - -

 ALUMINUM GRILLE WHEN USE IN SHOWER. C/W EXHAUST PLENUM

S-1 12 4012 32FRANKE   LBD6408P-1-1 DOUBLE COMPARTMENT SINK, SINGLE HOLE
CENTERSET, WITH FAUCET LEDGE, 18 GAUGE TYPE 304 STAINLESS
STEL. #4 SATIN FINISH. CENTER BACK WASTE LOCATION
DIMENSION:
LEFT BOWL 356mm(14" ) LONG, 406mm (16") WIDE, 203 mm (8") DEEP
RIGHT BOWL 356MM(14" ) LONG, 406MM (16") WIDE, 203 MM (8") DEEP

CHICAGO #434-ABCP COUNTER MOUNTED MANUAL SINGLE
HANDLE SINK FAUCET, POLISED CHROME FINISH, SINGLE HOLE
CENTERSET. WITH SUPPLY CERAMIC CARTRIDGE WITH VOLUME
CONTROL 5.7 LPM (1.5 GPM) MAXIMUM FLOW RATE, SWIVEL
GOOSENECK SPOUT, PULL DOWN SPOUT REACH.
MCGURIE LFBV170 CONVERTIBLE COMMERCIAL FAAUCET
SUPPLY KIT.
MCQUIRE 8912CB HEAVY CAST BRASS P-TRAP

SUPPLIES : LAWLER 570-86820  THERMOSTATIC MASTER WATER MIXING
CONTROL VALVE. 1.9-30 LPM (0,5-8 GPM) RANGE FOR FLOWRATE.

WATTS CA-421 CARRIER

S-2 12WALL HUNG HAND SINK FRANKE    WHB1819-3-3 WALL HUNG BASIN, TYPE 304 18 GAUGE
STAINLESS STEEL.#4 SATN FINISH, 102mm (4" ) CENTERSET, SINGLE
COMPARTMENT LESS OVERFLOW WITH FAUCET LEDGE, RADIUS
COVED BOWL CORNERS  95mm(3-3/4") HIGH BACKSPLASH.
470mm(18-1/2" ) LONG, 483mm (19") WIDE, 273 mm (10--3/4") HIGH

CHICAGO #895-317GN2AE35ABCP COUNTER MOUNTED MANUAL
TWO HANDLE FAUCET, POLISED CHROME FINISH, 102mm (4")
CENTERSET. 5.7 LPM (1.5 GPM) MAXIMUM FLOWRATE , RIGID
/SWING GOOSENECK SPOUT.
MCGURIE LFBV170 CONVERTIBLE COMMERCIAL FAAUCET
SUPPLY KIT.
MCQUIRE 8872CB HEAVY CAST BRASS P-TRAP

12 40 32

DOUBLE COMPARTMENT
COUTER MOUNTED -DROP-IN

KITCHEN SINK 
(2 IN QUANITY)

EQUIPMENT SCHEDULE

AS NOTED

M-06
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Addendum

Queen’s Quay Terminal 
207 Queen’s Quay West, Suite 615  
Toronto, Ontario  M5J 1A7 
Phone 416-598-2920   Fax 416-598-5394 
www.mcw.com 

Date: September 25, 2024 

Project Name: Clarington - Fire & Emergency Services Station 

Client: Ward99 Architects Inc. Project #: 23335-01 

To: Ward99 Architects Inc. ADD #: 002 

Attention: Tina Ranieri  tr@ward99architects.com Page #: 1 of 1 

From: Eric Tai  etai@mcw.com 
Dung Ta   dta@mcw.com 

+ Attachment

Distribution: Denise Neutel  dneutel@mcw.com 

In accordance with the drawings and specifications, provide in the tender all costs required to complete the work 
including items as listed below. 

Title: Addendum 002 

Reason for Change: General revisions 

Specifications: 

Section # Revisions 

Mechanical 
specifications, item 

7.05 Fittings 

Add item 7.05.11, read as : 

• “Balancing cocks ( CBV) :

50mm (2") and smaller: DeZurick series 425. 65mm (2½") and larger: Flanged
DeZurick Series 100.  Both types to be complete with memory stops.

Mechanical Drawings: 

Drawing # Revisions 

M-03
attached 

• Clarify re-use relocated workshop sink in room Ex Mask Repair113

• Clarify new hose bibb to match existing hose bibb in fire truck bay.

M-05
attached 

• Clarify re-use relocated workshop sink from room Ex. Workshop 112.

End of ADD # 002 
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PLUMBING DEMOLITION KEYNOTES:

KEYNOTE: DESCRIPTION:

REMOVE AND DISPOSE EXISTING FIXTURES.  CAP AND REMOVE
ALL SANITARY FOR NEW RENOVATION.  CAP DOMESTIC HOT AND
COLD WAZTER BACK TO MAIN .TYPICAL.

EXISTING FLOOR DRAIN, PLUMBING FIXTURE AND ASSOCIATED
PIPING TO REMAIN. TYPICAL

EXISTING GAS FIRED HOT WATER TANK TO REMAIN.

REMOVE EXISTING SINK. KEEP VERTICAL WASTE PIPE AND
PLUMBING VENT.

CAP AND REMOVE EXISTING DOMESTIC HOT AND COLD WATER
LINE AS SHOWN.

REMOVE EXISTING 50Ø SANITARY SLOPE AT 2%, AND REPLACE
WITH NEW 100% SANITARY PIPE RUN AT 1% , THIS PROVIDE
CAPACITY AND ND SLOPE FOR NEW KITCHEN SINK, FOR THE
NEW KITCHEN SINK.

REMOVE EXISTING 12Ø  GAS LINE TO EXISTING STOVE.
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EXISTING WORKSHOP
SINK TO BE RELOCATED
FROM EX-WORKSHOP 112
AND RE-USED IN EX-MASK
REPAIR 113

RELOCATE  EXISTING WORKSHOP SINK
AND REUSED IN EX-MASK REPAIR 113
REFER TO DRAWING M-03 FOR NEW LOCATION.
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	.1 Under 2.2 Accessories, add paragraph:
	“ 2.2.9  Specification for Electric Hand Dryer; Touchless Type.
	.1 One-piece, recessed for ADA compliance.
	.2 Electric Hand Dryer; Acceptable Manufacturer – Dyson.
	.1 120, 127V low voltage, surface mounted, automatic operation
	hand dryer with one-piece steel cover.
	.2 Acceptable Product: Dyson Airblade V hand dryer in HU02-
	sprayed nickel.”
	End of Consultant Addendum No.1
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