PLOT DATE: September 18, 2024

GLASS CANOPY
BELOW

EXIST. MECHANICAL RTU TO
BE REPLACED (SEE MECH.)
SEE CURB DETAIL X/AB02

EXIST. MECHANICAL RTU TO
REPLACED WITH NEW GAS FIRED
UNIT (REFER MECH.)

RTU #7
OLD HVACH7

EXIST. ACCESS LADDER

EXIST. MECHANICAL
RTU TO BE REPLACED

(SEE MECH.)

EXIST. EXHAUST FAN TO
BE REPLACED (SEE MECH.),

EXIST. ACCESS LADDER

TO REMAIN

GENERAL NOTES:

1. ALL PIPE VENT/INTAKE TO BE EXTENDED AS PER DETAIL 3/A603

2. ALL COMMUNICATION ANTENNAS TO BE RELOCATED/REMOVED BY OWNER UNLESS
OTHERWISE NOTED

3. EXISTING GAS PIPE @ AREA "B” TO BE MODIFIED/REPLACED AS NEEDED AND TO
BE MAINTAINED min.200mm CLEAR ABOVE NEW ROOF MEMBRANE. GAS PIPE TO BE
PAINTED WHERE CORRODED

4. RE&RE ALL EXISTING EXHAUST FANS UNLESS OTHERWISE NOTED; RAISE ROOF CURBS

@ AREA ”B” ROOF & PROVIDE NEW CURB. SEE DETAIL 7/A603
5. PROVIDE NEW SUPPORTS/MAT PADS UNDER EACH SUPPORT UNDER GAS PIPE (REFER
TO MECH).
6. PROVIDE WALKWAY PADS (BY DURA STRONG®) FOR RTU MAINTENENCE /ACCESS
WHERE INDICATED
7. APPLY NEW SEALANT TO FLASHING, RAIN COLLAR ETC. AS PROPOSED BY ROOF
CONSULTANT (TRI-=TECH PINNACLE). REFER TO ROOF CONDITION REPORT FOR MORE
PROPOSED WORK.
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500 o e 10 SR N
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daale PROVID ~ =] E D CHIMNEY LOCATION
SEE 7 \X EF IST. GAS PIPE TO EXIST. COMM‘ ANTENNA
EXIST. ROOF DRAIN TO REMOVED /REPOSITIONED” BY
BE REPLACED & RAISED EF g EF OWNER DURING ROOF,RENO
AS PER SEE DETAIL
4/A603 (TYP. FOR 7)
SEE MECH.
EXIST. EXHAUST FAN| TO
150, g R =] BE RE&RE, EXCEPT AS
ﬁ : < NOTED (TYP.). FOR CURB
| DETAILS SEE 7/A603
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NEW SCUPPER PROVIDE NEW. ROOF PAVING = r/ EXIST. GAS PIPE TO ADJUST X
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i M WooD,/ PER DETAIL 3/A601 W
RTU AS REQ'D EXIST. ROOF BOX TO BE
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A_Z/ REPLACED & RAISED.
SEE DETAIL 4/A603
ZIGZAG LINE INDICATE TYP. FOR 7)
CONC. WALL BELOW EXIST. CONDENSER TO BE FOR ROOF DRAINS &
. RE&RE, PROVIDE NEW CURB/ CONNECTIONS SEE MECH.
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L—EXIST. EXHAUST FAN TO
BE REPLACED (SEE MECH.).
PROVIDE NEW CURB, DETAIL 7/A603

RTU#1 1
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L—— EXIST. MECHANICAL RTU TO
BE REPLACED (SEE MECH.)
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THE ARCHITECT IS NOT RESPONSIBLE FOR THE
ACCURACY OF SURVEY, STRUCTURAL, MECHANICAL,
ELECTRICAL, ETC. ENGINEERING INFORMATION
SHOWN ON THE DRAWING. REFER TO THE
APPROPRIATE ENGINEERING DRAWINGS BEFORE
PROCEEDING WITH WORK.

CONTRACTOR SHALL CHECK ALL DIMENSIONS ON
THE WORK AND REPORT ANY DISCREPANCY TO

THE ARCHITECT BEFORE PROCEEDING.
CONSTRUCTION. MUST CONFORM TO ALL APPLICABLE
CODES AND REQUIREMENTS OF AUTHORITIES HAVING

JURISDICTION.
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REPAIR CRACKS ON—
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STUCCO WORN OUT

REMOVE RUST AND CRACKS
AROUND EXISTING AROUND THE
PIPES AND PAINT PIPES.(TYP)

THE PIPES.
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L PATCH AND REPAIR

REMOVE RUST AND
REPAINT EXISTING
BOLLARDS.

CRACKS.

CAULK GAP BETWEEN
STUCCO WALL AND
CONCRETE PAD. REPAIR

PREVENT RUSTIN
ON BOTH SIDE)

(4]

REPLACE CORNER TO

G(TYP

REMOVE AND RELOCATE
EXIST. CARD READER.
INTERCOM TO REMOVE

éﬁ
—REPLACE THE DOORS

AS SPECIFIED.REFER
ARCH. DWG.

LREROOFNG THE
@ EXISTING CANOPY.

/"1 ELEVATION - WEST

\W SCALE: 1:100

# DATE REVISION

5 | 2024-09-18 | ISSUED FOR ADDENDUM 4

4 | 2024-07-04 | ISSUED FOR TENDER

3 | 2024-06-21 ISSUED FOR PRE-TENDER REVIEW
2 | 2024-05-15 | ISSUED FOR BUILDING PERMIT

1 2024-01-18 | ISSUED FOR CLIENT REVIEW

# DATE ISSUED

/"2 EX CONDITION - WEST ELEVATION

W SCALE: 1:100

REMOVE RUST
AROUND THE TOWER
AND REPAINT TOWER.
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REPLACE
WATERPROOFING
MEMBRANE AND BASE
FLASHING.

REPAIR CRACKS ON

JAMB,BASE AND HEAD
OF DOOR.REMOVE RUST

AND REPAINT
DOOR.(TYP)
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STUCCO AND

REPAIR INSULATION

DAMAGE TO
MATCH EXISTING.

REPLACE
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FLASHING.

-
= |
G1G) | (51(s)  [(2)(s)  (8)(s) [s)(e) Dol il
il
‘ ‘ " v 1 } (4 \ 602 TYP m
' ' ' ' ' ' ' ' ' | @ \&60z)Tivp -~ i | . ‘TYP I
! AGOZTP ‘ ‘ Liiij I
s - — : E—
EEEQSRSZHSCSAQE\ M ! -H-F | | |1 ] [j 18ﬂ o~
£ | . ——— -
— | | ] HiDEPN B Ml | -
] ] ] T T 8 | L
N ; A . | @\ v [9] %\ 1 I 1 PN [l NS \\ \
{ Lo o s B (o8] (o](8]

REPAIR HOLE IN STUCCO
AND REPAIR INSULATION
DAMAGE TO MATCH
EXISTING.

\REMO\/E RUST ON
LADDER AND WALL.
REPAINT LADDER AND
APPLY FINISH COAT
OF STUCCO ON WALL.

REPAIR CRACKS ON
BOTTOM EDGE.(TYP)

REPAIR CRACKS ON
JAMB,BASE AND
HEAD OF
DOOR.REMOVE RUST
AND REPAINT
DOOR.(TYP)

/“3 "\ ELEVATION - NORTH

W SCALE: 1:100

/"5 ELEVATION - PARTIAL NORTH

\@w SCALE: 1:100

©
®

NOTE:

FRONT ENTRANCE. REPAINT EXISTING
CANOPY.

REPLACE DAMAGED DOOR W/ NEW
DOOR AS SPECIFIED.

REPAIR STUCCO CRACKS AT CORNERS
AND WALL EDGE.

FILL GAP BETWEEN CONCRETE PAD AND
STUCCO WALL. PROVIDE CAULKING AS
REQUIRED.

3—5 SQ.MT REPAIR STUCCO, PATCH
HOLES AND WORN OUT ON EXISTING
STUCCO, MAKE GOOD TO RECEIVE FINAL
COAT.

REPAIR STUCCO AT BASE AND
REPAIR/REPLACE FLASHING.

REPAIR STUCCO CRACKS AND REMOVE
RUST ON DOOR FRAMES AND REPAINT
DOOR AND CANOPY.

REPAIR CRACKS (IF ANY) AT WINDOW
SILL, JAMB & HEAD BY MAINTAINING
TYPICAL WINDOW TREATMENT. (TYP FOR
ALL WINDOWS)

REMOVE EXISTING GLASS CAULKING AND
APPLY NEW CAULKING. CLEAN GLASS
PANELS AFTER COMPLETION OF WORK.
(TYP FOR ALL WINDOWS)

Q
@

REFER TO STUCCO REPAIR TYPICAL DETAILS ON A602.

REPAIR STUCCO CRACKS AT CORNER.
REFER DETAIL(TYP)

REPAIR STUCCO DAMAGE AND REPLACE
DAMAGED INSULATION LAYER IF NEEDED.

REPLACE STUCCO DAMAGE AT BOTTOM
EDGE OF WALL AND REPLACE DAMAGED
INSULATION IF REQUIRED. MAKE GOOD
FOR NEW STUCCO.

REMOVE RUST FROM GRILL, REPAIR
CRACKS AROUND THE GRILL AND
REPLACE CAULKING.

REMOVE CAULKING AT JOINTS AND
RE—-CAULK AS NEEDED AND REPAIR
JOINTS / STUCCO REVEALS AND MAKE
GOOD TO RECEIVE FINAL COAT.

REMOVE RUST AROUND THE PIPE, REPAIR
CRACKS ON WALL AND MAKE GOOD TO
RECEIVE NEW STUCCO.

REMOVE RUST, REPAIR CRACKS AND
STUCCO WORN AND INSULATION AND
MAKE GOOD.

REMOVE RUST FROM METAL FRAME AND
REPAINT THE DOOR.

REMOVE RUST FROM REINFORCEMENT
BARS AND CLEAN THE WALL TO APPLY
FINAL COAT.

REPAIR CRACKS AND HOLES AROUND THE
WINDOWS AND DOORS. (TYP)

THE ARCHITECT IS NOT RESPONSIBLE FOR THE
ACCURACY OF SURVEY, STRUCTURAL, MECHANICAL,
ELECTRICAL, ETC. ENGINEERING INFORMATION
SHOWN ON THE DRAWING. REFER TO THE

APPROPRIATE

ENGINEERING DRAWINGS BEFORE

PROCEEDING WITH WORK.

CONTRACTOR

SHALL CHECK ALL DIMENSIONS ON

THE WORK AND REPORT ANY DISCREPANCY TO

THE ARCHITECT BEFORE PROCEEDING.
CONSTRUCTION MUST CONFORM TO ALL APPLICABLE
CODES AND REQUIREMENTS OF AUTHORITIES HAVING

JURISDICTION.
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PLOT DATE: September 18, 2024
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THE ARCHITECT IS NOT RESPONSIBLE FOR THE
ACCURACY OF SURVEY, STRUCTURAL, MECHANICAL,
ELECTRICAL, ETC. ENGINEERING INFORMATION
SHOWN ON THE DRAWING. REFER TO THE
APPROPRIATE ENGINEERING DRAWINGS BEFORE
PROCEEDING WITH WORK.

CONTRACTOR SHALL CHECK ALL DIMENSIONS ON
THE WORK AND REPORT ANY DISCREPANCY TO

THE ARCHITECT BEFORE PROCEEDING.
CONSTRUCTION MUST CONFORM TO ALL APPLICABLE
CODES AND REQUIREMENTS OF AUTHORITIES HAVING

JURISDICTION.

THE DRAWING IS NOT TO BE SCALED.

THIS DRAWING IS NOT TO BE USED FOR
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\—REPA\R CRACKS ON
JAMB,BASE AND HEAD OF
DOOR, SIDELITE AND
CANOPY.REMOVE RUST AND
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REPAIR HOLES
AND RUST ON
WALL. MAKE

GOOD FOR FINISH

COAT.(TYP)

o

/3" ELEVATION - SOUTH

w SCALE: 1:100

NOTE:

(0 FRONT ENTRANCE. REPAINT EXISTING
CANOPY.

(2) REPLACE DAMAGED DOOR W/ NEW
DOOR AS SPECIFIED.

(5) REPAIR STUCCO CRACKS AT CORNERS
AND WALL EDGE.

(4) FILL GAP BETWEEN CONCRETE PAD AND
STUCCO WALL. PROVIDE CAULKING AS
REQUIRED.

&) 3-5 SQ.MT REPAIR STUCCO, PATCH
HOLES AND WORN OUT ON EXISTING
STUCCO, MAKE GOOD TO RECEIVE FINAL
COAT.

(&) REPAIR STUCCO AT BASE AND
REPAIR/REPLACE FLASHING.

(D) REPAIR STUCCO CRACKS AND REMOVE
RUST ON DOOR FRAMES AND REPAINT
DOOR AND CANOPY.

REPAIR CRACKS (IF ANY) AT WINDOW
SILL, JAMB & HEAD BY MAINTAINING
TYPICAL WINDOW TREATMENT. (TYP FOR
ALL WINDOWS)

(& REMOVE EXISTING GLASS CAULKING AND
APPLY NEW CAULKING. CLEAN GLASS
PANELS AFTER COMPLETION OF WORK.
(TYP FOR ALL WINDOWS)

REFER TO STUCCO REPAIR TYPICAL

Q

®
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DETAILS ON A602.

REPAIR STUCCO CRACKS AT CORNER.
REFER DETAIL(TYP)

REPAIR STUCCO DAMAGE AND REPLACE
DAMAGED INSULATION LAYER IF NEEDED.

REPLACE STUCCO DAMAGE AT BOTTOM
EDGE OF WALL AND REPLACE DAMAGED
INSULATION IF REQUIRED. MAKE GOOD
FOR NEW STUCCO.

REMOVE RUST FROM GRILL, REPAIR
CRACKS AROUND THE GRILL AND
REPLACE CAULKING.

REMOVE CAULKING AT JOINTS AND
RE—-CAULK AS NEEDED AND REPAIR
JOINTS / STUCCO REVEALS AND MAKE
GOOD TO RECEIVE FINAL COAT.

REMOVE RUST AROUND THE PIPE, REPAIR
CRACKS ON WALL AND MAKE GOOD TO
RECEIVE NEW STUCCO.

REMOVE RUST, REPAIR CRACKS AND
STUCCO WORN AND INSULATION AND
MAKE GOOD.

REMOVE RUST FROM METAL FRAME AND
REPAINT THE DOOR.

REMOVE RUST FROM REINFORCEMENT
BARS AND CLEAN THE WALL TO APPLY
FINAL COAT.

REPAIR CRACKS AND HOLES AROUND THE
WINDOWS AND DOORS. (TYP)

consultant:

north

“,,

"y
as72 W
ANY
"""lmu mml““

pda

Paul Didur Architect Inc.
BCDN No. 2033

222 Islington Ave., Suite 260
Toronto, Ontario, M8V 3W7

E-mail@pdarchinc.com W-www.pdarchinc.com

T-416 928 1041 F-416 928 1051

project architect

project designer

7“4\ EX CONDITION-SOUTH ELEVATION

\W SCALE: 1:100

/"5 \ GENERAL NOTES

w SCALE: NTS

PD PD
sheet title
ELEVATIONS
STUCCO REPAIR
scale drawn by checked by| drawing no.
AS NOTED |NH/HP |PD
project no. plot date: A301
22312 2024-09-18



himani
Polygon


PLOT DATE: September 18, 2024
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