
ENGINEERING DESIGN
Project Name: TPS - 703 Don Mills
LocaƟon: 703 Don Mills Rd, North York, ON M3C 3N3
Customer: TPS
Frequency Band/Technology: 700/800 MHz Public Safety
Revision: Issued for Tender



REVISION CONTROL



david.barnes@torontopolice.on.ca

CONTACT INFORMATION

Project Name TPS - 703 Don Mills

Project Address 703DonMills Rd, North York, ON M3C 3N3

Company Contact Name

Customer Contact

Contact Number E-mail Address

LinkWave Contact

Motorola SoluƟons

Name Title Contact Number Email Address

JohnWillson Technical Services Manager 647-403-7369 john.willson@linkwavewireless.com

Project LocaƟon Contact

David Barnes 416-553-0490

Name Title Contact Number Email Address

Senior Project Manager 647-388-5158Harold Tian harold.Ɵan@linkwavewireless.com



FACILITY INFORMATION

Facility Overview

Square Footage (highlighted porƟon only) : 148,500.70 sq.Ō
Building Structure: Office
No. of Floors: 11
No. of Floors covered by DAS: 11



SYSTEM INFORMATION

RF Source

Signal Source

LocaƟon of Head End Floor 9 Server Room

Frequency
Bands/Technology/

No. of Channels

Coverage ObjecƟve

700 MHz Public Safety band, - 95 dBm RSSI for 95% of the area
800 MHz Public Safety band, - 95 dBm RSSI for 95% of the area

SoluƟon summary:

Target Coverage Areas:
B1, F1, F2, F3, F4, F5, F6, F7, F8, F9, PH

700 MHz & 800 MHz (Public Safety)

700 MHz - 13 channels
800 MHz - 21 Channels

Off-Air



LOCATION TOP VIEW



CABLE LAYOUT

Headend Equipment , CAP-M-2:
Floor 9 Server Room

Off-air Antenna 700 MHz/800 MHz
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Ground Bar bonded to
building ground in PH

Polyphaser to be mounted inside
of PH next to cable entry



Grounding available
inside the server room

UPS







Grounding available
inside the server room

UPS







Yagi donor locaƟon
Azimuthal: 350 deg

























LEGENDS



HEAD END ROOM



REMOTE EQUIPMENT ROOM


