LIGHTING FIXTURE SCHEDULE

COMMUNICATIONS

WIRING DEVICES

LEGEND

DEMOLITION NOTES

GENERAL NOTES

GENERAL NOTES:

1. CONTRACTOR IS TO INCLUDE FOR ALL ACCESSORIES AS REQUIRED FOR A
FULL AND COMPLETE INSTALLATION. PARTS NUMBERS SHOWN ARE
GENERALLY FOR FIXTURE ONLY. REFER TO ARCHITECTURAL CEILING
SCHEDULE FOR CEILING TYPES AND PROVIDE REQUIRED ACCESSORIES (IE
DRYWALL FLANGE KIT, ETC). DISCREPANCIES BETWEEN THE DESCRIPTION
AND PART NUMBER SHALL BE BROUGHT TO THE ENGINEERS ATTENTION
PRIOR TO SUBMITTING A BID.

2. THE CONTRACTOR IS TO ALLOW FOR NORMAL DELIVERY ON FIXTURES (6—8
WEEKS FROM ACCEPTANCE OF SHOP DRAWINGS). FIXTURES FROM A
QUICK SHIP PROGRAM WILL BE NOTED WHERE APPLICABLE. CONTRACTOR IS
TO SUBMIT SHOP DRAWINGS FOR FIXTURES AS SOON AS POSSIBLE TO
AVOID DELAY OF THE PROJECT. ALTERNATES WILL NOT BE ACCEPTED TO
EXPEDITE A SCHEDULE.

3. PENDANT AND LINEAR FIXTURES SHOWN AS END TO END ARE TO BE
ORDERED AS CONTINUOUS RUN FIXTURES UNLESS SPECIFICALLY NOTED
OTHERWISE. FIXTURES ARE GENERALLY LISTED AS A MODULE TO CLARIFY
THE BALLAST AND LAMP REQUIRED FOR EACH MODULE.

4. CONTRACTOR SHALL SUPPLY TO OWNER AND/OR CONSULTANT ANY
DOCUMENTATION AS REQUIRED FOR OWNER TO APPLY FOR ENERGY
INCENTIVES INCLUDING BUT NOT LIMITED TO BILLS OF SALE, ETC.

5. CONTRACTOR SHALL VERIFY AND INCLUDE FOR MULTIPLE BALLASTS
REQUIRED FOR MULTIPLE SWITCHING.

6. ALL FIXTURES ARE TO HAVE SHOP DRAWINGS SUBMITTED TO THE
CONSULTANT PRIOR TO ORDERING FOR GENERAL REVIEW. CONTRACTOR
MUST INCLUDE SHOP DRAWINGS FOR ALL LAMPS BEING INSTALLED WITH
FIXTURES.

7. DIMMERS SHALL BE COMPATIBLE WITH LIGHT FIXTURE AND BE CAPABLE OF
0-100% OPERATION. ELV DIMMERS TO BE PROVIDED FOR ELECTRONIC OR
LED FIXTURES. DIMMER SHALL BE BY LUTRON, CANLYTE OR APPROVED
EQUAL.

8. FIXTURES BEING SUBMITTED AS AN APPROVED EQUAL ARE TO BE
SUBMITTED TO THE CONSULTANT FOR APPROVAL NO LESS THAN 5
BUSINESS DAYS BEFORE CLOSING. SUBMITTALS SHALL BE CLEARLY
LABELLED AND INCLUDE COMPLETE FIXTURE CUTS STATING INCLUDED
OPTIONS, ACCESSORIES AND FIXTURE EFFICIENCY. SUBMITTALS NOT
MEETING THIS CRITERIA WILL BE REJECTED. IES FILES FOR FIXTURES MUST
HAVE AN IES LAB CERTIFICATION.

ITEM DESCRIPTION

4" ROUND, RECESSED, LED LIGHTING DOWNLIGHT FIXTURE SUITABLE FOR
DRYWALL OR ACT CEILING. C/W FRAME—IN KIT, LIGHT ENGINE AND
TRIM, SPECULAR CLEAR REFLECTOR, WHITE FLANGE. 500 LUMENS, 80
A CRI, 4000K, 120V.

PHILLIPS: 4RN C4L05840WZ10U C4RDLCL
OR APPROVED EQUAL

1’x4’'— RECESSED LED LIGHT PANEL FIXTURE SUITABLE FOR LAY-IN

T—BAR ACT CEILING. LUMEN SELECTABLE, C/E OPAL DIFFUSER
B 32WATTS, 4095 NOMINAL DELIVERED LUMENS, 4000K, 120V.

PHILLIPS: 1SBP3040L8CS—4—UNV
OR APPROVED EQUAL

1’x4'— RECESSED LED LIGHT PANEL FIXTURE C/W PLASTER MOUNTING
FRAME FMA—14FP SUITABLE FOR GYPSUM WALL BOARD CEILING.
LUMEN SELECTABLE, C/E OPAL DIFFUSER 33WATTS, 4047 NOMINAL
B1 | DELIVERED LUMENS, 4000K, 120V.

PHILLIPS DAY—BRIGHT CFlI CAT No: ISBP3040L8CS—4—UNV—-FMA14FP
OR APPROVED EQUAL

900mm LONG LOW PROFILE UNDER CABINET LED LIGHT FIXTURE
SURFACE MOUNT LED C/W FROSTED LENS, WHITE FINISH, 4000K, 120V,
HARDWIRE BOX, JUMPERS, POWER CORDS, LEAD CABLES AND

C MOUNTING CLIPS

PHILLIPS LIGHTING CAT. NO. eW PROFILE POWERCORE GEN4

4000KM 120V, 900mm (36”) C/W HARDWIRE BOX & POWER CORD

OR APPROVED EQUAL J)
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SENSOR NOTES AND SCHEDULE

GENERAL NOTES:

1. ALL DEVICES AND SENSORS ARE TO HAVE SHOP DRAWINGS SUBMITTED TO
THE CONSULTANT FOR REVIEW AND COMMENT PRIOR TO ORDERING.

2. ALL SENSORS ARE TO BE IN COMPLIANCE WITH NEMA WD 7-2011. ANY
SENSORS NOT IN COMPLIANCE WILL BE REJECTED.

3. PROVIDE ALL SENSORS, POWER PACKS AND RELAY UNITS AS REQUIRED
FOR A COMPLETE INSTALLATION. PASSIVE INFRARED SENSOR, ULTRASONIC
AND MULTI TECHNOLOGY OCCUPANCY SENSORS SHALL BE AS NOTED
BELOW (REFER TO PLANS FOR DEVICE LAYOUT). PART NUMBERS SHOWN
ARE GENERAL, FOR DEVICE ONLY.

4. THIS CONTRACTOR SHALL ALLOW FOR ON SITE ADJUSTMENTS OF TIME
DELAY, AIMING AND SENSITIVITY.

5. FINAL PLACEMENT OF SENSORS SHALL BE CONFIRMED ON SITE WITH ALL
PIPING, DUCTWORK, EQUIPMENT, ETC. PRIOR TO ROUGH-IN, TO ENSURE
CLEAR VIEW OF THE ENTRANCE DOOR AND THE OVERALL SPACE. THIS
CONTRACTOR TO REFER TO AND FOLLOW MANUFACTURERS SPECIFICATIONS
AND INSTALLATION INSTRUCTIONS FOR PLACEMENT LOCATIONS AND SENSOR
COVERAGE.

6. CEILING MOUNTED SENSORS SHALL BE AT AT CEILING LEVEL WHERE
CEILING EXISTS. WHERE CEILING IS NOT PRESENT SENSORS TO BE
MOUNTED AT HEIGHT OF PARTITIONS. WALL/CORNER MOUNTED SENSORS
SHALL BE MOUNTED 8'—0" A.F.F. WALL STATION SENSORS SHALL BE AS
PER SPECIFICATIONS AND STANDARD SWITCH LOCATIONS. ALL MOUNTING
HEIGHTS ARE TO BE CONFIRMED ON SITE AND ADJUSTED ACCORDINGLY TO
ENSURE PROPER COVERAGE.

7. APPROVED ALTERNATE BY: WATTSTOPPER, LUTRON, H—MOSS, LEVITON,
SENSORSWITCH. SENSORS BEING SUBMITTED AS EQUALS SHALL MEET
SPECIFIED CAPABILITIES, COVERAGE(S), SENSITIVITY ADJUSTMENT, TIME
DELAYS, ETC. AS OUTLINED ABOVE AND AS PER SPECIFICATIONS. SHALL AN
ALTERNATE FAIL TO MEET INTENT OF DESIGN, CONTRACTOR WILL BE
RESPONSIBLE TO PROVIDE ADDITIONAL SENSORS AND OR PARTS TO MEET
INTEND OF DESIGN AND FUNCTIONALITY.

8. ELECTRICAL CONTRACTOR SHALL ALLOW FOR TRAINING AND EXPLANATION
OF CONTROLLED SYSTEMS TO END USER.

9. ELECTRICAL CONTRACTOR TO ENGAGE THIRD PARTY FOR FUNCTIONAL
TESTING OF LIGHTING CONTROL DEVICES AND CONTROL SYSTEM AND
PROVIDE CERTIFICATE OF ACCEPTANCE TO ENGINEER UPON COMPLETION
PRIOR TO OCCUPANCY.

ITEM DESCRIPTION

WALL MOUNTED, DUAL-TECH SENSOR IN AREAS AS SHOWN. CONNECT
TO LGHTS WITH 30 MINUTE TIME DELAY. SENSOR TO BE SET FOR

0S—1 VACANCY MODE FOR MANUAL 'ON’ AND AUTOMATIC 'OFF’ AFTER PRESET
TIME. MANUAL "ON—OFF” VIA BUILT—IN PUSH BUTTON

WATTSTOPPER/LEGRAND CAT.# DSW—301—-W, OR APPROVED EQUAL

WALL MOUNTED, DUAL-TECH, DOUBLE RELAY SENSOR MOUNTED IN
WASHROOMS AS SHOWN AND CONNECTED TO LIGHTS AND EXHAUST
OS—2 | FAN, WITH 15 MINUTE TIME DELAY ON LIGHTS AND 30 MIN TIME DELAY
ON EXHAUST. RELAY DIP SWITCHES TO BE SET FOR VACANCY MODE

AUTO 'ON’ AND AUTO °OFF’ AFTER PRESET TIME.
MANUAL "ON—OFF” VIA BUILT—IN PUSH BUTTON.

WATTSTOPPER/LEGRAND CAT.# DSW-302—W, OR APPROVED EQUAL

TELEPHONE OUTLET IN CONDUIT C/W DATA

SPECIAL RECEPTACLE. REFER TO NOTES OR

THIS LEGEND REPRESENTS THE SYMBOLS COMMONLY USED.

< CABLING (SEE SPECS) AND RJ11 OUTLET O DESCRIPTION FOR TYPE NOT ALL SYMBOLS MAY APPEAR ON THE DRAWINGS.
SHOULD A SYMBOL BE FOUND ON THE DRAWING AND NOT
4 COMPUTER OUTLET IN CONDUIT C/W DATA o 125 VOLT, 2—POLE, 3—WIRE, STRAIGHT BLADE APPEARING ON THE LEGEND, THE CONTRACTOR SHALL
CABLING (SEE SPECS) AND RJ45 OUTLET RECEPTACLE. 15 AMP SIMPLEX UNO. SUBMIT A QUESTION TO HAVE THE SYMBOL CLARIFIED IN
VOIP OUTLET IN CONDUIT C/W DATA 125 VOLT, 2—POLE, 3—-WIRE, STRAIGHT BLADE AN_ADDENDUM FRIOR TO SUBMITTING A B
< | CABLING (SEE SPECS) AND RJ45 OUTLET =5 RECEPTACLE. 15 AMP DUPLEX UNO. ABBREVIATIONS
COMBINATION TELEPHONE AND COMPUTER OQUTLET 125 VOLT, 2—POLE, 3—WIRE, STRAIGHT BLADE 20A DENOTES 5—-20R DEVICE
N IN CONDUIT C/W 2x DATA CABLING & RECEPTACLE. 15 AMP DUPLEX CONTROLLED
(SEE SPECS). 1x RJ45 AND 1x RJ11 OUTLETS BY OCCUPANCY SENSOR (AUTO ON /OFF) AC ABOVE COUNTER
SPECIAL TELEPHONE OUTLET FOR FAX 4 2x 125 VOLT, 2—POLE, 3—WIRE, STRAIGHT BLADE ADO AUTOMATIC DOOR OPENER
«FAX | AND MODEM. DATA CABLE AND RJ11 OUTLET. RECEPTACLE. 15 AMP DUPLEX UNO. A APPROVED EQUAL
RUN SEPARATE LINE TO MAIN TERMINAL BOARD 125/250 YOLT. 3_POLE, 4—VE, STRAGHT
) WIRELESS ACCESS POINT , & BLADE RECEPTACLE, AMPERAGE AS NOTED AFF | ABOVE FINISHED FLOOR
) BACKBOX, FACEPLATE, CONDUIT C/W DATA
CAiNe [ e WO fks G o | BRI U T e
COMBINATION TELEPHONE AND COMPUTER OUTLET EMERGENCY OR UPS POWER BED RECEPTACLE DEDICATED FOR PATIENT BED
FOR MODULAR FURNITURE. 2x DATA CABLING
< (SEE SPECS) 1x RJ45 AND 1x RJ11 OUTLETS. 125 VOLT, 2—POLE, 3—-WIRE, STRAIGHT BLADE BH BASEBOARD HEATER
FISH CABLING THROUGH FURNITURE AND & HALF—SWITCHED RECEPTACLE. 15 AMP DUPLEX CcB CIRCUIT BREAKER
TERMINATE AT DESK. PROVIDE ADAPTER PLATES CONTROLLED VIA LOCAL SWITCH
FOR DESK.
VERTICAL LINE THROUGH ANY RECEPTACLE ER EXISTING TO BE RELOCATED
COMPUTER OUTLET FOR MODULAR FURNITURE. & SYMBOL INDICATES A NON—STANDARD MOUNTING EX EXISTING TO REMAIN
DATA CABLING (SEE SPECS) AND RU45 HEIGHT THAT MUST BE FIELD DETERMINED.
< OUTLET. FISH CABLING THROUGH FURNITURE AND FH FORCED—AIR HEATER
TERMINATE AT DESK. PROVIDE ADAPTER PLATES 125 VOLT, 2—-POLE, 3—WIRE, STRAIGHT BLADE
FOR DESK. =3 RECEPTACLE. 15 AMP DUPLEX FOR SYSTEMS oF EQUIPMENT SO NOTED TO BE SUPPLIED WITH A
FURNITURE GROUND FAULT CIRCUIT INTERRUPTER
CABLE TV OUTLET — 3/4” (19mm) CONDUIT C/W
RG6 CABLING AND F CONNECTOR. 125 VOLT, 2—POLE, 3—WIRE, STRAIGHT BLADE HSKP HOUSEKEEPING
= RECEPTACLE. 15 AMP DUPLEX FOR SYSTEMS
(5_ CLOCK FURNITURE CONTROLLED BY OCCUPANCY SENSOR JB JUNCTION BOX
(AUTO ON/OFF)
PD POWER DOOR
msemmsem | COMMUNICATION DEVICES MOUNTED IN 2 125 VOLT, 2—POLE, 3—-WIRE, STRAIGHT BLADE
CHANNEL RACEWAY = RECEPTACLE. 15 AMP DUPLEX FOR SYSTEMS R RELAY WITH AUXILIARY CONTACTS
FURNITURE ON EMERGENCY OR UPS POWER
COMMUNICATION NOTES: REL RELOCATED ITEM IN NEW LOCATION
mwvmmesm | RECEPTACLES MOUNTED IN 2 CHANNEL
2 ggmgg&%essme THE OUTLET DENOTES NUMBER RACEWAY REM EXISTING TO BE REMOVED IN IT'S ENTIRETY
TYPICAL RECEPTACLE NOTES. CIRCUITING: T TRANSFORMER
—1| B-PANELBOARD I.D., 1-BRANCH CIRCUIT.
PUBLIC ADDRESS SYSTEM P S UBSORIPT: XX~CURRENT RATING (IF NOTED). UH UNIT HEATER
) CEILING MOUNTED SPEARER UNO UNLESS NOTED OTHERWISE
i WALL MOUNTED SPEAKER POWER LAYOUT w WALL MOUNT — VERIFY HEIGHT
EQUIPMENT SO NOTED TO BE SUPPLIED WITH THE
M) MICROPHONE DISCONNECT SWITCH (DS) we MANUFACTURER’S WEATHER—PROOFING OPTION(S)
<€ | INTERCOM COMBINATION STARTER (CS) (® | KEYNOTE — SEE KEYNOTE No. 3 ON DRAWINGS
VOLUME CONTROL MAGNETIC STARTER (MG) (® | KEYNOTE — SEE KEYNOTE No. 3 ON DRAWINGS
MANUAL STARTER (MS)
POWER PANEL — EXISTING LIGHTING FIXTURES
POWER PANEL — NEW [ ][] | SURFACE OR RECESS MOUNTED LIGHTING
PANIC BUTTON POWER TRANSFORMER = FIXTURES. LETTER DENOTES TYPE
ELECTRIC HEATING EQUIPMENT
BECTION SUTLCTN S S ouTel sy : 0[S B
WORK STATION AS FOLLOWS: EQUIPMENT SUPPLIED BY OTHERS REQUIRING - - FIXTURES ON AN EMERGENCY OR NIGHT LIGHT
) ELECTRICAL POWER CONNECTION == CIRCUIT. LETTER DENOTES TYPE.
REFER TO EQUIPMENT SCHEDULE
SECURTY SYSTOW CONTRACTOR SHAL O PANE BUTTON : 7 | s o secess woue uowve
EQUIPMENT SUPPLIED BY OWNER REQUIRING A~ 4=\ | FIXTURES. LETTER DENOTES TYPE.

WITH AN AUDIBLE AND VISUAL NOTIFICATION DEVICE, LOCATE
IN SECURITY OFFICE (OR AS DIRECTED BY CLIENT).
CONTRACTOR SHALL CARRY A CASH ALLOWANCE OF
$2,500.00 TO COMPLETE THIS WORK. COORDINATE DEVICE
LOCATIONS WITH ELECTRICAL CONTRACTOR TO ASSIST IN
PROVISION FOR ROUGH—IN AND IN ARCHITECTURAL MILL
WORK DRAWINGS FOR PUSHBUTTON LOCATION.

ELECTRICAL POWER CONNECTION
REFER TO OWNER EQUIPMENT SCHEDULE

MECHANICAL EQUIPMENT/MOTOR
REQUIRING ELECTRICAL POWER

N \/
A =
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SURFACE OR RECESS MOUNTED LIGHTING
FIXTURES ON AN EMERGENCY OR NIGHT LIGHT
CIRCUIT. LETTER DENOTES TYPE.

ALL MODES OF OPERATION OF EQUIPMENT SO
NOTED TO BE SHUT DOWN BY THE ALARM
CONDITION OF THE FIRE ALARM CONTROL PANEL.

3I’s

WALL OR COLUMN MOUNTED LIGHTING
FIXTURES. LETTER DENOTES TYPE.

PUSH BUTTON

s

WALL OR COLUMN MOUNTED LIGHTING
FIXTURES ON AN EMERGENCY OR NIGHT LIGHT
CIRCUIT. LETTER DENOTES TYPE.

PUSH BUTTON STATION

SURFACE MOUNTED STRIP FLUORESCENT

THERMOSTAT

TIME CLOCK
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10.
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THE CONTRACTOR SHALL ARRANGE TO TOUR THE
FACILITY WITH MAINTENANCE STAFF PRIOR TO
SUBMITTING A BID ON THE PROJECT.

DURING THE CONTRACTORS SITE TOUR THEY SHALL
BECOME FAMILIAR WITH THE EXISTING BUILDING
CONSTRUCTION AND THE LOCATIONS OF THE EXISTING
COMMUNICATION CLOSETS, LOCAL POWER PANELS, FIRE
ALARM AND OTHER SYSTEMS BEING WORKED ON AS
PART OF THIS CONTRACT.

THE CONTRACTOR AND MAINTENANCE STAFF SHALL
OPEN EXISTING PANELS AND SYSTEMS TO BECOME
FAMILIAR WITH THE EXISTING SYSTEMS AND TO
DETERMINE THE FULL SCOPE OF WORK REQUIRED TO
CARRY OUT THE PROJECT. THE CONTRACTOR SHALL
PROVIDE NEW BREAKERS, DATA/VOICE COMPONENTS,
FIRE ALARM DEVICES, LIGHTING SYSTEM COMPONENTS,
ETC TO FACILITATE A COMPLETE AND FUNCTIONING
SYSTEM AT PROJECT COMPLETION.

THE CONTRACTOR SHALL MEASURE OFF ANY

DISTANCES NOT INDICATED FOR HOME RUNNING NEW
SERVICES (POWER, FIRE ALARM, SECURITY ETC) AND
g\:nggE:EMATERIALS AND LABOUR REQUIRED IN THEIR

COORDINATE ALL DEMOLITION WITH GENERAL
CONTRACTOR. EVERY EFFORT HAS BEEN MADE TO
OUTLINE THE DEMOLITION SCOPE OF WORK, HOWEVER
THE DEMOLITION DRAWINGS REPRESENT ONLY THE
GENERAL LOCATION AND NUMBER OF FITTINGS,
FIXTURES, DEMVICES, EQUIPMENT ETC. TO ASSIST IN
EVALUATING THE DEMOLITION SCOPE OF WORK.
DRAWINGS ARE BASED ON PREVIOUS AS—BUILTS OR
FIELD EVALUATIONS.

IT IS THE CONTRACTOR’S RESPONSIBILITY TO VISIT THE
SITE DURING THE TENDER PERIOD TO DETERMINE THE
EXACT SCOPE OF DEMOLITION WORK, QUANTITIES AND
THOROUGHLY UNDERSTAND THE SITE CONDITIONS FOR
CARRYING OUT THE SAME. REQUESTS FOR EXTRAS
DUE TO FAILURE TO PROPERLY EVALUATE THE
CONDITIONS THAT AFFECT DEMOLITION SCOPE OF WORK
WILL NOT BE CONSIDERED.

SHOULD THE CONTRACTOR ENCOUNTER ANY ASBESTOS
DURING THE WORK, THEY SHALL STOP WORK AND
NOTIFY THE OWNER IMMEDIATELY.

THE CONTRACTOR SHALL PATCH, REPAIR AND RESTORE
FIRE—SEPARATIONS AS REQUIRED FOR INSTALLATION OF
ELECTRICAL RACEWAYS AND OUTLETS IN WALLS AND
EXTERIOR WALLS.

THE CONTRACTOR SHALL SUBMIT QUESTIONS IN
WRITING 5 DAYS PRIOR TO TENDER CLOSING TO ALLOW
FOR QUESTIONS TO BE FORMALLY ANSWERED IN AN
ADDENDUM.

UNLESS EXISTING CIRCUITS NUMBERS ARE INDICATED
ON THE DEMOLITION PLANS, ALL CIRCUITS SHOWN ON
THE NEW LAYOUTS ARE NEW CIRCUITS. EXCEPTIONS TO
THIS INCLUDE CIRCUITS SHOWN ON THE DEMOLITION
PLAN AND AGAIN ON THE NEW LAYOUT. THE CIRCUIT
SHOWN BOTH TIMES IS EXISTING AND LOCALIZED IN
THE AREA OF WORK. THE CONTRACTOR SHALL
PROVIDE THE FOLLOWING FOR ALL NEW CIRCUITS: NEW
CONDUIT, WIRING, BREAKERS, SUPPORTS, BACKBOXES,
FACEPLATES, RECEPTACLES, ETC FOR A COMPLETE
SYSTEM.

EXISTING CIRCUITS BEING REUSED WILL BE INDICATED
BY A CIRCUIT NUMBER (IE 2A15) OR A GENERIC
NUMBER (IE CCT7). CCT 7 INDICATES THAT THE
LIGHTING OR DEVICE IS TO BE CONNECTED TO 1 OF 7
EXISTING CIRCUITS IN THE AREA THAT HAS BECOME
FREE AFTER DEMOLITION. THE CONTRACTOR SHALL
BALANCE LOADS AND SHUFFLE BREAKERS AFTER THE
PANEL LOADS HAVE BEEN CONNECTED TO EQUALLY
LOAD EACH PHASE.

WHERE EXISTING LIGHTING CIRCUITS HAVE BEEN
REUSED, CONTRACTOR SHALL VERIFY EXISTING VOLTAGE
OF CIRCUITS PRIOR TO SUBMITTING ANY SHOP
DRAWINGS OR ORDERING OF FIXTURES, SENSORS,
CONTROLS, ETC. CONTRACTOR SHALL NOTIFY
ENGINEER OF ANY DISCREPANCIES IN FIXTURE VOLTAGE
AND EXISTING CIRCUIT VOLTAGE.
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THE ELECTRICAL DRAWINGS REPRESENT A PORTION OF
THE CONTRACT. THE CONTRACTOR IS TO FAMILIARIZE
THEMSELVES WITH ALL OF THE DRAWINGS IN THE
PACKAGE AS SOME WORK MAY BE SHOWN ON OTHER
DRAWINGS IN THE PACKAGE. CONTRACTOR IS TO
DETERMINE FULL EXTENT OF PROJECT PRIOR TO
SUBMITTING BID.

THE DRAWINGS ARE NOT TO BE SCALED FOR
INSTALLATION PURPOSES. ALL MEASUREMENTS ARE TO
BE OBTAINED FROM ARCHITECTURAL PLANS,
ELEVATIONS, SHOP DRAWINGS OR BE OBTAINED FROM
FIELD MEASUREMENTS.

CONTRACTOR IS TO REVIEW ARCHITECTURAL DRAWINGS
AND PROVIDE ALL NECESSARY PARTS AND
ACCESSORIES AND FIRESTOPPING AS REQUIRED TO
CONFORM WITH ARCHITECTURAL FIRE RATINGS.

CONTRACTOR IS TO REMOVE ALL EXISTING DEAD AND
ABANDONED CONDUIT AND WIRING BACK TO SOURCE.
WHERE NOT POSSIBLE TO REMOVE EXISTING CONDUIT,
CONDUIT IS TO BE LEFT BEHIND AND EXISTING WIRE IS
TO BE REMOVED AND REPLACED WITH A PULL ROPE.

CONTRACTOR IS TO PROVIDE ELECTRONIC CAD
’AS—BUILT' DRAWINGS IN DWG AND PDF FORMAT AT
THE COMPLETION OF THE PROJECT. CAD FILES ARE TO
BE AUTOCAD 2010.

UNLESS NOTED OTHERWISE ALL WIRING SHALL BE IN
CONDUIT AND CONCEALED IN WALLS AND CEILING
SPACES. BX IS PERMITTED IN SPECIAL CIRCUMSTANCES
AND SHORT DROPS FROM JUNCTION BOXES TO LIGHT
FIXTURES, REFER TO SPECIFICATIONS. CONDUIT RUNS
ARE TO BE PARALLEL TO WALL STUDS AND DROP
FROM JUNCTION BOXES MOUNTED IN THE CEILING
SPACE. HORIZONTAL RUNS IN WALLS WILL ONLY BE
ACCEPTED UNDER SPECIAL CIRCUMSTANCES (IE OFFSET
TO AVOID STRUCTURAL ABOVE) WITH WRITTEN
APPROVAL FROM THE OWNER/CONSULTANT.

ALL DATA/COMM WIRING FROM EACH OUTLET IS TO BE
PROVIDED IN MIN. 1" (25mm) CONDUITS FROM OUTLET
TO THE SOURCE (RACK AND/OR BIX BLOCK).
CONTRACTOR CAN GROUP CABLING AND INSTALL A
LARGER RUN BACK TO THE SOURCE. WHERE CABLE IS
PERMITTED TO RUN FREE—AIR; A CONDUIT SHALL BE
INSTALLED FROM THE OUTLET INTO AN ACCESSIBLE
CEILING SPACE. PROVIDE BUSHINGS AT TOP OF WALL
AND TRANSITION TO J-HOOKS (WITHIN ROOM) OR
CABLE TRAY (AT CORRIDOR). CABLE IS NOT
PERMITTED TO BE LAYING ON CEILING. COMM WIRING
SHALL BE IN CONDUIT FOR ALL EXPOSED AREAS.
FREE AIR COMM WIRING TRANSITIONING FROM
ACCESSIBLE CEILINGS TO EXPOSED CEILINGS SHALL BE
IN CONDUIT THROUGHOUT THE EXPOSED AREA.
PROVIDE 12" (300mm) STUBS INTO THE EXPOSED
AREAS WITH BUSHINGS. CONDUIT SHALL NOT EXCEED
40% FILL.

UNLESS SPECIFICALLY NOTED AS "CABLING BY
OTHERS”, THE CONTRACTOR SHALL INCLUDE FOR ALL
CABLING TO DEVICES, OUTLETS, ETC AS SHOWN FOR A
COMPLETE AND FUNCTIONING SYSTEM(S).

CONTRACTOR IS TO MAINTAIN POWER AND
COMMUNICATION CIRCUITS IN AREAS OUTSIDE OF THE
CONSTRUCTION AREA. PROVIDE TEMPORARY
CONNECTIONS AS REQUIRED, COORDINATE WITH OWNER.

EQUIPMENT BEING REMOVED AND NOT BEING REUSED

REMAIN THE PROPERTY OF THE OWNER AND IS TO BE
STORED ON SITE. ANY EQUIPMENT THE OWNER DEEMS
NO INTEREST IN IS TO BE DISPOSED OF IN A LAWFUL
AND SAFE MANNER BY THIS TRADE.

CONTRACTOR IS TO REFER TO ARCHITECTURAL PLANS
AND CEILING LAYOUTS TO VERIFY THAT NO
INTERFERENCES EXIST PRIOR TO THE INSTALLATION OF
FIXTURES AND DEVICES IN WALLS AND CEILINGS.

DRAWING LIST

JIFFY POLE

120V HARDWIRE CONNECTION

208V, 19 HARDWIRE CONNECTION

208V, 3¢ HARDWIRE CONNECTION

600V, 3¢ HARDWIRE CONNECTION

JUNCTION BOX

HAND DRYER

2|z|=|o|o|®|e|z|a|e|ln| & | O @@Hml[]gm@;l

FLOOR BOX

SECURITY, ACCESS CONTROL, CCTV

AREA TYPE BREAK GLASS DETECTOR

SINGLE-PANE TYPE BREAK GLASS DETECTOR

DOOR CONTACT

ROLL-UP OR OVERHEAD DOOR DOOR
CONTACT

MOTION DETECTOR

PHOTO—ELECTRIC BEAM SOURCE

PHOTO—ELECTRIC BEAM REFLECTOR

SECURITY SYSTEM ALARM SIGNAL

VIDEO MONITORING CAMERA

POWER DOOR PUSH BUTTON OPERATOR

AUTOMATIC DOOR OPENER

CARD READER

ELECTRIC STRIKE

ELECTRIC LATCH RETRACTION

P | LIGHTING FIXTURE.
B—1—p |LIGHTING CIRCUITING NOTE. B-PANELBOARD LD.,
1-BRANCH CIRCUIT, 2—LOCAL (SWITCH) CIRCUIT.
hA SWITCH. SINGLE—POLE, SINGLE—THROW
ROOM CONTROLLER FOR LIGHTING CONTROLS
® CEILING MOUNTED OCCUPANCY SENSOR
9 WALL MOUNTED OCCUPANCY SENSOR
TYPICAL SWITCH NOTES. CIRCUITING:
B—PANELBOARD 1.D., 1—-BRANCH CIRCUIT,2—LOCAL
3 p—1-2| (SWITCH) CIRCUIT. XX—SUBSCRIPT(S): D-DIMMING,
P—PILOT LIGHT, 3—THREE WAY, 4—FOUR WAY,
0S—OCCUPANCY SENSOR, VS—VACANCY SENSOR
FIRE ALARM
PHOTOELECTRIC TYPE SMOKE DETECTOR
©), |PHOTOELECTRIC TYPE SMOKE DETECTOR WITH A
RELAY BASE.
PHOTOELECTRIC TYPE SMOKE ALARM, 120VAC
& WITH BATTERY BACKUP, INTERCONNECTED
AS SHOWN
®, |PHOTOELECTRIC TYPE DUCT SMOKE DETECTOR
®, |RATE OF RISE AND 57°C FIXED TEMPERATURE
HEAT DETECTOR
@, |92°C FIXED TEMPERATURE HEAT DETECTOR
MANUAL PULL STATION
ELECTRIC SUPERVISED VALVE
FLOW SWITCH
PRESSURE SWITCH
Fls | FIRE ALARM SIGNALLING APPLIANCE — BELL
H FIRE ALARM SIGNALLING APPLIANCE — HORN
X FIRE ALARM SIGNALLING APPLIANCE — STROBE

EMERGENCY PUSH BUTTON
PART OF CAMDEN EMERGENCY CALL KIT

FIRE ALARM SIGNALLING APPLIANCE
COMBINATION HORN AND STROBE
WALL/COLUMN MOUNT

ELECTRONIC KEY PAD

MAGNETIC LOCK

(2]

FIRE ALARM SIGNALLING APPLIANCE
COMBINATION HORN AND STROBE
CEILING MOUNT

OCCUPIED LIGHT
CAMDEN LED ANNUNCIATOR CM—AF-500

FIRE ALARM DOOR RELEASE DEVICE

PUSH TO RELEASE

FIRE ALARM SPEAKER — WALL/COLUMN MOUNT

PUSH TO LOCK
CAMDEN PUSHBUTTON CM-400/8

=]

FIRE ALARM SPEAKER — CEILING MOUNT

[ |[cded 0| K| [

FIRE FIGHTERS HANDSET

REQUEST TO EXIT

SCRAMBLE PAD

HANDS FREE SWITCH
CAMDEN SUREWAVE CM-324/3

[FAA] FIRE ALARM ANNUNCIATOR PANEL
[EACH FIRE ALARM CONTROL PANEL
Oco FIRE ALARM — CARBON MONOXIDE DETECTOR
OCO2 FIRE ALARM — CARBON DIOXIDE DETECTOR
SD/FD SMOKE OR FIRE DAMPER

CONNECT TO FIRE ALARM SYSTEM AND POWER

EO
E1

E2
E3

E4

ES

GENERAL NOTES, LEGEND AND DRAWING LIST
SPECIFICATIONS
SPECIFICATIONS

PART PLAN — DEMOLITION — POWER, SYSTEMS
AND LIGHTING

PART PLAN — PROPOSED — POWER, SYSTEMS
AND LIGHTING

DETAILS
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120/277 VAC DUAL LEVEL SINGLE CIRCUIT WIRING DIAGRAM

120/277 VAC BLACK BLUE
RED RED
GREEN LIGHTING FAN
LOAD 1 LOAD 2
GROUND

% 15 MIN 30 MIN

TIMEOUT TIMEOUT

SETTING SETTING

NEUTRAL

THREE—-WAY WIRING DIAGRAM:
LIGHTS WILL TURN OFF AUTOMATICALLY WHEN SENSOR THAT DETECTED MOTION LAST, TIMES OUT.

/1 UNIVERSAL WASHROOM EXHAUST FAN & LIGHTING CONTROL WIRING

\5-4/ SCALE: N.T.S.
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2\ PART PLAN — PROPOSED — LIGHTING

\Ey SCALE: 1:50

GENERAL NOTES:
A. THE FACILITY IS TO REMAIN IN OPERATION DURING THE

COURSE OF CONSTRUCTION. THE CONTRACTOR SHALL
INCLUDE FOR MAKING TEMPORARY CONNECTIONS AND
EXTENDING CONDUIT AND WIRE AS REQUIRED TO
FACILITATE RELOCATING AND REMOVING DEVICES. ALL
SERVICES ARE TO REMAIN OPERATIONAL. COORDINATE
ANY OUTAGES REQUIRED WITH THE OWNER IN WRITING A
WEEK IN ADVANCE OF THE WORK.

THE EXISTING IT CLOSET IS WITHIN THE DEMOLITION
SCOPE. PRIOR TO ANY DEMOLITION THE CONTRACTOR
SHALL WORK WITH THE OWNER AND INSTALL TEMPORARY
HOARDING TO SECTION OFF THE RACK AND KEEP IT FREE
OF DUST AND DEBRIS. PROVIDE ZIPPERED ENCLOSURES
AND SEAL AIR TIGHT. ACCESS TO THE RACK IS TO BE
AVAILABLE AT ALL TIMES SHOULD THE OWNER NEED
ACCESS TO IT. THE CONTRACTOR SHALL COORDINATE
THIS WORK WITH THE OWNERS IT REPRESENTATIVE.

EXISTING LIGHTING AND POWER CIRCUITS ARE TO BE
REUSED IN THE NEW LAYOUT.

PANIC BUTTON

ELECTRICAL CONTRACTOR SHALL ENGAGE DUPONT
SECURITY TO SUPPLY AND INSTALL WIRELESS PANIC
BUTTON AT NEW WORK STATION AS SHOWN.

C/W WIRELESS TRANSMITTER AND AUDIBLE AND VISUAL
NOTIFICATION DEVICE, LOCATE IN SECURITY OFFICE (OR
AS DIRECTED BY CLIENT). CONTRACTOR SHALL CARRY A
CASH ALLOWANCE TO COMPLETE THIS WORK.
COORDINATE DEVICE LOCATIONS WITH ELECTRICAL
CONTRACTOR ELECTRICAL ROUGH—INS SECURITY VENDOR
AND ARCHITECTURAL MILL WORK DRAWINGS FOR
PUSHBUTTON LOCATION.

SLIDING DOOR POWER SUPPLY:

SUPPLY AND INSTALL ONE (1)15A, 120V CIRCUIT
COMPLETE WITH WIRING AND CONDUIT (2C#12+GRD IN
21mm EMT) AT THIS LOCATION FOR SLIDING DOOR
OPERATOR. INCLUDING ONE (1) SINGLE POLE 15A BRANCH
BREAKER IN EXISTING ELECTRICAL PANEL BOARD "DP-L”
BRANCH POSITION #20 LOCATED IN ELECTRICAL ROOM.
DOOR OPERATOR AND ALL WIRING TERMINATIONS AND
CONTROLS SUPPLIED AND INSTALLED AND WIRED BY
DOOR VENDOR /INSTALLER.

DRAWING NOTES (CONTD):
(D DOOR_OPERATOR POWER SUPPLY:.

SUPPLY AND INSTALL TWO (2) 15A, 120V CIRCUITS
COMPLETE WITH WIRING AND CONDUIT (2C#12+GRD IN
21mm EMT) ONE EACH AT THESE TWO LOCATIONS AND
INCLUDING TWO (2) SINGLE POLE 15A BRANCH BREAKERS
IN EXISTING ELECTRICAL PANEL BOARD "DP—L" LOCATED
IN ELECTRICAL ROOM.

UNIVERSAL WASHROOM LIGHTING AND POWER:
SUPPLY AND INSTALL ONE (1)15A, 120V CIRCUIT

@ COMPLETE WITH WIRING AND CONDUIT (2C#12+GRD IN

21mm EMT) AT THIS LOCATION INCLUDING ONE (1)
SINGLE POLE 15A BRANCH BREAKER IN EXISTING
ELECTRICAL PANEL BOARD "DP—L" LOCATED IN
ELECTRICAL ROOM. WIRE TO NEW COMBINATION LIGHT
SWITCH FAN SWITCH.

@ UNIVERSAL WASHROOM HAND DRYER:

SUPPLY AND INSTALL ONE (1)20A, 120V CIRCUIT
COMPLETE WITH WIRING AND CONDUIT (2C#12+GRD IN
21mm EMT) AT THIS LOCATION INCLUDING ONE (1)
SINGLE POLE 20A BRANCH BREAKER IN EXISTING
ELECTRICAL PANEL BOARD "DP—L” LOCATED IN
ELECTRICAL ROOM, WIRE TO NEW HAND DRYER.

PHOTOCOPIER:

SUPPLY AND INSTALL ONE (1)20A, 120V CIRCUIT
COMPLETE WITH WIRING AND CONDUIT (2C#12+GRD IN
21imm EMT) AND ONE NEW RJ45 DATA DROP AT THIS
LOCATION FOR RELOCATED PHOTOCOPIER INCLUDING ONE

(1) SINGLE POLE 20A BRANCH BREAKER IN EXISTING
ELECTRICAL. RUN CAT6A DATA CABLE FROM DATA DROP
TO SERVER ROOM TO SERVER ROOM

NEW DATA OUTLET

SUPPLY AND INSTALL ONE NEW COMPUTER/DATA OUTLET
AT THIS LOCATION C/W BACK BOX, RJ45 JACK, COVER
PLATE AND CAT6A DATA CABLE. RUN CAT6A DATA
CABLE FROM DATA DROP TO SERVER ROOM DATA RACK

DRAWING NOTES:

THE EXISTING IT CLOSET IS WITHIN THE DEMOLITION
SCOPE. THE CONTRACTOR SHALL WORK WITH THE
OWNER AND INSTALL TEMPORARY HOARDING TO SECTION
OFF THE RACK AND KEEP IT FREE OF DUST AND DEBRIS.
PROVIDE ZIPPERED ENCLOSURES AND SEAL AIR TIGHT.
ACCESS TO THE RACK IS TO BE AVAILABLE AT ALL
TIMES SHOULD THE OWNER NEED ACCESS TO IT. THE
CONTRACTOR SHALL COORDINATE THIS WORK WITH THE
OWNERS IT REPRESENTATIVE.

EXISTING SECURITY CAMERA TO BE REINSTALLED.
COORDINATE LOCATION ON SITE WITH OWNER AND
ADJUST VIEWING ANGLE TO SUIT OWNERS PREFERENCE.

@EXISTING SECURITY DOOR DEVICES TO BE RELOCATED

AND REINSTALLED AT THIS NEW LOCATION. REWORK
WIRING AS REQUIRED AND EXTEND CONDUIT TO SUIT NEW
LOCATIONS. COORDINATE WORK WITH THE OWNERS
ACCESS CONTROL VENDOR FOR TERMINATING IN EXISTING
SECURITY HEAD END EQUIPMENT. SEE DETAIL DWG

®REINSTALL FIRE ALARM DEVICES. DEVICES ARE TO BE

RECESSED INTO THE WALL. THE CONTRACTOR IS TO
INCLUDE FOR TESTING AND VERIFICATION OF EVERY
DEVICE ON ANY LOOP THAT IS MODIFIED AS PART OF
THIS PROJECT. PROVIDE A TESTING REPORT AS PART
OF THE MANUALS AT PROJECT CLOSEOUT.

@EXISTING PUSHBUTTONS TO BE RELOCATED TO NEW WALL.

EXTEND EXISTING CONDUIT AND WIRE AS REQUIRED TO
NEW LOCATION. COORDINATE EXACT LOCATION ON SITE
WITH THE OWNER AND WORK STATION LAYOUT AT TIME
OF ROUGH-IN.

NN N NN NN
(&) PROVIDE NEW SURFACE MOUNTED BACK BOX AND RUN

(

CONDUIT CONCEALED IN INTERIOR WALLS AND
CEILINGS,AND ROUTE CONDUIT THROUGH BUILDING TO
CONNECT TO THE NEW DOOR OPERATOR. DRILL THROUGH
EXTERIOR MASONRY WALL TO PROVIDE CONDUIT NIPPLE
OR RACEWAY FOR DOOR OPERATOR WIRING. COORDINATE

\__ WTH DOOR HARDWARE INSTALLER PRIOR TO ROUGH-—IN.

EXISTING PHONE TO REMAIN. PROTECT FROM POSSIBLE
DAMAGE REWORK CONDUIT AND WIRE AS REQUIRE TO
FACILITATE WORK BY OTHERS IN THE AREA.

NEW EXHAUST FAN TO BE CONNECTED WITH THE
LIGHTING IN THE BATHROOM WITH A NEW DUEL RELAY
OCCUPANCY SENSOR. UTILIZE THE SECOND RELAY OF
THE OCCUPANCY SENSOR FOR THE FAN CONTROL.
RELAY 1 SHALL BE FOR THE LIGHTING CONTROL.
COORDINATE FAN AND LIGHTING TIMEOUT SETTINGS WITH
THE OWNER AND ADJUST TO SUIT.

REFER TO WIRING DETAIL—1 (THIS DRAWING).

@PROVIDE NEW LED HEADS FOR EMERGENCY LIGHTING.
CONNECT LIGHTING TO EXISTING BATTERY PACK IN THE
ELECTRICAL ROOM. EXTEND EXISTING DC WIRES AS
REQUIRED. TEST SYSTEM AT COMPLETION AND PROVIDE
REPORT WITH RUN TIME AND REMAINING WATTAGE
AVAILABLE ON THE BATTERY.

SUPPLY AND INSTALL ONE NEW CEILING MOUNT FIRE
ALARM SMOKE DETECTOR IN RENOVATED IT ROOM,
COMPATIBLE WITH EXISTING MIRCOM FIRE ALARM SYSTEM.
CONTRACTOR TO INCLUDE FOR TESTING AND VERIFICATION
OF NEW DEVICE ON ANY LOOP THAT IS MODIFIED AS
PART OF THIS PRO ROVIDE A TESTING REPORT AS

AND TERMINATE TO PATCH PANEL.

EXISTING WALL MOUNTED PHONE NEW LOCATION, RE—USE
EXISTING MOUNTING WALL BRACKET IF PRACTICAL
OTHERWISE PROVIDE NEW WALL BRACKET. CONTRACTOR
TO SUPPLY AND INSTALL NEW BACK BOX C/W RJ11
PHONE JACK AND WIRING TO THIS LOCATION, RUN WIRING
TO IT SERVER ROOM, TELEPHONE PUNCH DOWN BOARD
OR IF VOIP TO DATA RACK.TERMINATE BOTH ENDS TO
RESTORE PHONE TO GOOD WORKING ORDER.

CONTRACTOR SHALL RECORD AND RE-USE ANY/ALL
CIRCUITS MADE AVAILABLE IN DEMOLITION PHASE AND
RE—PURPOSE THESE CIRCUITS TO ACCOMMODATE NEW
RECEPTACLES, LIGHTING CIRCUITS, OR POWER SUPPLIES
TO NEW EQUIPMENT. CONTRACTOR SHALL REVISE AND
UPDATE PANEL BOARD SCHEDULES TO REFLECT THERE
CORRESPONDING BRANCH BREAKERS ACCORDINGLY.

NN NN NN N N NN

SUPPLY AND INSTALL TWO 36" LONG TYPE "D” LED
STRIP LIGHTING FIXTURES SURFACE MOUNTED TO UNDER
SIDE OF MILLWORK (REFER TO DESK DETAIL #6 ON
ARCHITECTURAL DRAWING A2.3) WIRE TO EXISTING LIGHT
CIRCUIT IN LOBBY C/W SEPARATE WALL CONTROL

\__ ROCKER SWITCH FOR INDEPENDANT LIGHT CONTROL. )

) % % % P . .
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SEE OTHER DRAWINGS

/ 1\ KEY PLAN

DEMOLITION NOTES

Note Number

REMOVE THE FOLLOWING:

1

INTERIOR G.W.B. PARTITION

PLUMBING FIXTURES

WOOD DOOR & FRAME AND RELATED

COUNTER TOP H.M. FRAME AND GLAZING

COUNTER AND SUPPORTING G.W.B. WALL CONST.

WALL TILE AND G.W.B.

SUSP. A.P. CEILING

CERAMIC TILE FLOORING

OO N OB W|IN

CARPET TILE FLOORING

CARD READER - HOLD TO SALVAGE

ALUM. DOOR AND FRAME AND RELATED

FABRIC WALL FINISH

WHITEBOARD / TACKBOARD - HOLD TO SALVAGE

WALL MOUNTED MONITOR - HOLD TO SALVAGE

GENERAL NOTES
. INSTALL NEW PARTITIONS TO U/S OF EXISTING STRUCTURE ABOVE SUSPENDED G.W.B. OR A.P. CEILING AS
APPLICABLE.

MAKE GOOD EXISTING SURFACES AT ITEMS REMOVED, MODIFIED OR DISTURBED.

NEW DIMENSIONS ARE TO NEW STUD FRAMING AND EXISTING SURFACE

REMOVE EXISTING CARD READER AT EXT WALL. BEING REMOVED AND HOLD TO SALVAGE

REMOVE EXISTING WINDOW INTERCOM AT EXT WALL. HOLD TO BE SALVAGE

FIRE SAFETY EQUIPEMENT ON CEILING AND WALL TO REMOVE AND RETURN TO OWNER

SECURITY EQUIPMENT ON CEILING AND WALL TO BE REMOVE AND RETURN TO OWNER

LOCK SETS AND DOOR HANDLES EXCLUDING HINGES TO BE BY OTHERS

REFER TO MANUFACTURE STANDARD METAL HARDWARE FOR MODEL NUMBER K10A FOR KICK PLATE TYPE.
REFER TO MANUFACTURE ASSA ABLOY MODEL NUMBER HES 1006CLB FOR ELECTICAL STRIKE TYPE.

REFER TO MANUFACTURE IVES MODEL NUMBER 5BB1 FOR DOOR HINGE TYPE.

REFER TO MANUFACTURE STANDARD METAL HARDWARE FOR MODEL NUMBER 3015-2 FOR DOOR PULL TYPE.
REFER TO MANUFACTURE STANDARD METAL HARDWARE FOR MODEL NUMBER 6034-2 FOR DOOR PUSH BAR TYPE
REFER TO MANUFACTURE LCN FOR MODEL NUMBER 4040XP FOR DOOR CLOSER TYPE.

PDO BUTTON TO BE LOCATED MIN 2' FROM ACTIVATED DOOR

\W 1:200

GENERAL DEMOLITION NOTES

. ITEMS TO BE REMOVED SHOWN WITH DOTTED LINES.

. REFER ALSO TO DEMOLITION NOTES.

. DEMOLITION CONTRACTOR TO REVIEW THIS DRAWING IN CONJUNCTION WITH
ALL OTHER CONTRACT DOCUMENTS TO DETERMINE EXTENT OF DEMOLITION.

. REPORT DISCOVERY OF HAZARDOUS SUBSTANCES TO OWNER IMMEDIATELY
UPON DISCOVERY.

. OWNER IS TO PROPERLY REMOVE AND DISPOSE ALL DESIGNATED SUBSTANCES.

. SITE VERIFY EXIST'G CONSTRUCTION.

. OWNER TO REMOVE ALL LOOSE FURNITURE, EQUIPMENT, WALL MOUNTED
DISPLAYS / INSTRUCTION / NOTICES AND THE LIKE TO BE SALVAGED.

. VERIFY PARTITIONS INDICATED TO BE REMOVED ARE NOT LOAD BEARING.

. THE CONTRACTOR IS RESPONSIBLE FOR HOARDING THE RENOVATION AREA TO

PROTECT THE REMAINDER OF THE BUILDING FROM CONSTRUCTION DUST AND
DEBRIS FOR THE DURATION OF THE PROJECT.

GENERAL NOTES TO DOOR AND FRAME SCHEDULE

. READ THESE NOTES IN CONJUNCTION WITH THE DRAWINGS AND THE DOOR AND FRAME SCHEDULE.

. DOOR OPENINGS NUMBERED ON PLANS ARE THOSE WHERE PHYSICAL WORK (OTHER THAN PAINTING) IS BEING
DONE. THIS PHYSICAL WORK MAY CONSIST OF REPAIR, REPLACEMENT, ALTERATIONS, REMOVAL, OR FITTING OF
NEW HARDWARE TO EITHER THE DOOR, OR TO THE FRAME.

. ALL GLASS IN DOORS AND SIDELIGHTS AND SCREENS IS TRANSPARENT, TEMPERED AND UNWIRED UNLESS

OTHERWISE INDICATED.

ALL DOORS 1% UNLESS OTHERWISE INDICATED.

ALL DOORS TO BE SOLID CORE UNLESS OTHERWISE NOTED.

101XA DOOR NUMBERS IN RECTANGLES ARE EXTERIOR DOORS.

INSTALL NEW DOORS AND FRAMES AT EXISTING OR MODIFIED OPENINGS TO SUIT OPENING

GENERAL NOTES TO ROOM FINISH SCHEDULE

. READ THESE NOTES IN CONJUNCTION WITH THE DRAWINGS AND THE ROOM FINISH SCHEDULE.

. THE FOLLOWING NOTES EXCLUDE MECHANICAL AND ELECTRICAL: SEE MECHANICAL AND
ELECTRICAL DRAWINGS FOR INFORMATION ON THOSE TRADES.

. A NUMBER IS ASSIGNED TO ALL ROOMS IN WHICH ARCHITECTURAL WORK IS TO TAKE PLACE.

. NUMBERED ROOMS ON PLANS ARE THOSE WHERE ALTERATIONS, NEW WORK, MAKING GOOD, OR
ALL THREE ARE PORPOSED. SEE ROOM SCHEDULE FOR DETAILS.

. NUMBERED ROOMS APPEARING ON THE ROOM FINISH SCHEDULE WILL RECEIVE SIGNIFICANT WORK

NUMBERED ROOMS NOT APPEARING ON THE ROOM SCHEDULE SHALL GENERALLY RECEIVE MINOR
PATCHING OF EXISTING SURFACES, MAKING GOOD AT OPENINGS FILLED, OR CREATED.

. ALL PAINTABLE SURFACES, INCLUDING - BUT NOT LIMITED TO: EXPOSED DUCTS, CONDUIT, GRILLS,
LOUVRES AND THE LIKE, IN ALL ROOMS INDICATED IN THIS SCHEDULE TO RECEIVE A FINISH. PAINT,
PLASTIC COATING, WALL VINYL, OR WALLPAPER, WHERE SPECIFICALLY INDICATED UNLESS
OTHERWISE NOTED.

. APPLY SCHEDULED FINISHES TO ALL APPLICABLE SURFACES IN THE ROOM IN WHICH THEY ARE
INDICATED. WALL SURFACES NOT SHOWN IN ELEVATION ARE TO RECEIVE SCHEDULED FINISHES.
. WHERE ROOM FINISH SCHEDULE CALLS FOR BOTH EXISTING AND NEW MATERIALS, DRAWINGS

INDICATE THE EXTENT OF THE NEW MATERIALS. INDICATION OF A ROOM FINISH ON THIS SCHEDULE
AS "EXISTING" DOES NOT PRECLUDE FILLING, PATCHING, OR "MAKING GOOD" OF THIS SURFACE.
EVERY ATTEMPT HAS BEEN MADE TO INDICATE LARGE PATCHED AND FILLED AREAS ON DRAWINGS.

. ALL WALL BASE 4" HIGH, UNLESS OTHERWISE INDICATED.

. ALL NEW PARTITIONS IN FALSE-CEILINGED SPACES TO BE CARRIED UP TO THE UNDERSIDE OF FIRM
STRUCTURE ABOVE. EXTEND G.W.B. TO 8" ABOVE CEILINGS. DRYWALL ABOVE CEILING LINE TO
HAVE JOINTS TAPED. NO FILLING, SANDING, OR PAINTING REQUIRED.

. STUD BRACE STRUCTURE OF NON-RATED WALLS AND PARTITIONS UP TO THE STRUCTURE OVER,
EXCEPT WHERE SPECIFICALLY INDICATED, AT RATED OR SOUND-SENSITIVE AREAS. CARRY GWB
AND BATTS TO 8" ABOVE CEILING.

. USE SHADOW MOLD TRIM DETAIL AT ALL NEW CEILING-WALL AND CEILING-BULKHEAD
INTERSECTIONS UNLESS OTHERWISE NOTED.

. ALL STUD PARTITIONS: CARRY UP TO UNDERSIDE OF FIRM STRUCTURE OVER, FACE TWO SIDES
WITH G.W.B., INSTALL SOUND INSULATION IN STUD SPACE.

. ALL GLASS CLEAR, LAMINATED AND TEMPERED UNLESS OTHERWISE NOTED.
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CRIMINAL INVESTIGATION

4990

GENERAL OFFICE

JANITOR

DET. COMMANDER

ENLARGE DEMO FLOOR PLAN

A,

NORTH

11

1:50

INSTALL NEW FLOOR TO MATCH EXSTING AT ROOM 105.

ALIGN NEW PARTITION WITH EXISTING WALL RETURN.
MAKE GOOD NEW WALL TO EXISTING WALL.

1500 * |

INSTALL WALL BRACING IN STUD
SPACE FOR FUTURE CHANGE TABLE.
REFER TO TYPICAL DETAIL. SEE
DETAIL 2 ON DWG. A2.3.

1407 '\

FUTURE
FOLD DOWN CHANGE TABLE |

— TYPICAL NEW INT. PARTITION

16mm G.W.B. BOTH SIDES

92mm OR 150mm STL. STUDS @ 400mm O.C.
(AS DIMN'D) TO U/S EXISTING STRUCTURE.
FILL WALL WITH SOUND INSULATION.
PROVIDE WOOD BLOCKING IN TRUSS SPACE
AS REQUIRED TO SECURE TOP OF WALL.

ALIGN NEW G.W.B. PARTITIONS WITH

EXISTING PARTITION. STORAGE/IT

ROOM

105

2500mm TURN CIRCLE SHOWN DOTTED.
TYPICAL. CRIMINAL INVESTIGATION
107

SAW CUT AND REMOVE EXISTING CAST
CONCRETE SLAB ON GRADE TO INSTALL
NEW MECHANICAL SERVICES.

MAKE GOOD DISTRUBED SLAB.

REFER TO SLAB REINSTATEMENT DETAIL
AND MECH DRAWINGS.

6677

INSTALL SALVAGED MONITOR AND WALL MOUNT.
COORDINATE LOCATION WITH OWNER

MAKE GOOD CAST CONCRETE FLOOR AT
REMOVED W.C. AND REMOVED BELOW

REQUIRED CLEAR FLOOR SPACE SHOWN DOTTED.

SLAB SERVICES. SEE ALSO MECH. DWGS.

92 17

INSTALL NEW 16mm G.W.B. AT EXIST'G
STUD FRAMED EXT. WALL WHERE
G.W.B. IS INDICATED TO BE REMOVED.

TYPICAL.
WALL MTD. GRAB BARS. NEW PROPOSED LOCATION
REFER TO TYPICAL DETAILS. OF CCTV SPLIT MONITOR

n

l y |
O

‘¥INSTALL STUD FRAMING AND 16mm G.W.B.

TO MAKE GOOD WALL. MAKE GOOD
DISTURBED FINISHES.

B.B. HEATER - REFER TO
ELECTRICAL DRAWINGS.

CARD READER (C.R.)

GENERAL OFFICE

/‘\ 106
1

WALL MOUNTED PHONE
ALIGN FACE OF FRAME WITH CORNER

W INTERVIEW ROOM
112

OF WALL. 5 /<
REMOVE EXIST'G WALL FIN. TO

INSTALL NEW WOOD BLOCKING FOR
INSTALLATION OF NEW SLIDING DOOR
AND FRAME. MAKE GOOD DISTURBED
WALL.

4353

2693 +

101

NEW H.M. FRAME WITH
LAMINATED TEMPERED DET. COMMANDER
GLAZING. 116

INSTALL NEW PREFIN. ALUMINUM DOOR —_ NG
AND FRAME TO SUIT EXISTING WALL PDO ™\ 1432 + |,
OPENING. INSTALL EXPANDING FOAM 1

//
1625 + 92

NEW WOOD BENCH.

INSUL. AT SHIM SPACE AND INSTALL

CONTINUOUS INT. AND EXT. PERIMETER

CAULK TO MATCH FRAME.

@ PDO

WALL LEGEND

[ NEW
| | EXISTING

DEMOLISH

ALING TYICAL NEW INT.
PARTITION WITH EXISTING
WALL OPENING.

JANITOR
118

A,

NORTH

m ENLARGE FLOOR PLAN

7 1:50
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I~ AS
YT VYT YV YT YT YT O VEBoR AND FRAME SCHEDOLE. Y . VT YT YT YT Yy v A NG LEGEND PROVIDE DBL. STUDS (@ BEARING OF 0 ASSog,
: : -_ 2X10 WD. WALL REINFORCEMENT Ky - RN
Door Details Frame Details _ SUSPENDED G.W.B e O
Fire Kick Electrical Door Power Door AT A TaOs e s e e TYPICAL STUD PARTITION @) f\RCHITECTS Z
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