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OBC MATRIX
Name of Practice:     David Carter Architects Inc.
                                  Certificate of Practice Number: 5207
                                   303 - 688 Richmond Street West, Toronto, ON M6J 1C5
                                  T: 416.977.6300

Name of Project:       CAMPBELLFORD MEMORIAL HOSPITAL - NEW ELECTRICAL ROOM ADDITION

Location:                   146 OLIVER ROAD, CAMPBELLFORD, ON K0L 1L0

Item Ontario Building Code
Data Matrix Parts 3 or 9

Building Code Reference
References are to Division B unless noted [A] for
Division A or [C] for Division C.

1
Project Description:   ¨ New          þ Alteration
                                   þ Addition    ¨ Change of Use

þ Part 11 þ Part 3 ¨ Part 9

11.1 to 11.4 1.1.2.[A] 1.1.2.[A] & 9.10.1.3.

2 Major Occupancy(s): CARE AND TREATMENT - GROUP B, DIVISION 2 3.1.2.1.(1) 9.10.2.

3 Building Area (m²):   Existing: UNCHANGED   New: UNCHANGED   Total: UNCHANGED 1.4.1.2.[A] 1.4.1.2.[A]

4 Gross Area (m²):        Existing: ± 3 262    New: 48.50     Total: ± 3 310.50 1.4.1.2.[A] 1.4.1.2.[A]

5 Number of Storeys:    Above grade: 2            Below grade: 2 1.4.1.2.[A], 3.2.1.1. 1.4.1.2.[A] & 9.10.4

6 Number of Streets/ Fire Fighter Access: EXISTING - NO CHANGE 3.2.2.10. & 3.2.5. 9.10.20.

7 Building Classification: GROUP B, DIVISION 2 or DIVISION 3, ANY HEIGHT, ANY AREA, SPRINKLERED 3.2.2.38. 9.10.2.

8

Sprinkler System Proposed:               ¨ Entire building
UNCHANGED                                     þ Selected compartments
                                                            ¨ Selected floor areas
                                                            ¨ Basement
                                                            ¨ In lieu of roof rating
                                                            ¨ Not required

3.2.2.20. - .83
3.2.1.5.
3.2.2.17.
Index

9.10.8.2.

Index

9 Standpipe required: UNCHANGED      þ Yes     ¨ No 3.2.9. N/A

10 Fire Alarm required: UNCHANGED      þ Yes     ¨ No 3.2.4. 9.10.18.

11 Water Service/ Supply is Adequate:   þ Yes     ¨ No 3.2.5.7. N/A

12 High Building:                                     ¨  Yes    þ  No 3.2.6. N/A

13

Construction Restrictions:  ¨ Combustible permitted
                                            þ Non-combustible required
                                            ¨ Both

Actual Construction:           ¨ Combustible
                                            þ Non-combustible
                                            ¨ Both

3.2.2.20 - .83 9.10.6.

14 Mezzanine(s) Area (m²):     UNCHANGED 3.2.1.1.(3) - (8) 9.10.4.1.

15

Occupant load based on:  ¨ m²/ person    þ design of building

     Occupancy: UNCHANGED     Load: UNCHANGED persons

3.1.17. 9.9.1.3.

16 Barrier-free Design:            þ Yes     ¨ No (explain) BBBBBBBBBBBBBBBBBBB 3.8. 9.5.2.

17 Hazardous Substances:     ¨ Yes     þ No 3.3.1.2. & 3.3.1.19. 9.10.1.3.(4)

18
Required Fire

Resistance Rating
(FRR)

Horizontal Assemblies FRR (hours)
Listed Design no. or
Description (SG-2)

3.2.2.20. - .83
3.2.1.4.

9.10.8.
9.10.9.

Floors:         2 hours

Roof:            0 hours

Mezzanine:  2 hours

FRR of Supporting Members
Listed Design no. or
Description (SG-2)

Floors:         2 hours

Roof:            0 hours

Mezzanine:  2 hours

19

Spatial Separation - Construction of Exterior Walls 3.2.3. 9.10.14.

Wall
Area of

EBF (m²)
L.D. (m) L/H or H/L

Permitted
Max. % of
Openings

Proposed
% of

Openings

FRR
(hours)

Listed
Design or

Description

Comb.
Constr.

Comb.
Constr.

Noncomb.
Cladding

Noncomb.
Constr.

North

South

East

West

20

Plumbing Fixture Requirements

Male/Female Count @ B50BB% / B50BB%, except as noted otherwise. Building Code Reference
¨ Part 3 ¨ Part 9

Occupant
Load

BC Table
Number

Fixtures
Required

Fixtures
Provided

Basement: Occupancy: BBBBBB

                  Occupancy: BBBBBB

1st Floor:   Occupancy: BBBBBB

                  Occupancy: BBBBBB

2nd Floor:  Occupancy: BBBBBB

                  Occupancy: BBBBBB

3rd Floor:  Occupancy: BBBBBB

                  Occupancy: BBBBBB
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DRAWING LIST
DRAWING NO. TITLE

A-000 COVER PAGE

SP-1 OVERALL SITE PLAN

SP-2 PARTIAL SITE PLAN & DETAILS

A-001 PARTIAL FLOOR PLANS

A-002 ROOF PLAN

A-003 PARTIAL ELEVATIONS

A-004 BUILDING SECTIONS

A-005 DETAILS

A-006 DETAILS

A-007 DETAILS

A-008 SCHEDULES
BUILDING CODE REVIEW
SCALE: NTSA-000
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PROJECT NAME: CAMPBELLFORD MEMORIAL HOSPITAL - NEW ELECTRICAL ROOM ADDITION
LOCATION:          146 OLIVER ROAD, CAMPBELLFORD, ON K0L 1L0

PROJECT DESCRIPTION:
NEW 3RD LEVEL ELECTRICAL ROOM ADDITION TO EXISTING 2 STOREY ELECTRICAL ROOM AND INSTALL A NEW ENCLOSED GENERATOR AT
EXISTING PARKING AREA

BACKGROUND:
· MAJOR OCCUPANCY - EXISTING: CARE AND TREATMENT - GROUP B, DIVISION 2
· MAJOR OCCUPANCY - PROPOSED: NO CHANGE
· BUILDING AREA - EXISTING: NO CHANGE
· BUILDING AREA - PROPOSED: N/A
· TYPE OF CONSTRUCTION - EXISTING:  NON-COMBUSTIBLE
· TYPE OF CONSTRUCTION - ALLOWED:  NON-COMBUSTIBLE
· SPRINKLERS & ALARMS: NO CHANGE

APPLICABLE PARTS:
· PART 3
· PART 11

BUILDING CODE REVIEW
ACT ACOUSTIC CEILING TILE
AFF ABOVE FINISHED FLOOR
AL ALUMINUM
ARCH ARCHITECTURE
BLK BLOCK
BLKD BULKHEAD
CB CATCH BASIN
CG CORNER GUARD
CLG CEILING
CLR CLEAR
COL COLUMN
C/W COMPLETE WITH
CONC CONCRETE
CJ CONSTRUCTION JOINT
CONT CONTINUOUS
DP DEEP
DIA DIAMETER
DIM DIMENSION
DR DOOR
DWG(S) DRAWING(S)
EA EACH
ELEC ELECTRICAL
EQ EQUAL
EXP JT EXPANSION JOINT
EXT EXTERIOR
FIN FINISH
FRR FIRE RESISTANCE RATING/ RATED
FL FLOOR
FD FLOOR DRAIN
FTG FOOTING
FDN FOUNDATION
GA GAUGE
GALV GALVANIZED
GL GLASS
GF GROUND FLOOR
GYP BD GYPSUM BOARD
GWB GYPSUM WALL BOARD
HDW HARDWARE
HT HEIGHT
HC HOLLOW CORE
HM HOLLOW METAL
HOR HORIZONTAL
HYD HYDRANT
INS INSULATION
JT JOINT
LG LONG
LS LIGHT STANDARD
MAX MAXIMUM
MECH MECHANICAL
MET METAL
MET DK METAL DECK
MIN MINIMUM
MPa MEGAPASCAL
MWP MEMBRANE WATERPROOFING
NIC NOT IN CONTRACT
NOM NOMINAL
NTS NOT TO SCALE
OBC 2012 ONTARIO BUILDING CODE
OC ON CENTER
O/H OVERHEAD
OHSA ONTARIO OCCUPATIONAL HEALTH &

SAFETY ACT
OPR OPERATOR
OWSJ OPEN WEB STEEL JOIST
PT PAINT
PLAM PLASTIC LAMINATE
PL PLATE
PLY PLYWOOD
PVC POLYVINYL CHLORIDE
PCT PORCELAIN CERAMIC TILE
PCC PRECAST CONCRETE
RCP REFLECTED CEILING PLAN
PRFL PROFILE
R RADIUS
RCPT RECEPTACLE
REF REFER TO
REQD REQUIRED
RQMT(S) REQUIREMENT(S)
RM ROOM
RD ROOF DRAIN
RO ROUGH OPENING
RWL RAINWATER LEADER
SECT SECTION
SL SLIDING
STC SOUND TRANSMISSION CLASS
SPEC SPECIFICATION
SS STAINLESS STEEL
STD STANDARD
STL STEEL
STL PL STEEL PLATE
STR STRUCTURE/ STRUCTURAL
TEL TELEPHONE
THK THICK
THR THRESHOLD
TOS TOP OF SLAB (ELEVATION)
TYP TYPICAL
U/G UNDERGROUND
U/S UNDERSIDE
UOS UNLESS OTHERWISE SPECIFIED
UR URINAL
VERT VERTICAL
WR WASHROOM
WC WATER CLOSET
WP WATERPROOFING
WD WOOD

ABBREVIATIONS

SITE STATISTICS & ZONING
SCALE: NTSA-000

6ABBREVIATIONS
SCALE: NTSA-000
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LOCATION PLAN
SCALE: NTSA-000
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ZONING REVIEW & SITE STATISTICS
- ADDRESS:                               146 OLIVER ROAD, CAMPBELLFORD, ON K0L 1L0
- BUILDING DESCRIPTION:       EXISTING UNCHANGED: CARE AND TREATMENT - GROUP B, DIVISION 2
- ZONING BY-LAW(S):               EXISTING UNCHANGED
- ZONING DESIGNATION:         EXISTING UNCHANGED
- PERMITTED USES INCLUDE: EXISTING UNCHANGED
- EXCEPTIONS:                          EXISTING UNCHANGED

REQUIRED/ ALLOWED EXISTING PROPOSED CHANGE
1. LOT

    LOT AREA UNCHANGED UNCHANGED - UNCHANGED

    LOT COVERAGE UNCHANGED UNCHANGED - UNCHANGED

    LOT FRONTAGE UNCHANGED UNCHANGED - UNCHANGED

2. SETBACKS

    FRONT UNCHANGED UNCHANGED - UNCHANGED

    REAR UNCHANGED UNCHANGED - UNCHANGED

    SIDE UNCHANGED UNCHANGED - UNCHANGED

    SIDE UNCHANGED UNCHANGED - UNCHANGED

3. COVERAGE BREAKDOWN

    LANDSCAPING - SOFT UNCHANGED UNCHANGED UNCHANGED

    LANDSCAPING - HARD UNCHANGED UNCHANGED UNCHANGED

    BUILDING UNCHANGED UNCHANGED UNCHANGED

    DRIVEWAYS & PAVEMENT UNCHANGED UNCHANGED UNCHANGED

    TOTAL (LOT AREA) UNCHANGED UNCHANGED UNCHANGED

4. BUILDING

    HEIGHT

    DEPTH

    STOREYS (ABOVE & BELOW GROUND) UNCHANGED UNCHANGED - UNCHANGED

    BUILDING AREA UNCHANGED UNCHANGED - UNCHANGED

    AREA OF ANCILLARY STRUCTURES UNCHANGED UNCHANGED - UNCHANGED

5. GROSS FLOOR AREA (GFA) UNCHANGED UNCHANGED - UNCHANGED

6. FLOOR SPACE INDEX (FSI) UNCHANGED UNCHANGED - UNCHANGED

7. PARKING - VEHICLES

    STANDARD UNCHANGED UNCHANGED LESS 3 SPACES LESS 3 SPACES

    BARRIER-FREE UNCHANGED UNCHANGED - UNCHANGED

    LOADING UNCHANGED UNCHANGED - UNCHANGED

    TOTAL UNCHANGED UNCHANGED - UNCHANGED

8. PARKING - BICYCLES

    HORIZONTAL UNCHANGED UNCHANGED - UNCHANGED

    VERTICAL UNCHANGED UNCHANGED - UNCHANGED

    TOTAL UNCHANGED UNCHANGED - UNCHANGED

9. LANDSCAPED BUFFER

    FRONT UNCHANGED UNCHANGED - UNCHANGED

    REAR UNCHANGED UNCHANGED - UNCHANGED

    SIDE UNCHANGED UNCHANGED - UNCHANGED

    SIDE UNCHANGED UNCHANGED - UNCHANGED

10. GREEN ROOF

    BUILDING ROOF AREA N/A N/A - N/A

    GREEN ROOF AREA N/A N/A - N/A

    % GREEN ROOF N/A N/A - N/A

NOTES:
¹ [-]
² [-]
³ [-]

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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A-000

COVER PAGE

EXISTING TO REMAIN - UNCHANGED

EXISTING TO REMAIN - UNCHANGED

AREA OF WORK - UNDER
THIS CONTRACT.

EXISTING NON-SPRINKLERED
BUILDING, TO REMAIN - NIC.

EXISTING SPRINKLERED
BUILDING, TO REMAIN - NIC.

OBC - PART 11 MATRIX
SCALE: NTSA-000

3



1
SP-2

EXISTING 7 PARKING

SPACES, TO REMAIN.

EXISTING UNDERGROUND
HYDRO LINES, TO REMAIN.

TYPICAL GUARDRAIL:
EXISTING GUARDRAIL TO BE REMOVED & REPLACED.
REFER TO DRAWING SP-2 FOR MORE INFORMATION.
PATCH & REPAIR ALL AFFECTED AREAS OF WORK,
TO MATCH EXISTING ADJACENT CONSTRUCTION &
FINISHES.

TYPICAL RETAINING WALL:
EXISTING RETAINING WALL

TO BE REINFORCED.
REFER TO DRAWING SP-2

FOR MORE INFORMATION.

CUT & REMOVE EXISTING ASPHALT THROUGHOUT ENTIRE
SITE AS REQUIRED - TYPICAL:

CUT & REMOVE EXISTING ASPHALT TO SUIT NEW
RETAINING WALL REINFORCING SCOPE.  BACK-FILL &

COMPACT AS REQUIRED.
APPROXIMATE AREA SHOWN DASHED & HATCHED.

PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION & FINISHES &

ENSURE ALL SURFACES ARE MADE FLUSH.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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NEW GENERATORENCLOSUREREFER TO ELECTRICALDRAWINGS FOR MOREINFORMATION.

EXISTING STAFFPATIO FENCINGENCLOSURE, TOBE REMOVED.

NEW GALVANIZED SELF-SUPPORTED

STAIR & LANDING C/W GUARDRAIL AND

HANDRAILS.  COORDINATE LOCATION

WITH DOOR OPENING OF GENERATOR

ENCLOSURE.  STAIRS TO BE BOLTED TO

NEW CONCRETE APRON.  SUBMIT SHOP

DRAWINGS, STAMPED & SIGNED BY P.

ENG. LICENSED IN ONTARIO.
TYPICAL FOR 3.
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EXISTING PARKING SPACES TO REMAIN.

TYPICAL, SHOWN OR NOT SHOWN.
UNLESS  NOTED OTHERWISE.

EXISTING ASPHALT DRIVE AISLE TO REMAIN.

PATCH & REPAIR ALL AFFECTED AREAS OF WORK,

TO MATCH EXISTING ADJACENT.  TYPICAL, SHOWN

OR NOT SHOWN.  UNLESS  NOTED OTHERWISE.

EXISTINGTRANSFORMERPAD TO REMAIN.

EXISTING EXTERIORFURNITURE, TO BERELOCATED ORREMOVED.  GC TOCOORDINATE WITHOWNER.  TYPICAL.

EXISTING GUARDRAIL, POSTS,
EMBANKMENT, GRADING AND
LANDSCAPE TO REMAIN.

TYPICAL RETAINING WALL:
EXISTING RETAINING WALL TO REMAIN & TO BE REINFORCED.
EXISTING LANDSCAPE TO BE REMOVED & REINSTATED TO
SUIT, AS REQUIRED.  PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING ADJACENT.  EXISTING FACE OF
RETAINING WALL TO BE POWER-WASHED AT COMPLETION OF
WORK.  REFER STRUCTURAL & CIVIL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

EXISTING DRIVE AISLE TO REMAIN.
ALL AFFECTED AREAS OF EXISTING
ASPHALT AT DRIVE AISLE TO BE PATCHED
& REPAIRED, TO MATCH EXISTING
ADJACENT.  REFER TO CIVIL DRAWINGS,
FOR MORE INFORMATION.  TYPICAL.

EXISTING HIGH ROOF TO REMAIN.  PATCH &

REPAIR ALL AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  TYPICAL, SHOWN

OR NOT SHOWN.  UNLESS  NOTED OTHERWISE.

NEW ENGINE ENCLOSURE EXHAUST TOWER

SUPPORT.  PATCH & REPAIR ALL AFFECTED

AREAS OF WORK, TO MATCH EXISTING ADJACENT.

REFER TO MECHANICAL & STRUCTURAL

DRAWINGS, FOR MORE INFORMATION.

NEW ENGINE ENCLOSURE EXHAUST VERTICAL

SUPPORTS.  PATCH & REPAIR ALL AFFECTED

AREAS OF WORK, TO MATCH EXISTING ADJACENT.

REFER TO MECHANICAL & STRUCTURAL

DRAWINGS, FOR MORE INFORMATION.
NEW ENGINE ENCLOSURE EXHAUST STRUCTURAL

SUPPORT.  PATCH & REPAIR ALL AFFECTED AREAS

OF WORK, TO MATCH EXISTING ADJACENT.

REFER TO STRUCTURAL, MECHANICAL & CIVIL

DRAWINGS, FOR MORE INFORMATION.  TYPICAL
FOR 2.

EXISTING PARKINGSPACE TO BEDELETED.

EXISTING PARKINGSPACE TO BEDELETED.

EXISTING GENERATORFENCE ENCLOSURE, TOREMAIN.

EXISTING GENERATORPAD, TO REMAIN.

NEW STEELBOLLARDS FILLEDWITH CONCRETE.TYPICAL FOR 11.

TYPICAL GUARDRAIL :
EXISTING GUARDRAIL TO BE REMOVED.  INSTALL
NEW GUARDRAIL AT 1525mm HIGH.  POSTS TO BE
FIXED TO NEW RETAINING WALL.  PICKETS
INSTALLED AT 100mm O.C.  SUBMIT SHOP
DRAWINGS, STAMPED & SIGNED BY P. ENG..
LICENSED IN ONTARIO.
REFER TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

TYPICAL RETAINING WALL TIE-BACK:
NEW RETAINING WALL TIE-BACK, 3 ROWS 6000mm LONG.  PROVIDE
GALVANIZED TIE-BACK CAP TO COVER & PROTECT EXPOSED ENDS
OF TIE-BACKS.  REFER TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.
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EQ.
EQ.

91
5

TY
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EXISTING STORAGE ROOMON ROOF, TO REMAIN.

3760

76
20

EXISTING ASPHALT TO BE REMOVED TO SUIT NEW

CAISSONS, CAISSON CAP & CONCRETE APRON.

PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  REFER TO STRUCTURAL &

CIVIL DRAWINGS FOR MORE INFORMATION.EXISTING PRECAST CURBS TO BE REMOVED

/ RELOCATED.  GC TO CONFIRM AND

COORDINATE WITH OWNER.
TYPICAL FOR 10.

NEW ENGINE EXHAUST TOWER
SUPPORT FRAMING.  PATCH & REPAIR

ALL AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  REFER TO

ROOF PLAN & STRUCTURAL DRAWINGS,

FOR MORE INFORMATION.
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NEW ROOF ABOVE NEW ELECTRICAL
ROOM.  REFER TO PLANS AND DETAILS
FOR MORE INFORMATION.

NEW ROOF ACCESS HATCH.  REFER TO
PLANS AND DETAILS FOR MORE
INFORMATION.

NEW EXHAUST FAN.  REFER TO
MECHANICAL DRAWINGS, FOR MORE
INFORMATION.

EXISTING PARKINGSPACES TO REMAIN.TYPICAL, SHOWN OR NOT
SHOWN.  UNLESS  NOTED
OTHERWISE.

±4985

±2175

EXISTING GAS METERSBELOW, TO REMAIN.
NEW RAINWATER LEADER, CONNECTED TO EXISTING

SCUPPER.  SIZE & FINISH TO MATCH EXISTING.

PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  REFER TO

MECHANICAL DRAWINGS FOR MORE INFORMATION.TYPICAL, BOTH SIDES.

NEW STORM DRAIN:
NEW STORM DRAIN BELOW GRADE & CONNECTED TO
RAINWATER LEADER / DOWNSPOUTS.  REMOVE EXISTING
LANDSCAPING & EXCAVATE TO SUIT INSTALLATION OF NEW
STORM DRAIN.  CORE EXISTING RETAINING WALL, TO SUIT
NEW STORM DRAIN.  LOCATION OF STORM DRAIN, TO BE
COORDINATED WITH HELICAL PILES & END CAPS.  BACK-FILL,
COMPACT & REINSTATE ALL LANDSCAPE / GRADE.  PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH EXISTING
ADJACENT.  REFER TO STRUCTURAL, MECHANICAL & CIVIL
DRAWINGS FOR MORE INFORMATION.  TYPICAL.
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SLOPE STORM
DRAIN DN.
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NEW 150 THICK CONCRETE APRON x

1000 WIDE AROUND NEW ENGINE
ENCLOSURE.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH

EXISTING ADJACENT.  REFER TO
STRUCTURAL DRAWINGS FOR MORE

INFORMATION.

EQ
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EQ
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NOTE:

REFER TO DRAWING A-002,
FOR MORE INFORMATION.
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EXISTING GENERATOR TO REMAIN.
LOCATION TO BE SITE VERIFIED.

EXISTING LANDSCAPING & PAVERS TO
REMAIN.   PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION AND FINISHES.
MAKE GOOD ALL TRADES.

EXISTING BUILDING FACE, TO REMAIN.   PATCH
& REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION

AND FINISHES.  MAKE GOOD ALL TRADES.

EXISTING GUARDRAIL, TO BE REMOVED AND
REPLACED WITH NEW.   PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.  TYPICAL.

NEW GUARDRAIL:
38mm DIA. GALVANIZED TUBE FRAME.  POSTS TO BE SPACED AT
1525mm & FIXED TO T/O EXISTING RETAINING WALL.  PROVIDE
13mm DIA. PICKETS AT 100mm O.C., TO BE PAINTED TO MATCH
EXISTING.  PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION AND FINISHES.
MAKE GOOD ALL TRADES.  SUBMIT SHOP DRAWINGS STAMPED &
SIGNED BY P.  ENG. LICENSED IN ONTARIO.  TYPICAL.
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38
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0

EXISTING UNDISTURBED SOIL,
TO REMAIN.  TYPICAL.

NEW HELICAL PILES.  PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.  MAKE GOOD ALL
TRADES.    REFER TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.1
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END CAP.
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NEW GUARDRAIL:
38mm DIA. GALVANIZED TUBE FRAME.  POSTS TO
BE SPACED AT 1525mm & FIXED TO T/O EXISTING
RETAINING WALL.  PROVIDE 13mm DIA. PICKETS AT
100mm O.C. PAINTED FINISH TO MATCH EXISTING.
PATCH & REPAIR ALL AFFECTED AREAS OF WORK,
TO MATCH EXISTING ADJACENT CONSTRUCTION
AND FINISHES.  MAKE GOOD ALL TRADES.  SUBMIT
SHOP DRAWINGS STAMPED & SIGNED BY P.  ENG.
LICENSED IN ONTARIO.  TYPICAL.

EXISTING GUARDRAIL, TO BE REMOVED AND
REPLACED WITH NEW.   PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.  TYPICAL.

NEW HELICAL PILE END CAP:
6 GAUGE BENT METAL, GALVANIZED
FINISH.  PROVIDE DRIP AT BOTTOM.

NEW HELICAL PILE:
REFER TO STRUCTURAL DRAWINGS
FOR MORE INFORMATION.  TYPICAL.

EXISTING RETAINING WALL, TO REMAIN.
PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.  MAKE
GOOD ALL TRADES.  TYPICAL.

12
5

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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RETAINING WALL ELEVATION
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EXISTING LOUVRE TO
BE REMOVED.

OPENING TO BE
IN-FILLED, TO SUIT NEW

EXHAUST FAN.  NEW
IN-FILL TO MATCH

EXISTING ADJACENT
CONSTRUCTION &

FINISHES.  MAKE GOOD
ALL TRADES.  REFER

TO STRUCTURAL &
MECHANICAL

DRAWINGS, FOR MORE
INFORMATION.

EXISTING GENERATOR
ROOM (GROUND FLOOR)

NEW BOLLARDS.
TYPICAL FOR 2.

EXISTING BRIDGE
ABOVE, TO REMAIN.

U
P

EXISTING
EXTERIOR
WALLS TO

REMAIN.

NEW EXHAUST FAN.
REFER TO

MECHANICAL
DRAWINGS, FOR MORE

INFORMATION.

EXISTING EQUIPMENT
TO BE REMOVED.

PATCH & REPAIR ALL
AFFECTED AREAS OF

WORK, TO MATCH
EXISTING ADJACENT.

MAKE GOOD ALL
TRADES.  REFER TO

MECHANICAL &
ELECTRICAL

DRAWINGS, FOR MORE
INFORMATION.

EXISTING ROOF DRAIN
TO REMAIN.  REFER TO

MECHANICAL
DRAWINGS, FOR MORE

INFORMATION.

EXISTING RETAINING WALL TO
BE REPAIRED & EXISTING
GUARD RAIL TO BE REMOVED &
REPLACED WITH NEW.  PATCH &
REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL
TRADES.  REFER TO STRUCT.
DWGS., FOR MORE INFO.

CUT & REMOVE EXISTING ASPHALT / CONCRETE SLAB,
& EXCAVATE AS REQUIRED TO SUIT NEW HELICAL PILE
INSTALLATION.    LOCATION TO BE COORDINATED WITH
STRUCTURAL.  PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING ADJACENT.  MAKE
GOOD ALL TRADES.  REFER TO STRUCTURAL & CIVIL
DRAWINGS, FOR MORE INFORMATION.
TYPICAL FOR 8.
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3
A-004

FF-1

A1

PT-2

PT-2

PT-2

PT-2

NEW FEEDER ROUTING:
CORE EXISTING WALL & SLABS ABOVE,

TO SUIT NEW FEEDER.  ROUTE,
LOCATIONS & OPENINGS TO BE

COORDINATED WITH ELECTRICAL.  ALL
PENETRATIONS TO BE FIRE SEALED.

PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING

ADJACENT.  MAKE GOOD ALL TRADES.
REFER TO ELECTRICAL DRAWINGS FOR

MORE INFORMATION.  TYPICAL.

83
0

20
0

950

NEW EXIT STAIR
ABOVE.

1
A-006

EXISTING HOSPITAL
(GROUND FLOOR)

±2820

±900 ±900

EXISTING LOUVRE TO BE
REMOVED.  OPENING TO

BE IN-FILLED, TO SUIT NEW
AR IN-TAKE FAN.  NEW

IN-FILL TO MATCH EXISTING
ADJACENT CONSTRUCTION

& FINISHES.  MAKE GOOD
ALL TRADES.  REFER TO

STRUCTURAL &
MECHANICAL DRAWINGS,

FOR MORE INFORMATION.

EXISTING WALLS TO
REMAIN, SHOWN

SHADED.  TYPICAL.

W1

W1

W1

W1

NEW EXIT LADDER C/W CAGE.
SUBMIT SHOP DRAWINGS,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.
REFER TO STRUCTURAL
DRAWINGS FOR MORE
INFORMATION.

EXISTING CONC. WALKWAY, STAIR &
GUARDRAIL, TO REMAIN.  PATCH & REPAIR

ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT

CONSTRUCTION & FINISHES.  MAKE GOOD
ALL TRADES.  TYPICAL
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NEW
EXIT
STAIR.

5230

EXISTING WALL TO REMAIN:
2 LAYERS 15.9mm TYPE X G.B.

ON FURRING CHANNELS.
PATCH & REPAIR ALL AFFECTED AREAS

OF WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL TRADES.

  TYPICAL FULL LENGTH OF WALL.

NEW
ELECTRICAL

ROOM

66
30

13
10

53
20

3880

1730 1120 1030

10
30

2720 1015 1495

EXISTING ROOF EXHAUST
FAN TO BE REMOVED &
OPENINGS TO INFILLED WITH
2 HR. FRR.  SHAFT WALL.
LOCATION TO BE SITE
VERIFIED.  PATCH & REPAIR
ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL
TRADES.  REFER TO ROOM
FINISH SCHEDULE, WALL
TYPE SCHEDULE, STRUCT. &
MECH. DRAWINGS FOR
MORE INFORMATION.
TYPICAL FOR 2.

±
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±
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±
31

65
±
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5

±915 ±2115

EXISTING ROOF BALLAST TO BE REMOVED TO
EXISTING ROOF MEMBRANE.  SURFACE TO BE
READY FOR NEW STRUCTURAL FRAMING.
REFER TO STRUCTURAL DRAWINGS & ROOM
FINISH SCHEDULE FOR MORE INFORMATION.
TYPICAL TROUGH-OUT.
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475 1015 490

TENTATIVE FEEDER ROUTING:
CORE EXISTING SLABS ABOVE, TO SUIT NEW

FEEDER.  LOCATION & OPENING TO BE
COORDINATED WITH ELECTRICAL.

PENETRATIONS TO BE FIRE SEALED.  PATCH
& REPAIR ALL AFFECTED AREAS OF WORK,

TO MATCH EXISTING ADJACENT.  MAKE
GOOD ALL TRADES.  REFER TO ELECTRICAL

DRAWINGS FOR MORE INFORMATION.
TYPICAL.

NEW OPENING TO SUIT NEW CABLE TRAY.
REFER TO ELEVATIONS AND ELECTRICAL

DRAWINGS FOR MORE INFORMATION.

PT-2

PT-2

PT-2

EXISTING HOSPITAL
(FIRST FLOOR &

INTERSPATIAL FLOOR)

W2
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W2465
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401195690
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EXISTING MACHINE
ROOM (MAIN FLOOR)

NEW EXIT
STAIR.
REFER TO
STRUCTURAL
DRAWINGS
FOR MORE
INFORMATION.

PORTION OF EXTERIOR WALL TO BE
REMOVED, TO SUIT NEW DOOR

OPENING.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  MAKE
GOOD ALL TRADES.  REFER TO

STRUCT. DWGS. FOR MORE
INFORMATION.

EXISTING EXTERIOR WALLS TO REMAIN.
PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL TRADES.
TYPICAL.

EXISTING DOOR TO
REMAIN.

74
5

24
15

28
0

16
95

10
15

NEW EXIT LADDER C/W CAGE.
SUBMIT SHOP DRAWINGS,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.
REFER TO STRUCTURAL
DRAWINGS FOR MORE
INFORMATION.

EXISTING HOSPITAL
(MAIN FLOOR)

10
15

85
0

275 740

PORTION OF EXTERIOR WALL TO BE REMOVED,
TO SUIT NEW OUT-TAKE FAN.  PATCH & REPAIR

ALL AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  MAKE GOOD ALL TRADES.

REFER TO STRUCT., MECH., & ELECT. DWGS. FOR
MORE INFORMATION.
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A-005

2
A-004

2
A-003

1
A-003

3
A-004

A

2

B3

FF-1

PT-2

PT-2

PT-2

CORE EXISTING SLAB TO SUIT
ELECTRICAL CONDUITS.  LOCATIONS,
QUANTITIES & OPENINGS TO BE
COORDINATED WITH ELECTRICAL.
PENETRATION TO BE FIRE SEALED.
REFER TO ELECTRICAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

NEW FEEDER ROUTING:
CORE EXISTING WALL & SLABS
ABOVE, TO SUIT NEW FEEDER.

ROUTE, LOCATIONS &
OPENINGS TO BE

COORDINATED WITH
ELECTRICAL.  ALL

PENETRATIONS TO BE FIRE
SEALED.  PATCH & REPAIR ALL

AFFECTED AREAS OF WORK,
TO MATCH EXISTING

ADJACENT.  MAKE GOOD ALL
TRADES.  REFER TO

ELECTRICAL DRAWINGS FOR
MORE INFORMATION.

TYPICAL.

E
6

2
A-004

EXISTING WALLS TO
REMAIN, SHOWN

SHADED.  TYPICAL.

1015

PORTION OF EXTERIOR WALL TO BE
REMOVED, TO SUIT NEW AIR IN-TAKE

FAN.  PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL TRADES.

REFER TO STRUCT., MECH., & ELECT.
DWGS. FOR MORE INFORMATION.

NEW STRUCTURAL REINFORCING:
AREA OF EXISTING MASONRY TO BE REINFORCED.
PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT.  REFER TO DETAILS &
STRUCTURAL DRAWINGS, FOR LOCATIONS AND MORE
INFORMATION.  TYPICAL.
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PARTIAL GROUND FLOOR 
1:50A-001

1PARTIAL NEW ELECTRICAL ROOM FLOOR PLAN
1:50A-001

3 PARTIAL FIRST FLOOR 
1:50A-001

2

PARTIAL

A-001

FLOOR PLANS

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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TYPICAL DEMOLITION NOTES:
1. ITEMS SHOWN DASHED ARE TO BE REMOVED UNLESS OTHERWISE INDICATED.

2. CONTRACTOR TO SITE VERIFY ALL DIMENSIONS. REPORT ANY DISCREPANCIES TO
CONSULTANT FOR CLARIFICATION.

3. PRIOR TO DEMOLITION WORK:  a) REFER TO HAZARDOUS MATERIALS ASSESSMENT
REPORTS FOR ALL MATERIALS CONTAINING HAZARDOUS SUBSTANCES,  b) REFER TO
SPECIFICATION DIVISION 2 FOR RELATED ABATEMENT PROCEDURES AT ALL AREAS OF
WORK.

4. REFER TO REQUIREMENTS OUTLINED IN SPECIFICATIONS FOR INFECTION CONTROL
PRECAUTIONS AND PROCEDURES. COMPLY WITH CAN/CSA-Z317.13-17 ‘INFECTION
CONTROL DURING CONSTRUCTION RENOVATION AND MAINTENANCE OF HEALTH CARE
FACILITIES’. PROVIDE REQUIRED TEMPORARY PROTECTION BETWEEN ACTIVE WORK
ZONES AND ADJACENT AREAS. SUBMIT HOARDING PLANS FOR OWNER AND CONSULTANT
APPROVAL.

5. COORDINATE DEMOLITION AND CONSTRUCTION ACTIVITIES AND SEQUENCING TO
COMPLY WITH PHASING OF CONSTRUCTION.

6. REFER TO SPECIFICATIONS FOR SHUT-DOWN PROCEDURES. PROVIDE ADVANCE NOTICE
AS REQUIRED.

7. PROVIDE TEMPORARY HOARDING AND DUST PROTECTION DURING THE WORK TO
PROTECT EXISTING ADJACENT AREAS THAT ARE TO REMAIN OPERATIONAL AND TO
MAINTAIN BUILDING EGRESS AND EXIT ROUTES. REFER TO SPECIFICATIONS FOR
PROTECTION REQUIREMENTS AND COMPLY WITH OWNER'S INFECTION PREVENTION AND
CONTROL REQUIREMENTS FOR PROTECTION.COORDINATE TEMPORARY HOARDING AND
DUST PROTECTION TO MAINTAIN EFFECTIVE BARRIER BETWEEN CONSTRUCTION
ACTIVITIES AND OPERATIONAL AREAS AT ALL TIMES DURING THE PERFORMANCE OF THE
WORK.

8. CONTRACTOR TO FULLY ASSESS EXISTING CONDITIONS AT TIME OF BID.

9. REFER TO STRUCTURAL, MECHANICAL & ELECTRICAL DRAWINGS AND SPECIFICATIONS,
FOR MORE INFORMATION.

10. EXISTING FLOOR FINISHES TO BE REMOVED AT AREAS OF WORK, AS NOTED ON
DRAWINGS. SCRAPE AND PREPARE SUBSTRATE AS REQUIRED TO OBTAIN SMOOTH AND
LEVEL SURFACE READY TO RECEIVE NEW FLOOR FINISHES AS NOTED.  CLEAN AND LEVEL
EXISTING CONCRETE SUBSTRATE, INCLUDING ANY IRREGULARITIES AND PHYSICAL
RESIDUE, AND FILL DEPRESSIONS AND CRACKS WITH FLOOR LEVELING COMPOUND.
REMOVE ANY EXISTING MATERIAL, ADHESIVES, OIL OR DUST THAT MAY BE DETRIMENTAL
TO THE BONDING OF THE NEW FLOORING. TELEGRAPHING OF SUBSTRATE THROUGH TO
NEW FLOORING IS NOT PERMITTED. USE SELF-LEVELING MORTAR IN AREAS THAT NEED
TO BE BUILT UP TO MATCH EXISTING FLOOR LEVELS.  CONTRACTOR TO ENSURE FLOOR IS
TRUE AND LEVEL TO MEET THE REQUIREMENTS OF THE NEW WORK. MAKE GOOD FLOOR
SUBSTRATES WHERE EXISTING PARTITIONS HAVE BEEN DEMOLISHED - TYPICAL.

12. REMOVE AND DISPOSE OF EXISTING METAL STUD AND DRYWALL PARTITIONS, AND CMU
PARTITIONS INDICATED, COMPLETE WITH ASSOCIATED WALL BASE, AND ANY CORNER
GUARDS, FIXTURES AND FITTINGS. REPAIR ADJACENT WALLS AND FLOORS TO MAKE
LEVEL REMOVE ALL REDUNDANT MECHANICAL AND ELECTRICAL SERVICES IN
CONFORMANCE WITH GOVERNING CODES AND AUTHORITIES. REFER TO AND
COORDINATE WITH MECHANICAL AND ELECTRICAL DIVISION SCOPES OF WORK.  MAKE
GOOD ALL AFFECTED SURFACES AS REQUIRED TO MATCH EXISTING, OR TO LEAVE READY
TO RECEIVE NEW FINISHES - TYPICAL.

13. REMOVE AND DISPOSE OF EXISTING DOORS, FRAMES AND HARDWARE WHERE
INDICATED BY DASHED LINES. ELECTRICAL TRADE TO DISCONNECT POWER FOR DOORS
WITH ELECTRIFIED CONTROLS/HARDWARE. COORDINATE WITH ELECTRICAL AND REFER
TO ELECTRICAL DRAWINGS FOR FULL EXTENT OF WORK - TYPICAL.

14. REMOVE AND DISPOSE OF EXISTING MILLWORK COMPLETE WITH PLUMBING AND
ELECTRICAL FIXTURES AND ALL RELATED FITMENTS WHERE INDICATED BY DASHED
LINES. CAP OFF ALL SERVICES IN ACCORDANCE WITH MECHANICAL AND ELECTRICAL
SCOPE OF WORK. PLUMBING SERVICES TO BE CAPPED AS FAR BACK AS TO THE MAIN AS
POSSIBLE TO ELIMINATE DEAD LEGS.  MAKE GOOD ALL AFFECTED SURFACES AS
REQUIRED TO LEAVE READY FOR INSTALLATION OF NEW WORK. REFER TO AND
COORDINATE WITH MECHANICAL AND ELECTRICAL DIVISIONS - TYPICAL.

15. COORDINATE WITH MECHANICAL DIVISION AND REMOVE PLUMBING FIXTURES, FAUCETS
AND CONTROLS, RADIATORS, PIPING AND DUCTS AS INDICATED. ENGAGE MECHANICAL
DIVISION AND COORDINATE THE SHUT-OFF, TERMINATION, REMOVAL AND CAPPING OFF
OF EXISTING DUCTWORK, PLUMBING, FIXTURES AND ACCESSORIES AS REQUIRED TO
ACCOMMODATE THE DEMOLITION AND NEW WORK. COORDINATE WITH MECHANICAL
DIVISION FOR FULL EXTENT OF MECHANICAL DEMOLITION WORK REQUIRED. FILL AND
FIRE-STOP REDUNDANT CORE/SLEEVE OPENINGS IN FIRE-RATED ASSEMBLIES - TYPICAL.

16. ENGAGE ELECTRICAL DIVISION AND COORDINATE THE SHUT-OFF, TERMINATION,
REMOVAL AND CAPPING OFF OF EXISTING ELECTRICAL CONTROLS, SWITCHES, POWER,
DATA, SECURITY CAMERAS, AND SERVICES AS REQUIRED TO ACCOMMODATE THE
DEMOLITION AND NEW WORK. TERMINATE AND CAP OFF SERVICES IN CONFORMANCE
WITH ELECTRICAL SCOPE OF WORK AND IN CONFORMANCE WITH ALL GOVERNING CODES
AND AUTHORITIES. COORDINATE WITH ELECTRICAL DIVISION FOR FULL EXTENT OF
ELECTRICAL DEMOLITION REQUIRED. FILL AND FIRE-STOP REDUNDANT CORE/SLEEVE
OPENINGS IN FIRE-RATED ASSEMBLIES - TYPICAL.

17. REMOVE EXISTING WINDOWS WHERE INDICATED.

18. REMOVE ALL EXISTING MILLWORK AND FURNITURE SYSTEMS AS INDICATED ON
DRAWINGS, INCLUDING ALL RELATED COMPONENTS AND ATTACHMENTS. REMOVE ALL
EXISTING WALL MOUNTED ITEMS, INCLUDING BUT NOT LIMITED TO: LOCKERS, SHELVES,
COUNTERS, FURNITURE, WALL-MOUNT MONITORS AND MOUNTING BRACKETS,
ACCESSORIES, PAPER DISPENSERS, SOAP DISPENSERS, HAND SANITIZER DISPENSERS,
COAT HOOKS, THROUGHOUT AREAS OF WORK. REVIEW EXTENT ON SITE AT TIME OF BID.
REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR OTHER ITEMS. PATCH & REPAIR
ALL AFFECTED AREAS OF WORK, TO MATCH EXISTING ADJACENT SURFACES TO REMAIN
AND MAKE GOOD ALL TRADES.

19. FILL OR REPAIR BOLT HOLES AT EXISTING CONCRETE SLAB FLOORS WHERE ITEMS AND
CONSTRUCTION HAVE BEEN REMOVED.

20. REMOVE AND DISPOSE OF EXISTING CEILING TILES AND T-BAR SUSPENSION GRIDS
WHERE INDICATED, COORDINATE WITH MECHANICAL AND ELECTRICAL FOR FULL SCOPE
OF REMOVALS. REMOVE ALL REDUNDANT HANGERS AND FRAMING TO MAKE FOR A
CLEAN AND UNOBSTRUCTED WORK AREA READY FOR NEW WORK UNDER THIS
CONTRACT.

21. REFER TO ELECTRICAL REQUIREMENTS FOR REMOVAL OR RELOCATION OF EXISTING
CEILING FIXTURES SUCH AS LIGHTING, LIFE SAFETY DEVICES, CAMERAS, SPEAKERS, ETC.

GENERAL NOTES:
1. DO NOT DETERMINE DIMENSIONS AND SIZES OF THE GRAPHIC

REPRESENTATIONS SHOWN ON THE DRAWINGS BY USING MEASURING DEVICES
(I.E. "SCALING"). RELY ON THE NUMERIC DIMENSIONS SHOWN ON THE
DRAWINGS FOR MEASUREMENT.

2. DIMENSIONS ON SMALL SCALE PLANS ARE NOMINAL UNLESS OTHERWISE
NOTED.

3. DIMENSIONS ON LARGE SCALE DETAILS ARE ACTUAL UNLESS OTHERWISE
NOTED.

4. UNLESS OTHERWISE NOTED, ALL GRID LINES ARE ON CENTRE OF COLUMNS /
CONCRETE BLOCK.

5. DETAILS ILLUSTRATED HEREIN ARE REPRESENTATIVE OF THE CHARACTER,
QUALITY AND PROFILES REQUIRED FOR THE WORK. CONDITIONS NOT COVERED
BY SPECIFIC DETAILS ARE SIMILAR TO THOSE DETAILED.

6. PARTITIONS ARE DIMENSIONED TO FACE OF PARTITION UNLESS OTHERWISE
NOTED.

7. REFER TO PARTITION TYPES FOR PARTITION THICKNESS.

8. CONSTRUCT FIRE AND/OR SMOKE RATED ASSEMBLIES IN THEIR ENTIRETY
PRIOR TO NON-RATED ASSEMBLIES TO U/S OF STRUCTURE ABOVE.

9. WALLS IN FIRE SEPARATIONS SHALL EXTEND TO U/S OF STRUCTURE OR STEEL
DECK AND SEALED WITH APPROPRIATE SMOKE SEAL.

10. WHERE EXPOSED MECHANICAL AND/OR ELECTRICAL EQUIPMENT SUCH AS FIRE
EXTINGUISHER CABINETS, ELECTRICAL PANELS, CABINET HEATERS ARE
INDICATED IN THE SAME WALL, INSTALL EQUIPMENT WITH VERTICAL OR
HORIZONTAL CENTRE LINES ALIGNED, AS APPLICABLE.

11. BEFORE INSTALLATION OF ANY MECHANICAL OR ELECTRICAL EQUIPMENT IN
CEILING SPACES, MECHANICAL AND ELECTRICAL TRADES TO CO-ORDINATE AND
ADVISE OF ANY INTERFERENCES, PRIOR TO INSTALLATION.

12. PROVIDE ACCESS PANELS OF APPROPRIATE SIZE, TYPE AND FIRE RATING FOR
ALL CONCEALED ITEMS THAT REQUIRE ADJUSTMENT, MAINTENANCE,
MONITORING, ETC. COORDINATE LOCATION WITH ARCHITECT OR APPROPRIATE
CONSULTANTS.

13. ALL AIR/VAPOUR BARRIER AT ALL EXTERIOR WALLS TO BE SEALED AGAINST ALL
DOOR OR WINDOW OR LOUVRE FRAMES.

14. ALL EXTERIOR WOOD AND BLOCKING TO BE EXTERIOR GRADE LUMBER.

15. PROVIDE BLOCKING FOR ALL SURFACE MOUNTED ACCESSORIES AND FIXTURES.

16. WHERE EXISTING SURFACES TO REMAIN ARE DISTURBED BY THE REMOVAL OF
EXISTING WORK OR THE INSTALLATION OF NEW WORK, MAKE GOOD ALL
SURFACES TO MATCH ADJACENT EXISTING SURFACES. REPAINT EXISTING
PAINTED SURFACES COMPLETE TO THE NEAREST CHANGES IN PLANE.

17. MAKE GOOD ALL AREAS DISTURBED BY EXCAVATION FOR INSTALLATION OF
MECHANICAL AND ELECTRICAL SERVICES.  REFER TO MECHANICAL AND
ELECTRICAL DRAWINGS FOR MORE INFORMATION.

18. REFER TO MECHANICAL AND ELECTRICAL DRAWINGS FOR MORE INFORMATION
& COORDINATION.

19. REFER TO STRUCTURAL DRAWINGS FOR MORE INFORMATION & COORDINATION.

TYPICAL CONSTRUCTION NOTES:
1. CONTRACTOR TO SITE VERIFY ALL DIMENSIONS. REPORT ANY DISCREPANCIES TO

CONSULTANT FOR CLARIFICATION.

2. ARCHITECTURAL CONSTRUCTION PLANS INDICATE PARTITION LAYOUT, TYPES AND
BUILT-IN FEATURES. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE
PROPER COORDINATION WITH DOORS, DEVICES, MILLWORK, FIXTURES, FINISHES,
EQUIPMENT AND FURNITURE.

3. VERIFY DIMENSIONS NOTED AS "CLEAR", "HOLD", "MIN.", "CRITICAL" OR "V.I.F." DURING
LAYOUT OF WORK. NOTIFY CONSULTANT OF DISCREPANCIES OR CONFLICTS PRIOR TO
EXECUTION OF WORK.

4. PRIOR TO CONSTRUCTION WORK: a) REFER TO HAZARDOUS MATERIALS ASSESSMENT
REPORTS FOR ALL MATERIALS CONTAINING HAZARDOUS SUBSTANCES, b) REFER TO
SPECIFICATION DIVISION 2 FOR RELATED ABATEMENT PROCEDURES AT ALL AREAS OF
WORK, c) REFER TO OWNER'S INFECTION PREVENTION AND CONTROL REQUIREMENTS,
AND OWNER'S CONSTRUCTION REQUIREMENTS. COMPLY WITH CAN/CSA-Z317.13-17
‘INFECTION CONTROL DURING CONSTRUCTION RENOVATION AND MAINTENANCE OF
HEALTH CARE FACILITIES’. PROVIDE REQUIRED TEMPORARY PROTECTION BETWEEN
ACTIVE WORK ZONES AND ADJACENT AREAS. SUBMIT HOARDING PLANS FOR OWNER
AND CONSULTANT REVIEW.

5. COORDINATE CONSTRUCTION ACTIVITIES AND SEQUENCING TO COMPLY WITH PHASING
REQUIREMENTS.

6. PATCH AND REPAIR ALL EXISTING TO REMAIN WALLS, FLOORS, COLUMNS, CEILINGS
AND SURFACES AFFECTED BY CONSTRUCTION TO PROVIDE SMOOTH, EVEN AND/OR
LEVEL TO RECEIVE NEW FINISHES. STARTING OF WORK INDICATES INSTALLERS
ACCEPTANCE OF SUBSTRATE.

7. REFER TO SPECIFICATIONS FOR REQUIREMENTS. PROVIDE ALL REQUIRED SHOP
DRAWINGS.

8. REFER TO AND COORDINATE WITH MECHANICAL AND ELECTRICAL REQUIREMENTS.

9. REFER TO FURNITURE DRAWINGS, DETAILED PLANS, MILLWORK DETAILS AND INTERIOR
ELEVATIONS FOR DETAILED REQUIREMENTS.

10. CONTRACTOR TO COORDINATE AND PROVIDE IN-WALL BLOCKING FOR FIXTURES AND
FITTINGS IF REQUIRED. REFER TO FIXTURES & FITTINGS SCHEDULE. REFER TO
FURNITURE DRAWINGS.

11. WHERE EXISTING SURFACES TO REMAIN ARE DISTURBED BY THE REMOVAL OF EXISTING
WORK OR THE INSTALLATION OF NEW WORK, MAKE GOOD ALL SURFACES TO MATCH
ADJACENT EXISTING SURFACES. PATCH & REPAIR EXISTING PARTITIONS AND PAINT AS
NEEDED.  REPAINT EXISTING PAINTED SURFACES COMPLETE TO THE NEAREST
CHANGES IN PLANE TO MATCH EXISTING COLOURS AND SHEENS.

12. PROVIDE FIRE STOPPING AND SMOKE SEALS AT NEW SERVICE PENETRATIONS WITHIN
THE AREA OF WORK AT VERTICAL FIRE SEPARATIONS INDICATED AND AT
FLOOR/MEZZANINE ASSEMBLIES TYPICAL. REFER TO MECHANICAL AND ELECTRICAL
DRAWINGS FOR RELATED SCOPE OF WORK AND PROVIDE REQUIRED FIRE STOPPING
AND SMOKE SEALS AT PENETRATIONS THROUGH EXISTING FIRE SEPARATIONS. INFILL
ANY EXISTING ABANDONED CORE HOLES AT CONCRETE SLAB FLOORS WITH CONCRETE,
AT SERVICES TO BE REMOVED. FIRE STOP ANY NON-FIRE STOPPED EXISTING SERVICE
PENETRATIONS AND REPAIR EXISTING FIRE SEPARATIONS TO RESTORE EXISTING FIRE
SEPARATION RATINGS INDICATED, INCLUDING BOTH VERTICAL AND HORIZONTAL FIRE
SEPARATIONS.  TYPICAL.

13. RELOCATE AND INSTALL ALL NEW FIXTURES INDICATED ON DRAWINGS, ELEVATIONS
AND FIXTURES & FITTINGS SCHEDULE, INCLUDING ALL RELATED COMPONENTS AND
ATTACHMENTS. REFER TO ELECTRICAL REQUIREMENTS. REFER TO MECHANICAL AND
ELECTRICAL DRAWINGS FOR OTHER ITEMS.

14. CONTRACTOR TO PREPARE AREAS OF WORK TO MAKE READY FOR FURNITURE
INSTALLATION INCLUDING ROUGH-IN OF SERVICES, AND TO PROVIDE ALL FURNITURE AS
INDICATED. REFER TO PHASING REQUIREMENTS (IF ANY). UPON COMPLETION OF
FURNITURE INSTALLATION, CONTRACTOR TO MAKE FINAL SERVICE CONNECTIONS AS
REQUIRED, AND TURN SPACE OVER TO OWNER.

15. UNLESS NOTED OTHERWISE; NEW FURNITURE SYSTEMS INDICATED ON FURNITURE
DRAWINGS AND SCHEDULES. REFER TO FURNITURE DRAWINGS FOR ALL PROPOSED
FURNITURE WORK, AND RELOCATION OF EXISTING OR NEW OWNER'S FURNITURE
ITEMS.  OWNER FURNITURE FITTINGS & EQUIPMENT ITEMS INDICATED FOR RELOCATION
ARE SUPPLIED BY OWNER FOR RELOCATION AND INSTALLATION BY CONTRACTOR
UNLESS OTHERWISE INDICATED.

16. INFILL EXTERIOR WALLS BRICK AS INDICATED. MATCH EXISTING BRICK AND BRICK
MORTAR COLOUR AND PROVIDE SAMPLE FOR REVIEW.

17. REFER TO MECHANICAL REQUIREMENTS FOR ROOFTOP EQUIPMENT AND SUPPORT.

18. REFER TO STRUCTURAL DRAWINGS FOR NEW LINTEL SUPPORTS AT PROPOSED
EXTERIOR WALL PENETRATIONS.

19. THE REFLECTED CEILING PLAN SHOWS LOCATION FOR CRITICAL CEILING COMPONENTS
AND DEVICES. NOT ALL CEILING ELEMENTS OF ALL TRADES ARE SHOWN. REFER TO
ELECTRICAL AND MECHANICAL DRAWINGS AS THEY APPLY FOR FULL SCOPE OF WORK
AND QUANTITIES.

20. CONTRACTOR TO LAYOUT PIPING, DUCTWORK AND OTHER MAJOR ELEMENTS IN CEILING
PLENUM SPACE AND COORDINATE FOR ADEQUATE CLEARANCES FOR RECESSED
CEILING DEVICES TO MAINTAIN LAYOUT AS INDICATED FOR ADEQUATE CLEARANCES FOR
RECESSED CEILING DEVICES TO MAINTAIN LAYOUT AS INDICATED IN THE REFLECTED
CEILING PLANS. ADVISE CONSULTANTS OF DISCREPANCIES WITH THE DIMENSIONED
PLANS OR CONFLICTS WITH OTHER PARTS OF THE WORK. ADJUST AS REQUIRED BASED
ON REVIEW.

21. LOCATE UN-DIMENSIONED SPRINKLER HEADS, SPEAKERS, LIGHT FIXTURES AND OTHER
ITEMS IN THE CENTRE OF SUSPENDED ACOUSTIC CEILING TILES UNLESS OTHERWISE
NOTED.

22. INCLUDE FOR CEILING ACCESS PANELS AT GYPSUM WALLBOARD CEILINGS TYPICAL,
SIZED 18"x18". EXACT LOCATIONS TO SUIT ABOVE CEILING SERVICES, TO BE
COORDINATED BY CONTRACTOR ON SITE.

23. FINISH AND COLOUR OF ACCESS PANELS, HVAC DIFFUSER/REGISTERS, LIGHT FIXTURES,
CEILING TRIM, SPEAKER GRILLES AND OTHER CEILING MOUNTED DEVICES TO MATCH
SCHEDULED CEILING COLOUR UNLESS OTHERWISE NOTED.

24. VERIFY WITH CONSULTANT THE INSTALLATION HEIGHT OF ALL SUSPENDED OR
WALL-MOUNTED LIGHT FIXTURES PRIOR TO INSTALLATION. WHERE POSSIBLE PROVIDE
'SLACK' SUSPENSION SYSTEM TO ALLOW FOR HEIGHT.

25. UNDERSIDE OF ALL EXISTING ROOF DECK, EXPOSED STRUCTURE, AND ALL EXPOSED
SERVICES TO BE PAINTED. THIS INCLUDES ROOMS WHICH HAVE A FINISH CEILING.
EXPOSED STRUCTURE, ROOF DECK AND EXPOSED SERVICES ABOVE FINISH CEILING TO
BE PAINTED TO MATCH NEAREST ROOM WITH NO FINISH CEILING. REFER TO ROOM
FINISHES SCHEDULE.

26. INFILL EXISTING CONCRETE SLAB ON GRADE TO MAKE GOOD WHERE EXISTING SLAB
WAS REMOVED. ALL DEBRIS BENEATH SLAB ON GRADE TO BE REMOVED. COORDINATE
WITH STRUCTURAL REQUIREMENTS FOR NEW FILL AND CONCRETE SLAB.
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NEW 'BILCO' ROOF ACCESS HATCH.
REFER TO SPECIFICATIONS, FOR MORE
INFORMATION.  PROVIDE SHOP
DRAWINGS, FOR REVIEW.

NEW FLAT ROOF SLOPED
TO INTEGRATED ROOF
DRAIN.

EXISTING UPPER ROOF TO REMAIN, PRESUMED
TO BE EPDM (TO BE SITE VERIFIED).

PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT.

TYPICAL, SHOWN OR NOT SHOWN. UNLESS
NOTED OTHERWISE.
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NEW EXHAUST FAN.
PROVIDE NEW ROOF
OPENING TO SUIT.
REFER TO MECHANICAL
DRAWINGS, FOR MORE
INFORMATION.
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EXISTING LOWER ROOF TO REMAIN.
PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH
EXISTING ADJACENT. TYPICAL,
SHOWN OR NOT SHOWN. UNLESS
NOTED OTHERWISE.

NEW GUTTER, FINISHED TO MATCH
PARAPET FLASHING.

NEW RAIN WATER LEADER
CONNECTED TO NEW GUTTER,
FINISHED TO MATCH STAIR
ENCLOSURE.

NEW RAIN WATER LEADER
CONNECTED TO NEW
GUTTER, FINISHED TO
MATCH STAIR ENCLOSURE.
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EXISTING ROOF SCUPPER,
TO REMAIN.  TYPICAL.
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EXISTING STORAGE SHED TO
REMAIN.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.
TYPICAL.
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PORTION OF EXISTING ROOF TO BE REMOVED
TO SUIT NEW STRUCTURAL WORK.  INSTALL NEW
ROOF TIED INTO EXISTING ADJACENT.  PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION
AND FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL FOR 4.

4
A-005

PORTION OF EXISTING PARAPET TO BE
REMOVED TO SUIT NEW STRUCTURAL WORK.
INSTALL NEW PARAPET C/W FLASHING TIED INTO
EXISTING ADJACENT.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL FOR 4.

PROVIDE NEW SUPPORT PADS AS
REQUIRED, FOR NEW STAIR &
PLATFORM.  PROVIDE SHOP
DRAWINGS FOR REVIEW, STAMPED
& SIGNED BY P. ENG. LICENSED IN
ONTARIO..  TYPICAL.

NEW SELF-SUPPORTED STAIR /
PLATFORM C/W HANDRAILS AND

GUARDS.  PROVIDE SHOP DRAWINGS
FOR REVIEW, STAMPED & SIGNED BY

P. ENG. LICENSED IN ONTARIO.
REFER TO STRUCTURAL DRAWINGS,
FOR MORE INFORMATION.  TYPICAL.
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NEW STRUCTURAL FRAMING FOR NEW EXHAUST
TOWER.  PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.  MAKE GOOD
ALL TRADES.  REFER TO STRUCTURAL
DRAWINGS FOR MORE INFORMATION.

NEW STRUCTURAL FRAMING FOR NEW
EXHAUST TOWER.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION
AND FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.
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NEW SUPPORTS FOR NEW CABLE
TRAY.  PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL AND
ELECTRICAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

EXISTING WOODEN WALKWAY / PLATFORM,
TO BE REMOVED AND REPLACED WITH NEW
ROOF PAVERS C/W FOAM PAD UNDER (11),
600 x 600.  PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION AND FINISHES.
MAKE GOOD ALL TRADES.

EXISTING WOODEN
WALKWAY / PLATFORM,
TO REMAIN.
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NEW ROOF PAVERS, 600 x 600.
TYPICAL FOR 6.
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ROOF PLAN

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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NEW DOOR OPENING

EXISTING BRICK VENEER & MASONRY
TO BE REMOVED TO SUIT NEW DOOR
OPENING.

EXISTING PARAPET TO BE REMOVED
TO SUIT NEW WALL ABOVE.

EXISTING ADJACENT BUILDING
BEYOND, TO REMAIN.

EXISTING ELECTRICAL
EQUIPMENT /  CABLE

TRAY TO REMAIN.

EXISTING WINDOWS
& BLDG. FACE

BEYOND TO REMAIN.

EXISTING WALL & GLAZING BEYOND,
TO REMAIN.

EXISTING
LOUVERS TO

REMAIN.

NEW CANTILEVERED
ROOF / SOFFIT.

EXISTING LOUVRE TO BE REMOVED.
OPENING TO BE IN-FILLED, TO SUIT

NEW EXHAUST FAN.  PATCH &
REPAIR ALL AFFECTED AREAS OF

WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL

TRADES.  REFER TO STRUCTURAL
& MECHANICAL DRAWINGS, FOR

MORE INFORMATION.

NEW EXIT STAIR.  REFER TO
STRUCTURAL DRAWINGS

FOR MORE INFORMATION.

NEW STRUCTURAL FRAMING TO
SUPPORT NEW PERFORATED METAL
SIDING.  REFER TO STRUCTURAL
DRAWINGS FOR MORE INFORMATION.
TYPICAL.

NEW LADDER AND
SAFETY CAGE.

EXISTING STAIR AND
GUARD RAIL
BEYOND, TO REMAIN.

±
28

00

EXISTING ROOF DRAIN,
EXHAUST TO REMAIN.  REFER
TO MECHANICAL DRAWINGS
FOR MORE INFORMATION.

NEW 40.3% PERFORATED METAL SIDING ON
STRUCTURAL FRAMING.
VIC-WEST PROFILE: CL-508
COLOUR: REGENT GREY 56082
(PROVIDE SEPARATE PRICING FOR
PERFORATED SIDING).  REFER TO
SPECIFICATIONS FOR MORE INFORMATION.
TYPICAL.

T/O PARAPET±13205

NEW FLOOR STRUCTURE±9050

EXISTING MAIN FLOOR±4635

EXISTING GROUND FLOOR0000
15

25

EXISTING GUARDRAIL TO BE REMOVED (SHOWN DASHED).
INSTALL NEW GUARDRAIL 1525mm AFF., FASTENED TO

EXISTING RETAINING WALL.  FINISHED TO MATCH EXISTING.
REFER TO DETAIL 2/SP-2 & 3/SP-2, FOR MORE INFORMATION.
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EXISTING RETAINING WALL TO REMAIN & TO BE
REINFORCED.  EXISTING LANDSCAPE TO BE REMOVED &

REINSTATED TO SUIT, AS REQUIRED.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH EXISTING

ADJACENT.  REFER TO STRUCTURAL & CIVIL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

NEW CABLE TRAY, FINISHED TO
MATCH EXISTING ADJACENT CABLE

TRAY.  REFER TO STRUCTURAL &
ELECTRICAL DRAWINGS FOR MORE

INFORMATION.

NEW GUTTER AND RAINWATER LEADER.
FINISHED TO MATCH PARAPET FLASHING.

U/S OF STEEL±12105

NEW PARAPET CAP FLASHING, TO BE
TIED INTO EXISTING SILL FLASHING.
TYPICAL.

SLOPE DN. 2% MIN.

NEW RAINWATER LEADER, CONNECTED TO EXISTING SCUPPER.
SIZE & FINISH TO MATCH EXISTING.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH EXISTING ADJACENT.
REFER TO MECHANICAL DRAWINGS FOR MORE INFORMATION.
TYPICAL, BOTH SIDES.

EXISTING RAINWATER LEADER TO BE
DISCONNECTED & REMOVED.  PATCH & REPAIR
ALL AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  REFER TO MECHANICAL
DRAWINGS FOR MORE INFORMATION.
TYPICAL, BOTH SIDES.

EXISTING ADJACENT BUILDING
BEYOND, TO REMAIN.

 NEW RAINWATER LEADER / DOWNSPOUT,
CONNECTED TO NEW STORM DRAIN.  REFER TO

MECHANICAL & CIVIL DRAWINGS FOR MORE
INFORMATION.

NEW STORM DRAIN, BEHIND RETAINING WALL.  CORE TO
SUIT NEW STORM DRAIN.  LOCATION OF STORM DRAIN, TO

BE COORDINATED WITH HELICAL PILES & END CAPS.  PATCH
& REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH

EXISTING ADJACENT.  REFER TO STRUCTURAL, MECHANICAL
& CIVIL DRAWINGS FOR MORE INFORMATION.  TYPICAL.

±
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0

T/O STAIR ENCLOSURE ROOF±12514

3
SP-2

NEW CABLE TRAY SUPPORTS, FINISHED
TO MATCH NEW CABLE TRAY.  PATCH &

REPAIR ALL AFFECTED AREAS OF WORK,
TO MATCH EXISTING ADJACENT

CONSTRUCTION & FINISHES.  ALL
PENETRATIONS TO BE MADE

WATER-TIGHT.  MAKE GOOD ALL
TRADES.  REFER TO STRUCTURAL

DRAWINGS FOR MORE INFORMATION.
TYPICAL.

9
A-006

PORTION OF EXISTING BRICK VENEER, TO BE
CAREFULLY REMOVED TO SUIT INSTALLATION OF
NEW CABLE TRAY SUPPORTS.  REINSTALL BRICK

VENEER C/W BRICK TOOTHING & MORTAR, TO
MATCH EXISTING ADJACENT.  MAKE GOOD ALL

TRADES.  REFER TO STRUCTURAL DRAWINGS,
FOR QUANTITY & MORE INFORMATION.  TYPICAL.

3
A-006

EXISTING EXHAUST TO BE REMOVED.
ALL OPENINGS & PENETRATIONS TO BE
PATCHED & REPAIRED, TO MATCH
EXISTING ADJACENT CONSTRUCTION &
FINISHES.  REFER TO MECHANICAL
DRAWINGS, FOR MORE INFORMATION.
TYPICAL.

EXISTING PARAPET TO BE
REMOVED TO SUIT NEW WALL
ABOVE.

LINE OF EXISTING RETAINING
WALL IN FRONT.  HEIGHT VARIES
(TO BE SITE VERIFIED).

NEW EMERGENCY
LADDER AND CAGE.

NEW STRUCTURAL FRAMING TO SUPPORT
NEW PERFORATED METAL SIDING.  REFER
TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

NEW 40.3% PERFORATED METAL SIDING ON
STRUCTURAL FRAMING.
VIC-WEST PROFILE: CL-508
COLOUR: REGENT GREY 56082
(PROVIDE SEPARATE PRICING FOR PERFORATED
SIDING).  REFER TO SPECIFICATIONS FOR MORE
INFORMATION.  TYPICAL.

T/O PARAPET±13205

NEW FLOOR STRUCTURE±9050

EXISTING MAIN FLOOR±4635

EXISTING GROUND FLOOR0000

NEW GUTTER, FINISHED TO MATCH
PARAPET FLASHING.

NEW RAINWATER LEADER, FINISHED
TO MATCH PARAPET FLASHING.

NEW BOLLARD,
BEYOND.

9
A-006

U/S OF STEEL±12105

19
85

NEW ELECTRICAL FEEDERS /
CABLE TRAY C/W STEEL
BRACKETS.  LOCATION &
OPENING TO BE COORD. ON
SITE.  REFER TO STRUCT. &
ELECT. DRAWINGS FOR MORE
INFORMATION.

NEW METAL SIDING
VIC-WEST PROFILE: CL3035
COLOUR: DEEP GREY 55174

NEW AIR OUT-TAKE LOUVRE.  FINISHED TO
MATCH 'DEEP GREY 55174'.  REFER TO
MECHANICAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

W2

T/O STAIR ENCLOSURE ROOF±12514

1
A-006

EXISTING CABLE TRAY /
ELECTRICAL EQUIPMENT
TO REMAIN. NEW STRUCTURAL REINFORCING

(SHOWN HATCHED):
AREA OF EXISTING MASONRY TO BE
REINFORCED.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT.  REFER
TO FLOOR PLAN  & STRUCTURAL
DRAWINGS, FOR LOCATIONS AND
MORE INFORMATION.  TYPICAL.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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NEW CANTILEVERED
ROOF / SOFFIT.

1260 2665 955

NEW METAL SIDING
VIC-WEST PROFILE: CL3035
COLOUR: DEEP GREY 55174
REFER TO SPECIFICATIONS
FOR MORE INFORMATION.
TYPICAL.

NEW LADDER AND
SAFETY CAGE.

285

17
5

39
0

15
0

88
5

EXISTING ROOF DRAIN, OUTLET
TO REMAIN.  REFER TO
MECHANICAL DRAWINGS FOR
MORE INFORMATION.

T/O PARAPET

2
A-005

±13205

NEW FLOOR STRUCTURE±9050

EXISTING MAIN FLOOR±4635

EXISTING GROUND FLOOR0000

EXISTING LOUVRE TO BE REMOVED.
OPENING TO BE IN-FILLED, TO SUIT

NEW EXHAUST FAN.  PATCH &
REPAIR ALL AFFECTED AREAS OF

WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL

TRADES.  REFER TO STRUCTURAL
& MECHANICAL DRAWINGS, FOR

MORE INFORMATION.

1465 3525

4
A-004

4
A-004

U/S OF STEEL±12105

NEW FENCED GATE C/W HARDWARE
AND FENCED CEILING.  REFER TO
DOOR HARDWARE SCHEDULE FOR
MORE INFORMATION.

5
A-005

5
A-006

SIM
.

R2

61
0

W2

EXISTING MASONRY & BRICK
VENEER TO BE REMOVED TO

SUIT NEW AIR IN-TAKE
LOUVRE.  FINISHED TO MATCH
'DEEP GREY 55174'.  REFER TO
MECHANICAL DRAWINGS FOR

MORE INFORMATION.
TYPICAL.

NEW HANDRAIL, BEHIND.
REFER TO DETAIL 6/A-006
FOR MORE INFORMATION.

EXISTING EXHAUST TO BE REMOVED.
ALL OPENINGS & PENETRATIONS TO BE
PATCHED & REPAIRED, TO MATCH
EXISTING ADJACENT CONSTRUCTION &
FINISHES.  REFER TO MECHANICAL
DRAWINGS, FOR MORE INFORMATION.
TYPICAL.

NEW STRUCT. REINF. (SHOWN
HATCHED):
AREA OF EXISTING MASONRY TO BE
REINFORCED.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  REFER TO FLOOR
PLAN  & STRUCTURAL DRAWINGS, FOR
LOCATIONS AND MORE INFORMATION.
TYPICAL.
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33
80
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30
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EXISTING GENERATOR
ROOM (GROUND

FLOOR)

EXISTING MACHINE
ROOM (MAIN FLOOR)

NEW ELECTRICAL ROOM /
ROOF TOP ENCLOSURE

EXISTING GROUND
FLOOR

EXISTING
MAIN FLOOR

EXISTING
INTERSPATIAL

FLOOR

EXISTING SECOND
FLOOR

EXISTING FIRST
FLOOR

NEW EXIT STAIR AND
HANDRAIL

EXISTING ROOF TO
REMAIN ABANDONED

EXISTING FLOOR
STRUCTURE TO

REMAIN

EXISTING SLAB ON
GRADE TO REMAIN

EXISTING WALL TO REMAIN

EXISTING WALL TO
REMAIN

1255 2185 2185 810

EXISTING WALL TO
REMAIN

EXISTING WALL TO
REMAIN

NEW HORIZONTAL GIRTS TO
HAVE 13mm DIA. WEEP HOLES

DRILLED AT 610mm O.C.
REFER TO STRUCT. DWGS. FOR

MORE INFORMATION.

24
0

18
40

16
55

20
30

16
20

11
35

T/O CHANNEL

T/O CHANNEL

T/O CHANNEL

T/O CHANNEL

U/S OF CHANNEL

U/S OF CHANNEL

255 T/O PARAPET±13205

NEW FLOOR STRUCTURE±9050

EXISTING MAIN FLOOR±4635

EXISTING GROUND FLOOR0000

EXISTING PARAPET TO BE
REMOVED TO SUIT NEW

WALL ABOVE.

U/S OF STEEL

SLOPE DN. TO
ROOF DRAIN.

NEW PARAPET
BEYOND.

TYPICAL 3 SIDES.

5
A-006

SLOPE DN. TO
ROOF DRAIN.

10
A-006

3
A-006

4
A-004

SIM
.

R2 R1

5
A-007

F1

W3

W2

NEW HANDRAIL.  REFER TO
DETAIL 6/A-006 FOR MORE
INFORMATION.

NEW METAL CHANNELS /
STRUCT. FRAMING.  HORIZ.

MEMBERS TO HAVE 13mm DIA.
HOLES @ 610mm O/C, TO

PROVIDE ADEQUATE DRAINAGE.
  REFER TO STRUCT. DWGS.
FOR MORE INFO.  TYPICAL.

PROVIDE 13mm DIA. HOLE @
610mm O/C, TO PROVIDE

ADEQUATE DRAINAGE.  TYP.

EXISTING EXTERIOR WALLS TO REMAIN.  PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  MAKE GOOD ALL TRADES.
REFER TO PLANS AND ROOM FINISH SCHEDULE FOR
MORE INFORMATION.  TYPICAL.

EXISTING FLOOR FINISHES TO BE REMOVED & MADE
READY FOR NEW FINISHES.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL TRADES.  REFER TO
PLANS AND ROOM FINISH SCHEDULE FOR MORE
INFORMATION.  TYPICAL.

EXISTING EXTERIOR FINISHES TO REMAIN.  PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

NEW CHECKERED PLATE
LANDING & STAIRS.  REFER TO

DETAILS & STRUCTURAL
DRAWINGS FOR MORE

INFORMATION.

T/O LANDING±4485

PORTION OF EXISTING EXTERIOR WALL TO BE
REMOVED, TO SUIT NEW DOOR OPENING.  PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  MAKE GOOD ALL TRADES.
REFER TO PLANS, SCHEDULES & STRUCT. DWGS. FOR
MORE INFORMATION.

T/O MID-LANDING±8035

INTERIOREXTERIOR

6
A-005

15
0

NEW PERFORATED METAL
SIDING.  REFER TO

ELEVATIONS, FINISH
SCHEDULE AND STRUCTURAL

DRAWINGS FOR MORE
INFORMATION.

NEW EXIT
STAIR AND
HANDRAIL

EXISTING ADJACENT
WALL TO REMAIN.

NEW PARAPET CAP FLASHING, TO
MATCH EXISTING ADJACENT, SILL
FLASHING.  TYPICAL.

NEW EMERGENCY
LADDER AND CAGE.

NEW METAL SIDING
VIC-WEST PROFILE:
CL3035
COLOUR: DEEP GREY
55174
REFER TO
SPECIFICATIONS FOR
MORE INFORMATION.
TYPICAL.

EXISTING WALL TO
REMAIN

25
55

T/O PARAPET±13205

NEW FLOOR
STRUCTURE

±9050

EXISTING
MAIN FLOOR

±4635

EXISTING
GROUND
FLOOR0000

NEW GUTTER AND
RAINWATER LEADER.
FINISHED TO MATCH
PARAPET FLASHING.

EXISTING PARAPET TO
BE REMOVED TO SUIT
NEW WALL ABOVE.

NEW BOLLARD,
BEYOND.

U/S OF STEEL±12105

NEW PARAPET CAP
FLASHING, TO BE TIED
INTO EXISTING SILL
FLASHING.  TYPICAL.

EXISTING LOUVRE TO BE
REMOVED.  OPENING TO
BE IN-FILLED, TO SUIT
NEW AIR IN-TAKE FAN.
PATCH & REPAIR ALL
AFFECTED AREAS OF
WORK, TO MATCH
EXISTING ADJACENT.
MAKE GOOD ALL
TRADES.  REFER TO
STRUCT. & MECH. DWGS,
FOR MORE INFO.

EXISTING MASONRY & BRICK
VENEER TO BE REMOVED TO

SUIT NEW AIR IN-TAKE LOUVRE.
FINISHED TO MATCH VIC-WEST
'DEEP GREY 55174'.  REFER TO
MECHANICAL DRAWINGS FOR

MORE INFORMATION.  TYPICAL.

NEW STRUCT. REINF.
(SHOWN HATCHED):
AREA OF EXISTING
MASONRY TO BE
REINFORCED.  PATCH &
REPAIR ALL AFFECTED
AREAS OF WORK, TO
MATCH EXISTING
ADJACENT.  REFER TO
FLOOR PLAN  &
STRUCTURAL
DRAWINGS, FOR
LOCATIONS AND MORE
INFORMATION.  TYPICAL.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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SAFETY CAGE

LINE OF PERFORATED
STEEL ENCLOSURE.

EXISTING MAIN FLOOR±4635

T/O NEW LANDING±4485

0000 EXISTING GROUND FLOOR

LINE OF EXISTING
BUILDING FACE, BEYOND.

ROOFING
MEMBRANE

PROTECTION
BOARD

RIGID INSUL. W/
TAPERED SLOPE
TO ROOF DRAIN

VAPOUR BARRIER

METAL ROOF DECK
AS PER STRUCTURAL

LAP AND SEAL
WATERPROOFING
MEMBRANES

ROOF ACCESS
HATCH
BILCO 'TYPE D'
OR SIMILAR

MIN. 1955 CLEAR
STEEL BEAM AS PER
STRUCTURAL

CANT STRIP

2160

NEW ELECTRICAL
EQUIPMENT, TO BE
LOWERED IN,
THROUGH ROOF
HATCH.  REFER TO
STRUCTURAL &
ELECTRICAL
DRAWINGS, FOR
MORE INFORMATION.

1525 MAX.

23
10

 M
A

X.

36
0

36
0

40.0°

40.0°

LINE OF SAFETY CAGE
BELOW

EXISTING MASONRY WALL, TO
REMAIN.  TYPICAL.

10
65

1040

NEW LADDER

EXTERIOR ENCLOSURE W/
PERFORATED STEEL
CLADDING

LADDER ACCESS GATE.
REFER TO DOOR HARDWARE FOR MORE
INFORMATION.

D6

5
A-005

4
A-005

TYPICAL PARAPET FLASHING:
T/O NEW PARAPET FLASHING TO

ALIGN WITH EXISTING ADJACENT.
NEW PRE-FINISHED METAL FLASHING

TO MATCH EXISTING ADJACENT ON
NEW ROOFING MEMBRANE TO MATCH

EXISTING ADJACENT ON
NEW PLYWOOD SHEATHING TO

MATCH EXISTING ADJACENT ON
NEW ROOF INSULATION TO MATCH

EXISTING ADJACENT.
TIE-IN NEW ROOF MEMBRANE TO

EXISTING.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.  MAKE
GOOD ALL TRADES.

±
76

0

EXISTING BRICK VENEER TO BE
REMOVED, TO SUIT NEW

STRUCTURAL FRAMING.  PATCH &
REPAIR ALL AFFECTED AREAS OF

WORK, TO MATCH EXISTING
ADJACENT.  MAKE GOOD ALL

TRADES.  REFER TO STRUCTURAL
DRAWINGS FOR MORE

INFORMATION.  TYPICAL.

E
XI
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E

M
A

IN
.

NEW HSS STUB POST,
CONNECTED TO EXISTING

STRUCTURE.  EXPOSED STEEL TO
BE PAINTED.  REFER TO

SPECIFICATIONS AND
STRUCTURAL DRAWINGS FOR

MORE INFORMATION.  TYPICAL.

NEW STRUCTURAL FRAMING.
EXPOSED STEEL TO BE PAINTED.
REFER TO SPECIFICATIONS AND

STRUCTURAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

INTERIOR
HOSPITAL SIDE,

TO REMAIN.

7
A-005

NEW THROUGH BOLTS TO
SUPPORT STAIR FRAMING.
PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH
EXISTING ADJACENT.  ALL
PENETRATIONS TO BE SEALED.
MAKE GOOD ALL TRADES. REFER
TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

PROVIDE OUTRIGGER TO NEW PLATE, FOR
NEW STAIR FRAME CONNECTIONS.  REFER TO

STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

REMOVE EXISTING BRICK VENEER TO EXPOSE
EXISTING MASONRY / CONCRETE WALL BEHIND,

TO SUIT NEW STEEL PLATE AND THROUGH
BOLTS.  CUT THREADED RODS TO SUIT.  IN-FILL

OPENING WITH BRICK VENEER.  PATCH & REPAIR
ALL AFFECTED AREAS OF WORK, TO MATCH

EXISTING ADJACENT.  ALL PENETRATIONS TO BE
SEALED.  MAKE GOOD ALL TRADES. REFER TO

STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

EXISTING BRICK VENEER TO BE SAFELY
REMOVED TO SUIT STRUCTURAL FRAMING.
SAFELY STORE EXISTING BRICK VENEER &

REINSTATE AT COMPLETION OF STRUCTURAL
WORK.  PATCH & REPAIR ALL AFFECTED

AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION AND FINISHES.

MAKE GOOD ALL TRADES.  REFER TO
STRUCTURAL DRAWINGS FOR MORE

INFORMATION.  TYPICAL.

INTERIOR - EXISTING
ELECTRICAL ROOM

EXTERIOR

NEW ANTI-CLIMB FENCING ABOVE.

NEW 38mm DIA. TUBE FRAMING FOR
CHAIN-LINK FENCING.  COLOUR TO MATCH
NEW METAL SIDING.  TYPICAL.

NEW 38mm DIA. TUBE FRAMING C/W
ANTI-CLIMB FENCING.  PROVIDE SHOP
DRAWINGS, STAMPED & SIGNED BY P.  ENG.
LICENSED IN ONTARIO.

PROVIDE STEEL PLATE TO SUIT NEW GATE
HARDWARE.  REFER TO DOOR HARDWARE
SCHEDULE FOR MORE INFORMATION.

NEW METAL FRAMING.  REFER TO
STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

NEW PERFORATED METAL SIDING.  REFER
TO ELEVATIONS FOR MORE INFORMATION.
TYPICAL.

NEW METAL FRAMING.  REFER TO
STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

NEW CHECKERED PLATE LANDING.  REFER
TO STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

NEW POST TO SUPPORT NEW FENCED GATE
HINGES.  PROVIDE SHOP DRAWINGS,
STAMPED & SIGNED BY P.  ENG. LICENSED IN
ONTARIO.

EXISTING EXTERIOR WALL & FINISHES TO
REMAIN.  PATCH & REPAIR ALL AFFECTED
AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION & FINISHES.  ALL
PENETRATIONS TO BE SEALED AND MADE
WEATHER-TIGHT.  MAKE GOOD ALL TRADES.
TYPICAL.
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COORDINATE GAP BETWEEN GATE & WALL,
TO ENSURE MINIMUM SPACE IS PROVIDED.
GAP TO BE AS MINIMUM AS POSSIBLE, TO
PREVENT INTRUSION AND TAMPERING WITH
GATE HARDWARE.

ENSURE MINIMUM GAP IS PROVIDED, TO SUIT
NEW FENCE FRAME INSTALLATION & TO
PREVENT INTRUSION.  TYPICAL.

NEW HSS STUB POST, CONNECTED TO EXISTING STRUCTURE.
EXPOSED STEEL TO BE PAINTED TO MATCH EXISTING

ADJACENT EXPOSED STRUCTURE.  REFER TO
SPECIFICATIONS AND STRUCTURAL DRAWINGS FOR MORE

INFORMATION.  TYPICAL.

PROVIDE NEW METAL FLASHING.  COLOUR
TO MATCH EXISTING ADJACENT FLASHING.

EXISTING FLASHING TO BE
REMOVED TO SUIT NEW HSS

STUB INSTALLATION.
PROVIDE NEW METAL

FLASHING C/W DRIP EDGE
TIED INTO EXISTING

ADJACENT.  COLOUR TO
MATCH EXISTING ADJACENT

FLASHING.

EXISTING ROOF TO REMAIN,
PRESUMED TO BE EPDM (TO BE SITE

VERIFIED).  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO

MATCH EXISTING ADJACENT.
TYPICAL, SHOWN OR NOT SHOWN.

UNLESS NOTED OTHERWISE.

±
41

5

PROVIDE NON-COMBUSTIBLE
BLOCKING AS REQUIRED TO

SUIT.

INFILL VOIDS BETWEEN
BLOCKING WITH RIGID

INSULATION.
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EXISTING STEEL FRAMING &
STRUCTURE, TO REMAIN.  TYPICAL.

EXISTING HSS STUB POST, TO BE
FILLED WITH SPRAY FOAM
INSULATION.

PROVIDE NEW ROOF MEMBRANE &
AIR BARRIER TO BE TIED INTO
EXISTING ADJACENT.

NEW CANT STRIP.

PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.  MAKE

GOOD ALL TRADES.   ALL PENETRATIONS
TO BE MADE WEATHER-TIGHT & CAULK

SEALED.  REFER TO STRUCTURAL
DRAWINGS FOR MORE INFORMATION.

SLOPE DN. AWAY FROM
HSS STUB POST.

EXISTING BRICK VENEER TO BE SAFELY REMOVED,
TO SUIT TIE-IN OF NEW AIR-BARRIER TO EXISTING.
BRICK VENEER TO BE REINSTALLED.

EXISTING WALL, TO REMAIN.  REFER TO PLANS
AND DETAILS, FOR MORE INFORMATION.

EXISTING BRICK VENEER TO BE SAFELY
REMOVED, TO SUIT TIE-IN OF NEW AIR-BARRIER
TO EXISTING.  BRICK VENEER TO BE
REINSTALLED.

INTERIOR HOSPITAL SIDE -
TO REMAIN.

EXTERIOR

INTERIOR SIDE OF NEW
ELECTRICAL ROOM

EXISTING AIR-BARRIER, TO REMAIN.  TYPICAL.

NEW AIR-BARRIER EXTENDED & TIED INTO
EXISTING.  OVERLAP 305mm MIN.  TYPICAL.

EXISTING AIR-BARRIER, TO REMAIN.  TYPICAL.

NEW VAPOUR BARRIER EXTENDED & TIED INTO
EXISTING AIR BARRIER.  OVERLAP 305mm MIN.
TYPICAL.

12

NEW GYPSUM BOARD.

PROVIDE CAULKING AT GYPSUM BOARD
& BRICK VENEER.

NEW METAL SIDING.

PROVIDE CAULKING AT METAL SIDING
& BRICK VENEER.

12

EXISTING WALL, TO REMAIN.  REFER TO PLANS
AND DETAILS, FOR MORE INFORMATION.

EXISTING BRICK VENEER TO BE SAFELY
REMOVED, TO SUIT TIE-IN OF NEW AIR-BARRIER
TO EXISTING.  BRICK VENEER TO BE
REINSTALLED.

INTERIOR HOSPITAL SIDE -
TO REMAIN.

INTERIOR SIDE OF NEW
ELECTRICAL ROOM

EXTERIOR

EXISTING BRICK VENEER TO BE
SAFELY REMOVED, TO SUIT TIE-IN

OF NEW AIR-BARRIER TO EXISTING.
BRICK VENEER TO BE

REINSTALLED.

NEW GYPSUM BOARD.

PROVIDE CAULKING AT GYPSUM BOARD
& BRICK VENEER.

12

12

NEW METAL SIDING.

PROVIDE CAULKING AT METAL SIDING
& BRICK VENEER.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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DETAILS

ELEVATION - EXIT LADDER
1:20A-005

1NEW ROOF ACCESS HATCH
1:20A-005

3 EXIT LADDER PLAN DETAIL
1:20A-005

2ROOF STUB DETAIL
1:10A-005

4

SECTION AT LADDER GATE
1:15A-005

5WALL CONNECTION AT STAIR - DETAIL
1:15A-005

6

TYPICAL - PARAPET STUB DETAIL
1:5A-005

7WALL TO WALL DETAIL
1:10A-005

8WALL TO WALL DETAIL @ CORNER
1:10A-005
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PAINTED CONC. TOPPING

TOP OF ASPHALT OR
CONCRETE PAVING

610 mm Ø (2'-0") CONCRETE
SONO TUBE BASE

203 mm (8") OUTSIDE
DIAMETER STEEL PIPE
FILLED WITH CONCRETE
SET INTO SONO TUBE BASE

PAINT BOLLARDS YELLOW:
PARA PAINT '8 MPI', OR
EQUIVALENT.
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EXTEND CAP SHEET OVER METAL
SCUPPER TO EXTERIOR FACE OF
WALL. SEAL ALL EDGES.

PREFINISHED METAL FLASHING
C/W DRIP EDGE

2% SLOPE

PREFINISHED METAL SCUPPER
& RWL: MATCH SIZE, COLOUR

& PROFILE OF EXISTING,
WHERE APPLICABLE.

CONTINUOUS CAULKING &
BACKER ROD AROUND

PERIMETER

BLOCKING

CONTINUOUS ROOF
MEMBRANE UNDER SCUPPER

PACK VOIDS IN METAL DECK
WITH MINERAL WOOL

INSULATION

EXTERIOR INTERIOR

10
0

R1

SLOPE DN.

100 Ø- 6mm THK STEEL
PLATE. FASTEN TO SLAB W/ 3

9.5mm ANCHOR BOLTS

38mm Ø STEEL TUBING

250 X 38 'C' CHANNEL.
 CLOSURE PLATES TOP AND

BOTTOM. BOLT TO SLAB.

6mm THK BENT DIAMOND PLATE
WELDED TO C CHANNEL

NOTES:

1. ALL STEEL TO BE PAINT FINISH.
2. ALL WELDS TO BE GROUND SMOOTH.
3. ALL EXPOSED ENDS TO BE CAPPED.
4. SITE VERIFY ALL DIMENSIONS PRIOR TO
   FABRICATION.
5. ALL WELDS TO BE CONTINUOUS.
6. APPLY ZINC RICH PRIMER TO ALL WELDS
7. SITE COORDINATE FINAL GRADES WITH FINISHED
    FLOOR.
8. SUBMIT SHOP DRAWINGS STAMPED & SIGNED BY
    P. ENG. LICENSED IN ONTARIO, FOR REVIEW.

LIP OF GENERATOR ENCLOSURE.
REFER TO ELECTRICAL DRAWINGS
FOR MORE INFORMATION.

T/O LANDING & INTERIOR
GENERATOR FINISHED
FLOOR

610

T/O FINISHED SLAB0000

T/O GENERATOR LIP710

NEW SELF SUPPORTED STAIR & LANDING AT
NEW GENERATOR ENCLOSURE.  REFER TO SITE
PLAN, STRUCTURAL & ELECTRICAL DRAWINGS.
TYPICAL FOR 3.

NEW GENERATOR ENCLOSURE,
BEYOND.  REFER TO ELECTRICAL

DRAWINGS FOR MORE INFORMATION.
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305 MIN.

305 MIN.
(FROM EDGE OF

DOOR SWING)
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NEW DOOR OPENING TO NEW GENERATOR
ENCLOSURE.  REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION.
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A
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STAIR TREAD DEPTH

10
70

NEW HANDRAIL, 38mm Ø STEEL
TUBING.

NEW FULL HEIGHT PICKETS,
12mm Ø STEEL TUBING
SPACED AT 100mm O/C.

NEW GUARDRAIL, 38mm Ø STEEL
TUBING.

16 mm Ø ROD WELDED TO 12 mm
THK FACE PLATE, TYP.

STEEL PIPE 42 mm Ø, TYP. ROD 16 mm Ø, TYP.

STEEL PIPE 42 mm Ø, TYP.

STEEL FACE PLATE: 75 mm Ø,
12 mm THK, WELDED TO ROD,
TYP.

COUNTERSINK
FASTENERS, TYP.

PLAN

SECTION

ELEVATION

℄
℄
℄

PROVIDE ADEQUATE BLOCKING /
SUPPORT TO WITHSTAND LOADS ON
HANDRAIL & SUPPORTS PER OBC.
SHOP DRAWINGS TO BE SUBMITTED,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.  TYPICAL.

℄

ALIGN ROD PERPENDICULAR
TO HANDRAIL, TYP.

STEEL PIPE 42 mm Ø

ROD 16 mm Ø,
TYP.

STEEL FACE PLATE: 75 mm Ø,
12 mm THK, WELDED TO ROD, TYP.

℄

TOP OF FINISH FLOOR

BASE OF STAIR

NOTE: DO NOT PAINT GALVANIZED
STEEL OR STAINLESS STEEL.

TOP OF STAIR,
REFER TO DWGS
FOR HEIGHT OR
FFE
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STAIR TREAD DEPTH
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PROVIDE ADEQUATE BLOCKING /
SUPPORT TO WITHSTAND LOADS ON
HANDRAIL & SUPPORTS PER OBC.
SHOP DRAWINGS TO BE SUBMITTED,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.  TYPICAL.

EXISTING BRICK VENEER AND
MASONRY WALL TO REMAIN.
PATCH AND REPAIR ALL AFFECTED
AREAS OF WORK TO MATCH
EXISTING.  MAKE GOOD ALL
TRADES.

2% SLOPE

NEW STEEL BEAM. REFER TO
STRUCTURAL

CANT STRIP

UPTURN ROOFING MEMBRANE

PROVIDE NEW METAL FLASHING,
INTEGRATED INTO EXISTING SILL
FLASHING.  COLOUR TO MATCH EXISTING
SILL FLASHING, & CAULK SEALED AT
EXISTING WINDOW FRAME.  TYPICAL.

PREFINISHED METAL FLASHING

INTERIOR /
HOSPITAL

INTERIOR / NEW
ELECTRICAL ROOM

EXTERIOR

±13 205

12 105

SLOPE 2%  MIN

VAPOUR BARRIER

SPRAYED POLYURETHANE
INSULATION

RIGID INSULATION

DRAIN COVER

DRAIN

CLAMPING RING

MASTIC

CAP SHEET

REINFORCEMENT MEMBRANE

BASE SHEET

T/O STRUCTURAL FRAMING,
BEYOND.

SLOPE DN.

PREFINISHED METAL
FLASHING C/W DRIP
EDGE

2% SLOPE

PROVIDE BLOCKING TO
ACHIEVE 2% ROOF SLOPE

PREFINISHED METAL
EAVES TROUGH

PREFINISHED METAL FLASHING
C/W DRIP EDGE

PROVIDE RIGID INSULATION IN
WEB OF BEAM

MIN. 2% SLOPE

EXTERIOR INTERIOR

LAP AIR BARRIER WITH
ROOFING MEMBRANE

NEW STEEL FRAMING.  REFER
TO STRUCTURAL DRAWINGS
FOR MORE INFORMATION.
TYPICAL.

NEW PERFORATED METAL SIDING.  REFER
TO ELEVATIONS FOR MORE INFORMATION.
TYPICAL.

R1

R2

REFER TO STRUCTURAL FOR
FASTENING REQUIREMENTS

NEW EXTERIOR WALL
MOUNTED EXHAUST
DUCT SUPPORT. REFER
TO STRUCTURAL

NEW EXHAUST DUCT
FROM NEW GENERATOR
TO HIGH ROOF.  REFER
TO MECHANICAL
DRAWINGS FOR MORE
INFORMATION.

SEAL AROUND ALL NEW
PENETRATIONS THROUGH

EXISTING MASONRY WALL W/
CAULKING (TYP.)

CONTINUOUS BEAD OF
CAULKING ALONG T/O

EXPOSED METAL FRAME

NOTE: INTERIOR SIDE OF WALL
TO REMAIN UNDISTURBED
THROUGHOUT CONSTRUCTION

EXISTING MASONRY WALL

EXISTING BRICK VENEER

SEAL AROUND ALL NEW
PENETRATIONS THROUGH

EXISTING MASONRY WALL W/
CAULKING (TYP.)

NEW EXTERIOR WALL
MOUNTED EXHAUST

DUCT SUPPORT. REFER
TO STRUCTURAL

NEW EXHAUST DUCT FROM NEW
GENERATOR ENCLOSURE, TO
EXISTING HIGH ROOF.  REFER TO
MECHANICAL DRAWINGS FOR
MORE INFORMATION.

8
A-006

NEW CABLE TRAY SUPPORT.
REFER TO STRUCTURAL &
ELECTRICAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

NEW CABLE TRAY.
REFER TO ELECTRICAL
DRAWINGS FOR MORE
INFORMATION.

NEW CABLE TRAY SUPPORT /
FRAMING TO BE FINISHED TO
MATCH EXISTING CABLE TRAY.
TYPICAL.

EXISTING EXTERIOR WALL & FINISHES TO REMAIN.
PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION &
FINISHES.  MAKE GOOD ALL TRADES.  TYPICAL.

PROVIDE NEW ANCHORS TO FIX NEW
CABLE TRAY SUPPORT.  ALL

PENETRATIONS TO BE SEALED AND MADE
WEATHER-TIGHT.  GC TO CONFIRM

EXISTING MASONRY WALL IS COMPLETELY
FILLED WITH MORTAR.  REFER TO

STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

INTERIOR EXTERIOR

NOTE: INTERIOR HOSPITAL SIDE
OF WALL TO REMAIN

UNDISTURBED, THROUGHOUT
CONSTRUCTION.  TYPICAL.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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DETAILS

BOLLARD DETAIL
1:20A-006

1ROOF WALL DETAIL
1:10A-006

3

ROOF SCUPPER DETAIL
1:10A-006

4HIGH / LOW ROOF DETAIL
1:10A-006

5STAIR HANDRAIL DETAIL - TYPICAL
1:10A-006

6

ROOF DRAIN DETAIL
1:10A-006

10

EXHAUST PIPE SUPPORT PLAN DETAIL
1:10A-006

7

EXHAUST PIPE SUPPORT SECTION DETAIL
1:10A-006

8CABLE TRAY SUPPORT SECTION DETAIL
1:10A-006

9

STAIR DETAIL AT GENERATOR ENCLOSURE - TYPICAL
1:10A-006
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NEW HELICAL PILES.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

EXISTING UNDISTURBED SOIL, TO REMAIN.
TYPICAL.

EXISTING RETAINING WALL, TO REMAIN.
PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT
CONSTRUCTION AND FINISHES.  MAKE
GOOD ALL TRADES.    REFER TO
STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

CUT 12mm GROOVE INTO EXISTING
RETAINING WALL.  DEPTH TO SUIT NEW
HELICAL PILE END CAP.  TYPICAL AT TOP &
BOTTOM.

PROVIDE LEAD RIGLET.  TYPICAL AT
TOP & BOTTOM.

PROVIDE CAULK SEALANT, FULL LENGTH.
TYPICAL TOP ONLY.

EXISTING RETAINING WALL, TO REMAIN.
TYPICAL.

NEW 6 GA. BENT METAL, HELICAL PILE
END CAP.  TYPICAL.

50

12
0.

0°

10
5

50

NEW HELICAL PILE END CAP:
6 GAUGE BENT METAL,

GALVANIZED FINISH.  PROVIDE
DRIP AT BOTTOM.

±225

±
75

275

275

16
0

16
0

NEW HELICAL PILES.  PATCH & REPAIR ALL
AFFECTED AREAS OF WORK, TO MATCH
EXISTING ADJACENT CONSTRUCTION AND
FINISHES.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

FIRE STOPPING: APPLY OVER
MINERAL WOOL, 3 mm (1/8") WET
THICKNESS (2 mm OR 1/16" DRY
THICKNESS) OF SPRAY MATERIAL
OVERLAPPING ONTO WALL
PENETRANTS MIN. 13 mm (1/2").
APPLY TO BOTH SIDES OF
PARTITION. REFER TO 3M CANADA
DESIGN NO. 3M/PHV 120-09.

NEW MECH/ ELEC PENETRANTS,
TYP. REFER TO MECH/ ELEC RQMTS.

OVERLAP FIRE STOPPING
MATERIAL MIN. 13 mm OVER
GWB SURROUNDING OPENING,
TYP.

MINERAL WOOL INSULATION: MIN. 4 pcf DENSITY,
COMPRESSED 33%,  MIN. 100mm (4") DEPTH

APPLIED FLUSH WITH BOTH SIDES OF
PARTITION. REFER TO 3M CANADA DESIGN NO.

3M/PHV 120-09.

NEW ELECTRICAL PENETRATIONS. REFER TO
ELECTRICAL DRAWINGS, FOR MORE INFO.

REFER TO FLOOR PLAN & WALL TYPE
SCHEDULE, FOR MORE INFORMATION.

2 METAL STUDS

OVERLAP FIRE STOPPING MATERIAL MIN. 13 mm
OVER GWB SURROUNDING OPENING & OVER

ELECTRICAL PENETRATIONS, TYPICAL.

WALL FRAMING
PER WALL TYPE,

REFER TO
SCHEDULES.ELEVATION

SECTION

OPENING SIZE MAX.
0.84 m² (9 ft²)

2 METAL STUDS

29
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)

465 mm
(914 mm MAX.)

55
 m

m
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.

MIN. 15 mm TYP.

MIN. 15 mm TYP.

35 mm MIN.

102 mm
MIN.

40 mm MIN.

35
 m

m
M

IN
.

R1

NEW STRUCTURAL FRAMING TO
SUIT NEW EXHAUST FAN.  REFER
TO STRUCTURAL &
MECHANICAL DRAWINGS FOR
MORE INFORMATION.

NEW EXHAUST FAN.  REFER TO
MECHANICAL DRAWINGS FOR
MORE INFORMATION.

PROVIDE NEW
FLASHING C/W DRIP

EDGE.

PROVIDE
CANT STRIP.

R1

PROVIDE NEW BLOCKING AS
REQUIRED, TO SUIT NEW
EXHAUST FAN.

NOTES:
1. ENSURE ALL PENETRATIONS

ARE MADE WEATHER-TIGHT.
2. REFER TO MECHANICAL

AND STRUCTURAL
DRAWINGS FOR MORE
INFORMATION.

EXISTING LANDSCAPING & PAVERS TO REMAIN.   PATCH &
REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION AND FINISHES.  MAKE GOOD ALL
TRADES.

NEW GUARDRAIL:
38mm DIA. GALVANIZED TUBE FRAME.  POSTS TO BE SPACED
AT 1525mm & FIXED TO T/O EXISTING RETAINING WALL.
PROVIDE 13mm DIA. PICKETS AT 100mm O.C., TO BE PAINTED
TO MATCH EXISTING.  PATCH & REPAIR ALL AFFECTED AREAS
OF WORK, TO MATCH EXISTING ADJACENT CONSTRUCTION
AND FINISHES.  MAKE GOOD ALL TRADES.  SUBMIT SHOP
DRAWINGS STAMPED & SIGNED BY P.  ENG. LICENSED IN
ONTARIO.  TYPICAL.

PROVIDE BASE PLATE C/W BOLTS EMBEDDED INTO EXISTING
RETAINING WALL.  SUBMIT SHOP DRAWINGS STAMPED &
SIGNED BY P.  ENG. LICENSED IN ONTARIO.  TYPICAL.

EXISTING RETAINING WALL, TO REMAIN.  REFER TO
STRUCTURAL DRAWINGS FOR MORE INFORMATION.

EXISTING UNDISTURBED
SOIL, TO REMAIN.

205 115
320

INTERIOR VOID, ABOVE
EXISTING MACHINE ROOM

(MAIN FLOOR)

NEW ELECTRICAL ROOM
(PENTHOUSE ADDITION)

EXTERIOR / STAIR
ENCLOSURE

2 LAYERS OF 15.9mm GYPSUM BOARD.
TAPED & SANDED SMOOTH, READY
FOR PAINT FINISH.

PROVIDE VAPOUR BARRIER ON INTERIOR
SIDE, TIED INTO EXISTING.  REFER TO
SPECIFICATIONS FOR MORE INFORMATION.
NEW 200mm STEEL STUD AT 406mm O.C.
VOIDS TO BE COMPLETELY FILLED WITH
INSULATION.  REFER TO SPECIFICATIONS
FOR MORE INFORMATION.
NEW EXTERIOR SHEATHING.  REFER TO
SPECIFICATIONS FOR MORE INFORMATION.

GYPSUM BOARD TO BE INSTALLED 15mm
ABOVE FINISHED FLOOR, AND CAULK
SEALED.  REFER TO SPECIFICATIONS FOR
MORE INFORMATION.

15

EXISTING EXTERIOR WALL &
EXISTING ROOF TO REMAIN.
PATCH & REPAIR ALL
AFFECTED AREAS OF
WORK, TO MATCH EXISTING
ADJACENT CONSTRUCTION
& FINISHES.  MAKE GOOD
ALL TRADES.

PROVIDE CONTINUOUS
55mm R14 RIGID BOARD

INSULATION.

METAL SIDING ON GALV.
ANGLE MOUNTED TO
THERMAL ISOLATION

CLIP SYSTEM.

PROVIDE NEW
'PEEL-N-STICK' AIR

BARRIER ON EXTERIOR
SIDE, TIED INTO EXISTING

AND NEW ADJACENT.
REFER TO SPECIFICATIONS
FOR MORE INFORMATION.

PROVIDE NEW FLASHING,
FINISHED TO MATCH NEW
SIDING.  TYPICAL 3 SIDES.

PROVIDE BOTTOM
FLASHING COMPLETE

WITH DRIP EDGE.

50

EXISTING PARAPET TO BE
REMOVED.  PATCH & REPAIR

ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING

ADJACENT.  TYPICAL.

NEW STRUCTURAL STEEL
FRAMING.  REFER TO

STRUCTURAL DRAWINGS,
FOR MORE INFORMATION.

120
(F/O ANGLE)

FILL ENTIRE VOIDS WITH
MINERAL WOOL
INSULATION.

15
0

EXISTING MASONRY BLOCKS, TO BE
REINFORCED.  REFER TO STRUCTURAL

DRAWINGS FOR MORE INFORMATION.
PATCH & REPAIR ALL AFFECTED AREAS OF

WORK, TO MATCH EXISTING ADJACENT.

EXISTING MASONRY BLOCKS & BRICK
VENEER, TO REMAIN (SHOWN SHADED).

PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT.

TYPICAL.

INTERIOR
EXISTING MACHINE ROOM

(MAIN FLOOR)
EXTERIOR

±780
(2 MASONRY BLOCKS)

±690 ±90±595 ±595

±1195

INTERIOR
EXISTING MACHINE ROOM

(MAIN FLOOR)

EXTERIOR

EXISTING MASONRY BLOCKS, TO BE
REINFORCED.  REFER TO STRUCTURAL

DRAWINGS FOR MORE INFORMATION.
PATCH & REPAIR ALL AFFECTED AREAS OF

WORK, TO MATCH EXISTING ADJACENT.

EXISTING MASONRY BLOCKS & BRICK
VENEER, TO REMAIN (SHOWN SHADED).

PATCH & REPAIR ALL AFFECTED AREAS OF
WORK, TO MATCH EXISTING ADJACENT.

TYPICAL.

NOTE:
APPROXIMATE LOCATIONS OF MASONRY
REINFORCEMENT, SHOWN FOR REFERENCE
ONLY.  LOCATIONS TO BE SITE VERIFIED AND
COORDINATED WITH STRUCTURAL
DRAWINGS.  TYPICAL.

11
5

20
5

32
0

115 205

320

NEW 2 LAYERS 15.9mm GYPSUM BOARD,
PLASTERED, TAPED & SANDED SMOOTH,

READY TO RECEIVE NEW FINISH.  REFER TO
ROOM FINISH SCHEDULE FOR MORE

INFORMATION.

NEW VAPOUR BARRIER (SHOWN DASHED).
REFER TO SPECIFICATIONS FOR MORE

INFORMATION.

FILL VOIDS WITH NEW MINERAL WOOL
INSULATION.  REFER TO SPECIFICATIONS

FOR MORE INFORMATION.

NEW 200mm STEEL STUDS, FULL HEIGHT,
SPACED AT 400mm O.C.  REFER TO

SPECIFICATIONS FOR MORE INFORMATION.

NEW 15.9mm EXTERIOR GRADE SHEATHING.
REFER TO SPECIFICATIONS FOR MORE

INFORMATION.

NEW AIR BARRIER (SHOWN DASHED).  REFER
TO SPECIFICATIONS FOR MORE

INFORMATION.

NEW 55mm THICK, CONTINUOUS RIGID
INSULATION (13.4 R-VALUE).

.  REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

NEW METAL SIDING
VIC-WEST PROFILE: CL3035
COLOUR: DEEP GREY 55174
REFER TO SPECIFICATIONS FOR
MORE INFORMATION.  TYPICAL.

COMPLETELY FILL VOID
BETWEEN STRUCT. FRAMING
WITH RIGID INSUL.

NEW STRUCTURAL STEEL
FRAMING.  REFER TO
STRUCTURAL DRAWINGS, FOR
MORE INFORMATION.

NEW ELECTRICAL ROOM /
ROOF TOP ENCLOSURE

EXTERIOR

11
5

20
5

32
0

NEW 2 LAYERS 15.9mm GYPSUM BOARD,
PLASTERED, TAPED & SANDED SMOOTH,

READY TO RECEIVE NEW FINISH.  REFER TO
ROOM FINISH SCHEDULE FOR MORE

INFORMATION.

NEW VAPOUR BARRIER (SHOWN DASHED).
REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

FILL VOIDS WITH NEW MINERAL WOOL
INSULATION.  REFER TO SPECIFICATIONS
FOR MORE INFORMATION.

NEW 200mm STEEL STUDS, FULL HEIGHT,
SPACED AT 400mm O.C.  REFER TO
SPECIFICATIONS FOR MORE INFORMATION.

NEW 15.9mm EXTERIOR GRADE SHEATHING.
REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

NEW AIR BARRIER (SHOWN DASHED).  REFER
TO SPECIFICATIONS FOR MORE
INFORMATION.

NEW 55mm THICK, CONTINUOUS RIGID
INSULATION (13.4 R-VALUE).
.  REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

NEW ELECTRICAL ROOM /
ROOF TOP ENCLOSURE

NEW STRUCTURAL STEEL
FRAMING.  REFER TO

STRUCTURAL DRAWINGS, FOR
MORE INFORMATION.

COMPLETELY FILL VOID
BETWEEN STRUCT. FRAMING

WITH RIGID INSUL.

NEW METAL SIDING
VIC-WEST PROFILE: CL3035
COLOUR: DEEP GREY 55174
REFER TO SPECIFICATIONS FOR
MORE INFORMATION.  TYPICAL.

EXTERIOR

10
70

255
TYP.

50 M
IN

.

GALV. METAL HANDRAIL TYP.

91
5

305

20
5

TY
P

.

TYP. STAIR AND GUARDRAIL
CONTRACTOR TO COORDINATE WITH

MECHANICAL REQUIREMENTS AND VERIFY
TOTAL RISE OF STAIR ON SITE. PROVIDE

SHOP DRAWINGS

NEW STRUCTURAL FRAMING.  REFER
TO STRUCTURAL DRAWINGS FOR
MORE INFORMATION.

EXISTING ROOF TO REMAIN.  ALL
AFFECTED AREAS TO BE PATCHED &
REPAIRED, TO MATCH EXISTING
ADJACENT CONSTRUCTION.
REFER TO ROOF PLAN FOR MORE
INFORMATION.  TYPICAL.

TYP. GALV. STEEL GUARDRAIL
40 MM DIAMETER

91
5

80
0

TREAD
DEPTH

10
70

NEW ROOF PAVERS.
REFER TO ROOF PLAN FOR QTY. &
MORE INFORMATION.  TYPICAL.

NEW VAPOUR BARRIER (SHOWN DASHED).
REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

FILL VOIDS WITH NEW MINERAL WOOL
INSULATION.  REFER TO SPECIFICATIONS
FOR MORE INFORMATION.

NEW 200mm STEEL STUDS, FULL HEIGHT,
SPACED AT 400mm O.C.  REFER TO
SPECIFICATIONS FOR MORE INFORMATION.

NEW 15.9mm EXTERIOR GRADE SHEATHING.
REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

NEW AIR BARRIER (SHOWN DASHED).
REFER TO SPECIFICATIONS FOR

MORE INFORMATION.

NEW 55mm THICK, CONTINUOUS RIGID
INSULATION (13.4 R-VALUE).

.  REFER TO SPECIFICATIONS FOR MORE
INFORMATION.

PROVIDE BLOCKING AS REQUIRED TO
INSTALL NEW MECHANICAL LOUVRE.  REFER
TO MECHANICAL DRAWINGS, FOR MORE
INFORMATION.  TYPICAL.

NEW MECHANICAL LOUVRE.  REFER TO
MECHANICAL DRAWINGS, FOR MORE
INFORMATION.  TYPICAL.

PROVIDE BLOCKING AS REQUIRED TO
ACCOMMODATE NEW CABLE TRAY.  REFER

TO ELECTRICAL DRAWINGS, FOR MORE
INFORMATION.  TYPICAL.

NEW OPENING TO SUIT NEW CABLE
TRAY.  REFER TO ELECTRICAL

DRAWINGS, FOR MORE INFORMATION.
TYPICAL.

NEW 2 LAYERS 15.9mm GYPSUM BOARD,
PLASTERED, TAPED & SANDED SMOOTH,

READY TO RECEIVE NEW FINISH.  REFER TO
ROOM FINISH SCHEDULE FOR MORE

INFORMATION.

NEW STRUCTURAL STEEL
FRAMING.  REFER TO

STRUCTURAL DRAWINGS, FOR
MORE INFORMATION.

NEW ELECTRICAL ROOM /
ROOF TOP ENCLOSURE

EXTERIOR

11
5

20
5

32
0

170 305

475

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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DETAILS

HELICAL PILE END CAP DETAIL - TYPICAL
1:10A-007

1CABLE TRAY PENETRATION - TYPICAL
1:10A-007

2EXHAUST FAN / ROOF CURB DETAIL
1:15A-007

3NEW GUARDRAIL CONNECTION DETAIL
1:15A-007

4

WALL / FLOOR DETAIL
1:5A-007

5

LEVEL 3 - ACCESS PLATFORM - SECTION
SCALE= 1:20A-007

11

STRUCT. MASONRY REINF. AT CORNER
1:10A-007

6STRUCT. MASONRY REINF. AT WALL
1:10A-007

7TYPICAL WALL DETAIL AT EXTERIOR CORNER
1:10A-007

8

TYPICAL DETAIL AT EXTERIOR WALL 
1:10A-007

9DETAIL AT EXTERIOR WALL OPENING 
1:10A-007
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ROOM FINISH SCHEDULE

ROOM FLOOR WALLS CEILING NOTES

MATERIAL BASE NORTH SOUTH EAST WEST MATERIAL FINISH

EXISTING GROUND FLOOR

    EXISTING GENERATOR ROOM FF-1 - PT-2 PT-2 PT-2 PT-2 CONC. PT-3

EXISTING MAIN FLOOR

    EXISTING MAIN FLOOR FF-1 - PT-2 PT-2 PT-2 PT-2 CONC. & PT-3

NEW ELECTRICAL ROOM

    NEW ELECTRICAL ROOM FF-1 - PT-2 PT-2 PT-2 PT-2 METAL PT-3

FINISH TYPES

FF-1
(NEW AND
EXISTING
FLOOR AS

NOTED)

EXISTING FLOOR FINISHES TO BE REMOVED, TO BARE CONCRETE. DAMAGE TO EXISTING SLAB, ASSOCIATED WITH EXISTING EQUIPMENT REMOVAL, TO BE PATCHED & REPAIRED.
PROVIDE SMOOTH LEVEL SURFACE, SECURELY BONDED TO SLAB AND SUFFICIENT TO RESIST EPOXY FINISH PULL TEST.
EPOXY FLOORING: SIKAFLOOR FASTFLOOR CR (BASE COAT) AND SIKAFLOOR 265 (TOPCOAT). REMOVE EXISTING FINISHES AND PREPARE
EXISTING CONCRETE SUBSTRATE AS PER MANUFACTURER'S INSTRUCTIONS. CLEAN CONCRETE FLOOR AND ABRADE EXISTING SURFACE AS PER FLOOR FINISH MANUFACTURER'S
RECOMMENDATIONS PRIOR TO INSTALLATION OF EPOXY FLOORING. COATING TO BEAR ON CLEAN AND SOUND SUBSTRATE. COLOUR: LIGHT GREY. EPOXY COATING TO EXTEND
OVER NEW HOUSEKEEPING PADS. CORNERS TO BE COVED EPOXY.

PT-1
DOOR & FRAME PAINT: PRIME AND PAINT BOTH SIDES SHERWIN WILLIAMS, PREMIUM GRADE LATEX-BASED PAINT, COLOUR: TO MATCH ADJACENT,
FINISH: SEMI-GLOSS SHEEN

PT-2 WALL PAINT: SHERWIN WILLIAMS, INTERIOR ACRYLIC LATEX, COLOUR: SW 7636 ORIGAMI WHITE, FINISH: SATIN

PT-3 CEILING PAINT: PRIME AND PAINT WITH SHERWIN WILLIAMS, PREMIUM GRADE LATEX-BASED PAINT, COLOUR: SW 7005 PURE WHITE, FINISH: FLAT SHEEN

NOTE:
1. PAINT ALL EXPOSED SURFACES AS PER SPECIFICATION.

W3

DOOR AND FRAME SCHEDULE

DOOR FRAME NOTES

DOOR # WIDTH HEIGHT THICKNESS TYPE FRR MATERIAL FINISH LITE TYPE FRR MATERIAL FINISH TRIM

1 EXISTING TO REMAIN ETR - ETR PT-1 - ETR ETR ETR PT-1 -

2 EXISTING TO REMAIN ETR ETR ETR PT-1 - ETR ETR ETR PT-1 - PAINT ON EXISTING MACHINE ROOM
SIDE ONLY.

3 915 2135 45 A - INSUL. HM PT-1 - F01 - HM PT-1 -

4 915 2135 45 A - INSUL. HM PT-1 - F00 - HM PT-1 -

5 990 1985 - 2/A-004 - - PT-3 - - - - PT-3 - REFER TO SPECIFICATIONS FOR MORE
INFORMATION.  EXTERIOR SIDE OF
ROOF ACCESS HATCH, TO BE
FACTORY FINISHED.

6 915 2135 38 B - SUBMIT HARDWARE SHOP DRAWINGS
FOR REVIEW.

LEGEND
AL       ALUMINUM
FG       FIBERGLASS
HM      HOLLOW METAL
WDHC  WOOD-HOLLOW CORE
WDS    WOOD-SOLID                                              ETR
EXISTING TO REMAIN

A1
DOOR #

HARDWARE #

MATERIAL

CL-1 CLOSURE: SARGENT 133, SPRAYED ALUMINUM FINISH (EN)
CL-2 CLOSURE: MANUFACTURER'S SPRING-LOADED HINGE.
ED-1:EXIT DEVICE: SARGENT 8900 MORTISE.
ED-2:EXIT DEVICE: VON DUPRIN 98 RIM EXIT DEVICE, PROVIDE 996 DOOR HANDLE & KEY CYLINDER TRIM W/ STOREROOM FUNCTION.  LENGTH OF EXIT DEVICE TO

SUIT WIDTH OF GATE.
HD-1 HANDLE: SCHLAGE L SERIES 03A, 630 FINISH.
HN-1 HINGES: 3 BALL BEARING BUTT HINGES, STANLEY FBB199 32D,  SATIN FIN.
HN-2 HINGES: AS PER MANUFACTURER'S RECOMMENDATIONS.
LD-1 LOCKING DEVICE: SCHLAGE L9080 MORTISE LOCK.  TO BE STOREROOM LOCKSET.
LG-1 LATCH GUARD: ROCKWOOD 305mm HIGH, CENTERED AT LATCH, NOTCHED TO SUIT MORTISE LOCKING DEVICE/HANDLE.  SATIN STAINLESS STEEL FINISH.
LG-2 LATCH GUARD: PROVIDE SUITABLE LATCH GUARD FOR MESH GATE.
WS-1 WEATHER STRIPPING: ADJUSTABLE KN CROWDER W-42 ON 3 SIDES MITRED AT CORNERS, EXTENDED TO FLOOR. BUBBLE GASKET SEAL ON 3 SIDES. DOOR

SWEEP KN CROWDER W-13S-SS.
TH-1 THRESHOLD : KN CROWDER 'CT-612' CLEAR ANODIZED.  TO BE FULL THICKNESS OF WALL x FULL
         WIDTH OF DOOR OPENING.  DIMENSIONS TO BE SITE VERIFIED.
DS-1 DOOR STOP:  CBH 110, FLOOR MOUNTED.
DS-2 DOOR STOP:  SARGENT 590 SERIES OVERHEAD STOP.  STOP ONLY FUNCTION 'S'.
DS-3 DOOR STOP:  PROVIDE SUITABLE DOOR STOP FOR MESH GATE.

SECURITY REQUIREMENTS

AA: AUDIBLE ALARM
CR: CARD READER
DC: DOOR CONTACT
DL: ARMOURED DOOR LOOP
GB: GANG BOX
LC: PROGRAMMABLE LOGIC
      CONTROLLER
JB: JUNCTION BOX
MD: EGRESS MOTION
       DETECTOR
OT: OPTICAL TURNSTILE
SC: SECURITY CAMERA

REFER TO ELECTRICAL:

GENERAL NOTES

1. SITE VERIFY ALL DIMENSIONS.
2. REFER TO SPECIFICATION REQUIREMENTS.
3. COMPLY WITH OWNER'S SECURITY REQUIREMENTS.
4. SEE FINISH SCHEDULE FOR PAINT TYPES.
5. EXTERIOR HM DOOR SLABS: 16 GAUGE UNLESS NOTED

OTHERWISE.
6. INTERIOR HM DOOR SLABS: 18 GAUGE UNLESS NOTED OTHERWISE.
7. HM FRAMES TO BE 16 GAUGE UNLESS NOTED OTHERWISE. HEAVY

DUTY FRAMES TO BE 14 GAUGE.
8. DOORS AND FRAMES TO BE REINFORCED FOR DOOR CLOSURES.
9. HM FRAMES TO BE ONE PIECE WELDED.
10. DOOR HARDWARE AND SECURITY REQUIREMENTS TO BE REVIEWED

WITH AND COORDINATED WITH ELECTRICAL REQUIREMENTS.
11. PROVIDE SUBMITTALS, SAMPLES AND SHOP DRAWINGS IN

ACCORDANCE WITH SPECIFICATION REQUIREMENTS.
12. REFER TO MECH DRAWINGS FOR ALL REQUIRED DOOR GRILLE AND

UNDERCUT DOOR LOCATIONS AND SIZES.

HARDWARE SCHEDULE
HARDWARE

#
CLOSURE EXIT

DEVICE
AUTOMATED

DOOR
OPENER

HANDLES LOCKING
DEVICE

HINGES DOOR
VIEWER

WEATHER-
STRIPPING

ELECTRIC
STRIKE

LATCH
GUARD

THRES
HOLD

DOOR
STOP

SLIDING
DOOR

SECURITY
RQMT NOTES

A EXISTING TO REMAIN

B CL-1 - - HD-1 LD-1 HN-1 - WS-1 - - TH-1 DS-1 - -

C CL-1 ED-1 - HD-1 LD-1 HN-1 - WS-1 - LG-1 TH-1 DS-2 - -

D HARDWARE TO BE PROVIDED BY ROOF ACCESS HATCH SUPPLIER.
PROVIDE SHOP DRAWINGS FOR
REVIEW.

E CL-2 ED-2 - SEE ED-2 SEE ED-2 HN-2 - - - LG-2 - DS-3 - -

PROVIDE SHOP DRAWINGS FOR
REVIEW.  TO BE LOCKED AT ALL
TIMES ON LADDER SIDE.  AND
UNLOCKED ON LANDING SIDE, AT
ALL TIMES.  ENSURE GATE IS
SELF-CLOSING.

TYPE A

A FLUSH

LEGEND:

DOOR SLAB TYPES

TYPE F00 -
JAMB DETAIL

DOUBLE STUD FRAMING AT JAMBS AND
HEAD.  FILL WITH BATT  INSULATION.

EXTEND VAPOUR BARRIER TO EXTERIOR
SHEATHING & SEAL TO PEEL & STICK
MEMBRANE W/ ACOUSTICAL CAULKING

305mm WIDE PEEL & STICK MEMBRANE
WRAPPED AROUND ROUGH OPENING
PERIMETER

150mm WIDE PEEL & STICK MEMBRANE SEALED
OVER AIR/MOISTURE BARRIER

CONTINUE TROWEL ON AIR BARRIER AND
CHANNELLED ADHESIVE OVER PEEL &  STICK

H.M. DOOR FRAME C/W STUD  ANCHORS.
FILL VOIDS WITH BATT INSULATION

CONTINUOUS CAULKING BOTH SIDES
OF  FRAME

95
5

80

DOOR FRAME DETAIL

TYPE B

B FENCING GATE

PROVIDE END CAP FLASHING.

NEW METAL SIDING.

REFER TO DETAIL
5/A-005, FOR
MORE
INFORMATION.

NEW THRESHOLD.  REFER TO HARDWARE
SCHEDULE, FOR MORE INFORMATION.

85

33085

85

STL FRAME, 1 PIECE, WELDED THROAT.
GROUT SOLID

9.5mm x 125mm COUNTERSUNK
SLEEVE ANCHORS, 4 PER JAMB,
EQUALLY SPACED.  GRIND BOLT HEAD
SMOOTH AND APPLY FILLER TO
PROVIDE SMOOTH FINISH.

CONTINUOUS FIRE STOP SEALANT,
EACH SIDE OF FRAME

EXISTING REINFORCED CONCRETE WALL

ANCHOR BOLT GUIDE WELDED
TO FRAME

TYPE F01 -
JAMB DETAIL

EXISTING BRICK VENEER, TO
REMAIN.

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

WALL TYPE SCHEDULE

2 HOUR FIRE RESISTANCE RATED SHAFT WALL / CEILING: ULC DESIGN W446 SYSTEM 'A' OR 'C'.   PROVIDE SHOP DRAWINGS FOR REVIEW, TO BE STAMPED AND SIGNED BY P. ENG.
LICENSED IN ONTARIO.  PATCH AND REPAIR ALL AFFECTED AREAS OF WORK TO MATCH EXISTING ADJACENT.  MAKE GOOD ALL TRADES.  REFER TO STRUCTURAL & MECHANICAL
DRAWINGS FOR MORE INFORMATION.  LOCATIONS AND DIMENSIONS TO BE SITE VERIFIED.

METAL SIDING BY VIC-WEST ON, Z-GIRTS MOUNTED TO THERMAL ISOLATION CLIP SYSTEM ON, (R14) RIGID BOARD INSULATION ON, AIR BARRIER ON, EXTERIOR SHEATHING BOARD
ON, 92mm STEEL STUDS AT 400 O.C. C/W VOIDS FILLED WITH INSULATION (R13), VAPOUR BARRIER ON 2 LAYERS 15.9mm TYPE X GYPSUM BOARD.  REFER TO SPECIFICATIONS AND
ROOM FINISH SCHEDULE FOR MORE INFORMATION.

EXISTING MASONRY / P. CONC. WALL TO REMAIN.  PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH EXISTING ADJACENT CONSTRUCTION AND FINISHES.  MAKE GOOD
ALL TRADES.   ALL PENETRATIONS TO BE MADE WEATHER-TIGHT & CAULK SEALED.  REFER TO STRUCTURAL, MECHANICAL & ELECTRICAL DRAWINGS FOR MORE INFORMATION.

W2

W1

W3

NOTE:
1. PAINT ALL EXPOSED SURFACES AS PER SPECIFICATION.
2. REFER TO ROOM FINISH SCHEDULE FOR MORE INFORMATION.

ROOF TYPE SCHEDULE

2 PLY MODIFIED BITUMEN ROOFING MEMBRANE ON, 6.35mm THICK ASPHALTIC OVERLAY BOARD ON, METAL DECK ROOF OVER NEW STAIR ENCLOSURE, SLOPED TO NEW GUTTER.
REFER TO STRUCTURAL DRAWINGS FOR MORE INFORMATION.

2 PLY MODIFIED BITUMEN ROOFING MEMBRANE ON, 6.35mm THICK ASPHALTIC OVERLAY BOARD ON, TAPERED INSULATION ON, 150mm THICK RIGID INSUL. (R36) ON, VAPOUR
BARRIER ON, 15.9mm THICK DECK SHEATHING ON, METAL DECK ON, STRUCTURAL FRAMING.  REFER TO SPECIFICATIONS AND STRUCTURAL DRAWINGS FOR MORE INFORMATION.

R2

R1

PORTION OF EXISTING MASONRY WALL, TO BE REINFORCED.  PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO MATCH EXISTING ADJACENT.  MAKE GOOD ALL TRADES.
REFER TO STRUCTURAL DRAWINGS FOR MORE INFORMATION.

W4

FLOOR TYPE SCHEDULE

NEW 100mm THICK POURED CONCRETE SLAB, ON 38mm DEEP STEEL DECK, ON NEW STRUCTURAL STEEL FRAMING.  REFER TO STRUCTURAL DRAWINGS FOR MORE INFORMATION.F1

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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