
PAINTED CONC. TOPPING

TOP OF ASPHALT OR
CONCRETE PAVING

610 mm Ø (2'-0") CONCRETE
SONO TUBE BASE

203 mm (8") OUTSIDE
DIAMETER STEEL PIPE
FILLED WITH CONCRETE
SET INTO SONO TUBE BASE

PAINT BOLLARDS YELLOW:
PARA PAINT '8 MPI', OR
EQUIVALENT.
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EXTEND CAP SHEET OVER METAL
SCUPPER TO EXTERIOR FACE OF
WALL. SEAL ALL EDGES.

PREFINISHED METAL FLASHING
C/W DRIP EDGE

2% SLOPE

PREFINISHED METAL SCUPPER
& RWL: MATCH SIZE, COLOUR

& PROFILE OF EXISTING,
WHERE APPLICABLE.

CONTINUOUS CAULKING &
BACKER ROD AROUND

PERIMETER

BLOCKING

CONTINUOUS ROOF
MEMBRANE UNDER SCUPPER

PACK VOIDS IN METAL DECK
WITH MINERAL WOOL

INSULATION

EXTERIOR INTERIOR

10
0

R1

SLOPE DN.

100 Ø- 6mm THK STEEL
PLATE. FASTEN TO SLAB W/ 3

9.5mm ANCHOR BOLTS

38mm Ø STEEL TUBING

250 X 38 'C' CHANNEL.
 CLOSURE PLATES TOP AND

BOTTOM. BOLT TO SLAB.

6mm THK BENT DIAMOND PLATE
WELDED TO C CHANNEL

NOTES:

1. ALL STEEL TO BE GALVANIZED FINISH.
2. ALL WELDS TO BE GROUND SMOOTH.
3. ALL EXPOSED ENDS TO BE CAPPED.
4. SITE VERIFY ALL DIMENSIONS PRIOR TO
   FABRICATION.
5. ALL WELDS TO BE CONTINUOUS.
6. APPLY ZINC RICH PRIMER TO ALL WELDS
7. SITE COORDINATE FINAL GRADES WITH FINISHED
    FLOOR.
8. SUBMIT SHOP DRAWINGS STAMPED & SIGNED BY
    P. ENG. LICENSED IN ONTARIO, FOR REVIEW.

LIP OF GENERATOR ENCLOSURE.
REFER TO ELECTRICAL DRAWINGS
FOR MORE INFORMATION.

T/O LANDING & INTERIOR
GENERATOR FINISHED
FLOOR

610

T/O FINISHED SLAB0000

T/O GENERATOR LIP710

NEW SELF SUPPORTED STAIR & LANDING AT
NEW GENERATOR ENCLOSURE.  REFER TO SITE
PLAN, STRUCTURAL & ELECTRICAL DRAWINGS.
TYPICAL FOR 3.

NEW GENERATOR ENCLOSURE,
BEYOND.  REFER TO ELECTRICAL

DRAWINGS FOR MORE INFORMATION.
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(FROM EDGE OF

DOOR SWING)
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NEW DOOR OPENING TO NEW GENERATOR
ENCLOSURE.  REFER TO ELECTRICAL
DRAWINGS FOR MORE INFORMATION.
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STAIR TREAD DEPTH
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70

NEW HANDRAIL, 38mm Ø STEEL
TUBING.

NEW FULL HEIGHT PICKETS,
12mm Ø STEEL TUBING
SPACED AT 100mm O/C.

NEW GUARDRAIL, 38mm Ø STEEL
TUBING.

4

16 mm Ø ROD WELDED TO 12 mm
THK FACE PLATE, TYP.

STEEL PIPE 42 mm Ø, TYP. ROD 16 mm Ø, TYP.

STEEL PIPE 42 mm Ø, TYP.

STEEL FACE PLATE: 75 mm Ø,
12 mm THK, WELDED TO ROD,
TYP.

COUNTERSINK
FASTENERS, TYP.

PLAN

SECTION

ELEVATION

℄
℄
℄

PROVIDE ADEQUATE BLOCKING /
SUPPORT TO WITHSTAND LOADS ON
HANDRAIL & SUPPORTS PER OBC.
SHOP DRAWINGS TO BE SUBMITTED,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.  TYPICAL.

℄

ALIGN ROD PERPENDICULAR
TO HANDRAIL, TYP.

STEEL PIPE 42 mm Ø

ROD 16 mm Ø,
TYP.

STEEL FACE PLATE: 75 mm Ø,
12 mm THK, WELDED TO ROD, TYP.

℄

TOP OF FINISH FLOOR

BASE OF STAIR

NOTE: DO NOT PAINT GALVANIZED
STEEL OR STAINLESS STEEL.

TOP OF STAIR,
REFER TO DWGS
FOR HEIGHT OR
FFE
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STAIR TREAD DEPTH
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PROVIDE ADEQUATE BLOCKING /
SUPPORT TO WITHSTAND LOADS ON
HANDRAIL & SUPPORTS PER OBC.
SHOP DRAWINGS TO BE SUBMITTED,
STAMPED & SIGNED BY P. ENG.
LICENSED IN ONTARIO.  TYPICAL.

EXISTING BRICK VENEER AND
MASONRY WALL TO REMAIN.
PATCH AND REPAIR ALL AFFECTED
AREAS OF WORK TO MATCH
EXISTING.  MAKE GOOD ALL
TRADES.

2% SLOPE

NEW STEEL BEAM. REFER TO
STRUCTURAL

CANT STRIP

UPTURN ROOFING MEMBRANE

PROVIDE NEW METAL FLASHING,
INTEGRATED INTO EXISTING SILL
FLASHING.  COLOUR TO MATCH EXISTING
SILL FLASHING, & CAULK SEALED AT
EXISTING WINDOW FRAME.  TYPICAL.

PREFINISHED METAL FLASHING

INTERIOR /
HOSPITAL

INTERIOR / NEW
ELECTRICAL ROOM

EXTERIOR

±13 205

12 105

SLOPE 2%  MIN

VAPOUR BARRIER

SPRAYED POLYURETHANE
INSULATION

RIGID INSULATION

DRAIN COVER

DRAIN

CLAMPING RING

MASTIC

CAP SHEET

REINFORCEMENT MEMBRANE

BASE SHEET

T/O STRUCTURAL FRAMING,
BEYOND.

SLOPE DN.

PREFINISHED METAL
FLASHING C/W DRIP
EDGE

2% SLOPE

PROVIDE BLOCKING TO
ACHIEVE 2% ROOF SLOPE

PREFINISHED METAL
EAVES TROUGH

PREFINISHED METAL FLASHING
C/W DRIP EDGE

PROVIDE RIGID INSULATION IN
WEB OF BEAM

MIN. 2% SLOPE

EXTERIOR INTERIOR

LAP AIR BARRIER WITH
ROOFING MEMBRANE

NEW STEEL FRAMING.  REFER
TO STRUCTURAL DRAWINGS
FOR MORE INFORMATION.
TYPICAL.

NEW PERFORATED METAL SIDING.  REFER
TO ELEVATIONS FOR MORE INFORMATION.
TYPICAL.

R1

R2

REFER TO STRUCTURAL FOR
FASTENING REQUIREMENTS

NEW EXTERIOR WALL
MOUNTED EXHAUST
DUCT SUPPORT. REFER
TO STRUCTURAL

NEW EXHAUST DUCT
FROM NEW GENERATOR
TO HIGH ROOF.  REFER
TO MECHANICAL
DRAWINGS FOR MORE
INFORMATION.

SEAL AROUND ALL NEW
PENETRATIONS THROUGH

EXISTING MASONRY WALL W/
CAULKING (TYP.)

CONTINUOUS BEAD OF
CAULKING ALONG T/O

EXPOSED METAL FRAME

NOTE: INTERIOR SIDE OF WALL
TO REMAIN UNDISTURBED
THROUGHOUT CONSTRUCTION

EXISTING MASONRY WALL

EXISTING BRICK VENEER

SEAL AROUND ALL NEW
PENETRATIONS THROUGH

EXISTING MASONRY WALL W/
CAULKING (TYP.)

NEW EXTERIOR WALL
MOUNTED EXHAUST

DUCT SUPPORT. REFER
TO STRUCTURAL

NEW EXHAUST DUCT FROM NEW
GENERATOR ENCLOSURE, TO
EXISTING HIGH ROOF.  REFER TO
MECHANICAL DRAWINGS FOR
MORE INFORMATION.

8
A-006

NEW CABLE TRAY SUPPORT.
REFER TO STRUCTURAL &
ELECTRICAL DRAWINGS FOR
MORE INFORMATION.  TYPICAL.

NEW CABLE TRAY.
REFER TO ELECTRICAL
DRAWINGS FOR MORE
INFORMATION.

NEW CABLE TRAY SUPPORT /
FRAMING TO BE FINISHED TO
MATCH EXISTING CABLE TRAY.
TYPICAL.

EXISTING EXTERIOR WALL & FINISHES TO REMAIN.
PATCH & REPAIR ALL AFFECTED AREAS OF WORK, TO
MATCH EXISTING ADJACENT CONSTRUCTION &
FINISHES.  MAKE GOOD ALL TRADES.  TYPICAL.

PROVIDE NEW ANCHORS TO FIX NEW
CABLE TRAY SUPPORT.  ALL

PENETRATIONS TO BE SEALED AND MADE
WEATHER-TIGHT.  GC TO CONFIRM

EXISTING MASONRY WALL IS COMPLETELY
FILLED WITH MORTAR.  REFER TO

STRUCTURAL DRAWINGS FOR MORE
INFORMATION.  TYPICAL.

INTERIOR EXTERIOR

NOTE: INTERIOR HOSPITAL SIDE
OF WALL TO REMAIN

UNDISTURBED, THROUGHOUT
CONSTRUCTION.  TYPICAL.

CONTRACTOR MUST CHECK AND VERIFY ALL
DIMENSIONS SHOWN ON DRAWINGS WITH SITE
CONDITIONS, PRIOR TO THE WORK AND NOTIFY
THE ARCHITECT OF DIFFERENCES.  AWAIT
CLARIFICATION BEFORE CONTINUING.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF
THE ARCHITECT AND MUST BE RETURNED UPON
REQUEST.  REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN
PART OR IN WHOLE IS FORBIDDEN WITHOUT THE
ARCHITECT'S WRITTEN PERMISSION.

THESE DRAWINGS ARE FOR PERMIT PURPOSES
ONLY.  THEY INDICATE DESIGN INTENT ONLY AND
DO NOT FULLY DESCRIBE OR SPECIFY ALL
CONDITIONS, MATERIAL OR ASSEMBLIES.
REQUEST FURTHER INFORMATION FROM
ARCHITECT PRIOR TO COMMENCING
CONSTRUCTION AS REQUIRED.
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