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SYMBOL [ DESCRIPTION SYMBOL [ DESCRIPTION SYMBOL [ DESCRIPTION
= COMBINATION STARTER. DOOR CONTACT
LINETYPES ADJACENT TO STARTER, DENOTES VARIABLE @ OVERHEAD DOOR CONTACT
VFD
FREQUENCY DRIVE
NEW WORK ELECTRIC LATCH
POWER RECEPTACLES AND BOXES
7777777777 WORK TO BE DEMOLISHED, OR REMOVED ELECTRIC STRIKE
E=S 120V U-GROUND DUPLEX RECEPTACLE.
EXISTING MATERIAL/EQUIPMENT/SERVICES TO REMAIN ELECTRIC POWER TRANSFER CABLE
120V U-GROUND DUPLEX RECEPTACLE MOUNTED
FUTURE WORK (NOT IN SCOPE) & ABOVE COUNTER TOP OR AS INSTRUCTED ON SITE. POWER TRANSFER HINGE
.......... EXTENTS OF FIRE ALARM ZONE, WET LOCATION, OR - 120V U-GROUND 20A DUPLEX RECEPTACLE. KEY SWITCH
OTHER AREA AS NOTED ON PLANS
AT & 120V U-GROUND DUPLEX RECEPTACLE MOUNTED ELECTROMAGNETIC LOCK
ABOVE COUNTER TOP OR AS INSTRUCTED ON SITE. MOTORIZED LATCH RETRACTION. PROVIDE 120 V.
EXISTING TO REMAIN 120V U-GROUND DUPLEX RECEPTACLE - = REQUEST TO EXIT SENSOR
EXISTING TO BE DEMOLISHED/REMOVED S AUTOMATICALLY CONTROLLED (ASHRAE 90.1-2013,
8.4.2). MUSHROOM HEAD PUSH BUTTON FOR 'REQUEST TO
ER EXISTING IN RELOCATED POSITION 120V U-GROUND 20A DUPLEX RECEPTACLE - O EXIT' MAGLOCK RELEASE, OR OTHER PUSH BUTTON
RR REMOVE AND RELOCATE - AUTOMATICALLY CONTROLLED (ASHRAE 90.1-2013, AS INDICATED
c CEILING MOUNTED CONNECTION 8.4.2). DOOR RELEASE ADJACENT TO THE ABOVE,
120V U-GROUND DUPLEX RECEPTACLE - HALF OF Eﬁggsvfgggé\N/ESRATED WITH ELECTRIFIED DOOR
WALL MOUNTED CONNECTION - RECEPTACLE AUTOMATICALLY CONTROLLED (ASHRAE :
F FLOOR MOUNTED CONNECTION 90.1-2013, 8.4.2). ® BARRIER FREE DOOR OPERATOR PUSH BUTTON
¢ CENTRE LINE - SPLIT RECEPTACLE. IF MANUALLY CONTROLLED, TOUCHLESS "WAVE SWITCH" FOR DOOR OPERATOR
AEF ABOVE FINISHED FLOOR SHOWN CONNECTED TO SWITCH. CONTROL
e SPLIT RECEPTACLE MOUNTED ABOVE COUNTER TOP B¢ DOOR BELL C/W SOUNDER AND STROBE
AFG ABOVE FINISHED GRADE OR AS INSTRUCTED ON SITE.
DOOR BELL (SOUNDER ONLY)
o/c OVER COUNTER 4 120V U-GROUND QUAD RECEPTACLE.
INTRUSION DETECTION
u/ic UNDER CABINET - INDICATES RECEPTACLE COMPLETE WITH ONE TYPE A = GLASS BREAK (D)
UIE UNDER RAISED FLOOR AND ONE TYPE C USB CHARGING PORTS.
14-30R RECEPTACLE FOR LAUNDRY DRYER, OR OTHER MOTION DETECTOR (MD)
ccr CIRCUIT = RECEPTACLE AS NOTED
: KEYPAD (KP)
CTE CONNECT TO EXISTING 14-50R RECEPTACLE FOR ELECTRIC RANGE, OR
AFCI ARC FAULT CIRCUIT INTERRUPTER = OTHER RECEPTACLE AS NOTED. PROVIDE 40A/2P VIDEO SURVEILLANCE
BREAKER TO SUIT. MOUNT AT 130 mm AFF.
GFCI GROUND FAULT CIRCUIT INTERRUPTER SPECIAL RECEPTACLE. VERIFY OUTLET - CCTV CAMERA
o - ciP CCTV CAMERA, CEILING OR POLE MOUNTED
GFI GROUND FAULT INTERRUPTER REQUIREMENTS PRIOR TO ROUGH-IN.
1G ISOLATED GROUND - SPECIAL RECEPTACLE. VERIFY OUTLET H b CCTV CAMERA, WALL MOUNTED
REQUIREMENTS PRIOR TO ROUGH-IN. TILT-
m TWIST LOCK FLOOR RECEPTACLE OR RECEPTACLE IN FLOOR BOX — T
R TAMPER RESISTANT POWER ONLY) FIRE DETECTION AND ALARM - GENERAL
CACF CENTRAL ALARM AND CONTROL FACILITY
WG WIRE GUARD SERVICE POLE. PROVIDE POWER TO JUNCTION BOX IN
WP WEATHER PROOF H CEILING SPACE ABOVE. DEVICES ON POLE AS NOTED FACP FIRE ALARM CONTROL PANEL
Ex EXPLOSION PROOF ON PLANS. FAAP FIRE ALARM ANNUNICIATOR PANEL
ADJACENT TO FLOOR RECEPTACLE, DENOTES FLOOR
FB1 ’
Hz HAZARDOUS LOCATION BOX TVPE FAAG FIRE ALARM ACTIVE ANNUNCIATOR C/W GRAPHIC
RII ROUGH-IN ONLY . ADJACENT TO RECEPTACLE, DENOTES DEVICE FAPG FIRE ALARM PASSIVE GRAPHIC
CONNECTED TO EMERGENCY POWER
NIC NOT IN CONTRACT e DGP DATA GATHERING PANEL
SIM. SIMILAR TO SYMBOLS IN ACCORDANCE WITH IES DG-3-00 AND IES HB-10-11 WHERE FAMP FIRE ALARM ULC MONITORING PANEL
TYP TYPICAL NOT DETAILED OTHERWISE HERE. FAZ FIRE ALARM ZONE
: REFER TO LIGHTING FIXTURE SCHEDULE FOR FURTHER DETAILS AND
ABBREVIATIONS - CODES AND STANDARDS EXACT FIXTURE REQUIREMENTS. FSz FIRE ALARM SUPERVISORY ZONE
OBC ONTARIO BUILDING GODE LINEAR LUMINAIRE, SURFACE MOUNTED TO CEILING FDSPCP E'ORET%EOTLESZ:\?E"I‘: SUPPRESSION, AND PRE-ACTION
OESC ONTARIO ELECTRICAL SAFETY CODE = LINEAR LUMINAIRE, REGESSED IN CEILING FDSCP FIRE DETECTION AND SUPPRESSION CONTROL PANEL
OFC ONTARIO FIRE CODE LINEAR LUMINAIRE, SUSPENDED: PENDANT, CHAIN, FIRE ALARM PANEL (FACP, FAAP, FAMP) AS DENOTED
— . STEM, OR AIRCRAFT CABLE HUNG TO SUIT ] ON PLANS
ABBREVIATIONS - CEILING TYPES -] APPLICATION, OR AS NOTED IN SCHEDULE. "X", WHEN i
ACT ACOUSTIC CEILING TILE (T-BAR) USED DENOTES POWER FEED LOCATION. FIRE DETECTION - INITIATION DEVICES
MANUAL PULL STATION (MPS
EXP EXPOSED CEILING LINEAR LUMINAIRE, WALL MOUNTED A (MPS)
WHERE NOTED ADJACENT TO MANUAL PULL STATIONS,
GB GYPSUM BOARD CEILING LX DENOTES PULL STATION C/W POLYCARBONATE
owsJ OPEN WEB STEEL JOISTS AS ABOVE, CONNECTED TO EMERGENCY OR NIGHT (LEXAN) COVER.
PAINTED OR POPCORN CEILING ON EXPOSED LIGHTING CIRCUIT AS INDICATED. WG WHERE NOTED ADJACENT TO MANUAL PULL STATIONS,
PCC CONCRETE DENOTES PULL STATION C/W WIRE GUARD COVER.
WD WOOD CEILING WHERE NOTED ADJACENT TO MANUAL PULL STATIONS
ROUND OR SQUARE DOWNLIGHT, RECESSED A OR DETECTOR, DENOTES DEVICE C/W AUXILIARY
ANNOTATIONS RECESSED DOWNLIGHTS, CONNECTED TO CONTACT.
CL CLOSET EMERGENCY OR NIGHT LIGHT CIRCUIT & PHOTOELECTRIC SMOKE DETECTOR
WR WASHROOM @ ROUND SUSPENDED LUMINAIRE ¥e ) SAME AS ABOVE, WALL MOUNTED
PLUMBING HI1rFO B WALL SCONCE OR OTHER WALL MOUNTED SA WHEN ADJACENT TO PHOTOELECTRIC SMOKE
PP ELECTRONIC TRAP PRIMER ;%R:IISQICF;EE% TO EMERGENCY NIGHT LIGHT CIRCUIT (24 s R D S
RESIDENTIAL SMOKE ALARM, 120 VOLT, COMPLETE
EM 3 3
PSC PLUMBING SENSOR CONTROL (TOUCHLESS FAUCETS) HOUR) > WITH STROBE AND INTEGRAL GARBON MONOXIDE
HVAC CONNECTED TO EMERGENCY CIRCUIT. PROVIDE CUL DETECTION.
@ THERMOSTAT OR TEMPERATURE SENSOR CE 924 LISTED SHUNT TRIP RELAY OR EQUAL TO PERMIT @ SAME AS ABOVE’ WALL MOUNTED
CONTROL OF LUMINAIRE WITH ZONING BASED ON
TIMER CONTROL LOCAL LIGHTING CONTROLS. e, | DUCT MOUNTED SMOKE DETECTOR
BBH ELECTRIC BASEBOARD HEATER (BBH) NL LUMINAIRE CONNECTED TO NON-EMERGENCY NIGHT co CARBON MONOXIDE DETECTOR
FEH FORCED FLOW HEATER LIGHT CIRCUIT (24 HOUR) HEAT DETECTOR - 58 DEGREES C (135 DEGREES F)
A B, 71, 72, DENOTES ZONING/CIRCUTING ASSIGNMENTS FOR @ FIXED TEMPERATURE AND RATE OF RISE,
ERV ENERGY RECOVERY VENTILATOR ETC. LUMINAIRES AND CONTROLS IN THE SAME SPACE. RESTORABLE
HRU HEAT RECOVERY UNIT EMERGENCY LIGHTING SAME AS ABOVE, WALL MOUNTED
MUA MAKE-UP AIR UNIT REFER TO EMERGENCY LIGHTING FIXTURE SCHEDULE FOR EXACT ADJACENT TO HEAT DETECTOR, DENOTES "HIGH

CONDUIT AND BOXES

FIXTURE REQUIREMENTS.

CONDUIT WITH END BUSHING

CEILING OR WALL MOUNTED ILLUMINATED EXIT SIGN.
SHADED AREA INDICATES ILLUMINATED FACE.

HT TEMPERATURE", 94 DEGREES C (200 DEGREES F) OR
AS NOTED ON PLANS.

ADJACENT TO HEAT DETECTOR SYMBOL, DENOTES
"LINEAR HEAT DETECTION CABLE".

¢ HEAT DETECTOR - 58 DEGREES C (135 DEGREES F)
FIXED TEMPERATURE, NON-RESTORABLE

HEAT DETECTOR - 94 DEGREES C (200 DEGREES F)

@ FIXED TEMPERATURE, NON-RESTORABLE
—— = LINEAR HEAT DETECTION CABLE
FLOW SWITCH
FIRE DETECTION AND ALARM - SUPERVISORY DEVICES
LOW TANK LEVEL
LOSS OF POWER
LOW TEMPERATURE
PRESSURE SWITCH
SUPERVISED VALVE

FIRE DETECTION AND ALARM - SIGNALLING DEVICES

ADJACENT TO BELL OR HORN, DENOTES CEILING

—— % K4
CONDUIT UP PROVIDE DIRECTIONAL ARROWS AS INDICATED ON
O PLANS.
— CONDUIT DOWN CEILING OR WALL MOUNTED ILLUMINATED EXIT SIGN.
[ CONDUIT CONTINUES T SHADED AREA INDICATES ILLUMINATED FACE.
PROVIDE DIRECTIONAL ARROWS AS INDICATED ON
JUNCTION BOX PLANS.
SL DENOTES 'SELF-LUMINOUS' EXIT SIGN
PULL BOX
PL PHOTOLUMINOUS EXIT SIGN
HAND HOLE EMERGENCY LIGHTING BATTERY UNIT, WITH AND
= = WITHOUT HEADS.
CONNECTIONS TO EQUIPMENT o1 ONE, TWO, AND THREE HEAD WALL MOUNTED
DW DISHWASHER = s EMERGENCY LIGHTING REMOTE UNITS.
FR FRIDGE R ONE, TWO, AND THREE HEAD CEILING MOUNTED
e EMERGENCY LIGHTING REMOTE UNITS.
MW MICROWAVE
O RECESSED EMERGENCY REMOTE HEAD.
HD HAND DRYER. ALLOW UP TO 208V-1PH-20A
EM DENOTES "EMERGENCY"
A 1-PHASE DIRECT CONNECTION OUTLET AS NOTED.
CCT CORRELATED COLOUR TEMPERATURE
@ 3-PHASE DIRECT CONNECTION OUTLET AS NOTED.
CRI COLOUR RENDERING INDEX
6 CONNECTION TO SINGLE PHASE MOTOR, HP (KW) AS
NOTED. PROVIDE LOCAL DISCONNECT. EXTERIOR LIGHTING
o THREE PHASE MOTOR, HP (KW) AS NOTED. PROVIDE N ARM MOUNTED LUMINAIRE ON POLE. DIRECTIONAL
LOCAL DISCONNECT. o{ ] ARROW, WHERE INDICATED DENOTES PRIMARY LUMEN
ORIENTATION.
LIGHTING CONTROLS
REFER TO SPECIFICATIONS AND RESPECTIVE SCHEDULES FOR EXACT S LIGHTING BOLLARD. DIRECTIONAL ARROW, WHERE
REQUIREMENTS INDICATED DENOTES PRIMARY LUMEN ORIENTATION.
e SWITCH OR OTHER USER INTERFACE DEVICE AS TELECOMMUNICATIONS
DESCRIBED ON LIGHTING CONTROLS SCHEDULE. < CABLE TRAY (LADDER TYPE)
AW 3-WAY SWITCH U\ CABLE TRAY (BASKET TYPE)
DIM ADJACENT TO SWITCH, DENOTES DIMMING SWITCH. WALL MOUNTED DATA (D) OR VOIGE (v) OUTLET
K ADJACENT TO SWITCH, DENOTES KEY SWITCH. < PROVIDE 1V AND 1D UNLESS NOTED OTHERWISE.
T ADJACENT TO SWITCH, DENOTES COUNTDOWN TIMER < WALL MOUNTED VOICE (TELEPHONE) OUTLET.
SWITCH PROVIDE 1V UNLESS NOTED OTHERWISE.
AT ADJACENT TO SWITCH, DENOTES ASTRONOMICAL 4 WALL MOUNTED DATA OUTLET. PROVIDE 1D UNLESS
TIMER SWITCH NOTED OTHERWISE.
DS ADJACENT TO SWITCH, DENOTES DOOR SWITCH - WALL MOUNTED TELEVISION OUTLET.
PIR PASSIVE INFRARED SENSOR VOICE, DATA, OR TV OUTLET AS DESCRIBED ABOVE,
L EC .= MOUNTED ABOVE COUNTER TOP OR AS INSTRUCTED
DT DUAL TECHNOLOGY SENSOR ON SITE.
ut ULTRASONIC SENSOR ADJACENT TO COMMUNICATIONS OUTLET, INDICATES
os SENSOR (TYPE UNKNOWN) BLANK-OFF PLATE.
ADJACENT TO SWITCH, DENOTES MASTER CONTROL HDMI OUTLET.
M FOR ALL LUMINAIRES IN A ROOM OR SPACE, OR AS AUDIO VIDEO GANG, AS NOTED.
NOTED.
WALL MOUNTED SWITCH/OCCUPANCY SENSOR. PIR WIRELESS ACCESS POINT (WIF)
1o DENOTES 'PASSIVE INFRARED', DT DENOTES 'DUAL AUDIO VISUAL SYSTEM SPEAKER, CEILING MOUNTED.
PASSIVE INFRARED/ULTRASONIC'. LINE VOLTAGE TO
SUIT CONTROLLED CIRCUIT, OR AS NOTED. AUDIO/VISUAL SYSTEM SPEAKER, WALL MOUNTED.
RP RELAY PANEL PUBLIC ADDRESS SYSTEM SPEAKER, CEILING
PP POWER PACK MOUNTED.

g @

CEILING MOUNTED OCCUPANCY SENSOR. PIR
DENOTES 'PASSIVE INFRARED', UT DENOTES
'ULTRASONIC' (OR MICROPHONIC), DT DENOTES 'DUAL
TECHNOLOGY". 'OS' DENOTES UNKNOWN
TECHNOLOGY.

WALL MOUNTED OCCUPANCY SENSOR.

DISTRIBUTION EQUIPMENT

SERRY K

TRANSFORMER, PLAN VIEW

SURFACE MOUNTED LIGHTING AND RECEPTACLE
PANELBOARD

RECESSED RECEPTACLE AND LIGHTING PANELBOARD
DISTRIBUTION PANELBOARD

DISCONNECT SWITCH

FUSED DISCONNECT SWITCH

CONTACTOR

LOOSE STARTER. COORDINATE STARTING
CHARACTERISTIC WITH EQUIPMENT REQUIREMENTS.

P B RECHE-AELG ® @OFRE °

PUBLIC ADDRESS SYSTEM SPEAKER, WALL MOUNTED.
PUBLIC ADDRESS HORN SPEAKER WALL MOUNTED.
PUBLIC ADDRESS SYSTEM HANDSET

PUBLIC ADDRESS SYSTEM ADMIN CONTROL CONSOLE
INTERCOM

VIDEO INTERCOM SYSTEM DOOR CALL STATION
VIDEO INTERCOM SYSTEM MASTER STATION

CLOCK.

GPS CLOCK SYSTEM MASTER TRANSMITTER

GPS CLOCK SYSTEM GPS RECEIVER

GPS CLOCK SYSTEM SATELLITE TRANSMITTER
(REPEATER)

GPS CLOCK SYSTEM RECEIVER SWITCH

C MOUNTED.
& FIRE ALARM HORN
m} FIRE ALARM HORN/STROBE, WALL MOUNTED.
ZDE FIRE ALARM WALL MOUNTED STROBE LIGHT
FIRE DETECTION AND ALARM - OTHER DEVICES
Eod END OF LINE DEVICE
WG WIRE GUARD
KEY SWITCH FOR FIREFIGHTER CONTROL OF
ELEVATOR RECALL, OR AS NOTED
[(m] ISOLATOR MODULE
R] OUTPUT RELAY, FUNCTION AS INDICATED
CONTROL MODULE
MM MONITOR MODULE
l\ﬁIAGNETIC D(?OR HOLDER AND RELEASING DEVICE
("HOLD OPEN")
SINGLE LINE DIAGRAM
VRN MOLDED CASE CIRCUIT BREAKER

DISCONNECT (UNFUSED)

o
T T}o o DISCONNECT (FUSED)
ammi]

FUSE
—1 s METERING CABINET
%g TRANSFORMER
Cc CONTACTOR
DP DISTRIBUTION PANELBOARD
FTL FEED THROUGH LUGS
LP LIGHTING PANELBOARD
MCB MOBILE CONNECTION BOX
MCC MOTOR CONTROL CENTRE
RP RECEPTACLE PANELBOARD
SPD SURGE PROTECTIVE DEVICE
SWBD SWITCHBOARD
X TRANSFORMER
UPS UNINTERRUPTIBLE POWER SUPPLY

DETAIL REFERENCES

SHEET KEYNOTE

REFER TO DETAIL. EXAMPLE SHOWN INDICATES

ACCESS CONTROL AND DOOR HARDWARE

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE APPLICABLE
FOR THIS PROJECT. REFER TO FLOOR PLANS TO DETERMINE USED
DEVICES AND EQUIPMENT.

(@]
X

DA

CARD READER
DOOR ALARM SOUNDER

REVISION NUMBER

(1
\Qg]/ REFERENCE TO DETAIL 1 ON DRAWING E101

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE APPLICABLE
FOR THIS PROJECT. REFER TO FLOOR PLANS TO DETERMINE USED
DEVICES AND EQUIPMENT.

THIS LEGEND IS GENERIC. ALL SYMBOLS LISTED MAY NOT BE APPLICABLE
FOR THIS PROJECT. REFER TO FLOOR PLANS TO DETERMINE USED
DEVICES AND EQUIPMENT.
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— AREA OF WORK ON GROUND FLOOR

PANEL 'LP-RB' IN MAIN ELECTRICAL
ROOM. CONFIRM EXACT LOCATION

APPROXIMATE LOCATION OF NEW
ON SITE PRIOR TO ROUGH-IN. )

APPROXIMATE LOCATION OF NEW 4
FUSED DISCONNECT SWITCH /

SERVING NEW PANEL 'LP-RB' APPROXIMATE LOCATION OF

EXISTING WESTINGHOUSE PANEL
'LP-EA2' IN MAIN ELECTRICAL ROOM.

APPROXIMATE LOCATION OF
EXISTING WESTINGHOUSE PANEL
'LP-A3' IN MAIN ELECTRICAL ROOM.

APPROXIMATE LOCATION OF
EXISTING WESTINGHOUSE PANEL
\ 7 'RA" IN MAIN ELECTRICAL ROOM.
- /
~ APPROXIMATE LOCATION OF
\ / EXISTING ACCESS CONTROL

AND SECURITY PANELS.

Y APPROXIMATE LOCATION OF
\/ EXISTING LAN EQUIPMENT/I.T.
RACK IN MAIN ELECTRICAL
ROOM.

—— AREA OF WORK ON GROUND FLOOR
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L1

L1

L1

L1

L1

L1

L1

L1

EXISTING LIGHTING HAS
BEEN REMOVED FROM
THIS AREA UNDER A
SEPARATE CONTRACT

/
2

>~

PARTIAL GROUND FLOOR NEW WORK PLAN - LIGHTING

PARTIAL FIRST FLOOR DEMOLITION PLAN - LIGHTING

GENERAL DEMOLITION NOTES

1. THIS DRAWING IS ISSUED TO SHOW SCOPE OF WORK ONLY. THE CONTRACTOR MUST PERFORM A
SITE INSPECTION (INCLUDING CEILING SPACES) DURING THE TENDER PERIOD AND ENSURE THAT
ALL WORK THAT IS VISIBLE IS INCLUDED IN THE DEMOLITION SCOPE OF WORK. ALL EXISTING
SERVICES THAT PASS THROUGH THE RENOVATION AREA (UNLESS OBSOLETE) ARE TO BE
MAINTAINED AND/OR RELOCATED TO SUIT THE SCOPE OF WORK.

2. FOR EXISTING WIRING DEVICES NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE DEVICE
AND ASSOCIATED WIRING IN ITS ENTIRETY, INCLUDING ANY ASSOCIATED CONDUIT BACK TO
SOURCE PANEL OR JUNCTION BOX. BE RESPONSIBLE TO MAINTAIN THE DOWNSTREAM
CONTINUITY OF ANY OTHER DEVICES CONNECTED TO THE SAME BRANCH CIRCUIT.

DEMOLITION WORK KEY NOTES

TO MODIFY EXISTING BRANCH CIRCUIT AS REQUIRED TO ACCOMMODATE REMOVAL OF EXISTING
SWITCH AND PROVISION OF NEW AS SHOWN ON NEW WORK DRAWINGS.

EXISTING LUMINAIRES WITHIN THIS SPACE TO BE REMOVED IN THEIR ENTIRETY. BE RESPONSIBLE

@ TO RETAIN EXISTING BRANCH CIRCUIT FROM SOURCE PANELBOARD, MODIFY EXISTING BRANCH
CIRCUIT WIRING AS REQUIRED AND RECONNECT TO NEW LUMINAIRE AND SWITCHING
ARRANGEMENT AS SHOWN ON NEW WORK PLANS.

@ EXISTING LIGHT SWITCH TO BE DISCONNECTED AND REMOVED IN ITS ENTIRETY. BE RESPONSIBLE

GENERAL NEW WORK NOTES

1. CONTRACTOR SHALL ALSO REFERENCE ARCHITECTURAL REFLECTED CEILING PLANS AND
INTERIOR ELEVATIONS FOR LOCATION OF LIGHTING AND/OR WIRING DEVICES.
2. INSTALLATION OF ALL EQUIPMENT WITHIN CEILING SPACE SHALL BE COORDINATED ON SITE

WITH ALL OTHER TRADES. ALSO REFER TO STRUCTURAL AND MECHANICAL DRAWINGS FOR
LOCATIONS OF BEAMS, JOISTS, DUCTWORK, ETC., AND COORDINATE ROUTING AND
INSTALLATION OF ELECTRICAL EQUIPMENT WITH THOSE DRAWINGS.

3. ALL BRANCH FEEDERS SHALL BE MINIMUM 2#12 + GROUND IN 21mm CONDUIT, UNLESS NOTED
OTHERWISE ON THE DRAWINGS. CONTRACTOR SHALL BE RESPONSIBLE TO UPSIZE FEEDERS
AS REQUIRED TO SUIT THE REQUIREMENTS OF THE O.E.S.C. AND THE VOLTAGE DROP CHART
ON DRAWING #E-XXX.

4. NEW DEVICES INSTALLED ON EXISTING WALL CONSTRUCTION SHALL BE INSTALLED SURFACE
MOUNTED ON CAST FS BACKBOXES WITHIN SURFACE RACEWAY (LEGRAND 400 SERIES OR
EQUIVALENT). DEVICES INSTALLED IN NEW WALL CONSTRUCTION SHALL BE INSTALLED FLUSH
MOUNTED OR SURFACE MOUNTED TO SUIT APPLICATION WITH FLUSH MOUNTED BACKBOXES
AND CONDUIT WITHIN WALL.

NEW WORK SHEET KEY NOTES

PROVIDE NEW LIGHT SWITCH IN LOCATION SHOWN AND CONNECT TO EXISTING LIGHTING AND
LIGHTING CIRCUIT WITHIN NEW LOUNGE SPACE.

@ CONNECT NEW LIGHTING AND/OR LIGHTING CONTROLS TO EXISTING BRANCH CIRCUIT WITHIN
THIS SPACE.

PROVIDE NEW LINE VOLTAGE SWITCH AND CONNECT TO EXISTING LUMINAIRES AND LIGHTING
CIRCUIT IN THIS SPACE. MODIFY EXISTING LIGHTING BRANCH CIRCUIT AS REQUIRED TO
ACCOMMODATE NEW SWITCH.

4 SCALE: 1:50 2 SCALE: 1:50
E 5/\ E \
< X
/
3 PLAZA AREA NEW WORK PLAN - LIGHTING PLAZA AREA DEMOLITION PLAN - LIGHTING

SCALE: 1:50

SCALE: 1:50
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PARTIAL GROUND FLOOR NEW WORK PLAN - POWER & SYSTEMS

PARTIAL FIRST FLOOR DEMOLITION PLAN - POWER & SYSTEMS

GENERAL DEMOLITION NOTES

1.

THIS DRAWING IS ISSUED TO SHOW SCOPE OF WORK ONLY. THE CONTRACTOR MUST PERFORM A
SITE INSPECTION (INCLUDING CEILING SPACES) DURING THE TENDER PERIOD AND ENSURE THAT
ALL WORK THAT IS VISIBLE IS INCLUDED IN THE DEMOLITION SCOPE OF WORK. ALL EXISTING
SERVICES THAT PASS THROUGH THE RENOVATION AREA (UNLESS OBSOLETE) ARE TO BE
MAINTAINED AND/OR RELOCATED TO SUIT THE SCOPE OF WORK.

FOR EXISTING DATA OUTLETS NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE EXISTING
DEVICE AND ASSOCIATED WIRING IN ITS ENTIRETY. WIRING SHALL BE PULLED BACK TO EXISTING
LAN ROOM ON GROUND FLOOR AND COILED FOR FUTURE USE OR REMOVAL BY OWNER.

FOR EXISTING WIRING DEVICES NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE DEVICE
AND ASSOCIATED WIRING IN ITS ENTIRETY, INCLUDING ANY ASSOCIATED CONDUIT BACK TO
SOURCE PANEL OR JUNCTION BOX. BE RESPONSIBLE TO MAINTAIN THE DOWNSTREAM
CONTINUITY OF ANY OTHER DEVICES CONNECTED TO THE SAME BRANCH CIRCUIT.

DEMOLITION WORK KEY NOTES

OENOECIONONNG

EXISTING SURFACE MOUNTED RECEPTACLE TO BE RELOCATED TO ACCOMMODATE NEW
COUNTER. RECEPTACLE SHALL BE RAISED APPROXIMATELY 610mm (2'-0") ABOVE CURRENT
INSTALLATION HEIGHT. COORDINATE EXACT MOUNTING HEIGHT ON SITE AND WITH
ARCHITECTURAL ELEVATIONS. MODIFY EXISTING BRANCH FEEDER AS REQUIRED TO SUIT NEW
LOCATION OF DEVICE AS SHOWN ON NEW WORK PLANS.

EXISTING ELECTRIC BASEBOARD HEATER TO BE REMOVED IN ITS ENTIRETY. BE RESPONSIBLE
RETAIN EXISTING BRANCH CIRCUIT, MODIFY AS REQUIRED AND RECONNECT TO NEW BASEBOARD
HEATER COMPLETE. BASEBOARD HEATER TO BE SUPPLIED UNDER MECHANICAL DIVISION AND
INSTALLED AND CONNECTED UNDER THIS DIVISION.

EXISTING FIRE ALARM BELL TO BE DISCONNECTED AND REMOVED TO ACCOMMODATE THE
RENOVATION SCOPE OF WORK. BE RESPONSIBLE TO MODIFY EXISTING ALARM SIGNALLING
CIRCUIT AS REQUIRED TO ACCOMMODATE NEW HORN DEVICE AS SHOWN ON NEW WORK PLANS.

EXISTING CEILING MOUNTED FIRE ALARM DETECTOR TO BE DISCONNECTED AND REMOVED AS
PART OF THE RENOVATION WORK. BE RESPONSIBLE TO RETAIN EXISTING DEVICE, MODIFY
EXISTING ALARM INITIATING CIRCUIT AS REQUIRED AND RECONNECT TO EXISTING DEVICE IN NEW
LOCATION AS SHOWN ON NEW WORK PLANS. BE RESPONSIBLE TO TEST AND VERIFY DEVICE
UPON COMPLETION OF WORK.

ACCESS CONTROL SYSTEM AND POWER CONNECTIONS TO EXISTING CARD READER AND
ASSOCIATED ELECTRIC STRIKE TO MODIFIED AS REQUIRED TO ACCOMMODATE RELOCATION OF
EXISTING DOOR. BE RESPONSIBLE TO RELOCATE EXISTING CARD READER IN ITS ENTIRETY AND
MODIFY EXISTING BRANCH CIRCUIT WIRING SERVING ELECTRIC STRIKE AS REQUIRED AND
CONNECT TO NEW STRIKE ON RELOCATED DOOR. COORDINATE ALL WORK WITH GENERAL
CONTRACTOR ON SITE.

CONNECTIONS TO EXISTING CARD READER AND ELECTRIC STRIKE AND ASSOCIATED DEVICES TO
BE REMOVED IN THEIR ENTIRETY, INCLUDING ALL EXISTING WIRING AND CONDUIT BACK TO
SOURCE.

GENERAL NEW WORK NOTES

V4 zeidler

158 Sterling Rd 6th Floor,
Toronto, ON M6R 2B7
T +1 (416) 596-8300

JONESEJONES

ARCHITECTS
LANDSCAPE ARCHITECTS
PLANNERS

1.

2.

CONTRACTOR SHALL ALSO REFERENCE ARCHITECTURAL REFLECTED CEILING PLANS AND
INTERIOR ELEVATIONS FOR LOCATION OF LIGHTING AND/OR WIRING DEVICES.

INSTALLATION OF ALL EQUIPMENT WITHIN CEILING SPACE SHALL BE COORDINATED ON SITE WITH
ALL OTHER TRADES. ALSO REFER TO STRUCTURAL AND MECHANICAL DRAWINGS FOR LOCATIONS
OF BEAMS, JOISTS, DUCTWORK, ETC., AND COORDINATE ROUTING AND INSTALLATION OF
ELECTRICAL EQUIPMENT WITH THOSE DRAWINGS.

ALL NEW RECEPTACLES AND SWITCHES SHALL BE WHITE IN COLOUR WITH STAINLESS STEEL
FACEPLATES.

ALL BRANCH FEEDERS SHALL BE MINIMUM 2#12 + GROUND IN 21mm CONDUIT, UNLESS NOTED
OTHERWISE ON THE DRAWINGS. CONTRACTOR SHALL BE RESPONSIBLE TO UPSIZE FEEDERS AS
REQUIRED TO SUIT THE REQUIREMENTS OF THE O.E.S.C. AND THE VOLTAGE DROP CHART ON
DRAWING #E-XXX.

NEW DEVICES INSTALLED ON EXISTING WALL CONSTRUCTION SHALL BE INSTALLED SURFACE
MOUNTED ON CAST FS BACKBOXES WITHIN SURFACE RACEWAY (LEGRAND 400 SERIES OR
EQUIVALENT). DEVICES INSTALLED IN NEW WALL CONSTRUCTION SHALL BE INSTALLED FLUSH
MOUNTED OR SURFACE MOUNTED TO SUIT APPLICATION WITH FLUSH MOUNTED BACKBOXES AND
CONDUIT WITHIN WALL.

NEW WORK SHEET KEY NOTES

1
(2)

D @& @ O

PROVIDE NEW 15A DUPLEX RECEPTACLE FOR RELOCATED VENDING MACHINE AND RECONNECT
TO EXISTING BRANCH CIRCUIT COMPLETE.

PROVIDE NEW FIRE ALARM HORN AND CONNECT INTO EXISTING ALARM SIGNALLING CIRCUIT.
INCLUDE FOR MODIFICATION OF EXISTING SIGNALLING CIRCUIT AS REQUIRED AND PROVIDE
ADDITIONAL BOOSTERS AS REQUIRED TO ACCOMMODATE NEW HORN.

EXISTING FIRE ALARM DETECTOR IN RELOCATED POSITION.

CONNECTION TO NEW SURFACE WALL MOUNTED BASEBOARD HEATER. MODIFY EXISTING BRANCH
CIRCUIT FROM EXISTING HEATERS AS REQUIRED AND RECONNECT TO NEW HEATER COMPLETE.
HEATER SHALL BE SUPPLIED BY MECHANICAL CONTRACTOR AND INSTALLED UNDER THIS
DIVISION. CONFIRM EXACT LOCATION OF HEATER ON SITE WITH ARCHITECT PRIOR TO
INSTALLATION.

CONNECTION TO NEW SURFACE WALL MOUNTED BASEBOARD HEATER. FOR BRANCH CIRCUIT
INDICATED, EXTEND 2#12 + GROUND IN 21mm CONDUIT FROM ASSOCIATED BREAKER IN NEW
PANEL 'LP-RB' TO HEATER LOCATION AND CONNECT COMPLETE. HEATER TO BE SUPPLIED BY
MECHANICAL CONTRACTOR AND INSTALLED UNDER THIS DIVISION. CONFIRM EXACT LOCATION ON
SITE PRIOR TO ROUGH-IN.

CONNECTION TO NEW POWER DOOR OPERATOR AND ASSOCIATED ELECTRIC STRIKE. FOR
BRANCH CIRCUIT INDICATED, EXTEND 2#12 + GROUND IN 21mm CONDUIT FROM ASSOCIATED
BREAKER IN NEW PANEL 'LP-RB' TO OPERATOR LOCATION AND CONNECT COMPLETE.
COORDINATE EXACT LOCATION AND FINAL CONNECTIONS WITH GENERAL CONTRACTOR ON SITE.
INCLUDE FOR REQUIRED LINE AND LOAD CONNECTIONS TO ASSOCIATED DOOR OPERATOR
ACTUATORS.

MODIFY EXISTING BRANCH CIRCUIT SERVING ELECTRIC STRIKE ON THIS DOOR TO ACCOMMODATE
CONNECTION TO NEW POWER DOOR OPERATOR. COORDINATE EXACT LOCATION AND FINAL
CONNECTIONS WITH GENERAL CONTRACTOR ON SITE. INCLUDE FOR REQUIRED LINE AND LOAD
CONNECTIONS TO ASSOCIATED DOOR OPERATOR ACTUATORS.

SCALE: 1:50

SCALE: 1:50

* ) SCALE: 1:50 SCALE: 1:50
\
EQ
eE eE
\ \
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,  PLAZA AREA NEW WORK PLAN - POWER & SYSTEMS PLAZA AREA DEMOLITION PLAN - POWER & SYSTEMS
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SCHEDULE 26 06 50.16 - LIGHTING FIXTURE SCHEDULE

BASIS OF DESIGN MANUFACTURER AND CAT NO.

LUMEN PACKAGE

VOLTAGE/ (3500 K CCT

SYMBOL TYPE DESCRIPTION SEE NOTE 1 INPUT UNLESS NOTED MOUNTING REFERENCE = REMARKS
WATTS OTHERWISE)
MINIMUM 80 CRI

RECESSED 2' x 2' TROFFER STYLE BACKLIT LED PANEL

LUMINAIRE COMPLETE WITH ADJUSTABLE COLOUR RAB DESIGN 120V 3750 LUMEN RECESSED CONTRACTOR TO CONFIRM COLOUR TEMPERATURE
Z L1 TEMPERATURE AND LUMEN OUTPUT SELECTOR CPL SERIES 30W 4000K DRYWALL CEILING WITH OWNER PRIOR TO INSTALLATION AND SET

SWITCH. LUMINAIRE SUITABLE FOR INSTALLATION IN CAT.#CPL22-LED30A18-H-VK-DIM SELECTOR SWITCH AS SUCH

DRYWALL CEILINGS.

RECESSED 2' x 2' TROFFER STYLE BACKLIT LED PANEL

LUMINAIRE COMPLETE WITH ADJUSTABLE COLOUR RAB DESIGN 120V 3750 LUMEN RECESSED CONTRACTOR TO CONFIRM COLOUR TEMPERATURE
Z L2 TEMPERATURE AND LUMEN OUTPUT SELECTOR CPL SERIES 30W 4000K T-BAR CEILING WITH OWNER PRIOR TO INSTALLATION AND SET

SWITCH. LUMINAIRE SUITABLE FOR INSTALLATION IN
T-BAR CEILINGS.

LIGHTING FIXTURE SCHEDULE NOTES:

CAT.#CPL22-LED30A18-H-VK-DIM

1. UNLESS NOTED OTHERWISE, ACCEPTED ALTERNATE MANUFACTURES AND SUPPLIERS: CREE CANADA, COOPER LIGHTING, PEERLESS ELECTRIC, SIGNIFY (FORMERLY PHILIPS LIGHTING),

VISCOR/VISIONEERING.

SELECTOR SWITCH AS SUCH

2. WHERE AN INCOMPLETE MODEL/CAT NO. IS LISTED, MANUFACTURERS/SUPPLIERS MUST CONFIRM THE PROPOSED FIXTURE WITH THE CONSULTANT A MINIMUM OF ONE WEEK PRIOR TO TENDER CLOSE.
3. SUBMIT SHOP DRAWINGS FOR CONSULTANT'S REVIEW PRIOR TO PLACING ANY ORDER.

SCHEDULE 26 06 50.23 - LIGHTING CONTROL DEVICE SCHEDULE

BASIS OF DESIGN MANUFACTURERS AND

CONTROL

VOLTAGE

SPECIFICATION

SYMBOL  TYPE DESCRIPTION o e Ao O A UOLTASE MOUNTING  SPET i SPACES SERVED REMARKS
ACUITY BRANDS CONTROLS/NLIGHT
: SUBMITTAL WITH STANDARD/PROPSED
S 8 UI-NV-1B ONE BUTTON WALL STATION, ONE BUTTON nPODM-1SB SERIES DIGITAL ; WALL 26 09 43 ENGRAVING OPTION. ALLOW FOR CUSTOM
ON-OFF TOGGLE. LEGRAND/WATTSTOPPER LMSW-101 G O A R o N
PHILIPS DYNALITE DPNA SERIES, DPNA914 :
DIMMING WALL STATION, MULTI-BUTTON WALL
INTERFACE CONTROL C/W ENGRAVED ACUITY BRANDS CONTROLS/NLIGHT NPODM
5B UI-DIM-NV-X | BUTTONS. SERIES DIGITAL ] WALL 26 09 43
$ B BUTTONS: EACH ZONE CONTROLLED (SEE S R EVOLUTION SERIES DR2PA
PLANS), DIM UP, DIM DOWN, ALL OFF, ALL ON
'x' DENOTES NUMBER OF CONTROLLED ZONES
WALL MOUNT OCCUPANCY SENSOR, 24 V, PHILIPS OCCUSWITCH CLASSIC LRM2265 WALL,
DT-W-2V DUAL TECHNOLOGY SENSOR, MIN 1200 SQ FT  SERIES 24V +-12 FEET = 2609 23
COVERAGE WATTSTOPPER DT-200 SERIES AFF
or-Coay CEILING MOUNTED OCCUPANCY SENSOR, 24  LEGRAND/WATTSTOPPER DT-300 SERIES "y 26 06 23
-C- V, DUAL TECHNOLOGY SENSOR. LUTRON LOS-CDT SERIES

LIGHTING CONTROLS SCHEDULE NOTES:
LIGHTING CONTROLS OF ONE MANUFACTURER THROUGH PROJECT TO ENS

Noosrwob~

CONFIRM FINISH COLOUR WITH CONSULTANT DURING SUBMITTAL REVIEW.

URE PRODUCT COMPATIBILITY.

ALTERNATE MANUFACTURERS: ACUITY BRANDS LIGHTING (SENORSWITCH, nLIGHT), COOPER LIGHTING SOLUTIONS, DOUGLAS LIGHTING CONTROLS, LUTRON, SIGNIFY (FORMERLY PHILIPS LIGHTING), WATTSTOPPER-LEGRAND.
DUAL TECHNOLOGY SENSORS: PASSIVE INFRARED/ULTRASONIC, OR PASSIVE INFRARED/MICROPHONIC, DEPENDING ON MANUFACTURER. MICROPHONIC SENSORS ACCEPTABLE IN LIEU OF ULTRASONIC.
POSITION CEILING MOUNTED OCCUPANCY SENSORS A MINIMUM 1200 mm (4'-0") FROM NEAREST AIR DIFFUSER, HVAC OUTLETS, HEATING BLOWERS, ETC.
CONFIRM INSTALLATION REQUIREMENTS, WIRING DIAGRAMS, ETC. WITH MANUFACTURER'S DETAILS.
SUBMIT SHOP DRAWINGS FOR CONSULTANT'S REVIEW PRIOR TO PLACING ANY ORDER.

TO EXISTING
UPSTREAM
DISTRIBUTION
EXISTING SWITCHBOARD
SECTION - 800A -120/208V, 3@, 4W EXIST. ELEC. RM
(BASEMENT ELECTRICAL ROOM) (BASEMENT)
I ]
| 1600A-3P |
\ T @ 800A \
\ \
| P
] l | l | l l |
| 200A 200A 100A/3P 200A/3P 100A/3P 200A/3P 200A/3P |
| Ef-3p Ef-3p Ef F@100A Ef F@200A Ef F@100A E5 F@200A E& F@150A \
-t 4 - -4 Nt
Q Q
< <
o o
(7] 4]
NEW REMOTE FUSED DISCONNECT
SWITCH WITHIN EXISTING
ELECTRICAL ROOM.
o v v 4#6 + 1#8 GROUND, 35mmC
L w (11}
[m) [m] [m]
i i i
L wJ L 60A-3P
= = < F@G0A
< < L
i 0 %
(14 x - E
% B = '\'\
S = L EXIST. NEW
X x x -
n i - ATS LP-A3 LP-RB
2
x
[11]

—— PROVIDE TAP OFF EXISTING
PANELBOARD MAINS.

26 06 20.16 - ELECTRICAL PANELBOARD SCHEDULE

PANEL ID: NEW PANEL

'LP-RB'

VOLTS: 120/208V

LOCATION: ELECTRICAL ROOM

MAIN BUS: 100A PHASE: 3 FED FROM: LP-A3
MAIN BREAKER: NONE WIRE: 4 FEEDER ENTRY AT: TOP
TYPE: MOUNTING: SURFACE FEEDER:
INTERRUPTING CAPACITY: 10KA ENCLOSURE RATING: REMARKS:

CIR WATTAGE BRK BRK WATTAGE CIR
NO. DESCRIPTION R %] R DESCRIPTION NO.
oA B acC oA @B acC
1 21 - RECEPT. 1000 - - 15 A 15 1000 - - 21 - RECEPT. 2
3 21 - RECEPT. - 1000 - 15 B 15 - 1000 - 22 - RECEPT. 4
5 22 - RECEPT. - - 1000 15 C 15 - - 1000 22 - RECEPT. 6
7 22 - RECEPT. 1000 - - 15 A 15 1000 - - 22 - RECEPT. 8
9 22 - RECEPT. - 1000 - 15 B 15 - 1000 - 23 - RECEPT. 10
11 23 - RECEPT. - - 1000 15 C 15 - - 1000 23 - RECEPT. 12
13 23 - RECEPT. 1000 - - 15 A 500 - - 14
23/23A, 22/23A & 15 B:éE-EIB%_EggTﬁR
15 21/22 - PDO - 0 - 15 B - 500 - 16
17 SPARE BREAKER - - 0 15 Cc 15 - - 0 SPARE BREAKER 18
19 SPARE BREAKER 0 - - 15 A 15 0 - - SPARE BREAKER 20
21 SPARE BREAKER - 0 - 15 B 15 - 0 - SPARE BREAKER 22
23 - - 0 C - - 0 24
25 0 - - A 0 - - 26
27 - 0 - B - 0 - 28
29 - - 0 C - - 0 30
TOTAL@A: ___ W ,TOTAL@B: ____ W ,TOTAL@C: ___ W

NOTES:

* - PROVIDE LOCKABLE BREAKER
** - PROVIDE GFI TYPE BREAKER
*** - COORDINATE EXACT BREAKER SIZE WITH EQUIPMENT SHOP DRAWINGS

R - RECEPTACLE
L - LIGHTING

CIRCUIT NUMBERS ARE GIVEN FOR GROUPING ONLY. SITE VERIFY AVAILABLE CIRCUIT BREAKER SPACES IN PANELS
DURING TENDER WALKTHROUGH.

PARTIAL SINGLE LINE DIAGRAM

SCALE: NOT TO SCALE
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‘ | 3

DECK ABOVE

J/iB

LOCATE J/B IN ACCESSIBLE CEILING / /

FINISHED CEILINGJ

PROVIDE SUPPORT FOR CONDUITS

PARTITION —— |

MINIMUM 21 mm (3/4") EMT

CONDUIT FOR VOICE, DATA, OR T
CIW FISH WIRI;'.L\

WALL MOUNTED POWER,

DATA, VOICE OR TV OUTLET =

FINISHED FLOOR —L

-

(1]

SYMBOLS ON

PLAN @v

MAXIMUM BRANCH WIRING DISTANCE FOR 120 V SYSTEM AT 3% VOLTAGE DROP

WIRE BREAKER
SIZE SIZE 15 20 30 40 50 60 70 80 100
(AMPERES)

MAX.

LOAD AT 12 16 24 32 40 48 56 68 80

80% (AMPERES)
NO12 | e 24.4 < e e A
NO.10 | - 38.1 29.0 191 | - | e - e e
NO.8 | - 50.4 44.2 30.5 b7 N [N [ (O AN R —
NO.6 | e 91.4 70.1 47.2 35.1 28.2 236 | e
NO.4 | | 109.7 73.2 54.9 427 38.1 32.0 274 | -
NO.2 | ] 114.3 85.3 68.6 57.9 50.3 41.1 35.0
NO. 1 | o e | e 103.6 85.3 73.2 61.0 54.9 43.4
NOAIO | e e e e 128.0 102.9 85.3 73.2 64.0 48.8
NO2/0 | e e e 121.9 100.6 86.9 74.7 60.9
NO3/0 | | e e e e e 118.1 102.1 88.4 70.1
NO4/0 |  —— | e e e e e e 120.4 102.9 83.8
250 |
wem |- | =] 114.3 91.4
o0 |
McM | T 103.6

NOTE: DISTANCES INDICATED IN METRES FROM PANEL TO LOAD FOR SINGLE PHASE.

DETAIL OF WALL MOUNTED OUTLET BOX

SCALE: NOT TO SCALE

MAXIMUM BRANCH WIRING DISTANCE FOR 3% VOLTAGE DROP

SCALE: NOT TO SCALE

21 mm (3/4") @ EMT

CONDUIT UP TO J/B IN E
CEILING SPACE

21 mm (3/4") @ EMT

CONDUIT UP TO J/B IN :
CEILING SPACE

21 mm (3/4") CONDUIT UP
TO J/B IN CEILING SPACE
FOR UP TO FOUR (4)

21 mm (3/4") @ EMT

CONDUIT UP TO J/B IN
CEILING SPACE

SN

21 mm (3/4") CONDUIT UP
TO J/B IN CEILING SPACE
FOR UP TO FOUR (4)

|
100 mm (4') OCTAGON BOX FJ CONDUIT ,J CAT6 CAT6
?‘ gkgg"“ DETECTORAND LABEL RECEPTACLE WITH LABEL RECEPTACLE WITH LABEL RECEPTACLE WITH
CIRCUIT NUMBER USING __ | ,J,Eﬂl,_j CIRCUIT NUMBER USING __ | ,J,@,_,T ,,J,—,®=L,, CIRCUIT NUMBER USING __ | ,,,@,,L,,,i,@,,j P S R
ELECTRONIC LABELLER, | N RpP2A42 | ELECTRONIC LABELLER, | N RP2a42 | r 1 VOICE (WHITE)/DATA ELECTRONIC LABELLER, | "N RP2A-42 RP2A-42 | r 1 VOICE (WHITE)/DATA
BROTHER P-TOUCH OR w w BROTHER P-TOUCH OR w w \ \ BROTHER P-TOUCH OR w w | —
EQUAL \ o \ EQUAL \ o \ ‘ | |— (BLUE) JACK, QUANTITY EQUAL \ o o \ ‘ | |— (BLUE) JACK, QUANTITY
CEILING MOUNTED (SUFACE DECK) | | | | | : AS PER LAYOUT | | | : AS PER LAYOUT
SINGLE GANG BACK BOX —|__| 01 | SINGLE GANG BACK BOX —{__| 01 | | D D’ | TWO GANG BACK BOX —|__| | 01 | | D D’ |
| | | | | |
| | | | i i | | i i
| | | |
‘ “ % “ ’J g COVERPLATEWHTE)— 1| o || COVER PLATE (WHITE) —| | o | | D D | TWO GANG COVETVS;GTEE) — o o | | D D |
CONDUIT ! ! ! ! ! ! PORT, TYPICAL OF 4 PER ! ! ! ! PORT, TYPICAL OF 4 PER
| | | | ’ | | ’
| 01 | | 01 | } T~]__ DECORA FACEPLATE, | 01 01 | } ] DECORA FACEPLATE,
DUPLEX RECEPTACLE | 1 \ DUPLEX RECEPTACLE | —1 \ | | WHITE. PROVIDE WHITE DUPLEX RECEPTACLE | —1 \ | | WHITE. PROVIDE WHITE
(WHITE) Lo ____ 1 (WHITE) Lo ____ J L 1 DUST COVER FOR TYPICAL OF 2 (WHITE) L i L 1 DUST COVER FOR
16 mm (1/2")@ FLEXIBLE CONDUIT @ O} ) UNUSED PORTS @ @ @ UNUSED PORTS
CEILING GRID MOUNTING BRACKET POWER AND COMMUNICATION POWER AND COMMUNICATION
100 mm (4") OCTAGON BOX H
\ = SUSPENDED CEILING ?EX/INBSOLS ON SYMBOLS ON SYMBOLS ON PLANS
< PLANS
l ‘ ‘ F‘ l J ) vid ddw or @rv
¢ ‘ “ 3 PLUG-IN DETECTOR AND ( NOTES:
100 mm (4") OCTAGON BOX CONDUmJ BASE —
? PLUG-IN DETECTOR AND 1. CONFIRM WITH ARCHITECTURAL DRAWINGS/GENERAL CONTRACTOR FOR APPLICABLE LOCATIONS PRIOR TO ROUGH-IN.
BASE
SUSPENDED CEILING MOUNTED 2. MOUNTING PLATES & JACKS SUPPLIED & INSTALLED BY COMMUNICATIONS CONTRACTOR.
3 CAL SPO CTO S O X OF UNGANG O CO UNICATIO CES
SCALE: NOT TO SCALE SCALE: NOT TO SCALE
GENERAL NOTES: FINISHED RECEPTACLES TO WHICH UNIT EQUIPMENT IS TO BE CONNECTED SHALL BE NOT LESS THAN
1. DEVICE DIMENSIONS TO THE CENTRELINE OF CEILING 2500 mm [8'-2"] ABOVE THE FLOOR, WHERE PRACTICAL, AND NOT MORE THAN 1500 mm [59 IN]
THE DEVICE, UNLESS NOTED OTHERWISE. FROM THE LOCATION OF THE UNIT EQUIPMENT
METRIC DIMENSIONS GOVERN. (2018 OESC RULE 46-304 (1)).
2. DEVICES, INCLUDING ACCESS CONTROL
INTERFACE DEVICES, DOOR OPERATOR PUSH EMERGENCY LIGHTING BATTERY UNITS AND
BUTTONS, AND FIRE ALARM MANUAL PULL ADJACENT RECEPTACLE
STATIONS ARE NOT TO BE INSTALLED ON EMERGENCY (DIMENSION TO TOP OF CABINET AND RECEPTACLE)
HOLLOW METAL DOOR FRAMES UNLESS LIGHTING REMOTE FINISHED CEILING
OTHERWISE NOTED. HEADS
3. DEVICE MOUNTING HEIGHT RULES: (FéFéELAsU;%NFIa/N\LSJ? 1BLE SIGRAL DEVICE
3.1.  EXACT DIMENSIONS, WHERE INDICATED, ‘
MUST BE FOLLOWED, AND NO DEVIANCE TYPICAL 2300 mm TO TOP OF DEVICE
IS PERMITTED. UNIVERSAL WASHROOM SINGLE
3.2.  TYPICAL DIMENSIONS, WHERE INDICATED, G/ GANG ASSISTANCE REQUIRED
ARE A PREFERENCE OF THE DESIGNER FIRE ALARM VISIBLE SIGNAL DOME LIGHT W/ SOUNDER
FOR CONSISTENCY OF INSTALLATION. DEVICES (STROBES AND COMBO MOUNTED OVER DOOR
33. WHERE CIRCUMSTANCES PREVENT A ?3;2’:? ;{?%%Er:r)n WALL MOUNTED PUBLIC
TYPICAL DIMENSION FROM BEING MET, ADDRESS SPEAKER
DEVICES MAY BE INSTALLED WITHIN THE MIN 2100 mm AFF (FPABES) A SECURITY ACCESS SYSTEM SHALL
,\RA'EE%E A?EL“'III'IIL\IIIEMRUE,\II—‘I?SIIEDNI\(@?SIMUM THAT A) BE LOCATED ALONG THE ACCESSIBLE ROUTE;
B) BE CLEARLY VISIBLE BEFORE REACHING THE
DOCUMENTS. CONFIRM EXACT MOUNTING THERMOSTAT AND MANUAL HVAC CLOCKS ) DOOR:
HEIGHT WITH THE CONSULTANT. CONTROLS TYPICAL 2100 mm C) BE ADJACENT TO A CLEAR FLOOR AREA, 820 BY
4. METRIC DIMENSIONS GOVERN. DIMENSIONS ELECTRICAL PANELBOARDS 1200 mm (EXACT) PER OBC [}\ AFF 1390 mm, THAT IS CLEAR OF THE DOOR SWING
PROVIDED IN OTHER UNITS PROVIDED FOR BUT IS NO FURTHER THAN 1500 mm FROM IT
FIRE ALARM END-OF-LINE :
POWER DOOR OPERATOR .
EASE OF REFERENCE ONLY. POWER DOO RESISTORS ON BLASS 'B' CIRCUITS (CSA/ASC B651:23, 5.7.4.1.)
5. REFERTO 'ARCHlTECT OR INTERIOR ] TYPICAL 900 mm AFF MAX 1800 mm AFF TYPICAL DOOR
I\DAEOSl_:f\IBWI\'IIF\l%SHEFGAl—Y'\g\IIC\l;(S); (I;ET%E\E/STIJI(ESE or MIN 900 mm AFF TYPICAL 1800 min AFF FIRE ALARM SYSTEM EMERGENCY RECEPTACLES ABOVE COUNTERTOPS SSEA’\F‘J;‘SATFE/E HEIGHT
. MAX 1100 mm AFF TELEPHONES (FIREFIGHTER'S HANDSETS) OR IN SERVICE ROOMS REFERENCE
MIN 1350 mm
- TYPICAL 1100 mm
THIS DETAIL IS SPECIFIC TO INSTALLATIONS IN WHERE BOTH POWER-ASSISTED MAX 1500 mm
DOOR ACTIVATION PADS AND MAX 1100 mm
ONTARIO. TYPICAL 1400 mm TO CENTRELINE OF
SECURITY ACCESS SYSTEMS ARE ENCLOSURE CONTROLS FOR BUILDING SERVICES
OWNER'S ACCESSIBILITY DESIGN GUIDELINES MAY USED FOR THE SAME DOOR, THEY INCLUDING DOOR BELL PUSH BUTTONS ACCESS CONTROL
BE MORE STRINGENT. SHALL BE LOCATED TOGETHER LIGHTING CONTROL SWITCHES ’ Dy oo DEVICES
3 mm
gVITHOA HOORIZONTAL SEPARATION FIRE ALARM MANUAL LICHTING CONTR
REFERENCES AND DOCUMENT ORDER OF \ F NATTEI';" RETL%%?;O o AR’;'TDY PULL STATIONS TYPICAL 1100 mm
PRECEDENCE FOR ACCESSIBLE DESIGN: oc SO SECU 1200 mm AFF EXACT MAX 1100 mm
ACCESS DEVICE IS THE FIRST ©) PER OBC
" AMENDMENTS EFFECTIVE JAN 1. 2076 DEVICE ENCOUNTERED WHEN A UNIVERSAL WASHROOM
MANDATORY ’ APPROACHING THE DOOR. OCCUPIED WHEN LIT ANNUNCIATOR
( ) (CSA/ASC B561:23, 5.2.9.4.)
2. CAN/ULC S524-14 - INSTALLATION OF FIRE UNIVERSAL WASHROOM
ALARM SYSTEMS (MANDATORY) PUSH TO LOCK BUTTON
3. 2021 ONTARIO ELECTRICAL SAFETY CODE @
(OESC).
4. CSAJASC B651:23 - ACCESSIBLE DESIGN FOR @;\’
THE BUILT ENVIRONMENT (VOLUNTARY S UNIVERSAL WASHROOM
STANDARD). EMERGENCY SIGN
MOUNTED ABOVE THE
5.  FINAL PROPOSED ACCESSIBLE DESIGN EMERGENCY CALL BUTTC
STANDARD - JULY, 2010 (FPABES). THIS PUSH
DOCUMENT WAS SUBMITTED TO THE TO INTHE EVENT OF ANEVERGENCY
ONTARIO MINISTRY OF MUNICIPAL AFFAIRS OPEN PUSH ENERGENCY BUTTON
AND HOUSING FOR CONSIDERATION IN AN AND AUDIBLE AND VISUAL SIGNAL
UPCOMING REVISION TO THE ONTARIO RECEPTACLES, WILLACTNATE
BUILDING CODE. TO DATE, THE DATA OUTLETS
RECOMMENDATIONS HAVE NOT BEEN ACTED &\, (GENERAL)
UPON AND THE FPABES IS THEREFORE NOT TYPICAL 450 mm
MANDATORY. AFF
6. NECA 1-2010: STANDARD FOR GOOD MIN 400 mm AFF T R R a
WORKMANSHIP IN ELECTRICAL
FULL LENGTH BUTTON AND VISUAL/AI
CONSTRUCTION (TABLE 3 - TYPICAL DOOR OPERATOR
MOUNTING HEIGHTS) O ANNUNCATOR (GANGE
: ACTUATOR FINISHED FLOOR LEVEL TOGETHER IN DOUBLE
7. GOOD ENGINEERING JUDGEMENT AND BOX ADJACENT TO TOI!
MANUFACTURER'S RECOMMENDATIONS.
1
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