
 

  Addendum #01 

 

 

To:  Ben Knoop  Date Issued: January 16, 2025 

Toronto Zoo Project Name: Toronto Zoo Community Conservation Campus - 

361A Old Finch Avenue South Building 

Toronto, ON M1B 5K7  Project Number: 19-1-026 

  

 

This addendum is issued prior to closing of tender to provide for certain revisions to or clarifications in the 

work. The revisions covered by this addendum shall be carried out in accordance with the requirements of 

the specifications. The following addendum items are included and shall become part of the contract. 

 

 

1. Architectural 

1.1 Specification 

1.1.1 Section 07 26 00 - Vapour Retarders 

1.1.1.1 NEW 

1.2 Drawings 

1.2.1 Drawing A1.02 – Floor Plan 

1.2.1.1 ADDED demo note to clarify demolition scope.  

 

1.2.2 Drawing A1.03 – Ceiling Plan 

1.2.2.1 REVISED Room Finish Schedule to clarify floor and ceiling finishes. 

1.2.2.2 REVISED number and layout of lighting fixtures in rooms 23 and 23A. 

 

1.2.3 Drawing A1.07 – FFE Plan 

1.2.3.1 REVISED Furniture Schedule to clarify furniture supplied by contractor 

and owner. 

 

2. Mechanical 

2.1 Refer to the attached Mechanical Addendum M-1. 

 

3. Electrical 

3.1 Refer to the attached Electrical Addendum E-1. 

 

 

 — END OF ADDENDUM — 

 

Sincerely, 

Zeidler Architecture Inc.  
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Mike Smith, BA. B.Arch.Sci. LEED® AP 

Principal | Zeidler Architecture Inc. 

T 416 596 8300 x2249 | msmith@zeidler.com 

 

cc. Justina Serpetauskyte, Zeidler Architecture Inc. 

      Francesca Pinochi, Toronto Zoo 
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17
16

521

A

D
E

F

ZONE B2

ZONE B1

ZONE A

AREA OF WORK

9.3 m2

9.3 m2

9.3 m2

MAIN ENTRANCE

WEST EXIT

ZONE A   :
ZONE B1 :
ZONE B2 :

106.1 m2

13.6 m2

41.5 m2

AREA PER PERSON REQ'D

11 
2
5

OCCUPANT LOAD

EXTENT OF NEW CEDAR SIDING

EXISTING 

ROOM 14

BREAK ROOM 
ROOM 13

13.6 m2

EXISTING 

ROOM 12

EXISTING 

ROOM 11

OFFICE 
ROOM 17-B

13.6 m2

LOCKER ROOM 
ROOM 17-A

27.9 m2

EXISTING 

ROOM 16

EXISTING 

ROOM 15

SCOPE OF WORK
ZONE B1

SCOPE O
F W

ORK

ZONE B2

EXB4

EXB2

TH
NEW THERMOSTAT

(SEE MECH)

EXTENT OF NEW FLOOR FINISH

C4

C5

OPENINGS TO BE FILLED IN 
AND FINISHED TO MATCH 

EXISTING PARTITION

EXISTING 

ROOM 14

EXISTING 
ROOM 13

13.6 m2

EXISTING 

ROOM 12

EXISTING 

ROOM 11

EXISTING 

CORRIDOR C1

EXISTING 
ROOM 17-B

13.6 m2

EXISTING 
ROOM 17-A

27.9 m2

EXISTING 

ROOM 16

EXISTING 

ROOM 15

SCOPE OF WORK
ZONE B1

SCOPE O
F W

ORK

ZONE B2

D4

D3

D18

D19

EXB2

D3

EXB4

EXB1

5980
2864

4145

TH
D2

EXISTING THERMOSTAT 
(SEE MECH)

D18

EXB3

EXISTING COUNTERTOP TO BE 
DEMOLISHED

D14

D14

D4

D14

1
A1.05

EXA6

EXA1

EXA2

EXA3

EXISTING 
ROOM 24

26.2 m2

EXISTING 
ROOM 23

15.8 m2

EXISTING 
ROOM 22

18.2 m2

EXISTING 
ROOM 21

13.9 m2

EXISTING 

CORRIDOR C4

EXISTING 

CORRIDOR C3

EXISTING 
ROOM 20

STORAGE

EXA5

EXISTING 
CORRIDOR C5

20.9 m2

EXA4

EXA7

34
68

31
95

SCOPE OF WORK
ZONE A

D9

D4

1524

1530

5677

D9

D4

D7

D3

D4

D9

D9

D1

D18

D18

D18

D2

D18

D4

D4

D4

WEST EXIT

D12

D8

D2

D12

D8

ELECTRICAL CONTROL 
PANEL (SEE ELECTRICAL)

RE&RE BUMPER GUARD 
TO ALLOW DEMO. WALL

D12

D2

TH

D12

RMV AND RETURN 
CORKBOARDS TO OWNER

D2

D2

EXISTING 
CONCRETE 
COLUMN

EXISTING 
CONCRETE 
COLUMN

EXISTING CONCRETE COLUMN

EXPOSED 
CONC. FACE

EXPOSED 
CONC. FACE

EXISTING THERMOSTAT 
(SEE MECH)

FE

D20

D18

4
A1.05

2
A1.05

D04

D02

P2-4

ACCOUNTING OFFICE
ROOM 22

26.2 m2

CORRIDOR
ROOM 23A

5.6 m2

CLERK OFFICE
ROOM 21

46.8 m2

CASH OFFICE
ROOM 23

17.3 m2

EXISTING 

CORRIDOR C4

EXISTING 

CORRIDOR C3

EXISTING 

ROOM 20

EXA7

D03

P2-4

P2-4S

D01

DASHED LINE OF 
WELDED SECURITY MESH 
UP TO U/S ROOF DECK CASH ROOM 

SERVICE 
WINDOWS

7317

67
72

152

ZONE A
(SEPARATE SUITE)

WEST EXIT

THNEW THERMOSTAT 
(SEE MECH)

C2

C3

P2-4F

ACCESSIBILITY 
CLEARANCE AREA 

(TYPICAL AS PER 
TADG 2.2.3)

P21-4

4682

34
16

C3

C2

C4

NEW CEDAR 
SIDING, SEE 
KEY PLAN FOR 
EXTENT

C4

6619

C6

C6

C6

FE

C5 C4

C4

LINE INDICTING 
FLOORING TRANSITION 

2200

CR

CR

CR

CR CR

P
2-

4S

CR
WS

WS

600

300

1565

18
00

1265

15
00

 T
Y

P
.

965

WS

WS

WS

WSKP

WS WS

300 TYP.

610

N
E

W

N
E

W

N
E

W

N
E

W

N
E

W

C1

C1

C1

C1

C1

14
36

4
A1.06

EXTERIOR 
SCUPPER 
DRAIN

C6

1
A1.06

W01 W02

1
A1.09

INTERIOR PARTITION AND FURRING WALL ASSEMBLIES

TYPE ASSEMBLY
SOUND 

TRANSMISSION
FIRE 

RESISTANCE
CONSTRUCTION

N/A N/A
P2-4

16mm  GYPSUM BOARD
92mm STEEL STUD FRAMING @ 600 o.c. MAX.
89mm SOUND ABSORPTIVE BATT INSULATION
16mm GYPSUM BOARD

N/A N/AP2-4S

16mm GYPSUM BOARD
13mm PLYWOOD BOARD
6ga 152mm x 152mm MW18.7 WIRE MESH
92mm STEEL STUD FRAMING @ 600 o.c. MAX.
89mm SOUND ABSORPTIVE BATT INSULATION
16mm GYPSUM BOARD

P21-4

92mm STEEL STUD FRAMING @ 600 o.c. MAX.
89mm SOUND ABSORPTIVE BATT INSULATION
16mm  GYPSUM BOARD
16mm  GYPSUM BOARD (AS NEEDED TO 
MATCH EXISTING)

N/A N/A

45 min. N/A

P2-4F

16mm  FIRE RATED GYPSUM BOARD
92mm STEEL STUD FRAMING @ 600 o.c. MAX.
89mm SOUND ABSORPTIVE BATT INSULATION
16mm FIRE RATED GYPSUM BOARD

DEMOLITION LEGEND

EXISTING WALL TO REMAIN (SOLID LINE WITH SHADING)

NEW WALL TO BE BUILT (SOLID LINE WITH CROSSHATCH FILL)

EXISTING ELEMENT TO BE DEMOLISHED (DASHED LINE WITH NO SHADING)

EXISTING ELEMENTEX

TO BE REMOVEDRMV

EXISTING DOOR TO REMAIN

EXISTING DOOR TO BE REMOVED OR RELOCATED

ADDITION TO WALL ASSEMBLY, SEE ASSOCIATED KEYNOTE

ACCESSIBILITY CLEARANCE AREA

REMOVE AND REPLACERE&RE

RELOCATE RLC

THERMOSTATTH

SCOPE OF WORK

WAVE SENSORWS

CARD READERCR

SECURITY KEYPADKP

1. ALL DIMENSIONS & LOCATIONS TO BE VERIFIED ON SITE PRIOR TO CONSTRUCTION.

2. CONTRACTOR TO PROVIDE ALL DEMOLITION AS REQUIRED FOR NEW WORK.

3. ANY OPENINGS TO THE OUTSIDE CLIMATE TO BE WEATHERPROOFED FOR THE EXTENT OF THIS CONTACT.

4. CONTRACTOR TO PROVIDE ADEQUATE PROTECTIONS TO ALL EXISTING PROPERTIES DURING DEMOLITION 
AND CONSTRUCTION.

5. PATCH AND MAKE GOOD EXISTING WALLS, FLOORS, AND CEILINGS TO MATCH EXISTING. APPLY MATCHING 
TOUCH-UP PAINT TO ALL WALLS AND ALIGN FINISHES SURFACES.

6. DEMO. WORK WITH EXCESSIVE NOISE TO BE PERFORMED AFTER REGULAR HOURS  PERMITTED BY OWNER. 

7. REMOVAL OF ANY FLOOR FINISHES MUST INCLUDE COMPLETE REMOVAL OF ANY UNDERLAYMENT AND GLUE 
ADHERED TO THE CONCRETE SLAB.

8. ANY ASSOCIATED M&E SERVICES MUST BE DISCONNECTED BEFORE REMOVAL OF WALL, FLOOR & CEILING.

9. THE OWNER RESERVES THE RIGHT TO CLAIM ALL DEMOLITION ITEMS WHERE IT MAY BE POSSIBLE TO 
REUSE IN THE FUTURE. CONFIRM WITH THE OWNER PRIOR TO DISPOSING OF ITEMS. 

10. FIRERATE AND PATCH EXISTING FIRE RATED WALL, FLOOR, AND CEILING OPENING WITHIN THE PROJECT 
AREA TO MATCH EXISTING FIRE RATING.

11. REFER TO HAZARDOUS SUBSTANCES REPORT FOR INFORMATION REGARDING PROTECTION AND 
DISPOSAL INSTRUCTIONS. CEASE OPERATIONS AND NOTIFY PRIME CONSULTANT IMMEDIATELY IF HAZARDOUS 
SUBSTANCES ARE UNCOVERED.

GENERAL DEMOLITION NOTES

D1 EXISTING WALL TO REMAIN

D2 EXISTING WALL TO BE REMOVED.

D3 EXISTING DOOR TO REMAIN.

D4 EXISTING DOOR TO BE REMOVED.

D5 (RESERVED)

D6 EXISTING WINDOWS TO BE REMOVED AND 
FILLED TO MATCH EXISTING WALL ASSEMBLY.

D7 (RESERVED)

D8 EXISTING WINDOW TO REMAIN

D9 EXISTING WINDOW TO BE REMOVED.

D12 BASEBOARD HEATERS TO BE REMOVED AND 
RETURNED TO OWNER FOR STORAGE (SEE 
MECHANICAL)

D13 (RESERVED)

DEMOLITION KEY NOTES
D14 EXISTING PLYWOOD COVERS TO BE REMOVED AND

WINDOWS FINISHED WITH TRANSLUCENT FILM TF-1.

D15 (RESERVED)

D16 (RESERVED)

D17 (RESERVED)

D18 REMOVE EXISTING FLOOR FINISH AND WALL 
BASE INCLUDING ADHESIVE. SKIM COAT ENTIRE 
FLOOR AREA AS REQUIRED FOR PREPARATION OF 
NEW FLOOR FINISH TO MEET FLOORING 
MANFACTURER STANDARDS.

D19 EXISTING FLOOR FINISH TO REMAIN. 
REMOVE WALL BASE, REPAIR AND SMOOTH 
SURFACE FOR INSTALLATION OF NEW BASE.

D20 CONTRACTOR TO INVESTIGATE EXISTING WALL TO 
CONFIRM CONTINUITY OF FIRE RESISTANCE RATING OF 
45 min. REFER TO LIFE SAFETY PLAN A1.01 FOR EXTENTS 
OF FIRE SEPARATION.

DEMOLITION KEY NOTES CONT'D

C1 NEW BASEBOARD HEATER (SEE ELEC. DWGS)

C2 WINDOW OPENINGS TO BE FILLED TO MATCH 
EXISTING EXTERIOR WALL ASSEMBLY.

C3 CONTRACTOR TO APPLY 16mm GYPSUM BOARD, 
13mm PLYWOOD BOARD AND 6ga 152mm x 152mm 
MW18.7 WIRE MESH TO EXISTING WALL

C4 CONTRACTOR TO PREPARE EXISTING CONCRETE 
FLOOR TO RECEIVE VINYL TILE FINISH AS PER 
MANUFACTURERS REQUIRED SPECIFICATIONS.

C5 CONTRACTOR TO PREPARE EXISTING CONCRETE 
FLOOR TO RECEIVE CARPET TILE FINISH AS PER 
MANUFACTURERS REQUIRED SPECIFICATIONS.

C6 CONTRACTOR TO PREPARE EXISTING CONCRETE 
COLUMNS FOR PAINTED FINISH.

CONSTRUCTION KEY NOTES

DOOR SCHEDULE ABBREVIATIONS

EXA EXISTING DOOR (ZONE A)

EXB EXISTING DOOR (ZONE B)

HM HOLLOW METAL 

WD WOOD

PT-7 PAINTED (SEE A1.03 FINISH SCHEDULE)
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SCALE: 1 : 200A1.02

KEY PLAN - EXISTING SOUTH BUILDING1

SCALE: 1 : 50A1.02

PLAZA LEVEL PROPOSED PLAN ZONE B5

SCALE: 1 : 50A1.02

PLAZA LEVEL DEMOLITION PLAN ZONE B4

SCALE: 1 : 50A1.02

LEVEL 1 - DEMOLITION PLAN ZONE A2

SCALE: 1 : 50A1.02

LEVEL 1 - PROPOSED PLAN ZONE A3

DOOR, FRAME AND HARDWARE SCHEDULE - PROPOSED

MARK WIDTH HEIGHT
DOOR
MATL. FINISH GLASS

FRAME
MATL. FRAME FINISH

D01 965 2135 HM PT-7 - HM PT-7

D02 965 2135 HM PT-7 - HM PT-7

D03 965 2135 HM PT-7 - HM PT-7

D04 965 2135 HM PT-7 - HM PT-7

EXA7 902 2135 HM PT-7 - HM PT-7

EXB2 902 2135 WD PT-7 - WD PT-7

EXB4 902 2135 WD PT-7 - WD PT-7



A1.04
2

A1.04
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SCOPE OF WORK

ZONE A   :
ZONE B1 :
ZONE B2 :

98.8 m2

12.3 m2
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ZONE B1

ZONE A

MAIN ENTRANCE

WEST EXIT
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FA
RMV
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EXISTING 
DRYWALL 
CEILING TO BE 
REMOVED

EXISTING 
STRUCTURAL 

COLUMN

REMOVE & REPLACE 
DRYWALL AS NEEDED TO 
ALLOW DEMO. OF WALL

U/S STRUCTURAL BEAM 2463mm 
ABOVE CONCRETE FLOOR

GWB
2426

GWB
2426

GWB
2426

GWB
2146

SCOPE OF WORK

ZONE A

D11
RMV

RMV

WEST EXIT

D10

RMV

CEILING GRILLE TO 
BE REMOVED

D11

D10

D22

RMV EXISTING TRANSFER 
GRILLE ABOVE WINDOW 

(SEE MECH)

RLC EXISTING 
SMOKE DETECTOR 

(SEE ELEC)
SD
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(SEE ELEC)
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MATCH EXISTING
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ACCOUNTING OFFICE
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ROOM 21

CASH OFFICE 
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SCOPE OF WORK 

ZONE B1

SCOPE O
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EXISTING 

ROOM 14

LUNCH ROOM 

ROOM 13
ACT
2434

ACT
2434

EXISTING 

ROOM 15

EX

EX

LINE OF GWB 
BULKHEAD

CEILING LEGEND

EXISTING DRYWALL CEILING TO REMAIN (TEXTURED FILL WITH NO HATCH)

305mm X 1220mm FLUORESCENT LIGHT FIXTURE

305mm X 610mm FLUORESCENT LIGHT FIXTURE

305mm SUPPLY AIR DIFFUSER

610mm X 610mm FLUORESCENT LIGHT FIXTURE

EXISTING ACOUSTIC CEILING TILE GRID TO REMAIN 
(VARIOUS CONFIGURATIONS)

EXISTING DRYWALL CEILING TO BE REMOVED (1.5mm DIAGONAL 
HATCH W/TEXTURED FILL)

RMV

RLC

RE&RE

EXISTING TO BE REMOVED

EXISTING TO BE RELOCATED

EXISTING TO BE REMOVED AND REPLACED

EX EXISTING ELEMENT

SMOKE DETECTOR

FA 

SD 

CEILING MOUNTED LUMINAIRE

CEILING MOUNTED FIRE ALARM

NEW ACOUSTIC CEILING TILES TO BE INSTALLED (3mm DOWNWARD HATCH)

NEW DRYWALL CEILING TO BE INSTALLED (3mm DOWNWARD HATCH 
WITH TEXTURED FILL)

EXISTING ELEMENT TO BE REMOVED (1.5mm HATCH)

600mmx300mm MM RETURN AIR DIFFUSER

FA WALL MOUNTED FIRE ALARM

1. ALL DIMENSIONS & LOCATIONS TO BE VERIFIED ON SITE PRIOR TO CONSTRUCTION.

2. CONTRACTOR TO PROVIDE ALL DEMOLITION AS REQUIRED FOR NEW WORK.

3. ANY OPENINGS TO THE OUTSIDE CLIMATE TO BE WEATHERPROOFED FOR THE EXTENT OF THIS CONTACT.

4. CONTRACTOR TO PROVIDE ADEQUATE PROTECTIONS TO ALL EXISTING PROPERTIES DURING DEMOLITION AND 
CONSTRUCTION.

5. PATCH AND MAKE GOOD EXISTING WALLS, FLOORS, AND CEILINGS TO MATCH EXISTING. APPLY MATCHING TOUCH-
UP PAINT TO ALL WALLS AND ALIGN FINISHES SURFACES.

6. DEMOLITION WORK WITH EXCESSIVE NOISE to BE PERFORMED AFTER REGULAR HOURS PERMITTED BY OWNER. 

7. REMOVAL OF ANY FLOOR FINISHES MUST INCLUDE COMPLETE REMOVAL OF ANY UNDERLAYMENT AND GLUE 
ADHERED TO THE CONCRETE SLAB.

8. ANY ASSOCIATED M&E SERVICES MUST BE DISCONNECTED BEFORE REMOVAL OF ANY WALL, FLOOR, AND CEILING.

9. THE OWNER RESERVES THE RIGHT TO CLAIM ALL DEMOLITION ITEMS WHERE IT MAY BE POSSIBLE TO REUSE IN 
THE FUTURE. CONFIRM WITH THE OWNER PRIOR TO DISPOSING OF ITEMS. 

10. FIRERATE AND PATCH EXISTING FIRE RATED WALL, FLOOR, AND CEILING OPENING WITHIN THE PROJECT AREA TO 
MATCH EXISTING FIRE RATING.

11. REFER TO HAZARDOUS SUBSTANCES REPORT FOR INFORMATION REGARDING PROTECTION AND DISPOSAL 
INSTRUCTIONS. CEASE OPERATIONS AND NOTIFY PRIME CONSULTANT IMMEDIATELY IF HAZARDOUS SUBSTANCES 
ARE UNCOVERED.

GENERAL DEMOLITION NOTES

ACT-1 ACOUSTIC CEILING TILE - ARMSTRONG - ULTIMA HIGH NRC

CPT-2 CARPET TILE - TARKETT, LIGHT SHIFT (11524), COLOUR: SKY LIT (45405), SIZE 610mmx610mm, THICKNESS 6.3mm, CONTRACTOR SUPPLIED

VNL-3 VINYL TILE, TARKETT, OPTIMA, COLOUR: KOALA BEAR (0873), SIZE: 610mmx610mm, THICKNESS 2mm, CONTRACTOR SUPPLIED 

PT-6 WALL PAINT: BENJAMIN MOORE, SILVER BELLS (1458), EGGSHELL FINISH. 2 COAT APPLICATION. TZ TO SUPPLY PAINT.

PT-7 TRIM & DOOR PAINT : BENJAMIN MOORE TIMBER WOLF (1600) SOFT GLOSS FINISH. 2 COAT APPLICATION. TZ TO SUPPLY PAINT.

GWB GYPSUM WALL BOARD

TF-1 TRANSLUCENT FILM : 3M, FASARA, MILKY MILKY SH2MAMM.

MATERIAL & FINISH LEGEND

D10 EXISTING WINDOW BLINDS TO BE REMOVED 
AND RETURNED TO OWNER.

D11 EXISTING BLINDS TO REMAIN.

D21 (RESERVED)

D22 DRYWALL CEILING AND HVAC SYSTEMS TO BE 
REMOVED ( SEE MECHANICAL).

D23 CONTRACTOR TO REMOVE ASBESTOS 
CONTAINING MATERIAL IN CEILING ASSEMBLY,
REFER TO MOST RECENT HAZARDOUS MATERIAL 
REPORT FOR FULL EXTENT.

CEILING DEMOLITION KEY NOTES

MDF
BASEBOARD TO MATCH EXISTING
ALEXANDRIA MOULDING
MODEL 03533-96192C
5/8" x 5 1/2" 
PRIMED AND PAINTED COLOUR PT-7 (2 COATS)
CONTRACTOR TO SUPPLY BASEBOARDS

BASEBOARD TYPES

RB-2
RUBBER BASE
TARKETT, JOHNSONITE TYPE TV
TRADITIONAL VINYL, 4" .080
COLOUR PEWTER
CONTRACTOR TO SUPPLY

TRANSITIONS

16

14
0

2

10
2

TARKETT LAMINATE TILE TO CARPET TRANSITION
MODEL: JOHNSONITE METALEDGE 001 (ME001):3mm

600mm x 600mm FLAT LED PANEL - DRYWALL MOUNTED
LF1 MANUFACTURER RAB DESIGN

MODEL: CPL22-LED30A18 (SEE ELEC)

600mm x 600mm FLAT LED PANEL - RECESSED T-BAR MOUNTED
LF1 MANUFACTURER RAB DESIGN

MODEL: CPL22-LED30A18 (SEE ELEC)

LIGHT FIXTURE SCHEDULE
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SCALE: 1 : 200A1.03

LEVEL 1 KEY PLAN1

SCALE: 1 : 50A1.03

LEVEL 1 DEMOLITION REFLECTED CEILING PLAN2

SCALE: 1 : 50A1.03

LEVEL 1 PROPOSED REFLECTED CEILING PLAN3

SCALE: 1 : 50A1.03

PLAZA LEVEL ZONE B EXISTING CEILING PLAN4

SCALE: 1 : 50A1.03

PLAZA LEVEL ZONE B - PROPOSED CEILING PLAN5

ROOM FINISH SCHEDULE - ADMIN RENOVATION

LEVEL

ROOM

AREA WALL FINISH

FLOOR

FINISH

CEILING

FINISH

BASEBOARD

TYPENAME NUMBER

PLAZA BREAK ROOM 13 12.3 m² PT-6 VNL ACT-1 MDF

PLAZA LOCKER ROOM 17-A 25.5 m² PT-6 VNL ACT-1 RB-2

PLAZA OFFICE 17-B 12.2 m² PT-6 CPT-2 ACT-1 RB-2

LEVEL 1 CLERK OFFICE 21 46.8 m² PT-6 CPT-2 / VNL PT-6 RB-2

LEVEL 1 ACCOUNTING OFFICE 22 26.2 m² PT-6 VNL PT-6 RB-2

LEVEL 1 CASH OFFICE 23 16.4 m² PT-6 VNL ACT-1 RB-2

LEVEL 1 CORRIDOR 23A 6.4 m² PT-6 VNL ACT-1 RB-2
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L1 NEW 15"D (3-TIER STANDARD) 17 51
L1R 3-TIER STANDARD W/ RIGHT-HINGE 17 51
L2 NEW 15"D (1-TIER ACCESSIBLE) 4 4
L3 NEW 15"D (3-TIER ACCESSIBLE) 5 15

TOTAL 43 121

ACCESSIBLE UNITS REQUIRED (20%) 9
ACCESSIBLE UNITS PROVIDED 9
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SCALE: 1 : 50A1.07

LEVEL 1 - PROPOSED FFE PLAN1
SCALE: 1 : 50A1.07

PLAZA LEVEL PROPOSED FFE PLAN2

FFE LEGEND

WS 
STANDING HEIGHT WORKSPACE (1 DUPLEX RECEPTACLE REQUIRED)

COMPUTER WORKSTATION
(2 DUPLEX RECEPTACLES, 3 DATA PORT REQUIRED)

ACCESSIBILITY CLEARANCE AREA

Furniture Schedule (Owner Supplied)

TYPE
MARK CT. SUPPLIER - MANUFACTURER MODEL NO.

DIMENSIONS
(DxWxH) in. DESCRIPTION

B1 1 SPACESAVER N/A 96" x  9.25" x 16.5" STANDARD LOCKER ROOM BENCH

B2 1 SPACESAVER N/A 48" x  24" x 16.5" ADA ACCESSIBLE LOCKER ROOM BENCH

C1 7 STAPLES EXCLUSIVE B9372-S3L GRY 18" x 36" x 72" LOCKING STEEL STORAGE CABINET, GREY

C3 2 STAPLES EXCLUSIVE B93365F1H GREY 18" x 36" x 65.25" LATERAL FILE CABINET, 5 DRAWERS, GREY

C4 3 STAPLES - BUSH FURNITURE SET014SG SOMERSET 3 POSITION SIT TO STAND L-SHAPED DESK - STORM GREY

C5 3 STAPLES - BUSH FURNITURE SCB136PG 15.4" x 35.7" x 72.8" STUDIO C 5 SHELF 72.8"H BOOKCASE - PLATINUM GREY

C6 1 STAPLES - MYCART MN479 27" x 16" x 36" UTILITY CART - HEAVY DUTY ON CASTERS.

C7 2 MONARCH SPECIALTIES I 740 15.4" x 35.7" x 72.8" 5 TIER BOOKCASE

CR 3 EVERBILT HDC-0015-6CH VARIES 1 5/16-inch HEAVY DUTY CLOSET ROD

CS 3 EVERBILT HDC-0010-CH 1 5/16-inch HEAVY DUTY CLOSET POLE SOCKET NICKEL FINISH 2pk

F1 2 STAPLES EXCLUSIVE 52601-CA 26.2" x 27.2" x 37" BERWOOD MESH/FABRIC TASK CHAIR

MIR-2 3 N/A MIRROR

T1 1 TBD TBD TBD TBD - 8 PERSON TABLE MAY REQUIRE ALTERNATE CONFIG.

T2 3 STAPLES -FLASH FURNITURE MD0010 30" x 30" x 30" 30'' BREAK ROOM TABLE, 4 CHAIRS INCLUDED

DOOR HARDWARE

(D01, D02) ZONE A
965mm x 2135mm x 45mm

HOLLOW METAL DOOR / HOLLOW METAL FRAME

4 EACH HINGES T4A3786 4.5x4.5 NRP C15
1 EACH WIRING HARNESS QC-C1500 15FT HARNESS 8PIN/4PIN DBL CONNECTOR
1 EACH CARD READER BY OTHERS BY SECURITY VENDOR
1 EACH MORTISE STOREROOM LOCKSET 8204 LNL C32D
1 EACH CYLINDER & KEYING 1E74C208RP626 HOUSING, CORE, SARGENT CAM MK KD WITH 2 KEYS
1 EACH ELECTRIC STRIKE 1600 CLB 630
1 EACH INSTALL ELECTRIC STRIKE FRAME CUTOUT NOT INCLUDED
1 EACH LOW VOLTAGE WIRING FOR ADO COMPONENTS PULL STRINGS BY OTHERS
1 EACH AUTOMATIC OPERATOR INSTALLATION POWER, BLOCKING, DEVICE BOXES AND PULL STRINGS BY OTHERS
1 EACH AUTOMATIC OPERATOR SW200-51-CL-OS w/ SILVER ARM
1 EACH DOOR CLOSER 4040XP RW/PW 689
1 EACH 24VAC FUSED TRANSFORMER 20VA CX-TRX-2024
1 EACH 24VAC FUSED TRANSFORMER 40VA CX-TRX-4024
2 EACH WAVE TO OPEN SINGLE GANG PLATE CM-325/41S
1 EACH KICKPLATE GSH80A 8in x 36.5in TAPE C32D
1 EACH CONCEALED OVERHEAD STOP GJ104S 630
1 ROLL FOOR GASKET S88BL 18ft
1 EACH DOOR CONTACT MSS100-4 SPDT BLACK
1 EACH REX MOTION DETECTOR BY OTHERS REQUEST TO EXIT BY SECURITY VENDOR

(D03, D04) ZONE A
965mm x 2135mm x 45mm

HOLLOW METAL DOOR / HOLLOW METAL FRAME

4 EACH HINGES T4A3786 4.5x4.5 NRP C15
1 EACH WIRING HARNESS QC-C1500 15FT HARNESS 8PIN/4PIN DBL CONNECTOR
2 EACH CARD READER BY OTHERS BY SECURITY VENDOR
1 EACH MORTISE STOREROOM LOCKSET 8204 LNL C32D
1 EACH CYLINDER & KEYING 1E74C208RP626 HOUSING, CORE, SARGENT CAM MK KD WITH 2 KEYS
1 EACH ELECTRIC STRIKE 1600 CLB 630
1 EACH INSTALL ELECTRIC STRIKE FRAME CUTOUT NOT INCLUDED
1 EACH LOW VOLTAGE WIRING FOR ADO COMPONENTS PULL STRINGS BY OTHERS
1 EACH AUTOMATIC OPERATOR INSTALLATION POWER, BLOCKING, DEVICE BOXES AND PULL STRINGS BY OTHERS
1 EACH AUTOMATIC OPERATOR SW200-51-CL-OS w/ SILVER ARM
1 EACH DOOR CLOSER 4040XP RW/PW 689
1 EACH 24VAC FUSED TRANSFORMER 20VA CX-TRX-2024
1 EACH 24VAC FUSED TRANSFORMER 40VA CX-TRX-4024
2 EACH WAVE TO OPEN SINGLE GANG PLATE CM-325/41S
1 EACH KICKPLATE GSH80A 8in x 36.5in TAPE C32D
1 EACH CONCEALED OVERHEAD STOP GJ104S 630
1 ROLL FOOR GASKET S88BL 18ft
1 EACH DOOR CONTACT MSS100-4 SPDT BLACK
1 EACH REX MOTION DETECTOR BY OTHERS REQUEST TO EXIT BY SECURITY VENDOR
NOTES :
*D03 & D04 WILL INCORPORATE DOOR INTERLOCK SYSTEM.
*AUTOMATIC DOOR OPENING SYSTEM AND WAVE SENSOR TO BE INCLUDED AS SEPARATE PRICE.

CONSTRACTOR SUPPLIED CASEWORK

CASEWORK TAG ROOM
MW-1 21
MW-2 22
MW-3 22
MW-4 23
MW-5 17-A

Furniture Schedule (Contractor Suppied)

TYPE
MARK CT. SUPPLIER - MANUFACTURER MODEL NO.

DIMENSIONS
(DxWxH) in. DESCRIPTION

L1 17 SPACESAVER CORPORATION DAY LOCKER <varies> 3-TIER STANDARD DAY USE LOCKER, LEFT-MOUNTED HINGE.

L1R 17 SPACESAVER CORPORATION DAY LOCKER 15" x 12" x 72" 3-TIER STANDARD DAY USE LOCKER, RIGHT-MOUNTED HINGE.

L2 4 SPACESAVER CORPORATION DAY LOCKER 15" x 12" x 72" SINGLE-TIER ACCESSIBLE DAY LOCKER.

L3 5 SPACESAVER CORPORATION DAY LOCKER Day use lockers. Storage for an evolving workspace
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Addendum #: M-1 
Revision #: 0 
 

This Addendum forms part of the Contract Specifications and Drawings, and modifies the Bidding Documents, with Amendments and 
Additions noted below. This Addendum shall be added to the front of the specifications as issued. Bidders shall acknowledge receipt of 
this Addendum in the space provided in the Bid Form and include in bid amount. 
 

This addendum includes modifications to the drawings and specifications as summarized below. Unless otherwise noted, all drawings and/or 

specifications listed below are attached herewith. 

Changes to Drawings: 

1. DRAWING #M-001 – MECHANICAL LEGEND, EQUIPMENT SCHEDULES & DRAWING LIST (Issued herewith) 

a. Revised “GRILLES, REGISTERS AND DIFFUSERS SCHEDULE” as shown. 

b. Revised “ELECTRICAL BASEBOARD HEATER SCHEDULE” as shown.  

2. DRAWING #M-100 – MECHANICAL KEY PLAN (Issued herewith) 

a. MECHANICAL KEY PLAN 

i. Revised “SCOPE OF WORK” Area as shown. 

3. DRAWING #M-200 – SOUTH BUILDING – HVAC – DEMO & NEW WORK (Issued herewith) 

a. STAFF ROOM 13 – VENTILATION – DEMOLITION  

i. Revised notes as shown. 

b. ACCOUNTING AREA – VENTILATION – DEMOLITION 

i. Revised existing ductwork as shown. 

ii. Revised notes as shown. 

c. STAFF ROOM 13 - VENTILATION - NEW WORK 

i. Revised notes as shown 

d. ACCOUNTING AREA - VENTILATION - NEW WORK 

i. Revised mechanical services shown at Cash Office Room 23 and Corridor Room23A 

ii. Revised mechanical services shown at Clerk Office Room 21, and Accounting Room 22 
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"ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE
CONSULTANT AND MUST BE RETURNED UPON REQUEST.
REPRODUCTION OF DRAWINGS, SPECIFICATIONS AND
RELATED DOCUMENTS IN PART OR WHOLE IS FORBIDDEN
WITHOUT THE CONSULTANT'S WRITTEN PERMISSION."

CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS
ON THE JOB. ANY DISCREPANCY OR CONTRADICTORY
INFORMATION WITHIN THIS SET OF DRAWINGS AND / OR
OTHER CONSULTANTS' DRAWINGS MUST BE BROUGHT TO
THE ATTENTION OF THE CONSULTANT BEFORE PROCEEDING.

THIS DRAWING SHALL NOT BE USED FOR CONSTRUCTION
PURPOSES UNLESS COUNTERSIGNED BY:
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PRESSURE REDUCING VALVE

PIPE TURNING DOWN

PIPE TURNING UP

PUMP

CONTROL VALVE - TWO WAY

CONTROL VALVE - THREE WAY

ISOLATION VALVE

BALANCING VALVE

CHECK VALVE

STRAINER - OVER 50MM WITH VALVED FLUSHING DRAIN

PIPE BRANCH OFF TOP

PIPE BRANCH OFF BOTTOM

RELIEF VALVE

PRESSURE GAUGE

TEMPERATURE GAUGE

EXISTING TO REMAIN

EXISTING RELOCATED IN NEW WORK

NEW WORK

R

EXISTING TO BE DEMOLISHED

ROOM THERMOSTAT

ROOM HUMIDISTAT

EXISTING TO BE REMOVED FOR RELOCATIONR

ELECTRIC HEAT TRACING

CONNECT TO EXISTINGCTE

CAP

AIRFLOW / PIPE FLOW DIRECTION

CAP

FUSIBLE LINK VALVE

S SOLENOID VALVE

T

F
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SYMBOL DESCRIPTION

GENERAL

RECTANGULAR DUCTWORK - DIMENSION AS SHOWN

RECTANGULAR SUPPLY/OUTDOOR AIR DUCT UP

RECTANGULAR EXHAUST/RETURN AIR DUCT UP

MITRED ELBOW WITH TURNING VANES

DUCT RISE (DOUBLE LINE)

FUSIBLE LINK FIRE DAMPER (DOUBLE LINE)

BACK DRAFT DAMPER (DOUBLE LINE)

SMOKE DAMPER (DOUBLE LINE)

SUPPLY GRILLE - DIMENSIONS AS SHOWN ON SCHEDULE

CEILING EXHAUST/RETURN GRILLE - DIMENSIONS AS SHOWN ON SCHEDULE

CEILING SUPPLY AIR DIFFUSER - DIMENSIONS  AS SHOWN ON SCHEDULE

BRANCH TAKE-OFF WITH ADJUSTABLE SPLITTER DAMPER IN
SUPPLY DUCT (DOUBLE LINE)

OPEN ENDED DUCT WITH BALANCING DAMPER AND
BELLMOUTH. DIRECTION AS SHOWN (DOUBLE LINE)

FLEXIBLE DUCT CONNECTION

ACOUSTICALLY LINED DUCTWORK (DOUBLE LINE)

DUCT SILENCER

FLEXIBLE DUCT (DOUBLE LINE)

FLEXIBLE DUCT CONNECTION WITH BALANCING DAMPER ON TAKE-OFF

DUCT MOUNTED HEATING COIL (DOUBLE LINE)

SUPPLY AIR TERMINAL BOX C/W REHEAT COIL AND
ATTENUATOR.

O.E.D.

O.E.D.

COMBINATION SMOKE/FIRE DAMPER (DOUBLE LINE)
SFD

SFD

FD

FD

BDD

BDD

SD

SD

EXHAUST/RETURN GRILLE - DIMENSIONS AS SHOWN ON SCHEDULE

FUSIBLE LINK FIRE DAMPER (SINGLE LINE)

BACK DRAFT DAMPER (SINGLE LINE)

SMOKE DAMPER (SINGLE LINE)

DUCTWORK (SINGLE LINE) - DIMENSION AS SHOWN

COMBINATION SMOKE/FIRE DAMPER (SINGLE LINE)

DUCT RISE (SINGLE LINE)

BRANCH TAKE-OFF WITH ADJUSTABLE SPLITTER DAMPER IN
SUPPLY DUCT (SINGLE LINE)

OPEN ENDED DUCT WITH BALANCING DAMPER AND
BELLMOUTH. DIRECTION AS SHOWN (SINGLE LINE)

ACOUSTICALLY LINED DUCTWORK (SINGLE LINE)

FLEXIBLE DUCT (SINGLE LINE)

DUCT MOUNTED HEATING COIL (SINGLE LINE)

LINEAR SLOT DIFFUSER - DIMENSIONS AS SHOWN ON SCHEDULE

RECTANGULAR DUCT BREAK

ROUND DUCT BREAK

SINGLE LINE DUCT BREAK

600x300

BALANCING DAMPER (DOUBLE LINE)
BD

BD
BALANCING DAMPER (SINGLE LINE)

ROUND DUCTWORK - DIMENSION AS SHOWN600Ø

600x300

SUPPLY AIR ROUND DIFFUSER

U/C
75mm (3/4") DOOR UNDERCUT

TRANSFER AIR DUCT

SUPPLY AIR LIGHT TROFFER

MOTORIZED  DAMPER (DOUBLE LINE)

MOTORIZED DAMPER (SINGLE LINE)

M

M

SUPPLY AIR TERMINAL BOX C/W  ATTENUATOR.

RETURN / EXHAUST AIR TERMINAL BOX ATTENUATOR.

FIRE RATED DUCTWORK (DOUBLE LINE)

CIRCULAR SUPPLY/OUTDOOR AIR DUCT UP

CIRCULAR EXHAUST/RETURN AIR DUCT UP

RECTANGULAR SUPPLY/OUTDOOR AIR DUCT DOWN

RECTANGULAR EXHAUST/RETURN AIR DUCT DOWN

CIRCULAR SUPPLY/OUTDOOR AIR DUCT DOWN

CIRCULAR EXHAUST/RETURN AIR DUCT DOWN

DUCT TRANSITION FROM RECTANGULAR TO ROUND

SYMBOL DESCRIPTION

VENTILATION

BASEBOARD HEATER

CABINET UNIT HEATER

UNIT HEATER

UNION

MANUAL AIR VENT

EXPANSION COMPENSATOR

EXPANSION LOOP

PIPE ANCHOR

PIPE GUIDE

HEATING WATER RETURN

HEATING WATER SUPPLY

CONDENSER WATER RETURN

CONDENSER WATER SUPPLY

CHILLED WATER RETURN

CHILLED WATER SUPPLY

CHILLED GLYCOL RETURN

CHILLED GLYCOL SUPPLY

CONDENSATE DRAIN

REFRIGERANT GAS

REFRIGERANT LIQUID

LOW PRESSURE STEAM

LOW PRESSURE CONDENSATE

HIGH PRESSURE STEAM

HIGH PRESSURE CONDENSATE

FLOAT & THERMOSTATIC TRAP

CUH

HWR

CWR

CWS

CHR

CHS

CHGR

CHGS

CNDR

REFR

REFS

LPS

LPC

HPS

HPC

RADIANT PANEL TYPE - HEAT OUTPUT

BBH- #

UH

HWS

HEATING GLYCOL RETURN

HEATING GLYCOL SUPPLYHGS

HGR

AUTOMATIC AIR VENT

STEAM VENTST-V

VENTV

FUEL OIL SUPPLY

FUEL OIL RETURN

FUEL OIL VENT

FOS

FOR

FOV

RP- # - XXX

HIGH TEMPERATURE HEATING WATER RETURN

HIGH TEMPERATURE HEATING WATER SUPPLY

HTWR

HTWS

PUMPED CONDENSATEPC

GEO-EXCHANGE SUPPLYGEOS

GEO-EXCHANGE RETURNGEOR

HIGH TEMPERATURE HEATING GLYCOL RETURN

HIGH TEMPERATURE HEATING GLYCOL SUPPLY

HTGR

HTGS

FUEL OIL OVERFLOWFOO

PIPE SLEEVE

INVERTED BUCKET TRAP

SYMBOL DESCRIPTION

HEATING & COOLING PIPING

SUPPLY FAN

RETURN FAN

EXHAUST FAN

HEATING COIL

COOLING COIL

PRE-HEAT COIL

FILTERS

SUPPLY AIR

EXHAUST AIR

OUTDOOR AIR

RETURN AIR

MOTORIZED DAMPER

NORMALLY OPEN POSITION

NORMALLY CLOSED POSITION

HUMIDITY SENSOR

TEMPERATURE SENSOR

SF

RF

EF

C
H

C
C

C
P

SA

EA

OA

RA

MD

NO

NC

MOTOR STARTER PANEL

MOTOR CONTROL CENTER

MSP

MCC

CARBON MONOXIDE SENSOR

NOX SENSOR

OXYGEN SENSOR

GAS DETECTION SYSTEM CONTROL PANEL

NO

O2

GDP

CO

OCCUPANCY SENSOROS

HUMIDIFIER

VARIABLE FREQUENCY DRIVEVFD

NORMALLY  CLOSED CONTACT

ACTUATOR NORMALLY CLOSED POSITION (DE-ENERGIZED STATE)

ACTUATOR NORMALLY OPEN POSITION (DE-ENERGIZED STATE)

ACTUATOR FAIL OPEN POSITION

ACTUATOR FAIL CLOSED POSITION

TWO-POSITION ACTUATOR

NORMALLY OPEN CONTACT

MODULATING ACTUATOR

ACTUATOR FAIL LAST POSITION

BAS ADJUSTABLE SET POINTAP

HAND-OFF-AUTOHOA

BACNET VARIABLEBV

FLOW SWITCH

LEVEL SWITCH

VISUAL INDICATOR ALARM

AUDIBLE INDICATOR ALARM

PRESSURE SENSOR

DIFFERENTIAL PRESSURE SENSOR

VELOCITY SENSOR

PRESSURE SWITCH

NC

NO

FL

FS

LS

PS

ANALOG INPUT

ANALOG OUTPUT

DIGITAL INPUT

DIGITAL OUTPUT

AI

AO

DI

DO

BUILDING AUTOMATION SYSTEMBAS

T

H

VS

P

DP

CONTROL WIRING

SYMBOL DESCRIPTION

CONTROLS

1. THE MECHANICAL CONTRACTOR SHALL VISIT THE SITE TO VERIFY EXISTING CONDITIONS PRIOR TO SUBMITTING BID. THIS SHALL BE DONE IN ORDER TO
CONFIRM THAT EQUIPMENT AND SERVICES CAN BE INSTALLED AS SHOWN ON DRAWINGS AND THAT ADDITIONAL COSTS ARE INCLUDED IN BID TO
FACILITATE INSTALLATION. IT IS THE CONTRACTORS RESPONSIBILITY TO NOTIFY THE ENGINEERS OF ANY DISCREPANCIES, OMISSIONS, AND
INTERFERENCES. CONTRACTOR SHALL PROVIDE INTERFERENCE DRAWINGS TO CONSULTANT FOR REVIEW AND DIRECTION.

2. ENSURE THAT ALL NEW AND EXISTING MECHANICAL EQUIPMENT REQUIRING MAINTENANCE IS ACCESSIBLE AND THAT ACCESS REQUIREMENTS ARE NOT
OBSTRUCTED BY NEW OR EXISTING SERVICES AND STRUCTURE. COORDINATE WITH PROJECT MANAGER AND ALL OTHER TRADES. INSTALL MECHANICAL
EQUIPMENT IN SUCH A WAY AS TO PROVIDE ALL ACCESS REQUIREMENTS. REFER TO SHOP DRAWINGS AND/OR MANUFACTURER'S RECOMMENDATIONS
FOR ACCESS REQUIREMENTS.  REPORT ANY OBSTRUCTIONS TO THE PROJECT MANAGER AND MECHANICAL ENGINEER. PROVIDE ACCESS DOORS/PANELS
TO BE AS SPECIFIED.

3. PROVIDE ALL REQUIRED CUTTING AND PATCHING OF EXISTING CEILINGS AND WALLS TO FACILITATE DEMOLITION AND THE INSTALLATION OF THE
MECHANICAL SERVICES OUTLINED FOR THIS SCOPE OF WORK.

4. WELDING TO BE PERFORMED WITH STRINGENT ENVIRONMENTAL CONDITIONS FOR SMOKE AND FUME EVACUATION.

5. THE MECHANICAL DRAWINGS ARE PERFORMANCE DRAWINGS, DIAGRAMMATIC, AND SHOW APPROXIMATE LOCATIONS OF EQUIPMENT AND CONNECTING
SERVICES.  ANY INFORMATION REGARDING ACCURATE MEASUREMENT OF THE BUILDING ARE TO BE TAKEN AT THE SITE. DO NOT SCALE THE DRAWINGS,
AND DO NOT USE THE DRAWINGS FOR PREFABRICATION WORK.

6. FOR CLARITY, NOT ALL EXISTING EQUIPMENT, DUCTWORK, PIPING, ETC. HAS BEEN SHOWN ON THE DRAWINGS. THE EXISTING EQUIPMENT, PIPES, DUCTS
AND SERVICES ARE SHOWN FOR REFERENCE ONLY. EXACT LOCATIONS, SIZES AND DIMENSIONS SHALL BE DETERMINED ON SITE.  WHERE
INTERFERENCES EXIST, CONTRACTOR SHALL REROUTE THE NEW WORK TO SUIT THE EXISTING PIPING.

7. NOT ALL CONNECTIONS TO EQUIPMENT ARE SHOWN.  REFER TO THE MANUFACTURERS LITERATURE FOR ALL PIPING CONNECTIONS.

8. CONTRACTOR IS TO BE RESPONSIBLE FOR THE REMOVAL AND DISPOSAL OF ALL DUCTWORK AND EQUIPMENT AS SHOWN ON THE DEMOLITION PLAN.

9. COORDINATE ALL TEMPORARY SHUT DOWNS WITH THE OWNER.

10. SURVEY ALL AFFILIATED WORK AREAS AND REPORT ABNORMALITIES AND DISCREPANCIES TO CONSULTANT.

11. WHERE CEILING, FLOOR, WALL OR ROOF OPENINGS ARE REQUIRED TO RUN MECHANICAL AND ELECTRICAL SERVICES, INCLUDE ALL COSTS FOR
REINSTATING THE CEILING, FLOOR,WALL, OR ROOF.  SEAL ALL OPENINGS WITH APPROVED FIRE-STOPPING MATERIALS AS REQUIRED.  REFER TO
SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

12. IF ASBESTOS CONTAINING MATERIAL IS SUSPECTED OR IDENTIFIED IN THE WORK AREA AND REQUIRED TO BE HANDLED AS PART OF THE DEMOLITION
PHASE OF THE PROJECT,CONTRACTOR SHALL HALT WORK AND INFORM CONSULTANT OF SUCH CONDITIONS. CONTRACTOR SHALL NOT PROCEED WITH
DEMOLITION OF SUCH AREAS WITHOUT AUTHORIZATION BY CONSULTANT. REMOVAL OF SUCH MATERIALS TO ACCOMMODATE THE WORK DESCRIBED AND
OUTLINED IN THESE DRAWINGS SHALL BE ARRANGED THROUGH THE OWNER.

13. ALL ABANDONED OR OBSOLETE MECHANICAL SERVICES SUCH AS VALVES, PIPING, EQUIPMENT, INSTRUMENTATION, ETC. SHALL BE REMOVED WITHIN THE
WORK AREA TO FACILITATE ALL NEW MECHANICAL WORK.

14. INSULATE ALL NEW DUCTWORK AND AND ANY EXISTING DUCTWORK WHERE INSULATION HAS BEEN REMOVED OR DAMAGED BY THIS WORK .  REFER TO
SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.

15. ANY WALL, FLOOR OR CEILING THAT ARE BEING TOUCHED DUE TO INSTALLATION OF NEW EQUIPMENT OR INSTALLATION OF NEW PIPING OR DUE TO
REMOVAL OF EXISTING PIPING MUST BE FIXED AND PAINTED TO MATCH EXISTINg.

16. ARRANGE FOR BPV AND FUEL SAFETY TSSA INSPECTION AND OBTAIN COI REPORTS. WHERE APPLICABLE, APPLY FOR, OBTAIN, AND PAY FOR ALL PERMITS,
FEES AND SERVICE CONNECTIONS FOR THE WORK AND THE INSPECTIONS REQUIRED BY AUTHORITIES HAVING JURISDICTION IN THE AREA WHERE THE
WORK WILL TAKE PLACE, INCLUDING TSSA AND ESA. WHERE APPLICABLE, HAVE THE WORK INSPECTED AND CERTIFIED BY PV [BOILERS AND PRESSURE
VESSELS REG], OE [OPERATING ENGINEERS REG.] AND FS [FUEL SAFETY REG.] BRANCHES OF TSSA. AT THE END OF THE WORK, THE NEW PLANT SHALL BE
FULLY TSSA CERTIFIED.

GENERAL NOTES

Sheet List Table
Sheet Number Sheet Title

M-001 MECHANICAL LEGEND, EQUIPMENT SCHEDULES & DRAWING LIST
M-100 MECHANICAL KEY PLAN
M-200 SOUTH BUILDING - HVAC - DEMO & NEW WORK
M-300 MECHANICAL DETAILS I & CONTROL SEQUENCES

GRILLES, REGISTERS AND DIFFUSERS SCHEDULE
TAG MANUFACTURER MODEL TYPE SIZE MAX NC FINISH REMARKS

A E.H. PRICE SCD SQUARE CONE
DIFFUSER

300x300 - REFER TO FLOOR PLAN
FOR NECK CONNECTION 30 BY ARCHITECT 1

B E.H. PRICE 85 EGG CRATE
RETURN REFER TO FLOOR PLAN 30 BY ARCHITECT 1

C E.H. PRICE 530 LOUVRED GRILLE REFER TO FLOOR PLAN 30 BY ARCHITECT 1, 2

D E.H. PRICE SCD SQUARE CONE
DIFFUSER

600x600 - REFER TO FLOOR PLAN
FOR NECK CONNECTION 30 BY ARCHITECT 1

NOTES:
1. REFER TO SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS.
2. 45° DEFLECTION

ELECTRICAL BASEBOARD HEATER SCHEDULE

TAG MANUFACTURER MODEL SERVICE
WIDTH
(MM)

LENGTH
(MM)

HEIGHT
(MM)

HEAT OUTPUT
WATTS (MBH) ELECTRICAL REMARKS

BBH-01 OUELLET OFM1758 VARIOUS 62 1905 150 1750 (5.97) 208/1/60 REFER TO FLOOR PLAN
FOR QUANTITY

BBH-02 OUELLET OFM0508 ROOM 22 62 691 150 500 (1.7) 208/1/60 REFER TO FLOOR PLAN
FOR QUANTITY

BBH-03 OUELLET OFM1508 ROOM 23A 62 1668 150 1500 (5.1) 208/1/60 REFER TO FLOOR PLAN
FOR QUANTITY

BBH-04 OUELLET OFM1258 ROOM 23 62 1447 150 1250 (4.3) 208/1/60 REFER TO FLOOR PLAN
FOR QUANTITY

NOTES:
1. PROVIDE PROGRAMMABLE ELECTRONIC LOW VOLTAGE THERMOSTAT TO SERVE ROOM 21. REFER TO DRAWINGS FOR QUANTITY AND LOCATIONS. PROVIDE LOW
VOLTAGE RELAY FOR HEATERS SERVED BY LOW VOLTAGE THERMOSTAT.
2. PROVIDE PROGRAMMABLE LINE VOLTAGE THERMOSTAT TO SERVE ROOMS 22, 23A, 23. REFER TO DRAWING FOR QUANTITY AND LOCATIONS.
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GWB
2426

GWB
2426

GWB
2426

GWB
2146

T

EXISTING THERMOSTAT TO
BE REMOVED FROM WALL.
THERMOSTAT TO BE
STORED SAFELY ONSITE
FOR RE-INSTALLATION AT
NEW WORK PHASE. COIL
THERMOSTAT WIRING AND
SECURE IN CEILING SPACE
FOR RECONNECTION AT
NEW WORK PHASE

EXISTING BASEBOARD HEATER TO
BE REMOVED C/W CONNECTIONS,
VALVES & ACCESSORIES SUIT THE
NEW WORK. (TYP. FOR ALL)

EXISTING CUH TO REMAIN AS IS.
CONTRACTOR TO CLEAN UNIT AT
THE END OF CONSTRUCTION.

ALL EXISTING WALL MOUNTED SUPPLY
AND RETURN AIR GRILLE TO BE REMOVED
c/w ALL ASSOCIATED DUCTWORK.
(TYPICAL)

EXISTING SIDE MOUNTED
SUPPLY AIR DIFFUSER TO BE
REMOVED (TYP. FOR ALL)

NOT IN THE SCOPE OF
WORK FOR THIS PROJECT.

EXISTING DUCTWORK TO BE REMOVED. CUT
BACK TO ACCOMMODATE DEMOLITION
WORK. CAP AND PREPARE FOR
RECONNECTION AT NEW WORK PHASE.

CONTRACTOR TO PERFORM
AIR FLOW TESTING BEFORE
COMMENCING DEMOLITION
WORK. TESTING TO BE
COMPLETED BY A QUALIFIED
COMPANY. SUBMIT AIR FLOW
TEST REPORT TO CONSULTING
ENGINEER

EXISTING CEILING MOUNT SUPPLY AIR
GRILLE TO BE REMOVED.

EXISTING GRILLE TO REMAIN
AS IS. CONTRACTOR TO
CONFIRM DUCT SIZING ON
SITE

EXISTING RETURN DUCT UP TO EXISTING RTU
TO REMAIN AS IS. CONTRACTOR TO
INVESTIGATE AND CONFIRM EXISTING SIZE
AND ROUTING OF DUCTWORK. INFORM
ENGINEER OF ANY DISCREPANCY.

EXISTING SUPPLY DUCT DN FROM EXISTING
RTU TO REMAIN AS IS. CONTRACTOR TO
INVESTIGATE AND CONFIRM EXISTING SIZE
AND ROUTING OF DUCTWORK. INFORM
ENGINEER OF ANY DISCREPANCY.

45
4436

35

36

60

45
4436

35

36

60

45
4436

35

36

60

ACT
2422

ACT
2416

ACT
2434

ACT
2422

ACT
2434

ACT
2421

ACT
2416

T

EXISTING PERIMETER WALL FIN UNITS
TO REMAIN AS IS.  CONTRACTOR TO
CLEAN UNIT AT THE END OF
CONSTRUCTION.

EXISTING SUPPLY AIR DIFFUSER TO BE
REMOVED. CUT BACK AND CAP EXISTING
DUCTWORK AS FAR BACK TO MAIN AS
REQUIRED. PREPARE FOR RECONNECTION
AT NEW WORK PHASE.
(TYPICAL)

EXISTING THERMOSTAT TO BE
REMOVED. (TYPICAL)

EXISTING DUCTWORK TO REMAIN AS IS
UNLESS NOTED OTHERWISE. CONTRACTOR
TO INVESTIGATE AND CONFIRM EXISTING
SIZE AND ROUTING OF DUCTWORK. INFORM
ENGINEER OF ANY DISCREPANCY

CONTRACTOR TO PERFORM AIR FLOW
TESTING BEFORE COMMENCING
DEMOLITION WORK. TESTING TO BE
COMPLETED BY A QUALIFIED COMPANY.
SUBMIT AIR FLOW TEST REPORT TO
CONSULTING ENGINEER

45
4436

35

36

60

45
4436

35

36

60

T

PROVIDE NEW THERMOSTAT.
RECONNECT TO EXISTING
PERIMETER WALL FIN UNIT

PROVIDE NEW SUPPLY AIR DIFFUSER.
REFER TO DIFFUSER TAG FOR SIZING.
(TYPICAL)

EXISTING DUCTWORK TO BE
VACUUM  CLEANED UP TO 3m
(10ft) OUTSIDE OF THE SCOPE
OF WORK PRIOR TO
RE-BALANCING OF GRILLES
AND DIFFUSERS. (TYPICAL)

A-200Ø-106 l/s

NEW ROOM 13
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200Ø

200Ø

T
200Ø

200Ø

RE-INSTALL PREVIOUSLY REMOVED RTU
THERMOSTAT. RECONNECT EXISTING
WIRING SECURED IN CEILING SPACE.

PROVIDE NEW SUPPLY AIR DIFFUSER.
REFER TO DIFFUSER TAG FOR SIZING.
(TYPICAL)

PROVIDE NEW ELECTRICAL BASEBOARD
HEATER. REFER TO UNIT TAG FOR SIZING.
(TYPICAL)

PROVIDE NEW RETURN AIR
GRILLE. REFER TO DIFFUSER
TAG FOR SIZING.
(TYPICAL)

30
0x

20
0

40
0x

20
0

DUCTWORK TO BE VACUUM  CLEANED
PRIOR TO BALANCING OF GRILLES AND
DIFFUSERS. (TYPICAL)

A-200Ø-66 l/s
(TYP. FOR 2)

A-200Ø-77 l/s
(TYP. FOR 4)

B-600x300

BBH-01

BBH-01

BBH-02

BBH-01

BBH-01

ACCOUNTING OFFICE
ROOM 22

CLERK OFFICE
ROOM 21

200Ø

200Ø

RECONNECT DUCTWORK TO
EXISTING WALL MOUNTED
GRILLE ABOVE EXISTING
DOOR. DUCTING TO MATCH
EXISTING.

EXISTING SPLIT AIR CONDITIONER TO BE
REINSTALLED C/W LOCAL THERMOSTAT.
PROVIDE REFRIGERANT PIPING BETWEEN
INDOOR AND OUTDOOR UNITS. PIPING TO
BE INSULATED AND EXTERIOR PIPING
INSULATION TO BE PROVIDED WITH
ALUMINUM JACKETING. CONDENSATE
DRAINAGE FROM INDOOR UNIT IS TO BE
DRAINED TO EXTERIOR.

150Ø150Ø

15
0Ø

D-150Ø-50 l/s

B-300x300

ERV-6 TO BE INSTALLED IN
CASH OFFICE CEILING
SPACE

200x200 INTAKE WALLBOX
C/W BIRDSCREEN

200x200 EXHAUST WALLBOX
C/W BIRDSCREEN

150Ø OED R/A IN CEILING
SPACE - 50 L/S

BHC-1 - 1.5KW DUCT MOUNTED
ELECTRIC HEATER

M

BDD

OUTDOOR CONDENSING UNIT TO BE ROOF
MOUNTED ON PAVERS. PROVIDE ROOF
DOGHOUSE FOR PIPING THROUGH ROOF UP
TO CONDENSING UNIT. UNIT TO BE
INSTALLED A MINIMUM OF 1800MM FROM ALL
ROOF EDGES.

T

BALANCING OF THE
DIFFUSERS TO BE DONE BY A
QUALIFIED COMPANY AND
SUBMITTED AS PART OF THIS
SCOPE OF WORK

150Ø

T

PROVIDE WALL MOUNTED BAS
CONTROLLER AT HIGH LEVEL

BBH-04

T

BBH-03

BBH-04

ERV-06

T

30
0x

20
0

B-600x300

D-200Ø-80 l/s

300x300 T/A

35
0x

20
0

20
0x

20
0

B-300x300

200x200 INTAKE WALLBOX
C/W BIRDSCREEN

PROVIDE NEW  THERMOSTAT TO SERVICE
BBH. (TYPICAL UNLESS NOTES OTHERWISE)

PROVIDE NEW  600x250 RETURN AIR DUCT
SECTION IN CEILING SPACE. CONNECT TO
EXISTING RETURN AIR DUCT UP TO RTU.
ALLOW FOR 600x250 REDUCTION FROM
EXISTING DUCTING.

T

R

PROVIDE NEW  LOW VOLTAGE THERMOSTAT
TO SERVICE BBH. COORDINATE LOW
VOLTAGE WIRING INSTALLATION FROM
THERMOSTAT TO BBH

60
0x

25
0

CONTRACTOR TO RUN
DUCT HIGH WITHIN JOIST
SPACE. (TYPICAL)

B-600x300

PROVIDE NEW  600x200 SUPPLY AIR DUCT
SECTION IN CEILING SPACE. CONNECT TO
EXISTING SUPPLY AIR DUCT FROM RTU.
ALLOW FOR 600x200 REDUCTION FROM
EXISTING DUCTING.

600x200

CASH OFFICE
ROOM 23

CORRIDOR
ROOM 23A
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ACCOUNTING AREA - VENTILATION - DEMOLITION2
SCALE: 1:50
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20 05 00.03 PIPING HANGERS AND SUPPORTS 
NOT TO SCALE

12mm - 25mm (1/2" - 1") CARBON
STEEL HYDRONIC PIPING

THERMAL INSULATION C/W
JACKET AS SPECIFIED IN THE
SPECIFICATIONS

ADJUSTABLE SWIVEL RING BAND HANGER IN
ACCORDANCE WITH MANUFACTURERS
STANDARDIZATION SOCIETY (MSS) STANDARD
PRACTICE MANUAL SP-58, TYPE 10. HANGER
ROD TO BE ELECTRO-GALVANIZED CARBON
STEEL

WHERE PIPE SIZE IS 12mm - 25mm (1/2" - 1")
PROVIDE 16 GAUGE GALVANIZED STEEL
INSULATION SHIELD BETWEEN THE INSULATION
AND THE HANGER. SHIELD IS TO BE INSTALLED
IMMEDIATELY AFTER THE INSULATION JACKET

300mm (12")

PIPE C/W THERMAL INSULATION AND JACKET
WHERE SPECIFIED IN THE SPECIFICATIONS

GALVANIZED STEEL SHIELD

20 05 00.04 PIPING HANGERS AND SUPPORTS 
NOT TO SCALE

40mm (1-1/2") AND LARGER
CARBON STEEL HYDRONIC PIPING

THERMAL INSULATION C/W
JACKET WHERE SPECIFIED IN THE
SPECIFICATIONS

WHERE PIPE SIZE IS 40mm (1-1/2") AND LARGER
PROVIDE 16 GAUGE GALVANIZED STEEL
INSULATION SHIELD BETWEEN THE INSULATION
AND THE HANGER. SHIELD IS TO BE INSTALLED
IMMEDIATELY AFTER THE INSULATION JACKET.
WHERE PIPE SIZE IS 50mm (2") AND LARGER
PROVIDE A FACTORY FABRICATED SECTION OF
PHENOLIC FOAM PIPE INSULATION WITH INTEGRAL
VAPOUR BARRIER JACKET AND CAPTIVE
GALVANIZED STEEL SHIELD

300mm (12")

ADJUSTABLE CLEVIS HANGER IN
ACCORDANCE WITH MANUFACTURERS
STANDARDIZATION SOCIETY (MSS) STANDARD
PRACTICE MANUAL SP-58, TYPE 1. HANGER
ROD TO BE ELECTRO-GALVANIZED CARBON
STEEL

PIPE C/W THERMAL INSULATION AND JACKET
WHERE SPECIFIED IN THE SPECIFICATIONS

GALVANIZED STEEL SHIELD OR PHENOLIC
FOAM PIPE INSULATION WITH INTEGRAL
VAPOUR BARRIER JACKET AND CAPTIVE
GALVANIZED STEEL SHIELD AS REQUIRED

 90° BRANCH TEE TAKE-OFF

SUPPLY - ROUND RADIUS ELBOW TAKE OFF

CONICAL SPIN-IN ROUND
TAKE-OFF COLLAR C/W
LOCKING DAMPER

90° RADIUS ELBOW C/W
TURNING VANES WHERE
SPECIFIED ON THE FLOOR
PLANS

RECTANGULAR 90° RADIUS
ELBOW C/W TURNING VANES
WHERE SPECIFIED ON THE FLOOR
PLANS

45° SQUARE BRANCH TAKE-OFF

SINGLE OR PARALLEL TYPE
BLADE VOLUME CONTROL
(BALANCING DAMPER) TO
SUITE DUCT SIZE AND
DIMENSIONS. BALANCING
DAMPER TO BE C/W SHAFT
EXTENSION AND LOCKING
QUADRANT DAMPER
OPERATOR. TYPICAL

45°

AIRFLOW

SPLITTER DAMPER

SPLITTER ROD C/W
OPERATING HARDWARE.
WHERE INSTALLED IN
INSULATED DUCTWORK,
PROVIDE WITH STAND-OFF
MOUNTING BRACKETS 45°

AIRFLOW

HEEL RADIUS (D + 3/4D)

D

AI
R

FL
O

W

AIRFLOW

CONICAL REDUCTION

45° RADIUS BEND TAKE-OFF

4
1

RATIO OF CONICAL
REDUCTION
TO BE 4:1

90° ROUND RADIUS ELBOW

D

HEEL RADIUS (D + 3/4D)

90° ROUND RADIUS ELBOW

23 30 00.01 DUCTWORK FITTINGS & TAKE-OFF'S
NOT TO SCALE

GAUGE GALV. STEEL AS 

STRAP HANGERS TO BE
CONSTRUCTED FROM SAME 

GALVANIIZED ANGLE IRON
FASTENED TO DUCT WITH
SHEET METAL SCREWS @
200mm c/c MAX. NOT
LESS THAN 2 SCREWS
EACH SIDE 32X32X6 UP

ANGLE BRACE REQUIRED
ON DUCT DIM. OVER

USE MOLLY SCREWS IN
BLOCK WALLS & WOOD
SCREWS IN STUD WALLS 

TO 900mm DUCT DIM.
50X50X6 UP TO 1500mm. 

RECTANGULAR DUCT UP TO 500mm

RECTANGULAR DUCT UP TO 1500mm

STRAP HANGERS TO BE
CONSTRUCTED FROM SAME 
GAUGE GALV. STEEL AS 
DUCT - TYP.

STRAP HANGER TO BE
FASTENED TO DUCT
WITH SHEET METAL 
SCREWS 800mm c/c
MAXIMUM

VERTICAL DUCT

PROVIDE ADEQUATE
BLOCKING - TYP.

600 mm

ROUND DUCT

50mm

50mm WIDE DUCT 
BAND CONST. FROM 
SAME GAUGE STEEL 
AS DUCT

DUCT - TYP.

6mm DIA. GAL.
NUT & BOLT

23 30 00.01 DUCTWORK FITTINGS & TAKE-OFF'S
NOT TO SCALE

THREADED HANGER RODS
6mm DIA.  UP TO 600 DUCT DIM.
10mm DUCT DIM.

GALVANIZED ANGLE IRON 25X25X6
UP TO 600 DUCT DIM.  32X32X6 600
TO 900 DUCT DUCT DIM.  50X50X6
900 TO 1500 DUCT DIM.

GENERAL NOTES:
1. ALL DUCTWORK TO BE INSTALLED AS PER 'ANSI/SMACNA HVAC

DUCT CONSTRUCTION STANDARDS - METAL AND FLEXIBLE'.
2. REFER TO SPECIFICATIONS FOR MORE REQUIREMENTS.

23 30 42.01 CEILING MOUNTED DIFFUSER 
NOT TO SCALE

FLEXIBLE METALLIC
DUCTWORK CONNECTOR.
DUCTWORK TO BE THERMALLY
INSULATED IN ACCORDANCE
WITH THE SPECIFICATIONS.
LENGTH OF DUCTWORK TO
NOT EXCEED 3m (10'-0"). REFER
TO FLOOR PLANS AND
SCHEDULES FOR EXACT SIZE

VOLUME CONTROL (BALANCING
DAMPER) REFER TO DIFFUSER &
GRILLES SCHEDULE FOR FURTHER
INFORMATION. WHERE SUPPLY
DIFFUSERS ARE INSTALLED IN
DRYWALL CEILINGS, INSTALL AN
ACCESS PANEL IN THE CEILING FOR
SERVICE OF THE BALANCING
DAMPER. TYPICAL

ADAPTER FRAME PROVIDED BY THE
GRILLE/DIFFUSER MANUFACTURER
WHEN INSTALLED IN DRYWALL CEILING
APPLICATIONS

DRYWALL INSTALLATION

MANUFACTURER SUPPLIED
AIRFLOW EQUALIZER PLATE
WHERE SPECIFIED ON THE
FLOOR PLANS AND
SCHEDULES

T-BAR INSTALLATION

INSTALL FLEXIBLE METALLIC
DUCTWORK AS STRAIGHT AS
POSSIBLE. DUCTWORK TO BE
SUPPORTED IN ACCORDANCE WITH
ANSI/SMACNA HVAC DUCT
CONSTRUCTION STANDARDS METAL
AND FLEXIBLE

23 30 09.01 FLEXIBLE METALLIC DUCTWORK 
NOT TO SCALE

23 30 09.02 FLEXIBLE METALLIC DUCTWORK CONNECTION
NOT TO SCALE

FLEXIBLE METALLIC
DUCTWORK CONNECTOR.
REFER TO FLOOR PLANS
AND SCHEDULES FOR EXACT
SIZE

SQUARE TO ROUND TRANSITION
FITTING

FASTEN FLEXIBLE METALLIC
DUCTWORK TO BRANCH
TAKE-OFF USING NYLON OR
STAINLESS STEEL GEAR
CLAMP. TYPICAL

45° SQUARE BRANCH TAKE-OFF

CONICAL SPIN-IN COLLAR
TAKE-OFF COLLAR C/W LOCKING
DAMPER

SQUARE DUCTWORK
MAIN

ROUND DUCTWORK
MAIN

INSULATED DUCTWORK
MAIN

FLEXIBLE METALLIC DUCTWORK CONNECTOR.
DUCTWORK TO BE THERMALLY INSULATED IN
ACCORDANCE WITH THE SPECIFICATIONS.
LENGTH OF DUCTWORK TO NOT EXCEED 3m
(10'-0"). REFER TO FLOOR PLANS AND
SCHEDULES FOR EXACT SIZE

CONNECTION TO SUPPLY DIFFUSER

CONICAL SPIN-IN
TAKE-OFF COLLAR C/W
LOCKING DAMPER

3m (10'-0")

SHEET METAL SADDLE
AND HANGER ROD FROM
STRUCTURE

23 30 42.02 CEILING MOUNTED GRILLE
NOT TO SCALE

SHEET METAL PLENUM
BOX SIZED TO SUITE
THE GRILLE OPENING VOLUME CONTROL (BALANCING

DAMPER) REFER TO DIFFUSER &
GRILLES SCHEDULE FOR FURTHER
INFORMATION

DUCTWORK MAIN

BRANCH TAKE OFF FROM
DUCTWORK MAIN TO GRILLE

ADAPTER FRAME PROVIDED BY THE
GRILLE/DIFFUSER MANUFACTURER
WHEN INSTALLED IN DRYWALL CEILING
APPLICATIONS

DRYWALL INSTALLATIONT-BAR INSTALLATION

RETURN/EXHAUST
DUCTWORK MAIN

OPERATING MODE:
1. THE SYSTEM SHALL BE ENABLED ACCORDING TO:

· LOW VOLTAGE PROGRAMMABLE THERMOSTAT (PROVIDED BY MECHANICAL
TRADE)

TEMPERATURE SETTING:
· DURING OCCUPIED MODE, T1 SHALL BE SET TO 21°C.
· DURING UNOCCUPIED MODE, T1 SHALL BE SET TO 14°C.

INSTALLATION NOTE:
1. CONTROLS CONTRACTOR TO RUN LOW VOLTAGE WIRING FROM BBH TO LOW VOLTAGE

THERMOSTAT. COORDINATE EQUIPMENT REQUIREMENTS WITH MECHANICAL TRADE.
COORDINATE ROUTING ON SITE.

PERIMETER HEATER

T
SPACE TEMPERATURE SENSOR - T1

BASEBOARD HEATER CONTROL - ROOM 21
NOT TO SCALE

ERV

H

C

EQUIPMENT CONTROLLER - ERV-1
DI

CONTROLLER

OPERATING MODE:
1. THE SYSTEM SHALL BE ENABLED ACCORDING TO THE FOLLOWING MODE:

· SCHEDULED RUN TIME MODE

INITIAL SET UP:
1. ERV FANS SHALL BE BALANCED TO A FIELD DETERMINED AIRFLOW & STATIC PRESSURE

AS PER THE VALUES INDICATED ON THE DRAWINGS DURING SYSTEM BALANCING AND
COMMISSIONING.

2. SYSTEM SHALL BE ENABLED BASED ON SCHEDULED RUN TIME AS DETERMINED BY
OWNER.

3. ERV SHALL BE ENABLED/DISABLED LOCALLY AT THE STARTER OR REMOTELY THROUGH
THE BAS.

ERV CONTROL:
1. BAS SHALL OPEN OUTDOOR AIR DAMPER.
2. ONCE DAMPER IS PROVEN OPEN, ERV SHALL BE ENABLED AND OPERATE AT CONSTANT

SPEED.

ELECTRIC HEATING COIL CONTROL:
1. DURING HEATING MODE, DUCT MOUNTED SUPPLY AIR TEMPERATURE SENSOR T2 SHALL

MODULATE ELECTRIC HEATING COIL TO MAINTAIN SUPPLY AIR TEMPERATURE OF 22°C
(ADJUSTABLE).

SYSTEM ALARMS & PRIORITY AT BAS:
· UNIT FAILURE : COMMANDED ON/STATUS OFF

SYSTEM TRENDS AT BAS:
· ERV STATUS
· ELECTRIC HEATING COIL STATUS
· EQUIPMENT OPERATING HOURS

UNIT STATUS

ELECTRIC HEATING COIL - EBC-1

AI
AO

UNIT STATUS
COIL MODULATION

T
SUPPLY AIR TEMPERATURE

SA TEMPERATURE SENSOR - T2
AI

DO ENABLE/DISABLE

NCMDOA DAMPER OPEN/CLOSE & ERV START
OPEN/CLOSE DO

OUTDOOR AIR DAMPER
DAMPER FEEDBACK DI

NOTE: DPDT RELAY TO BE PROVIDED
SUCH THAT ERV FANS ARE ENABLED
WHEN OA DAMPER END SWITCH IS
PROVEN TO BE FULLY OPENED.

RELAY

DI ALARM

GENERAL NOTE:
1. THE INTENT IS TO EXPAND THE EXISTING AUTOMATION SYSTEM

FOR ALL NEW EQUIPMENT ADDED. ALL CONTROLS WORK IS TO
BE BY BASE BUILDING CONTROLS CONTRACTOR.  BASE
BUILDING AUTOMATION SYSTEM BY SETPOINT CONTROLS.

ENERGY RECOVERY VENTILATOR - ERV-6 - CONTROL SEQUENCE  
NOT TO SCALE

PERIMETER HEATER

PERIMETER HEATER

http://www.quasarcg.com
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Addendum #: E-1 

Revision #: 0 
 

This Addendum forms part of the Contract Specifications and Drawings, and modifies the Bidding Documents, with Amendments and 

Additions noted below. This Addendum shall be added to the front of the specifications as issued. Bidders shall acknowledge receipt of 

this Addendum in the space provided in the Bid Form and include in bid amount. 
 

This addendum includes modifications to the drawings and specifications as summarized below. Unless otherwise noted, all drawings and/or 

specifications listed below are attached herewith. 

Changes to Drawings: 

1. DRAWING #E-101 – DEMOLITION AND NEW WORK PLANS – LIGHTING (Issued herewith) 

a. Detail #4 updated to correct drawing scale to show full scope of work. 

b. Provide two (2) additional type L2 luminaires in Cash Office #23 and one (1) additional type L2 luminaire in Corridor 

#23A.  Also modify location of ceiling mounted occupancy sensors as indicated. 

c. Existing luminaires added to details #1 and #3 for reference purposes. 

2. DRAWING #E-201 – DEMOLITION AND NEW WORK PLANS – POWER & SYSTEMS (Issued herewith) 

a. Note revision to keyed note #5 to accommodate connection to line voltage thermostat. 

b. Added keyed notes #8 through #15, provide all work indicated. 

c. Added locations of line voltage thermostats to detail #4.  Thermostat to be supplied and installed by mechanical 

contractor and connected to same circuit as baseboard heater. 

d. Refer to detail #4 and note clarification of keyed note for keypad within this room. 

e. Refer to detail #4 and provide connections to new BAS controller, electric baseboard heaters, ceiling mounted ERV unit, 

wall mounted indoor A/C unit and ceiling mounted electric booster coil as indicated. 

f. Refer to detail #4 and provide new ceiling mounted heat detectors within Rooms #22 and #23 as indicated. 

3. DRAWING #E-301 – ELECTRICAL SCHEDULES AND DETAILS (Issued herewith) 

a. Note revisions to panel schedule for new panel LP-RB and provide additional breakers and connections as indicated. 
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PLAZA AREA DEMOLITION PLAN - LIGHTING

SCALE: 1:50

1

PLAZA AREA NEW WORK PLAN - LIGHTING

SCALE: 1:50

3

PARTIAL FIRST FLOOR DEMOLITION PLAN - LIGHTING

SCALE: 1:50

2

PARTIAL GROUND FLOOR NEW WORK PLAN - LIGHTING

SCALE: 1:50

4

GENERAL DEMOLITION NOTES

1. THIS DRAWING IS ISSUED TO SHOW SCOPE OF WORK ONLY.  THE CONTRACTOR MUST PERFORM A

SITE INSPECTION (INCLUDING CEILING SPACES) DURING THE TENDER PERIOD AND ENSURE THAT

ALL WORK THAT IS VISIBLE IS INCLUDED IN THE DEMOLITION SCOPE OF WORK.  ALL EXISTING

SERVICES THAT PASS THROUGH THE RENOVATION AREA (UNLESS OBSOLETE) ARE TO BE

MAINTAINED AND/OR RELOCATED TO SUIT THE SCOPE OF WORK.

2. FOR EXISTING WIRING DEVICES NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE DEVICE

AND ASSOCIATED WIRING IN ITS ENTIRETY, INCLUDING ANY ASSOCIATED CONDUIT BACK TO

SOURCE PANEL OR JUNCTION BOX.  BE RESPONSIBLE TO MAINTAIN THE DOWNSTREAM

CONTINUITY OF ANY OTHER DEVICES CONNECTED TO THE SAME BRANCH CIRCUIT.

DEMOLITION WORK KEY NOTES

EXISTING LIGHT SWITCH TO BE DISCONNECTED AND REMOVED IN ITS ENTIRETY.  BE RESPONSIBLE

TO MODIFY EXISTING BRANCH CIRCUIT AS REQUIRED TO ACCOMMODATE REMOVAL OF EXISTING

SWITCH AND PROVISION OF NEW AS SHOWN ON NEW WORK DRAWINGS.

EXISTING LUMINAIRES WITHIN THIS SPACE TO BE REMOVED IN THEIR ENTIRETY.  BE RESPONSIBLE

TO RETAIN EXISTING BRANCH CIRCUIT FROM SOURCE PANELBOARD, MODIFY EXISTING BRANCH

CIRCUIT WIRING AS REQUIRED AND RECONNECT TO NEW LUMINAIRE AND SWITCHING

ARRANGEMENT AS SHOWN ON NEW WORK PLANS.

1

2

NEW WORK SHEET KEY NOTES

PROVIDE NEW LIGHT SWITCH IN LOCATION SHOWN AND CONNECT TO EXISTING LIGHTING AND

LIGHTING CIRCUIT WITHIN NEW LOUNGE SPACE.

CONNECT NEW LIGHTING AND/OR LIGHTING CONTROLS TO EXISTING BRANCH CIRCUIT WITHIN

THIS SPACE.

PROVIDE NEW LINE VOLTAGE SWITCH AND CONNECT TO EXISTING LUMINAIRES AND LIGHTING

CIRCUIT IN THIS SPACE.  MODIFY EXISTING LIGHTING BRANCH CIRCUIT AS REQUIRED TO

ACCOMMODATE NEW SWITCH.

1

2

3

GENERAL NEW WORK NOTES

1. CONTRACTOR SHALL ALSO REFERENCE ARCHITECTURAL REFLECTED CEILING PLANS AND

INTERIOR ELEVATIONS FOR LOCATION OF LIGHTING AND/OR WIRING DEVICES.

2. INSTALLATION OF ALL EQUIPMENT WITHIN CEILING SPACE SHALL BE COORDINATED ON SITE

WITH ALL OTHER TRADES.  ALSO REFER TO STRUCTURAL AND MECHANICAL DRAWINGS FOR

LOCATIONS OF BEAMS, JOISTS, DUCTWORK, ETC., AND COORDINATE ROUTING AND

INSTALLATION OF ELECTRICAL EQUIPMENT WITH THOSE DRAWINGS.

3. ALL BRANCH FEEDERS SHALL BE MINIMUM 2#12 + GROUND IN 21mm CONDUIT, UNLESS NOTED

OTHERWISE ON THE DRAWINGS.  CONTRACTOR SHALL BE RESPONSIBLE TO UPSIZE FEEDERS

AS REQUIRED TO SUIT THE REQUIREMENTS OF THE O.E.S.C. AND THE VOLTAGE DROP CHART

ON DRAWING #E-XXX.

4. NEW DEVICES INSTALLED ON EXISTING WALL CONSTRUCTION SHALL BE INSTALLED SURFACE

MOUNTED ON CAST FS BACKBOXES WITHIN SURFACE RACEWAY (LEGRAND 400 SERIES OR

EQUIVALENT).  DEVICES INSTALLED IN NEW WALL CONSTRUCTION SHALL BE INSTALLED FLUSH

MOUNTED OR SURFACE MOUNTED TO SUIT APPLICATION WITH FLUSH MOUNTED BACKBOXES

AND CONDUIT WITHIN WALL.

ISSUED WITH ADDENDUM E-1 2025-01-14

1
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PLAZA AREA DEMOLITION PLAN - POWER & SYSTEMS
SCALE: 1:50

1

PARTIAL FIRST FLOOR DEMOLITION PLAN - POWER & SYSTEMS
SCALE: 1:50

2

PLAZA AREA NEW WORK PLAN - POWER & SYSTEMS
SCALE: 1:50

3

PARTIAL GROUND FLOOR NEW WORK PLAN - POWER & SYSTEMS
SCALE: 1:50

4

GENERAL DEMOLITION NOTES
1. THIS DRAWING IS ISSUED TO SHOW SCOPE OF WORK ONLY.  THE CONTRACTOR MUST PERFORM A

SITE INSPECTION (INCLUDING CEILING SPACES) DURING THE TENDER PERIOD AND ENSURE THAT
ALL WORK THAT IS VISIBLE IS INCLUDED IN THE DEMOLITION SCOPE OF WORK.  ALL EXISTING
SERVICES THAT PASS THROUGH THE RENOVATION AREA (UNLESS OBSOLETE) ARE TO BE
MAINTAINED AND/OR RELOCATED TO SUIT THE SCOPE OF WORK.

2. FOR EXISTING DATA OUTLETS NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE EXISTING
DEVICE AND ASSOCIATED WIRING IN ITS ENTIRETY.  WIRING SHALL BE PULLED BACK TO EXISTING
LAN ROOM ON GROUND FLOOR AND COILED FOR FUTURE USE OR REMOVAL BY OWNER.

3. FOR EXISTING WIRING DEVICES NOTED AS BEING REMOVED, BE RESPONSIBLE TO REMOVE DEVICE
AND ASSOCIATED WIRING IN ITS ENTIRETY, INCLUDING ANY ASSOCIATED CONDUIT BACK TO
SOURCE PANEL OR JUNCTION BOX.  BE RESPONSIBLE TO MAINTAIN THE DOWNSTREAM
CONTINUITY OF ANY OTHER DEVICES CONNECTED TO THE SAME BRANCH CIRCUIT.

DEMOLITION WORK KEY NOTES
EXISTING SURFACE MOUNTED RECEPTACLE TO BE RELOCATED TO ACCOMMODATE NEW
COUNTER.  RECEPTACLE SHALL BE RAISED APPROXIMATELY 610mm (2'-0") ABOVE CURRENT
INSTALLATION HEIGHT.  COORDINATE EXACT MOUNTING HEIGHT ON SITE AND WITH
ARCHITECTURAL ELEVATIONS.  MODIFY EXISTING BRANCH FEEDER AS REQUIRED TO SUIT NEW
LOCATION OF DEVICE AS SHOWN ON NEW WORK PLANS.
EXISTING ELECTRIC BASEBOARD HEATER TO BE REMOVED IN ITS ENTIRETY.  BE RESPONSIBLE
RETAIN EXISTING BRANCH CIRCUIT, MODIFY AS REQUIRED AND RECONNECT TO NEW BASEBOARD
HEATER COMPLETE.  BASEBOARD HEATER TO BE SUPPLIED UNDER MECHANICAL DIVISION AND
INSTALLED AND CONNECTED UNDER THIS DIVISION.
EXISTING FIRE ALARM BELL TO BE DISCONNECTED AND REMOVED TO ACCOMMODATE THE
RENOVATION SCOPE OF WORK.  BE RESPONSIBLE TO MODIFY EXISTING ALARM SIGNALLING
CIRCUIT AS REQUIRED TO ACCOMMODATE NEW HORN DEVICE AS SHOWN ON NEW WORK PLANS.
EXISTING CEILING MOUNTED FIRE ALARM DETECTOR TO BE DISCONNECTED AND REMOVED AS
PART OF THE RENOVATION WORK.  BE RESPONSIBLE TO RETAIN EXISTING DEVICE, MODIFY
EXISTING ALARM INITIATING CIRCUIT AS REQUIRED AND RECONNECT TO EXISTING DEVICE IN NEW
LOCATION AS SHOWN ON NEW WORK PLANS.  BE RESPONSIBLE TO TEST AND VERIFY DEVICE
UPON COMPLETION OF WORK.
ACCESS CONTROL SYSTEM AND POWER CONNECTIONS TO EXISTING CARD READER AND
ASSOCIATED ELECTRIC STRIKE TO MODIFIED AS REQUIRED TO ACCOMMODATE RELOCATION OF
EXISTING DOOR.  BE RESPONSIBLE TO RELOCATE EXISTING CARD READER IN ITS ENTIRETY AND
MODIFY EXISTING BRANCH CIRCUIT WIRING SERVING ELECTRIC STRIKE AS REQUIRED AND
CONNECT TO NEW STRIKE ON RELOCATED DOOR.  COORDINATE ALL WORK WITH GENERAL
CONTRACTOR ON SITE.
CONNECTIONS TO EXISTING CARD READER AND ELECTRIC STRIKE AND ASSOCIATED DEVICES TO
BE REMOVED IN THEIR ENTIRETY, INCLUDING ALL EXISTING WIRING AND CONDUIT BACK TO
SOURCE.

1

2

3

4

5

6

NEW WORK SHEET KEY NOTES
PROVIDE NEW 15A DUPLEX RECEPTACLE FOR RELOCATED VENDING MACHINE AND RECONNECT
TO EXISTING BRANCH CIRCUIT COMPLETE.

PROVIDE NEW FIRE ALARM HORN AND CONNECT INTO EXISTING ALARM SIGNALLING CIRCUIT.
INCLUDE FOR MODIFICATION OF EXISTING SIGNALLING CIRCUIT AS REQUIRED AND PROVIDE
ADDITIONAL BOOSTERS AS REQUIRED TO ACCOMMODATE NEW HORN.

EXISTING FIRE ALARM DETECTOR IN RELOCATED POSITION.

CONNECTION TO NEW SURFACE WALL MOUNTED BASEBOARD HEATER.  MODIFY EXISTING BRANCH
CIRCUIT FROM EXISTING HEATERS AS REQUIRED AND RECONNECT TO NEW HEATER COMPLETE.
HEATER SHALL BE SUPPLIED BY MECHANICAL CONTRACTOR AND INSTALLED UNDER THIS
DIVISION.  CONFIRM EXACT LOCATION OF HEATER ON SITE WITH ARCHITECT PRIOR TO
INSTALLATION.
CONNECTION TO NEW SURFACE WALL MOUNTED BASEBOARD HEATER.  FOR BRANCH CIRCUIT
INDICATED, EXTEND 2#12 + GROUND IN 21mm CONDUIT FROM ASSOCIATED BREAKER IN NEW
PANEL 'LP-RB' TO HEATER LOCATION AND CONNECT COMPLETE.  HEATER TO BE SUPPLIED BY
MECHANICAL CONTRACTOR AND INSTALLED UNDER THIS DIVISION.  CONFIRM EXACT LOCATION ON
SITE PRIOR TO ROUGH-IN.  ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE NEW
LINE VOLTAGE WIRING, IN CONDUIT, FROM HEATER TO NEW LINE VOLTAGE THERMOSTAT
SUPPLIED AND INSTALLED BY MECHANICAL CONTRACTOR WITHIN ASSOCIATED ROOM.
CONNECTION TO NEW POWER DOOR OPERATOR AND ASSOCIATED ELECTRIC STRIKE.  FOR
BRANCH CIRCUIT INDICATED, EXTEND 2#12 + GROUND IN 21mm CONDUIT FROM ASSOCIATED
BREAKER IN NEW PANEL 'LP-RB' TO OPERATOR LOCATION AND CONNECT COMPLETE.
COORDINATE EXACT LOCATION AND FINAL CONNECTIONS WITH GENERAL CONTRACTOR ON SITE.
INCLUDE FOR REQUIRED LINE AND LOAD CONNECTIONS TO ASSOCIATED DOOR OPERATOR
ACTUATORS.
MODIFY EXISTING BRANCH CIRCUIT SERVING ELECTRIC STRIKE ON THIS DOOR TO ACCOMMODATE
CONNECTION TO NEW POWER DOOR OPERATOR.  COORDINATE EXACT LOCATION AND FINAL
CONNECTIONS WITH GENERAL CONTRACTOR ON SITE.  INCLUDE FOR REQUIRED LINE AND LOAD
CONNECTIONS TO ASSOCIATED DOOR OPERATOR ACTUATORS.
CONNECTION TO NEW SURFACE WALL MOUNTED BASEBOARD HEATER.  MODIFY EXISTING BRANCH
CIRCUIT FROM EXISTING HEATERS AS REQUIRED AND RECONNECT TO NEW HEATER COMPLETE.
HEATER SHALL BE SUPPLIED BY MECHANICAL CONTRACTOR AND INSTALLED UNDER THIS
DIVISION.  CONFIRM EXACT LOCATION OF HEATER ON SITE WITH ARCHITECT PRIOR TO
INSTALLATION.  ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE NEW LINE
VOLTAGE WIRING, IN CONDUIT, FROM HEATER TO NEW LINE VOLTAGE THERMOSTAT SUPPLIED
AND INSTALLED BY MECHANICAL CONTRACTOR WITHIN ASSOCIATED ROOM.
PROVIDE NEW CEILING MOUNTED HEAT DETECTOR AND CONNECT INTO NEAREST EXISTING ALARM
INITIATING ZONE CIRCUIT.  BE RESPONSIBLE TO MODIFY EXISTING ZONE CIRCUIT AS REQUIRED TO
ACCOMMODATE NEW DEVICE.  NEW DEVICE SHALL BE TESTED AND VERIFIED UPON COMPLETION
OF WORK.
PROVIDE NEW SECURITY SYSTEM KEY PAD WITHIN NEW CASH OFFICE AND CONNECT BACK TO
EXISTING SECURITY/ACCESS CONTROL PANEL WITHIN EXISTING ELECTRICAL ROOM.  EXACT
LOCATION OF KEY PAD TO BE CONFIRMED WITH OWNER ON SITE PRIOR TO ROUGH-IN.
APPROXIMATE LOCATION OF NEW LINE VOLTAGE THERMOSTAT FOR NEW ELECTRIC BASEBOARD
HEATERS, SUPPLIED AND INSTALLED BY MECHANICAL CONTRACTOR.  CONFIRM EXACT LOCATION
ON SITE.  ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE NEW SINGLE GANG
BACKBOX AND CONDUIT INFRASTRUCTURE TO ACCOMMODATE NEW THERMOSTAT.
CONNECTION TO LOCAL BAS CONTROLLER WITHIN CEILING SPACE OF ROOM, COORDINATE EXACT
LOCATION ON SITE WITH MECHANICAL CONTRACTOR.  EXTEND 2#10 + GROUND IN 21mm CONDUIT
FROM ASSOCIATED BREAKER IN NEW PANEL 'LP-RB' TO CONTROLLER LOCATION AND CONNECT
COMPLETE.
CONNECTION TO RE-INSTALLED/RE-INSTATED INDOOR SPLIT A/C UNIT.  FOR BRANCH CIRCUIT
INDICATED PROVIDE A NEW 20A-2P BREAKER WITHIN NEW PANEL 'LP-RB' AND EXTEND 2#10 +
GROUND IN 21mm CONDUIT FROM BREAKER TO A/C UNIT LOCATION AND CONNECT COMPLETE.
UNIT SHALL BE INSTALLED BY MECHANICAL CONTRACTOR.  CONFIRM EXACT LOCATION ON SITE.
BE RESPONSIBLE TO CONFIRM REQUIRED BREAKER SIZE WITH MECHANICAL CONTRACTOR PRIOR
TO ORDERING.
CONNECTION TO NEW CEILING MOUNTED ERV UNIT 'ERV-6'.  FOR BRANCH CIRCUIT INDICATED,
EXTEND 2#12 + GROUND IN 21mm CONDUIT FROM ASSOCIATED BREAKER IN NEW PANEL 'LP-RB' TO
ERV LOCATION AND CONNECT COMPLETE.  COORDINATE EXACT LOCATION OF ERV UNIT WITH
MECHANICAL CONTRACTOR ON SITE.
CONNECTION TO NEW ELECTRIC BOOSTER COIL 'BHC-1' WITHIN CEILING SPACE.  FOR BRANCH
CIRCUIT INDICATED, EXTEND 2#10 + GROUND IN 21mm CONDUIT FROM ASSOCIATED BREAKER IN
NEW PANEL 'LP-RB' TO BOOSTER COIL LOCATION AND CONNECT COMPLETE.  COORDINATE EXACT
LOCATION OF BOOSTER COIL WITH MECHANICAL CONTRACTOR ON SITE.

1

2

3

4

5

6

7

8

9
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GENERAL NEW WORK NOTES
1. CONTRACTOR SHALL ALSO REFERENCE ARCHITECTURAL REFLECTED CEILING PLANS AND

INTERIOR ELEVATIONS FOR LOCATION OF LIGHTING AND/OR WIRING DEVICES.
2. INSTALLATION OF ALL EQUIPMENT WITHIN CEILING SPACE SHALL BE COORDINATED ON SITE WITH

ALL OTHER TRADES.  ALSO REFER TO STRUCTURAL AND MECHANICAL DRAWINGS FOR LOCATIONS
OF BEAMS, JOISTS, DUCTWORK, ETC., AND COORDINATE ROUTING AND INSTALLATION OF
ELECTRICAL EQUIPMENT WITH THOSE DRAWINGS.

3. ALL NEW RECEPTACLES AND SWITCHES SHALL BE WHITE IN COLOUR WITH STAINLESS STEEL
FACEPLATES.

4. ALL BRANCH FEEDERS SHALL BE MINIMUM 2#12 + GROUND IN 21mm CONDUIT, UNLESS NOTED
OTHERWISE ON THE DRAWINGS.  CONTRACTOR SHALL BE RESPONSIBLE TO UPSIZE FEEDERS AS
REQUIRED TO SUIT THE REQUIREMENTS OF THE O.E.S.C. AND THE VOLTAGE DROP CHART ON
DRAWING #E-XXX.

5. NEW DEVICES INSTALLED ON EXISTING WALL CONSTRUCTION SHALL BE INSTALLED SURFACE
MOUNTED ON CAST FS BACKBOXES WITHIN SURFACE RACEWAY (LEGRAND 400 SERIES OR
EQUIVALENT).  DEVICES INSTALLED IN NEW WALL CONSTRUCTION SHALL BE INSTALLED FLUSH
MOUNTED OR SURFACE MOUNTED TO SUIT APPLICATION WITH FLUSH MOUNTED BACKBOXES AND
CONDUIT WITHIN WALL.

1

ISSUED WITH ADDENDUM E-1 2025-01-141

1
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SCHEDULE 26 06 50.16 - LIGHTING FIXTURE SCHEDULE

SYMBOL TYPE DESCRIPTION BASIS OF DESIGN MANUFACTURER AND CAT NO.
SEE NOTE 1

VOLTAGE/
INPUT
WATTS

LUMEN PACKAGE
(3500 K CCT
UNLESS NOTED
OTHERWISE)
MINIMUM 80 CRI

MOUNTING REFERENCE REMARKS

L1

RECESSED 2' x 2' TROFFER STYLE BACKLIT LED PANEL
LUMINAIRE COMPLETE WITH ADJUSTABLE COLOUR
TEMPERATURE AND LUMEN OUTPUT SELECTOR
SWITCH.  LUMINAIRE SUITABLE FOR INSTALLATION IN
DRYWALL CEILINGS.

RAB DESIGN
CPL SERIES
CAT.#CPL22-LED30A18-H-VK-DIM

120V
30W

3750 LUMEN
4000K

RECESSED
DRYWALL CEILING

CONTRACTOR TO CONFIRM COLOUR TEMPERATURE
WITH OWNER PRIOR TO INSTALLATION AND SET
SELECTOR SWITCH AS SUCH

L2

RECESSED 2' x 2' TROFFER STYLE BACKLIT LED PANEL
LUMINAIRE COMPLETE WITH ADJUSTABLE COLOUR
TEMPERATURE AND LUMEN OUTPUT SELECTOR
SWITCH.  LUMINAIRE SUITABLE FOR INSTALLATION IN
T-BAR CEILINGS.

RAB DESIGN
CPL SERIES
CAT.#CPL22-LED30A18-H-VK-DIM

120V
30W

3750 LUMEN
4000K

RECESSED
T-BAR CEILING

CONTRACTOR TO CONFIRM COLOUR TEMPERATURE
WITH OWNER PRIOR TO INSTALLATION AND SET
SELECTOR SWITCH AS SUCH

LIGHTING FIXTURE SCHEDULE NOTES:
1.  UNLESS NOTED OTHERWISE, ACCEPTED ALTERNATE MANUFACTURES AND SUPPLIERS: CREE CANADA, COOPER LIGHTING, PEERLESS ELECTRIC, SIGNIFY (FORMERLY PHILIPS LIGHTING),
VISCOR/VISIONEERING.
2.  WHERE AN INCOMPLETE MODEL/CAT NO. IS LISTED, MANUFACTURERS/SUPPLIERS MUST CONFIRM THE PROPOSED FIXTURE WITH THE CONSULTANT A MINIMUM OF ONE WEEK PRIOR TO TENDER CLOSE.
3.  SUBMIT SHOP DRAWINGS FOR CONSULTANT'S REVIEW PRIOR TO PLACING ANY ORDER.

SCHEDULE 26 06 50.23 - LIGHTING CONTROL DEVICE SCHEDULE
SYMBOL TYPE DESCRIPTION BASIS OF DESIGN MANUFACTURERS AND

PRODUCT SERIES
CONTROL
WIRING

VOLTAGE
OUTPUT MOUNTING SPECIFICATION

SECTION SPACES SERVED REMARKS

UI-NV-1B ONE BUTTON WALL STATION, ONE BUTTON
ON-OFF TOGGLE.

ACUITY BRANDS CONTROLS/nLIGHT,
nPODM-1SB SERIES
LEGRAND/WATTSTOPPER LMSW-101
PHILIPS DYNALITE DPNA SERIES, DPNA914

DIGITAL - WALL 26 09 43
SUBMITTAL WITH STANDARD/PROPSED
ENGRAVING OPTION. ALLOW FOR CUSTOM
LABELLING OPTION AT OWNER'S DISCRETION.

UI-DIM-NV-X
B

DIMMING WALL STATION, MULTI-BUTTON WALL
INTERFACE CONTROL C/W ENGRAVED
BUTTONS.
BUTTONS: EACH ZONE CONTROLLED (SEE
PLANS), DIM UP, DIM DOWN, ALL OFF, ALL ON
'X' DENOTES NUMBER OF CONTROLLED ZONES

ACUITY BRANDS CONTROLS/nLIGHT NPODM
SERIES
PHILIPS REVOLUTION SERIES DR2PA

DIGITAL - WALL 26 09 43

DT-W-2V
WALL MOUNT OCCUPANCY SENSOR, 24 V,
DUAL TECHNOLOGY SENSOR, MIN 1200 SQ FT
COVERAGE

PHILIPS OCCUSWITCH CLASSIC LRM2265
SERIES
WATTSTOPPER DT-200 SERIES

24 V
WALL,
+/- 12 FEET
AFF

26 09 23

DT-C-2V CEILING MOUNTED OCCUPANCY SENSOR, 24
V, DUAL TECHNOLOGY SENSOR.

LEGRAND/WATTSTOPPER DT-300 SERIES
LUTRON LOS-CDT SERIES 24 V 26 09 23

LIGHTING CONTROLS SCHEDULE NOTES:
1.  LIGHTING CONTROLS OF ONE MANUFACTURER THROUGH PROJECT TO ENSURE PRODUCT COMPATIBILITY.
2.  ALTERNATE MANUFACTURERS:  ACUITY BRANDS LIGHTING (SENORSWITCH, nLIGHT), COOPER LIGHTING SOLUTIONS, DOUGLAS LIGHTING CONTROLS, LUTRON, SIGNIFY (FORMERLY PHILIPS LIGHTING), WATTSTOPPER-LEGRAND.
3.  DUAL TECHNOLOGY SENSORS: PASSIVE INFRARED/ULTRASONIC, OR PASSIVE INFRARED/MICROPHONIC, DEPENDING ON MANUFACTURER. MICROPHONIC SENSORS ACCEPTABLE IN LIEU OF ULTRASONIC.
4.  POSITION CEILING MOUNTED OCCUPANCY SENSORS A MINIMUM 1200 mm (4'-0") FROM NEAREST AIR DIFFUSER, HVAC OUTLETS, HEATING BLOWERS, ETC.
5.  CONFIRM INSTALLATION REQUIREMENTS, WIRING DIAGRAMS, ETC. WITH MANUFACTURER'S DETAILS.
6.  SUBMIT SHOP DRAWINGS FOR CONSULTANT'S REVIEW PRIOR TO PLACING ANY ORDER.
7.  CONFIRM FINISH COLOUR WITH CONSULTANT DURING SUBMITTAL REVIEW.

1B

5B

DT

DT

26 06 20.16 - ELECTRICAL PANELBOARD SCHEDULE
PANEL ID: NEW PANEL 'LP-RB' VOLTS: 120/208V LOCATION:  ELECTRICAL ROOM

MAIN BUS: 100A PHASE: 3 FED FROM:  LP-A3

MAIN BREAKER: NONE WIRE: 4 FEEDER ENTRY AT: TOP

TYPE: MOUNTING: SURFACE FEEDER:

INTERRUPTING CAPACITY:  10KA ENCLOSURE RATING: REMARKS:

CIR
NO. DESCRIPTION

WATTAGE
BRK

R Ø BRK
R

WATTAGE
DESCRIPTION CIR

NO.
ØA ØB ØC ØA ØB ØC

1 21 - RECEPT. 1000 - - 15 A 15 1000 - - 21 - RECEPT. 2

3 21 - RECEPT. - 1000 - 15 B 15 - 1000 - 22 - RECEPT. 4

5 22 - RECEPT. - - 1000 15 C 15 - - 1000 22 - RECEPT. 6

7 22 - RECEPT. 1000 - - 15 A 15 1000 - - 22 - RECEPT. 8

9 22 - RECEPT. - 1000 - 15 B 15 - 1000 - 23 - RECEPT. 10

11 23 - RECEPT. - - 1000 15 C 15 - - 1000 23 - RECEPT. 12

13 23 - RECEPT. 1000 - - 15 A
15

875 - -
22 - ELECTRIC

BASEBOARD HTR.

14

15 23/23A, 22/23A &
21/22 - PDO - 0 - 15 B - 875 - 16

17
23A - ELECTRIC

BASEBOARD HTR.

- - 750
15

C 15 - - 500 23 - BAS
CONTROLLER 18

19 750 - - A 15 625 - -
23 - ELECTRIC

BASEBOARD HTR.

20

21
23 - INDOOR SPLIT

A/C UNIT

- 1850 -
15

B 15 - 625 - 22

23 - - 1850 C 15 - - 150 ERV-6 24

25 SPARE BREAKER 0 - - 15 A 20 1500 - - BOOSTER COIL
'HBC-1' 26

27 SPARE BREAKER - 0 - 15 B 15 - 0 - SPARE BREAKER 28

29 SPARE BREAKER - - 0 15 C 15 - - 0 SPARE BREAKER 30

TOTAL ØA: ____W , TOTAL ØB: ____W , TOTAL ØC: ____W

NOTES:

* - PROVIDE LOCKABLE BREAKER
** - PROVIDE GFI TYPE BREAKER
*** - COORDINATE EXACT BREAKER SIZE WITH EQUIPMENT SHOP DRAWINGS
R - RECEPTACLE
L - LIGHTING

CIRCUIT NUMBERS ARE GIVEN FOR GROUPING ONLY.  SITE VERIFY AVAILABLE CIRCUIT BREAKER SPACES IN PANELS
DURING TENDER WALKTHROUGH.

PARTIAL SINGLE LINE DIAGRAM
SCALE: NOT TO SCALE
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"ALL DRAWINGS, SPECIFICATIONS AND RELATED
DOCUMENTS ARE THE COPYRIGHT PROPERTY OF THE
CONSULTANT AND MUST BE RETURNED UPON REQUEST.
REPRODUCTION OF DRAWINGS, SPECIFICATIONS AND
RELATED DOCUMENTS IN PART OR WHOLE IS FORBIDDEN
WITHOUT THE CONSULTANT'S WRITTEN PERMISSION."

CONTRACTOR MUST CHECK AND VERIFY ALL DIMENSIONS
ON THE JOB. ANY DISCREPANCY OR CONTRADICTORY
INFORMATION WITHIN THIS SET OF DRAWINGS AND / OR
OTHER CONSULTANTS' DRAWINGS MUST BE BROUGHT TO
THE ATTENTION OF THE CONSULTANT BEFORE PROCEEDING.
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