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ACCESS HATCH, PROVIDE C150x18 
FRAMING AROUND ACCESS HATCH. 
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NOTES:

1. ROOF DATUM IS 4.455m ABOVE THE GROUND FLOOR DATUM EXCEPT AS CROSSED AND NOTED.
2. THE ROOF DATUM REPRESENTS THE UNDERSIDE OF METAL DECK AT ITS HIGHEST POINTS. THE ROOF SLOPES. REFER TO ARCHITECTURAL 

DRAWINGS FOR THE SLOPES.
3. ROOF LOADS USED IN THE DESIGN:

SNOW: 1.28 kPa  (ETOBICOKE)
          MECH SCREENS TO BE RAISED 600 FOR SCOURING. NO ASL

SNOW AT SOLAR PANELS: 2.24 kPa 

ROOF DEAD LOAD:  
ROOFING 0.20 kPa
INSULATION 0.20 kPa
STRUCTURE SELF-WEIGHT 0.50 kPa
M&E 0.30 kPa
SUSPENDED 0.30 kPa
ADDITIONAL ALLOWANCE 0.20 kPa
ROOF TOTAL 1.70 kPa

SOLAR PV:     0.75 kPa

4. REFER TO DRAWING S-001 FOR GENERAL NOTES.
5. REFER TO DRAWING S-002 - S-006 FOR TYPICAL DETAILS.
6. REFER TO DRAWING S-201 FOR COLUMN SCHEDULE.
7. REFER TO DRAWING S-201 FOR BEAM SCHEDULE.
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ARCHITETURALLY EXPOSED STRUCTURAL STEEL LEGEND:

AESS 1 - ALL STEEL COLUMNS IN LOBBY EXPOSED TO VIEW.

AESS 1 - ALL STEEL COLUMNS ALONG GL H ADJACENT TO MASONRY WALLS.

AESS 2 - ALL STEEL COLUMNS IN WARM UP / LOUNGE. 

AESS 3 - ALL STEEL MEMBERS AT THE UPPER CEILING IN THE WARM UP / LOUNGE

ARCHITECTURALLY EXPOSED CONCRETE LEGEND:

AEC 1 - CONCRETE SLAB ON GRADE AT LOBBY, MAIN CORRIDOR, STORAGE AREA, 
EPOXY FLOORS, REFER TO ARCH

NOTE: REFER TO THE SPECIFICATIONS FOR DETAILED REQUIREMENTS.
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ELEVATION KEY PLAN2

DECK SCHEDULE

MARK DESCRIPTION PLYWOOD PANEL REMARKS

D1 38 METAL DECK MIN. THICKNESS 0.91mm, TRIPLE SPAN

D2
38 SPF DECKING

9.5mm OSB PANEL W. 2.52Φ x 2-1/4" NAILS
@100mm O.C.

SELECT GRADE DECK PLANKS; DECKING JOINTS TO BE V-JOINT TONGUE AND
GROOVE; DECKING TO HAVE MIN. 2 SPAN CHORD MEMBERS ON EITHER EDGE w.
#2 - 4Φ x 3.5" NAILS @ 200mm O.C.
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ADDENDUM 

To: Cherie Ng Architect Inc. No.: 4 

 Toronto, ON Date: January 24, 2025 

 Project: FIFA East VSTS - 56 
Centennial Park Rd.  Fax/Email: cng@cherieng.com  

Attention: Cherie Ng  

From: Cassandra Kani-Sanchez Project No.: 2024-0112 

 
This Addendum shall be attached to the drawings and specifications and shall form an 
integral part of the Contract Documents. The contents of this Addendum shall be 
brought to the attention of all concerned. 
 
DRAWINGS 
 

1. SPECIFICATIONS 22 40 00 – PLUMBING FIXTURES  

1.1. Revised flushometer specification for WC-1 and WC-2. 

1.2. Revised faucet specification for CS-1 and CS-2. 

 
End of Addendum 
 
 
 

 
 
 
 
 

SEAL: 

24.01.2025
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1 GENERAL 

1.1 GENERAL 

1.1.1 Section 20 00 00 - General Requirements, shall apply to and 
govern this Section. 

1.2 SHOP DRAWINGS 

1.2.1 Submit shop drawings for the following equipment: 

1.2.1.1 Plumbing fixtures and brass. 

1.2.1.2 Fixture carriers and other appurtenances. 

2 PRODUCTS 

2.1 FIXTURES 

2.1.1 Toilet – Floor Mounted with Concealed Flush Valve – WC-1 

2.1.1.1 American Standard ‘MADERA Flowise’ Elongated #3463001.020 
Toilet, white vitreous china with EverClean antimicrobial surface, 
floor mounted, 4.2L to 6L (1.1 US Gal to 1.6 US Gal) per flush, 
floor outlet.  Centoco #500STSCCFE.001 heavy duty toilet seat, for 
elongated bowl open front, white solid plastic, less cover, 
reinforced stainless steel check hinges, metal flat washers 
stainless steel posts and nuts.  Sloan SL-ROYAL #140-1.28-WB-
ESS flush valve, automatic concealed water closet flushometer, 
hardwired, constructed from semi-red brass, rough brass finish, 
high efficiency 4.8 LPF (1.28 GPF). Sloan SL-EL-154 Faucet and 
Flush Valve power kit for flush valve. American Standard Ultima 
Selectronic #606B312 concealed toilet flush valve with wall box, 
fully mechanical manual override button, vandal-resistant, stainless 
steel wall box, 4.2 Lpf (1.1 glf). Watts #WCA-411 floor mounted 
concealed carrier, adjustable arms, epoxy coated cast iron. 
Mission BAND-SEAK P Series shielded Specialty transition 
coupling, One-piece molded elastomeric sealing gasket, For non-
pressure gravity flow applications only, (2 or 4) Type 301 stainless 
steel worm drive clamps, Meets & exceeds performance standard 
ASTM C1460, Rubber conforms to ASTM C564. 

2.1.2 Toilet – Floor Mounted with Concealed Flush Valve - BF – WC-2 

2.1.3 American Standard ‘MADERA Flowise’ Elongated #3463001.020 
Toilet, white vitreous china with EverClean antimicrobial surface, 
floor mounted, 4.2L to 6L (1.1 US Gal to 1.6 US Gal) per flush, 
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floor outlet.  Centoco #500STSCCFE.001 heavy duty toilet seat, for 
elongated bowl open front, white solid plastic, less cover, 
reinforced stainless steel check hinges, metal flat washers 
stainless steel posts and nuts.  Sloan SL-ROYAL #140-1.28-WB-
ESS flush valve, automatic concealed water closet flushometer, 
hardwired, constructed from semi-red brass, rough brass finish, 
high efficiency 4.8 LPF (1.28 GPF). American Standard Ultima 
Selectronic #606B312 concealed toilet flush valve with wall box, 
fully mechanical manual override button, vandal-resistant, stainless 
steel wall box, 4.2 Lpf (1.1 glf). Sloan SL-EL-154 Faucet and Flush 
Valve power kit for flush valve. Watts #WCA-411 floor mounted 
concealed carrier, adjustable arms, epoxy coated cast iron. 
Mission BAND-SEAK P Series shielded Specialty transition 
coupling, One-piece molded elastomeric sealing gasket, For non-
pressure gravity flow applications only, (2 or 4) Type 301 stainless 
steel worm drive clamps, Meets & exceeds performance standard 
ASTM C1460, Rubber conforms to ASTM C564. Franke 
Commercial Backrest  #CM-16104, wall mounting, back rest, solid 
core plastic laminate 

2.1.4 Lavatory – Wall Hung – LAV-1 

2.1.5 American Standard 0955001EC.020 0059020EC.020 Basin - 
MURRO, Wall-hung Lavatory, Vitreous china, EverClean® 
antimicrobial surface, White finish. Sloan EBF-415-BAT-TEE-CP-
0.35GPM-MLM-IR-FCT Faucet - OPTIMA®, Automatic no-touch, 
Optional hardwired power (battery as a back-up), 24 VAC power 
harness connector supplied, Lavatory faucet. Sloan SL-EL-154 
Faucet and Flush Valve Power Kit - For flush valve. Chicago 
Faucets 131-CFMAB Mixing Valve - Point of use, Tempered water 
mixer, NSF/ANSI 61 compliant, Integral inlet check valves to 
protect against cross-flow. McGuire 155A Fixture Drain - Straight 
drain, Cast brass, Chrome-plated finish. McGuire LFH165LKN3 
Supply - HEAVY PREMIERE Line Heavy pattern Faucet Supply kit, 
consisting of (2) stop valves, (2) risers, (2) flanges (standard), Lead 
Free Chrome-plated finish Brass body, Loose key handle, Angle 
stop, 305 mm (12") C.P. lavatory flexible copper riser tubes 
(standard), 10 mm (3/8") I.P.S. inlet x 10 mm (3/8") O.D.. McGuire 
8872C P-Trap - Heavy cast brass, Adjustable P-Trap, 292 mm (11-
1/2") distance, With cleanout plug. Watts WCA-411-CA-481 Carrier 
- WCA-411/WCA-411-WC, Lavatory carrier, For concealed arm 
carrier, adjustable arms, epoxy coated cast iron, Wall mounted 
steel support plate with plated hardware. 
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2.1.6 Lavatory – Wall Hung – LAV-2 

2.1.7 American Standard 0955001EC.020 0059020EC.020 Basin - 
MURRO, Wall-hung Lavatory, Vitreous china, EverClean® 
antimicrobial surface, White finish. Sloan EBF-415-BAT-TEE-CP-
0.35GPM-MLM-IR-FCT Faucet - OPTIMA®, Automatic no-touch, 
Optional hardwired power (battery as a back-up), 24 VAC power 
harness connector supplied, Lavatory faucet. McGuire 155A 
Fixture Drain - Straight drain, Cast brass, Chrome-plated finish. 
McGuire LFCK165LK Supply - ICV DEFENDER Faucet Supply kit, 
consisting of (2) stop valves, (2) risers, (2) flanges (standard), Lead 
Free Chrome-plated finish Brass body, Loose key handle, Angle 
stop, 305 mm (12") C.P. lavatory flexible copper riser tubes 
(standard), 10 mm (3/8") I.P.S. inlet x 10 mm (3/8") O.D.. McGuire 
8872C P-Trap - Heavy cast brass, Adjustable P-Trap, 292 mm (11-
1/2") distance, With cleanout plug. Watts WCA-411-CA-481 Carrier 
- WCA-411/WCA-411-WC, Lavatory carrier, For concealed arm 
carrier, adjustable arms, epoxy coated cast iron, Wall mounted 
steel support plate with plated hardware. Lawler TMM-1070-87500 
Mixing Valve - The point of use mechanical mixing valve with 
thermostatic limit stop, mechanical mixing valve. Sloan SL-EL-154 
Faucet and Flush Valve Power Kit - For flush valve. 

2.1.8 Lavatory – Semi-counter Mounted – BF – LAV-3 

2.1.9 American Standard 9960001.020 Basin - MEZZO,  Semi-
countertop Lavatory, Fine fire clay, White finish. Sloan EBF-415-
BAT-TEE-CP-0.35GPM-MLM-IR-FCT Faucet - OPTIMA®, 
Automatic no-touch, Optional hardwired power (battery as a back-
up), 24 VAC power harness connector supplied, Lavatory faucet. 
Sloan SL-EL-154 Faucet and Flush Valve Power Kit - For flush 
valve. Chicago Faucets 131-CFMAB Mixing Valve - Point of 
use,Tempered water mixer,NSF/ANSI 61 compliant,Integral inlet 
check valves to protect against cross-flow. McGuire PW155HDWC 
Fixture Drain - Offest grid drain, Offset drain, Lavatory, Molded 
Closed cell vinyl (antimicrobial), PVD chrome. McGuire 
LFH165LKN3 Supply - HEAVY PREMIERE Line Heavy pattern 
Faucet Supply kit, consisting of (2) stop valves, (2) risers, (2) 
flanges (standard), Lead Free Chrome-plated finish Brass body, 
Loose key handle, Angle stop, 305 mm (12") C.P. lavatory flexible 
copper riser tubes (standard), 10 mm (3/8") I.P.S. inlet x 10 mm 
(3/8") O.D.. McGuire PW2125WC P-Trap - Molded Closed cell 
vinyl (anti-microbial) wrapped cast brass, Glossy white, With 
cleanout. 
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2.1.10 Kitchen Sink – 1 bowl – CS-1 

2.1.11 Franke Commercial UCS6105P-1 Sink - Counter mounted, Single 
compartment sink, constructed from 18 gauge Type 304 Stainless 
steel, with overall dimension 578 mm (22-3/4") long, 451 mm (17-
3/4") wide, 127 mm (5") high. Delta sink faucet deckmount 
#26C3233-S8, 8” deck-CER-TECK ceramic structures, heavy duty 
cast brass sink faucet, tubular swing spout, vandal resistant 
aerator outlet 5.7 L/min (1.5 GPM), 3: lever blade handles – ADA 
compliant metal colour indexed, vandal resistant screws. Chicago 
Faucets #434-FC1ABCP manual sink faucet, deck mounted with 
pull-down spout, single hole mount, 3.79 L/mon (1 GPM), single 
lever, ADA compliant. Lawler TMM-1070-87500 Mixing Valve - The 
point of use mechanical mixing valve with thermostatic limit stop, 
mechanical mixing valve. McGuire LFCK165LK Supply - ICV 
DEFENDER Faucet Supply kit, consisting of (2) stop valves, (2) 
risers, (2) flanges (standard), Lead Free Chrome-plated finish 
Brass body, Loose key handle, Angle stop, 305 mm (12") C.P. 
lavatory flexible copper riser tubes (standard), 10 mm (3/8") I.P.S. 
inlet x 10 mm (3/8") O.D.. McGuire PW2150WC P-Trap - Molded 
Closed cell vinyl (anti-microbial) wrapped cast brass, Glossy white, 
with cleanout. 

2.1.12 Kitchen Sink – 2 bowls – CS-2 

2.1.13 Franke Commercial UCD6405P-1 Sink - Counter mounted, Double 
compartment sink, constructed from 18 gauge Type 304 Stainless 
steel, with overall dimension 785 mm (30-7/8") long, 451 mm (17-
3/4") wide, 127 mm (5") high. Delta sink faucet deckmount 
#26C3233-S8, 8” deck-CER-TECK ceramic structures, heavy duty 
cast brass sink faucet, tubular swing spout, vandal resistant 
aerator outlet 5.7 L/min (1.5 GPM), 3: lever blade handles – ADA 
compliant metal colour indexed, vandal resistant screws. Chicago 
Faucets #434-FC1ABCP manual sink faucet, deck mounted with 
pull-down spout, single hole mount, 3.79 L/mon (1 GPM), single 
lever, ADA compliant. Lawler TMM-1070-87500 Mixing Valve - The 
point of use mechanical mixing valve with thermostatic limit stop, 
mechanical mixing valve. McGuire LFCK165LK Supply - ICV 
DEFENDER Faucet Supply kit, consisting of (2) stop valves, (2) 
risers, (2) flanges (standard), Lead Free Chrome-plated finish 
Brass body, Loose key handle, Angle stop, 305 mm (12") C.P. 
lavatory flexible copper riser tubes (standard), 10 mm (3/8") I.P.S. 
inlet x 10 mm (3/8") O.D.. McGuire PW2150WC P-Trap - Molded 
Closed cell vinyl (anti-microbial) wrapped cast brass, Glossy white, 
with cleanout 
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2.1.14 Janitor Mop Sink Floor Mounted – MS-1 

2.1.14.1 Stern Williams #SB-900-T-35-T-40-BP Floor mounted, Single 
compartment sink, constructed from Precast terrazzo,  with overall 
dimension 610 mm (24") long, 610 mm (24") wide, 305 mm (12") 
high.  Chicago Faucets #305VB-369VP-XK wall mounted two 
handle manual faucet, 203mm (8”) centerset, chrome plated solid 
brass exposed body, ceramic 1/4 turn cartridges, unrestricted hose 
end outlet, 140mm (5-1/2") from wall to outlet reach, with body-
mounted vacuum breaker, metal red and blue index buttons 60mm 
(2-3/8") long lever handles with vandal resistant screw.  Stern 
Williams A-20 bumper guard, anodized aluminum cap.  Stern 
Williams T-35 hose and wall hook, hose 914mm (36”) long with 
20mm (3/4”) chrome coupling, stainless steel wall bracket.  Stern 
Williams T-40 mop hanger stainless steel #4 finish, 610mm (24”) 
long with 3 rubber spring loaded clips.  Stern Williams BP back 
splash panel 20 gauge type 304 stainless steel.  Stern Williams 
TC-3 gasket 75mm (3”) for XHCI, plastic and steel pipe.  Provide 
P-trap, same material as the connecting pipe drain. 

2.1.15 Combination Eyewash & Shower Safety Station – EES-1 

2.1.15.1 Guardian G1902-AP275-200-G3800LF-SSH-GC-HS-HFC-AP250-
015 Emergency Equipment - Floor mounted, constructed from 
Stainless Steel Bowl and  ABS or  Stainless Steel Showerhead, 
Stainless steel, 283 mm (11-1/8") Ø bowl size, Thermostatic mixing 
valve blends hot and cold water, finish, Orange ABS plastic 
showerhead, Two GS-Plus spray heads with flip top dust cover 
each, Stainless steel showerhead, 254 mm (10") Ø showerhead 
size, 75 LPM (20 GPM) flow control, Auxiliary Hose Spray, 32 mm 
(1-1/4") Ø NPT female outlet, Electric Flashing light and alarm horn 
unit. Lawler 911-Unit 8334 Mixing Valve - Emergency mixing valve, 
Thermostatic High-low master water mixing valve. Watts FD-
460NH-F Floor Drain - Epoxy coated cast iron, Floor drain, Square 
324 x 324 mm (12-3/4" x 12-3/4") top, No-hub outlet, Heel proof 
ductile iron grate. 

2.1.16 Shower – SH-1 

2.1.16.1 Symmons Institutional Showerhead # 4-295-A-1.5, showerhead at 
30 degree spray anfle with mounting bracket and fasteners, anchor 
plate for use with ceramic tile, 5.7 L/min (1.5 gpm) flow rate 
restrictor, vandal resistant, polished chrome finish, solid brass 
construction. Symmons Showeroff Valve and Trim #4-420, 
polished chrome finish, manual showeroff limiter valve cartridge, 
in-line vacuum breaker. 
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2.1.17 Shower – BF – SH-2 

2.1.17.1 Symmons wall mounted slide and grab bar and ADA hand shower 
with non-positive shut-off #T736 with 36” slide/grab bar with 
polished chrome ADA hand shower, 5.7 L/min (1.5 gpm) flow 
restrictor. Symmons Showeroff Valve and Trim #4-420, polished 
chrome finish, manual showeroff limiter valve cartridge, in-line 
vacuum breaker. 

2.1.18 Indoor Drinking Fountain & Bottle Filling Station – Wall Hung 
(Barrier Free Design & General Use) – BF-1 

2.1.18.1 Elkay Enhanced ezH2O #LZS8WSSP bottle filling station & single 
ADA cooler refrigerated stainless high capacity lead reductions 
quick filter change, chilling capacity to 8.0 GPH antimicrobial, 
automatic filter status reset, filtered, green ticker, hands free, 
laminar flow, real drain, Flexi-Guard safety bubbler, electronic 
bottle filler sensor with electronic front and side bubbler pushbar 
activation, in-wall carrier #MLP100 

2.1.19 Outdoor Drinking Fountain and Bottle Filling Station – BF-2 

2.1.19.1 Elkay Outdoor ezH2O #LK4408BF-BLU Bottle filling station wall 
mount with single fountain, non-filtered, non-refrigerated, heavy 
duty vandal resustant, laminar flow, 300 stainless steel, furnished 
with vandal resistant bubbler, mechanical button activation, blue 
colour. Provide heat trace for pipes. Provide carrier as required. 

3 EXECUTION 

3.1 TRAPS 

3.1.1 Provide every fixture with traps in accordance with local 
regulations.  Provide each trap with its own brass plug and ferrule 
cleanout. 

3.1.2 For traps located in ceilings, provide access doors. 

3.2 UNIONS, FLANGES 

3.2.1 Provide unions or flanges at all connections to fixtures requiring 
servicing or replacing. 

3.2.2 In copper pipes, provide wrought copper unions with soldered 
joints for pipes up to and including DN50 (2") sizes and 1,034 kPa 
(150 psi) cast brass flanges for pipes DN100 (4") or larger. 
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3.3 FIXTURES 

3.3.1 Supply and install all hangers, supports, brackets, reinforcement, 
steel back-up plates, etc. for the proper installation of fixtures and 
supply fittings. 

3.3.2 Install all components in strict accordance with manufacturer's 
recommendations. 

3.3.3 Where plumbing fixtures contact wall, and/or floors, seal joints with 
Dow Corning #781, building sealant, make watertight and bead 
smooth in a neat professional manner. 

3.3.4 Exposed trim, supplies, traps, fittings, etc. shall be brass, heavily 
chrome plated unless noted otherwise. 

3.3.5 Provide a trap for each fixture. 

3.3.6 Vent fixtures in accordance with Section 22 13 16 – Sanitary 
Waste and Vent Piping. 

3.3.7 Install chrome plated angle on straightaway type screwdriver 
compression stops, as required, on all hot and cold water service 
connections to all fixtures. 

3.3.8 Install escutcheon plates where all service connections to fixtures 
pass through walls or floors.  Plates shall be cast brass, heavy 
chrome plated.  Same internal diameter as external diameter of 
pipe. 

 

 

END OF SECTION 



 

 

 

 
 
 
 
ADDENDUM 

To: Cherie Ng Architect Inc. No.: 4 

 Toronto, ON 
 

Date: January 24, 2025 

 Project: FIFA East VSTS - 56 
Centennial Park Rd.  Fax/Email: cng@cherieng.com  

Attention: Cherie Ng  

From: Alex Tan Project No.: 2024-0112 

 
This Addendum shall be attached to the drawings and specifications and shall form an 
integral part of the Contract Documents. The contents of this Addendum shall be 
brought to the attention of all concerned. 
 
DRAWINGS 
 
1. DRAWING E-300.0 – FLOOR PLAN – GAME POWER & SYSTEMS – 

(DRAWING RE-ISSUED) 

1.1. Provide 120V power connections to all plumbing fixtures and bottle fillers. 

2. DRAWING E-300.1 – FLOOR PLAN – GAME POWER & SYSTEMS – 
(DRAWING RE-ISSUED) 

2.1. Provide 120V power connections to all plumbing fixtures and bottle fillers. 

2.2. Relocated remote heads. 

3. Electrical panel schedules – (RE-ISSUED) 

3.1. Panels PP-2B01 and PP-2D01 – add additional breakers for plumbing 
fixtures and bottle fillers 

 

End of Addendum. 







PROJECT NAME: PANEL:
PROJECT NUMBER: PAGE:

DATE: LOCATION:

ENGINEER/DESIGNER

225 A 3ɸ /4W

A B C

15A-1P S 1000 1 2 1000 S 15A-1P

15A-1P S 800 3 4 1000 S 15A-1P

15A-1P S 800 5 6 1000 S 15A-1P

15A-1P S 1200 7 8 1000 S 15A-1P

15A-1P S 1000 9 10 1000 S 20A-1P

15A-1P S 11 12 1000 S 20A-1P

20A-1P S 1800 13 14 1000 S 15A-1P

20A-1P S 1800 15 16 1000 S 20A-1P

20A-1P S 1800 17 18 1000 S 20A-1P

15A-1P S 1000 19 20 600 S 20A-1P

15A-1P S 900 21 22 1000 S 20A-1P

15A-1P S 900 23 24 1000 S 15A-1P

15A-1P S 1000 25 26 1000 S 20A-1P

20A-1P S 1500 27 28 1000 S 15A-1P

15A-1P S 1000 29 30 1000 S 15A-1P

15A-1P S 800 31 32 1800 S 20A-1P

15A-1P S 1000 33 34 1800 S 20A-1P

20A-1P S 1000 35 36 1800 S 20A-1P

15A-1P S 1000 37 38 500 S 15A-1P

15A-1P S 1000 39 40 1000 S 15A-1P

20A-1P S 1000 39 42 500 S 15A-1P

LEGEND: S 0 A Type 1 Demand "A" W

G Single Demand "B" W

3G Surface Demand "C" W

A 84

(L) TOTAL DEMAND AMPS A

TOTAL CONNECTED LOAD kW

TOTAL DEMAND LOAD kW

NOTES:

Neil Pasco

FIFA East VSTS

2024-0112

July 26, 2024

PP-2B01
1 of 2

GROUND FLOOR

Ph/Wire: Fed from: REFER TO SLD

BRKR * C [W]

Panel Mains: SC Rating: As per Spec Voltage: 120 /  208

* BRKR

WARM-UP/ LOUNGE DOOR OPENERS (RM 1)

DESCRIPTION DESCRIPTION

W/C C HAND DRYER (RM 11)

cct
PHASE

cct C [W]

NORTHWEST RECEPTACLES (RM 1, 6, 18-20)

CORRIDOR A RECEPTACLES (RM 2)

PLAYER'S RECOVERY RM DOOR OPENERS (RM 12)

PLAYER'S RECOVERY RM & MASSAGE RM RECEPTACLES (RM 12-13)

CORRIDOR B RECEPTACLES (RM 3)

CAFÉ REFRIGERATOR (RM 4)

SPARE

PLAYER'S MASSAGE ROOM DOOR OPENERS (RM 13)

CUSTODIAL SERVICE POWER & DOOR OPENER (RM 5)

WORKFORCE OFFICE RECEPTACLES (RM 6)

WORKFORCE OFFICE RECEPTACLES (RM 6)

TEAM SANITARY FACILITIES DOOR OPENERS (RM 16)

CAFÉ DISHWASHER (RM 4)

CAFÉ ABOVE COUNTER RECEPTACLE (RM 4)

CAFÉ ABOVE COUNTER RECEPTACLE (RM 4)

TEAM DRESSING RM RECEPTACLES (RM 15)

COACHES RM RECEPTACLES (RM 8)

UNIV. W/C DOOR OPENERS (RM 9)

UNIV. W/C RECEPTACLES (RM 9) IT ROOM SECURITY CABINET RECEPTACLE (RM 19)

WORKFORCE OFFICE & MEETING RM D.O. (RM 6-7)

MEETING RM RECEPTACLES (RM 7)

TEAM COACHES RM & W/C D D.O. (RM 8, 11)

IT ROOM CABLE TRAY RECEPTACLE (RM 19)

: 30mA Ground Fault Circuit Interrupt Mounting: 10203

: Arc Fault Circuit Interrupt Total Circuits:

: Lock-on Device 108.2

53.6

35.0

: Standard Breaker OPTIONS: CSA Enclosure Rating: 11370

: Ground Fault Circuit Interrupt Tub Type: 13470

UNIV. W/C HAND DRYER (RM 9)

W/C D HAND DRYER (RM 10)

W/C C & D RECEPTACLES (RM 10-11)

MECH RM BLDG AUTOMATION SYSTEM RECEPTACLE (RM 21)

W/C HAND DRYER (RM 14)

W/C RECEPTACLES (RM 14)

W/C HAND DRYER (RM 14)

W/C DOOR OPENERS (RM 14)

TEAM DRESSING RM DOOR OPENERS (RM 15)

MECH RM & STORAGE RECEPTACLES (RM 21-22)

RTU UPS

TEAM SANITARY FACILITIES HAND DRYER (RM 16)

TEAM SANITARY FACILITIES RECEPTACLES (RM 16-17)

TEAM SANITARY FACILITIES DOOR OPENERS (RM 17)

TEAM SANITARY FACILITIES HAND DRYER (RM 17)

IT ROOM CABLE TRAY RECEPTACLE (RM 19)

Main Breaker 

Feed-through/Double Lugs

Isolated Ground Bus

Integral SPD

PP-2B01.xlsm



PROJECT NAME: PANEL:
PROJECT NUMBER: PAGE:

DATE: LOCATION:

ENGINEER/DESIGNER

225 A 3ɸ /4W

A B C

20A-1P S 1200 43 44 200 15A-1P

20A-1P S 1000 45 46 1800 20A-1P

15A-1P S 47 48 576 15A-1P

15A-1P S 49 50 15A-1P

15A-1P S 51 52 1000 15A-1P

15A-1P S 53 54 1000 15A-1P

15A-1P S 55 56 1000 15A-1P

15A-1P S 57 58 1000 15A-1P

15A-1P S 59 60 15A-1P

15A-1P S 61 62 15A-1P

15A-1P S 63 64 15A-1P

15A-1P S 65 66 15A-1P

15A-1P S 67 68 15A-1P

15A-1P S 69 70 15A-1P

15A-1P S 71 72 15A-1P

15A-1P S 73 74 15A-1P

15A-1P S 75 76 15A-1P

15A-1P S 77 78 15A-1P

15A-1P S 79 80 15A-1P

15A-1P S 500 81 82 15A-1P

15A-1P 83 84 15A-1P

LEGEND: S hidi Type 1 Demand "A" W

G Single Demand "B" W

3G Surface Demand "C" W

A 84

(L) TOTAL DEMAND AMPS A

TOTAL CONNECTED LOAD kW

TOTAL DEMAND LOAD kW

NOTES:

FIFA East VSTS

2024-0112

July 26, 2024

PP-2B01
2 of 2

GROUND FLOOR

Neil Pasco

BRKR *

Panel Mains: SC Rating: As per Spec Voltage: 120 /  208

DESCRIPTION

Ph/Wire: Fed from: REFER TO SLD

* BRKRC [W] cct
PHASE

cct C [W]

PLUMBING FIXTURES - TEAM SANITARY FACILITIES 16/17

PLUMBING FIXTURES - WC14

PLUMBING FIXTURES - WC14

GFI RECEPTACLE FOR MICROWAVE

KITCHEN RECEPTACLE IN DRAWER

PLUMB FIX - TEAM SAN FACILITIES 16/17M UNV WC 09

SPARE

SPARE

SPARE

BOTTLE FILTER, KITCHEN SINK

SPARE

SPARE

SPARE

SPARE

SPARE

SPARE

CORRIDOR A DOOR OPENER (RM 2)

SPARE

SPARE

SPARE

: Standard Breaker OPTIONS: CSA Enclosure Rating: 11370

: Ground Fault Circuit Interrupt Tub Type: 13470

: 30mA Ground Fault Circuit Interrupt Mounting: 10203

: Arc Fault Circuit Interrupt Total Circuits:

: Lock-on Device 108.2

53.6

35.0

W/C HAND DRYER (RM 16)

W/C HAND DRYER (RM 17)

DESCRIPTION

ROOF RECEPTACLE

BATTERY UNITS (RM 1, 15, 19, 20)

SPARE

W/C HAND DRYER (RM 14)

W/C HAND DRYER (RM 14)

HEAT TRACING

`

Main Breaker:

Feed-through/Double Lugs

Isolated Ground Bus

Integral SPD

PP-2B01.xlsm



PROJECT NAME: PANEL:
PROJECT NUMBER: PAGE:

DATE: LOCATION:

ENGINEER/DESIGNER

225 A 3ɸ /4W

A B C

15A-1P S 771 1 2 1200 S 15A-1P

15A-1P S 611 3 4 1000 S 15A-1P

15A-1P S 18 5 6 1200 S 20A-1P

20A-2P S 1258 7 8 500 S 15A-1P

S 1258 9 10 1000 S 15A-1P

20A-2P S 1258 11 12 800 S 15A-1P

S 1258 13 14 1000 S 15A-1P

15A-1P S 1176 15 16 1000 S 15A-1P

15A-1P S 1176 17 18 1000 S 15A-1P

15A-1P S 1176 19 20 1000 S 15A-1P

15A-1P S 1176 21 22 1000 S 15A-1P

15A-2P S 530 23 24 1000 S 15A-1P

S 530 25 26 1000 S 15A-1P

15A-2P S 530 27 28 1000 S 15A-1P

S 530 29 30 1000 S 15A-1P

50A-2P S 2683 31 32 1000 S 15A-1P

S 2683 33 34 1000 S 15A-1P

25A-2P S 1352 35 36 1000 S 15A-1P

S 1352 37 38 500 S 15A-1P

15A-1P S 1000 39 40 144 S 15A-1P

15A-1P S 1000 41 42 1000 S 15A-1P

LEGEND: S 0 A Type 1 Demand "A" W

G Single Demand "B" W

3G Flush Demand "C" W

A 84

(L) TOTAL DEMAND AMPS A

TOTAL CONNECTED LOAD kW

TOTAL DEMAND LOAD kW

NOTES:

HALL & INTERVIEW RM DOOR OPENERS  (RM 23, 24)

CORRIDOR B & HAL DOOR OPENERS (RM 3, 23)

FLASH POSITION DOOR OPENER (RM 25)

UNIVERSAL W/C HAND DRYER (RM 26)

W/C RECEPTACLES (RM 27)

W/C HAND DRYER (RM 27)

W/C HAND DRYER (RM 28)

W/C HAND DRYER (RM 29)

BATTERY UNIT (RM 29)

HALL RECEPTACLES (RM 23)

W/C HAND DRYER (RM 32)

W/C HAND DRYER (RM 33)

W/C HAND DRYER (RM 34)

W/C HAND DRYER (RM 35)

W/C HAND DRYER (RM 36)

: Standard Breaker OPTIONS: CSA Enclosure Rating: 10316

: Ground Fault Circuit Interrupt Tub Type: 9255

: 30mA Ground Fault Circuit Interrupt Mounting: 8229

: Arc Fault Circuit Interrupt Total Circuits:

: Lock-on Device 85.8

47.4

27.8

HHP-15 HALL

HHP-14 COORIDOR SOUTH WASHROOMS DOOR OPENERS

HHP-16 INTERVIEW ROOM

W/C HAND DRYER (RM 37)

FFH-1 HALL (WASHROOM CORRIDOR)

FFH-1 HALL (WASHROOM CORRIDOR)

HHP-17 FLASH POSITION

W/C HAND DRYER (RM 31)

FFH-1 HALL (23)

FFH-1 HALL (23)

W/C HAND DRYER (RM 30)

AIR CURTAIN AC-1

AIR CURTAIN AC-1

UNIVERSAL WASHROOM ADULT CHANGING TABLE

PUBLIC WASHROOM LIGHTING (RM 26-37)

EXIT SIGNS FOR BU-5

UNIVERSAL W/C & W/C DOOR OPENERS (RM 26-27)

UNIVERSAL W/C RECEPTACLES (RM 26)

INTERVIEW/FLASH POSITION ROOM AND HALL (RM 23-25)

DESCRIPTION DESCRIPTION

INTERVIEW RM & FLASH POSITION RM RECEPTACLES (RM 24-25)

cct
PHASE

cct C [W]

Ph/Wire: Fed from: REFER TO SLD

BRKR * C [W]

Panel Mains: SC Rating: As per Spec Voltage: 120 /  208

* BRKR

Neil Pasco

FIFA East VSTS

2024-0112

August 29, 2024

PP-2D01
1 of 2

INTERVIEW RM 24

Main Breaker 

Feed-through/Double Lugs

Isolated Ground Bus

Integral SPD

PP-2D01.xlsm



PROJECT NAME: PANEL:
PROJECT NUMBER: PAGE:

DATE: LOCATION:

ENGINEER/DESIGNER

225 A 3ɸ /4W

A B C

20A-1P S 1176 43 44

20A-1P S 1176 45 46

20A-1P S 1176 47 48

20A-1P S 1176 49 50

15A-1P S 51 52

15A-1P S 53 54

55 56

57 58

59 60

61 62

63 64

65 66

67 68

69 70

71 72

73 74

75 76

77 78

79 80

81 82

83 84

LEGEND: S hidi Type 1 Demand "A" W

G Single Demand "B" W

3G Flush Demand "C" W

A 84

(L) TOTAL DEMAND AMPS A

TOTAL CONNECTED LOAD kW

TOTAL DEMAND LOAD kW

NOTES:

DESCRIPTION

: 30mA Ground Fault Circuit Interrupt Mounting: 8229

: Arc Fault Circuit Interrupt Total Circuits:

: Lock-on Device 85.8

47.4

27.8

: Standard Breaker OPTIONS: CSA Enclosure Rating: 10316

: Ground Fault Circuit Interrupt Tub Type: 9255

OVERHEAD DOORS W/C

PLUMBING FIXTURES W/C 28 TO 32

PLUMBING FIXTURES W/C 26, 27, & 33 TO 37

OVERHEAD DOORS HALL

OVERHEAD DOORS HALL

OVERHEAD DOORS W/C

C [W] cct
PHASE

cct C [W]BRKR *

Panel Mains: SC Rating: As per Spec Voltage: 120 /  208

DESCRIPTION

Ph/Wire: Fed from: REFER TO SLD

* BRKR

FIFA East VSTS

2024-0112

August 29, 2024

PP-2D01
2 of 2

INTERVIEW RM 24

Neil Pasco

Main Breaker:

Feed-through/Double Lugs

Isolated Ground Bus

Integral SPD

PP-2D01.xlsm
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