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PROVIDE RELAY BASE TO SMOKE DETECTOR FOR ELEVATOR RECALL AT ELEVATOR
LOBBY, ELEVATOR MACHINE ROOM AND ELEVATOR SHAFT.

MOUNT NEW SMOKE DETECTORS ON EXISTING DRYWALL CEILINGS. EXACT LOCATION OF
THE SMOKE DETECTORS TO BE DETERMINED DURING CONSTRUCTION.

PROVIDE FIRE ALARM 3-POSITION SWITCHES AT THE CACF/ANNUNCIATOR FOR FAN
RUNNING AS SHOWN. CONTRACTOR TO CONFIRM LOCATION OF STARTER  ON SITE.

LOCATIONS OF EXISTING FIRE ALARM IN THE ROOM. EXISTING DEVICES FOR REMOTE
MONITORING TO BE EXTENDED TO NEW LOCATION OF CACF.

EXISTING DOOR HOLDERS TO REMAIN. PROVIDE NEW 120V POWER CONNECTION FED
FROM ADJACENT PANEL AND CONNECT TO NEW FIRE ALARM SYSTEM.

EXACT LOCATION OF MECHANICAL SPRINKLER FLOW SWITCHES, SUPERVISORY VALVES
AND PRESSURE SWITCHES ETC... TO BE CONNECTED TO THE NEW FIRE ALARM SYSTEM
SHALL BE VERIFIED ON SITE. REFER TO FIRE ALARM SCHEDULE E-500 FOR MORE DETAILS

FOR FIRE PUMP. EXACT LOCATION TO BE VERIFIED ON SITE.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING
ELECTROMAGNETIC LOCKS SO THAT MAGLOCKS ARE RELEASED IMMEDIATELY UPON
ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE

ELECTROMAGNETIC LOCKING MECHANISM AND ITS ASSOCIATED AUXILIARY
CONTROLS.

c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE
AUTHORIZED PERSONNEL AND LOCATED AT FIRE ALARM ANNUNCIATOR.

d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM
LOCATED ON THE WALL NOT MORE THAN 600mm FROM THE DOORFRAME.

e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION
OF THE SWITCH REFERED IN NOTE c)

f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN
AUDIBLE SIGNAL AND A VISUAL SIGNAL TO BE INDICATED AT THE FIRE ALARM
SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND AT THE MONITORING STATION.

CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS
REQUIREMENT.
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PROVIDE RELAY BASE TO SMOKE DETECTORS ON EITHER SIDE AND ACTIVATE OF
SMOKE OR FIRE ALARM RELEASE THE DOORS IN 1ST STAGE FIRE ALARM. MODIFY
EXISTING DOOR HOLDERS TO ADAPT THIS REQUIREMENT.

CONVENTIONAL MOISTUREPROOF FIRE DETECTOR, ADDRESSABLE MODULES IN
ELECTRICAL ROOM.

FIRE ALARM CONNECTION FOR GENERATOR SET, REFER TO FIRE ALARM SCHEDULE.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW FIRE ALARM SYSTEM
AND THE SUBSEQUENT REMOVAL OF THE EXISTING FIRE ALARM SYSTEM AS PER
GENERAL NOTES ON E-001

WORK IS INCLUDED IN THE BASED PRICE AND SHALL BE UNDER THIS CONTRACT:

-PROVIDE RELAY TO SMOKE DETECTORS AND "FIRE DO NOT ENTER" TO FACP IN
CUMMER LODGE BUILDING. CONNECT TO A 15A-1P CCT FROM AN ADJACENT
EMERGENCY PANEL IN CUMMER LODGE.
-IN THE 87 FEET LONG TUNNEL LINKED CUMMER LODGE AND MANOR HOME, REMOVE
EXISTING FIRE ALARM DEVICES. PROVIDE THREE SMOKE DETECTORS AND THREE
FIRE ALARM HORNS; AND CONNECT TO CUMMER LODGE NEW FIRE ALARM SYSTEM.
-CONNECT FIRE DONOT ENTER SIGN IN WILLOWDALE SIDE WITHIN THE TUNNEL TO
CUMMER LODGE FACP.

PROVIDE 15A,120V FROM ADJACENT EMERGENCY POWER.
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S124

PROVIDE RELAY BASE TO SMOKE DETECTOR FOR ELEVATOR RECALL AT ELEVATOR LOBBY, ELEVATOR MACHINE ROOM AND
ELEVATOR SHAFT.

AREAS WITH DRYWALL CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

AREAS WITH T-BAR CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

LOCATION OF EXISTING FIRE ALARM ANNUCIATOR PANELS.

EXISTING DOOR HOLDERS TO REMAIN. RECONNECT EXISTING POWER CIRCUITS TO NEW FIRE ALARM SYSTEM RELEASE
CONTROLS.

EXACT LOCATION OF MECHANICAL SPRINKLER FLOW SWITCHES, SUPERVISORY VALVES AND PRESSURE SWITCHES ETC... TO
BE CONNECTED TO THE NEW FIRE ALARM SYSTEM SHALL BE VERIFIED ON SITE. REFER TO  FIRE ALARM SCHEDULE E-500 FOR
MORE DETAILS

IN THE RESIDENT ROOMS PROVIDE RELAY BASE TO ALL NEW SMOKE DETECTORS AND MOUNT NEW SMOKE DETECTORS ON
EXISTING DRYWALL CEILINGS. EXACT LOCATION OF THE SMOKE DETECTORS WITHIN THE RESIDENT ROOMS TO BE
DETERMINED DURING CONSTRUCTION.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING ELECTROMAGNETIC LOCKS SO THAT
MAGLOCKS ARE RELEASED IMMEDIATELY UPON ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE ELECTROMAGNETIC LOCKING MECHANISM AND

ITS ASSOCIATED AUXILIARY CONTROLS.
c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE AUTHORIZED PERSONNEL AND

LOCATED AT FIRE ALARM ANNUNCIATOR.
d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT MORE THAN

600mm FROM THE DOORFRAME.
e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION OF THE SWITCH REFERED IN NOTE c)
f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN AUDIBLE SIGNAL AND A VISUAL

SIGNAL TO BE INDICATED AT THE FIRE ALARM SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND AT THE MONITORING
STATION.

CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS REQUIREMENT.
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ANNUNCIATED.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW FIRE ALARM SYSTEM AND THE SUBSEQUENT REMOVAL OF
THE EXISTING FIRE ALARM SYSTEM AS PER GENERAL NOTES ON E-001.

PROVIDE NEW CACF TO REPLACE THE EXISTING FAAN AND GRAPHIC PANELS. PROVIDE FIRE ALARM 3-POSITION SWITCHES
AT THE CACF/ANNUNCIATOR FOR FAN RUNNING AS SHOWN ON FLOOR PLANS AND FIRE ALARM SCHEDULE.

PROVIDE ADDRESSABLE RELAYS AND/OR RELAY BASES IN SMOKE DETECTORS ON BOTH SIDES OF DOORWAYS AND
ACTIVATE ON SMOKE OR FIRE ALARM. RELEASE THE DOORS ON 1ST STAGE FIRE ALARM. MODIFY EXISTING DOOR HOLDERS
TO ADAPT TO THIS REQUIREMENT.

CONVENTIONAL MOISTUREPROOF FIRE ALARM DEVICE ON A SEPARATE FIRE ALARM ZONE.

ALL DB MEASUREMENTS TO BE CONDUCTED WITH DOORS OPEN EXCEPT FOR SLEEPING ROOMS.
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PROVIDE RELAY BASE TO SMOKE DETECTOR FOR ELEVATOR RECALL AT ELEVATOR LOBBY, ELEVATOR MACHINE
ROOM AND ELEVATOR SHAFT.

AREAS WITH DRYWALL CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

AREAS WITH T-BAR CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

LOCATION OF EXISTING FIRE ALARM PANELS.

EXISTING DOOR HOLDERS TO REMAIN. RECONNECT EXISTING POWER CIRCUITS TO NEW FIRE ALARM SYSTEM
RELEASE CONTROLS.

EXACT LOCATION OF MECHANICAL SPRINKLER FLOW SWITCHES, SUPERVISORY VALVES AND PRESSURE
SWITCHES ETC... TO BE CONNECTED TO THE NEW FIRE ALARM SYSTEM SHALL BE VERIFIED ON SITE. REFER TO
FIRE ALARM SCHEDULE E-500 FOR MORE DETAILS

IN THE RESIDENT ROOMS PROVIDE RELAY BASE TO ALL NEW SMOKE DETECTORS  AND MOUNT NEW SMOKE
DETECTORS ON EXISTING DRYWALL CEILINGS. EXACT LOCATION OF THE SMOKE DETECTORS WITHIN THE
RESIDENT ROOMS TO BE DETERMINED DURING CONSTRUCTION.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING ELECTROMAGNETIC LOCKS
SO THAT MAGLOCKS ARE RELEASED IMMEDIATELY UPON ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE ELECTROMAGNETIC LOCKING

MECHANISM AND ITS ASSOCIATED AUXILIARY CONTROLS.
c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE AUTHORIZED

PERSONNEL AND LOCATED AT FIRE ALARM ANNUNCIATOR.
d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT

MORE THAN 600mm FROM THE DOORFRAME.
e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION OF THE SWITCH

REFERED IN NOTE c)
f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN AUDIBLE SIGNAL AND A

VISUAL SIGNAL TO BE INDICATED AT THE FIRE ALARM SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND
AT THE MONITORING STATION.

CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS REQUIREMENT.
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LCD REMOTE FIRE ALARM ANNUNCIATOR. EXACT LOCATION TO BE DETERMINED. AUDIBLE AND VISIBLE SIGNAL
SHALL BE ON IF ANY OF THE BEDROOM'S SMOKE ACTIVATED WITH ROOM NUMBER/LOCATIONS TO BE ANNUNCIATED.

LOCATION OF NEW FIRE ALARM DGP IN HSKPG 122. EXACT LOCATION TO BE DETERMINED. REFER TO FA RISER
DIAGRAM E-600 FOR DETAILS.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW FIRE ALARM SYSTEM AND THE SUBSEQUENT
REMOVAL OF THE EXISTING FIRE ALARM SYSTEM AS PER GENERAL NOTES ON E-001.

PROVIDE ADDRESSABLE RELAYS AND/OR RELAY BASES IN SMOKE DETECTORS ON BOTH SIDES OF DOORWAYS AND
ACTIVATE ON SMOKE OR FIRE ALARM. RELEASE THE DOORS ON 1ST STAGE FIRE ALARM. MODIFY EXISTING DOOR
HOLDERS TO ADAPT TO THIS REQUIREMENT.

ALL DB MEASUREMENTS TO BE CONDUCTED WITH DOORS OPEN EXCEPT FOR SLEEPING ROOMS.
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STAIR 4
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ONE TELEPHONE CIRCUIT
FOR STAIRS HANDSET

NORTHWEST POD A
FIRE ALARM ZONES
FZ2-2  (2ND FL)
FZ3-2  (3RD FL)
FZ4-2  (4TH FL)
TWO ALTERNATE AUDIO CIRCUITS
BZ2-5 & BZ2-6  (2ND FL)
BZ3-5 & BZ3-6  (3RD FL)
BZ4-5 & BZ4-6  (4TH FL)

STAIR 2
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ONE TELEPHONE CIRCUIT
FOR STAIRS HANDSET

STAIR 3
FZST-3
ONE TELEPHONE CIRCUIT
FOR STAIRS HANDSET

NORTHWEST POD B
FIRE ALARM ZONES

FZ2-3  (2ND FL)
FZ3-3  (3RD FL)
FZ4-3  (4TH FL)

TWO ALTERNATE AUDIO CIRCUITS
BZ2-1 & BZ2-2  (2ND FL)
BZ3-1 & BZ3-2  (3RD FL)
BZ4-1 & BZ4-2  (4TH FL)

CENTRAL POD
FIRE ALARM ZONES
FZ2-4  (2ND FL)
FZ3-4  (3RD FL)
FZ4-4  (4TH FL)
TWO ALTERNATE AUDIO CIRCUITS
BZ2-3 & BZ2-4  (2ND FL)
BZ3-3 & BZ3-4  (3RD FL)
BZ4-3 & BZ4-4  (4TH FL)

NORTHEAST POD
FIRE ALARM ZONES
FZ2-1  (2ND FL)
FZ3-1  (3RD FL)
FZ4-1  (4TH FL)
TWO ALTERNATE AUDIO CIRCUITS
BZ2-1 & BZ2-2  (2ND FL)
BZ3-1 & BZ3-2  (3RD FL)
BZ4-1 & BZ4-2  (4TH FL)
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PROVIDE RELAY BASE TO SMOKE DETECTOR FOR ELEVATOR RECALL AT ELEVATOR LOBBY, ELEVATOR MACHINE
ROOM AND ELEVATOR SHAFT.

AREAS WITH DRYWALL CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

AREAS WITH T-BAR CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

LOCATION OF EXISTING FIRE ALARM PANELS.

EXISTING DOOR HOLDERS TO REMAIN. RECONNECT EXISTING POWER CIRCUITS TO NEW FIRE ALARM SYSTEM
RELEASE CONTROLS.

EXACT LOCATION OF MECHANICAL SPRINKLER FLOW SWITCHES, SUPERVISORY VALVES AND PRESSURE SWITCHES
ETC... TO BE CONNECTED TO THE NEW FIRE ALARM SYSTEM SHALL BE VERIFIED ON SITE. REFER TO  FIRE ALARM
SCHEDULE E-500 FOR MORE DETAILS

IN SECOND & THIRD FLOORS RESIDENT ROOMS, MOUNT NEW SMOKE DETECTORS ON EXISTING DRYWALL CEILINGS.
EXACT LOCATION OF THE SMOKE DETECTORS WITHIN THE RESIDENT ROOMS TO BE DETERMINED DURING
CONSTRUCTION. PROVIDE RELAY BASE TO ALL SMOKE DETECTORS IN RESIDENT ROOMS.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING ELECTROMAGNETIC LOCKS SO
THAT MAGLOCKS ARE RELEASED IMMEDIATELY UPON ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE ELECTROMAGNETIC LOCKING

MECHANISM AND ITS ASSOCIATED AUXILIARY CONTROLS.
c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE AUTHORIZED PERSONNEL

AND LOCATED AT FIRE ALARM ANNUNCIATOR.
d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT MORE

THAN 600mm FROM THE DOORFRAME.
e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION OF THE SWITCH REFERED IN

NOTE c)
f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN AUDIBLE SIGNAL AND A

VISUAL SIGNAL TO BE INDICATED AT THE FIRE ALARM SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND AT
THE MONITORING STATION.

CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS REQUIREMENT.
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REFER TO E-302B FOR LOCATION OF DGP PANELS IN HSKP ROOMS S232, S332 AND S432.

LCD REMOTE FIRE ALARM ANNUNCIATOR. EXACT LOCATION TO BE DETERMINED. AUDIBLE AND VISIBLE SIGNAL SHALL
BE ON IF ANY OF THE BEDROOM'S SMOKE ACTIVATED WITH ROOM NUMBER/LOCATIONS TO BE ANNUNCIATED.

DEVICES FOR THIRD AND FOURTH FLOORS ONLY.

PROVIDE ADDRESSABLE RELAYS AND/OR RELAY BASES IN SMOKE DETECTORS ON BOTH SIDES OF DOORWAYS AND
ACTIVATE ON SMOKE OR FIRE ALARM. RELEASE THE DOORS ON 1ST STAGE FIRE ALARM. MODIFY EXISTING DOOR
HOLDERS TO ADAPT TO THIS REQUIREMENT.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW FIRE ALARM SYSTEM AND THE SUBSEQUENT REMOVAL
OF THE EXISTING FIRE ALARM SYSTEM AS PER GENERAL NOTES ON E-001

ALL DB MEASUREMENTS TO BE CONDUCTED WITH DOORS OPEN EXCEPT FOR SLEEPING ROOMS.
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SOUTHWEST POD A
FIRE ALARM ZONES
FZ2-6  (2ND FL)
FZ3-6  (3RD FL)
FZ4-6  (4TH FL)
TWO ALTERNATE AUDIO CIRCUITS
BZ2-1 & BZ2-2  (2ND FL)
BZ3-1 & BZ3-2  (3RD FL)
BZ4-1 & BZ4-2  (4TH FL)
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FZ2-7  (2ND FL)
FZ3-7  (3RD FL)
FZ4-7  (4TH FL)
TWO ALTERNATE AUDIO CIRCUITS
BZ2-5 & BZ2-6  (2ND FL)
BZ3-5 & BZ3-6  (3RD FL)
BZ4-5 & BZ4-6  (4TH FL)
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PROVIDE RELAY BASE TO SMOKE DETECTOR FOR ELEVATOR RECALL AT ELEVATOR LOBBY, ELEVATOR MACHINE
ROOM AND ELEVATOR SHAFT.

AREAS WITH DRYWALL CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

AREAS WITH T-BAR CEILINGS. FIRE ALARM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

LOCATION OF EXISTING FIRE ALARM PANELS.

EXISTING DOOR HOLDERS TO REMAIN. RECONNECT EXISTING POWER CIRCUITS TO NEW FIRE ALARM SYSTEM
RELEASE CONTROLS.

EXACT LOCATION OF MECHANICAL SPRINKLER FLOW SWITCHES, SUPERVISORY VALVES AND PRESSURE SWITCHES
ETC... TO BE CONNECTED TO THE NEW FIRE ALARM SYSTEM SHALL BE VERIFIED ON SITE. REFER TO  FIRE ALARM
SCHEDULE E-500 FOR MORE DETAILS

IN SECOND & THIRD FLOORS RESIDENT ROOMS, MOUNT NEW SMOKE DETECTORS ON EXISTING DRYWALL CEILINGS.
EXACT LOCATION OF THE SMOKE DETECTORS WITHIN THE RESIDENT ROOMS TO BE DETERMINED DURING
CONSTRUCTION. PROVIDE RELAY BASE FOR ALL SMOKE DETECTORS IN RESIDENT ROOMS.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING ELECTROMAGNETIC LOCKS SO
THAT MAGLOCKS ARE RELEASED IMMEDIATELY UPON ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE ELECTROMAGNETIC LOCKING

MECHANISM AND ITS ASSOCIATED AUXILIARY CONTROLS.
c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE AUTHORIZED PERSONNEL

AND LOCATED AT FIRE ALARM ANNUNCIATOR.
d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT MORE

THAN 600mm FROM THE DOORFRAME.
e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION OF THE SWITCH REFERED IN

NOTE c)
f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN AUDIBLE SIGNAL AND A

VISUAL SIGNAL TO BE INDICATED AT THE FIRE ALARM SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND AT
THE MONITORING STATION.

CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS REQUIREMENT.
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LOCATION OF NEW FIRE ALARM DGP PANELS IN HSKPS S232, S332 AND S432. REFER TO FIRE ALARM RISER DIAGRAM
E-600 FOR MORE DETAILS.

LCD REMOTE FIRE ALARM ANNUNCIATOR. EXACT LOCATION TO BE DETERMINED. AUDIBLE AND VISIBLE SIGNAL SHALL
BE ON IF ANY OF THE BEDROOM'S SMOKE ACTIVATED WITH ROOM NUMBER/LOCATIONS TO BE ANNUNCIATED.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW FIRE ALARM SYSTEM AND THE SUBSEQUENT REMOVAL
OF THE EXISTING FIRE ALARM SYSTEM AS PER GENERAL NOTES ON E-001.

PROVIDE ADDRESSABLE RELAYS AND/OR RELAY BASES IN SMOKE DETECTORS ON BOTH SIDES OF DOORWAYS AND
ACTIVATE ON SMOKE OR FIRE ALARM. RELEASE THE DOORS ON 1ST STAGE FIRE ALARM. MODIFY EXISTING DOOR
HOLDERS TO ADAPT TO THIS REQUIREMENT.

ALL DB MEASUREMENTS TO BE CONDUCTED WITH DOORS OPEN EXCEPT FOR SLEEPING ROOMS.
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LOCATIONS SHOWN ON THE DRAWINGS FOR FIRE ALARM DEVICES AND CONNECTIONS ARE DIAGRAMMATIC. CONTRACTOR TO
PROVIDE DUCT SMOKE DETECTORS AT SUITABLE LOCATIONS IN THE EXISTING MAIN SUPPLY AIR DUCTS DOWN STREAM.
COORDINATE WITH MECHANICAL CONTRACTOR IF REQUIRED.

CONTRACTOR TO PROVIDE AUXILIARY CONTACTS TO PULL STATION AND EXISTING ELECTROMAGNETIC LOCKS SO THAT MAGLOCKS
ARE RELEASED IMMEDIATELY UPON ACTIVATION OF:
a) THE ALERT SIGNAL
b) LOSS OF POWER TO THE FACP OR LOSS OF POWER CONTROLLING THE ELECTROMAGNETIC LOCKING MECHANISM AND ITS

ASSOCIATED AUXILIARY CONTROLS.
c) ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO THE AUTHORIZED PERSONNEL AND LOCATED

AT FIRE ALARM ANNUNCIATOR.
d) THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT MORE THAN 600mm

FROM THE DOORFRAME.
e) UPON RELEASE, THE LOCKING DEVICE MUST RESET MANUALLY BY THE ACTUATION OF THE SWITCH REFERED IN NOTE c)
f) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF AN AUDIBLE SIGNAL AND A VISUAL SIGNAL TO

BE INDICATED AT THE FIRE ALARM SYSTEM, CAUSES ALARM ANNUNCIATOR PANEL AND AT THE MONITORING STATION.
CONTRACTOR TO MODIFY EXISTING MAGLOCK SYSTEM AS NEEDED TO ADAPT THIS REQUIREMENT.

PROVIDE RELAY BASE TO INTERFACE THE MECHANICAL EQUIPMENT (AUTOMATICALLY  SHUTDOWN/FAN RUNNING IN ACTIVATION OF
DUCT SMOKE DETECTOR). CONTRACTOR TO CONFIRM LOCATION OF STARTER  ON SITE. PROVIDE RELAY WHERE REQUIRED.

CONTRACTOR TO PROVIDE DUCT SMOKE DETECTORS IN LEVEL 4 EXISTING T-BAR CEILINGS BELOW.  FINAL LOCATIONS TO BE
DETERMINED ON SITE. PROVIDE REMOTE INDICATORS ON CEILING.

CONTRACTOR TO PROVIDE DUCT SMOKE DETECTORS IN LEVEL 4 EXISTING DRYWALL CEILINGS BELOW.  FINAL LOCATIONS TO BE
DETERMINED ON SITE. PROVIDE ACCESS HATCHES AND REMOTE INDICATORS ON CEILING.

REFER TO FIRE ALARM SCHEDULE FOR FIRE ALARM ZONES.

REFER TO CCN-E-007 EXISTING HVAC LAYOUTS FOR NEW DUCT SMOKE DETECTORS LOCATIONS IN 4TH FLOOR CEILING SPACES.
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ELECTRICAL CONTRACTOR TO PROVIDE A NEW WIRELESS NURSE SYSTEM COMPLETE WITH:
WIRELESS REPEATERS: ALLOW FOR ONE (1) 120V, 15A-1P EMERGENCY CIRCUIT TO FEED WIRELESS REPEATERS COMPLETE WITH 2#12 AWG IN
19mm EMT CONDUIT FOR THIS FLOOR AREA.

ELECTRICAL CONTRACTOR TO PROVIDE AN OPTION WITH ALTERNATE PRICE FOR WIRED NURSE CALL SYSTEM. EXACT LOCATION OF DEVICES
TO BE DETERMINED ON SITE, EQUIPMENT AND CABLING AS RECOMMENDED BY MANUFACTURER. CABLING IS NOT REQUIRED TO BE RUN IN
CONDUIT WHERE CONCEALED ABOVE CEILINGS AND RUN IN WALLS, HOWEVER, EXISTING CONDUITS MAY BE REUSED IF SUITABLE FOR
INSTALLATION OF NEW WIRING PROVIDED THE NEW SYSTEM IS FUNCTIONAL PRIOR TO REMOVAL OF EXISTING SYSTEM. THE OWNER CANNOT
ADVISE ON THE SUITABILITY OF EXISTING CONDUITS AS THE CONDITION OF THE CONDUITS IS UNKNOWN. ALL WIRING MUST BE RUN IN
CONDUIT OR SURFACE RACEWAY WHERE EXPOSED.

NURSE CALL DOME LIGHTS ARE NOT REQUIRED NEITHER WIRELESS NOR WIRED NURSE CALL SYSTEMS.
IF DOME LIGHT IS REQUIRED FOR SOME SYSTEM OR TO BE USED AS A HUB, IT SHALL BE LOCATED ABOVE ACCESSIBLE CEILINGS.

DRYWALL CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

T-BAR CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

EXACT LOCATION FOR NURSE CALL SYSTEM CONSOLE AND NURSE CALL ANNUNCIATOR TO BE DETERMINED ON SITE.

LOCATION OF NURSE CALL SYSTEM PANEL.

THE HOME CURRENTLY HAS TWO ROAMALERT SYSTEMS INSTALLED. THE ROAMALERT CONTROLLERS HAVE NO NURSE CALL ALARM
CONTACTS. THE CONTRACTOR SHALL PROVIDE NEW DOOR CONTACTS AND INTEGRATE THE NEW NURSE CALL SYSTEM TO THESE CONTACTS
AND PROGRAM ACCORDINGLY.

THE HOME CURRENTLY HAS TWO ROAMALERT ELEVATOR SYSTEMS INSTALLED. THE ROAMALERT CONTROLLERS ARE MOUNTED ON TOP OF
THE ELEVATOR CABS AND HAVE NO NURSE CALL ALARM CONTACTS. PROVIDE NEW SYSTEM AND INTEGRATE THE NEW NURSE CALL SYSTEM
TO THESE CONTACTS AND PROGRAM ACCORDINGLY. CURRENTLY THE HOME ELEVATORS ARE MAINTAINED BY KONE. THE CONTRACTOR
SHALL CARRY THE COST ASSOCIATED TO HAVING KONE PROVIDED THE REQUIRED SCOPE OF WORK TO INTEGRATE THE ROAMALERT
ELEVATOR SYSTEMS TO THE NEW NURSE CALL SYSTEM.

NEW NURSE CALL TO MONITOR ALL DOORS EQUIPPED WITH MAGLOCK PROVIDE NEW DOOR CONTACTS AND ALL WIRING BACK TO NURSE
CALL SYSTEM AS REQUIRED. REFER TO 3/E-700 AND 4/E-700 FOR DETAILS.

NURSE CALL SYSTEM MONITOR.

LOCATION OF NURSE CALL COMPUTER AND MONITOR REFER TO E-601 FOR DETAILS.

REFER TO TYPICAL DETAILS E-700 FOR RESIDENT BEDROOM & WASHROOM NURSE CALL LAYOUT.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW NURSE CALL SYSTEM AND THE SUBSEQUENT REMOVAL OF THE EXISTING
NURSE CALL SYSTEM AS PER GENERAL NOTES ON E-001.
THE SYSTEM WILL BE TRANSFERRED WING BY WING AND/OR FLOOR BY FLOOR BASIS. WHEN A WING/FLOOR IS COMPLETE, ACTIVATE THE
NEW SYSTEM, COMMISSIONING AND TRAIN STAFF ON HOW TO OPERATE IT AND THEN REMOVE THE EXISTING SYSTEM COMPLETELY. REMOVE
ALL EXISTING WIRES AND CAP OFF WITH PAINTED BLANK COVER PLATES.
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ELECTRICAL CONTRACTOR TO PROVIDE A NEW WIRELESS NURSE SYSTEM COMPLETE WITH:
WIRELESS REPEATERS: ALLOW FOR ONE (1) 120V, 15A-1P EMERGENCY CIRCUIT TO FEED WIRELESS REPEATERS COMPLETE WITH
2#12 AWG IN 19mm EMT CONDUIT FOR THIS FLOOR AREA.

ELECTRICAL CONTRACTOR TO PROVIDE AN OPTION WITH ALTERNATE PRICE FOR WIRED NURSE CALL SYSTEM. EXACT LOCATION OF
DEVICES TO BE DETERMINED ON SITE, EQUIPMENT AND CABLING AS RECOMMENDED BY MANUFACTURER. CABLING IS NOT
REQUIRED TO BE RUN IN CONDUIT WHERE CONCEALED ABOVE CEILINGS AND RUN IN WALLS, HOWEVER, EXISTING CONDUITS MAY
BE REUSED IF SUITABLE FOR INSTALLATION OF NEW WIRING PROVIDED THE NEW SYSTEM IS FUNCTIONAL PRIOR TO REMOVAL OF
EXISTING SYSTEM. THE OWNER CANNOT ADVISE ON THE SUITABILITY OF EXISTING CONDUITS AS THE CONDITION OF THE CONDUITS
IS UNKNOWN. ALL WIRING MUST BE RUN IN CONDUIT OR SURFACE RACEWAY WHERE EXPOSED.

NURSE CALL DOME LIGHTS ARE NOT REQUIRED NEITHER WIRELESS NOR WIRED NURSE CALL SYSTEMS.
IF DOME LIGHT IS REQUIRED FOR SOME SYSTEM OR TO BE USED AS A HUB, IT SHALL BE LOCATED ABOVE ACCESSIBLE CEILINGS.

DRYWALL CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL CEILINGS.

T-BAR CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING CEILING TILES.

EXACT LOCATION FOR NURSE CALL SYSTEM CONSOLE AND NURSE CALL ANNUNCIATOR TO BE DETERMINED ON SITE.

LOCATION OF NURSE CALL SYSTEM PANEL.

NURSE CALL SYSTEM MONITOR.

REFER TO TYPICAL DETAILS E-700 FOR RESIDENT BEDROOM & WASHROOM NURSE CALL LAYOUT

NEW NURSE CALL TO MONITOR ALL DOORS EQUIPPED WITH MAGLOCK PROVIDE NEW DOOR CONTACTS AND ALL WIRING BACK TO
NURSE CALL SYSTEM AS REQUIRED. REFER TO 3/E-700 AND 4/E-700 FOR DETAILS.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW NURSE CALL SYSTEM AND THE SUBSEQUENT REMOVAL OF THE
EXISTING NURSE CALL SYSTEM AS PER GENERAL NOTES ON E-001.
THE SYSTEM WILL BE TRANSFERRED WING BY WING AND/OR FLOOR BY FLOOR BASIS. WHEN A WING/FLOOR IS COMPLETE, ACTIVATE
THE NEW SYSTEM, COMMISSIONING AND TRAIN STAFF ON HOW TO OPERATE IT AND THEN REMOVE THE EXISTING SYSTEM
COMPLETELY. REMOVE ALL EXISTING WIRES AND CAP OFF WITH PAINTED BLANK COVER PLATES.

2

1.

3

4

5

6

7

EE

E E

E

E

E

E

E

E
E

E

E

E

E

E

E

E

EE

E

E

EE

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

8 8

8

8

8

8

8

8

8

8

8

8

6

8

8

8

8

8

8

6

7.

2

2

3

3

3

3

2

2

9.

2

3

3

3

3

3

3

3

3

3

3

3

3

2

2

3

S123A

5

LP-C-GE-38

CUMMER LODGE
Home for the Aged

Project

Tittle

Drawn by

Checked by

Drawing no.

date

Scale

Project No.

KEYPLAN

No. Revision Description Date

NOTES:

CONTRACTOR MUST CHECK & VERIFY ALL DIMENSIONS ON THE JOB.

DO NOT SCALE DRAWINGS.

ALL DRAWINGS, SPECIFICATIONS AND RELATED DOCUMENTS ARE
THE COPYRIGHT PROPERTY OF THE ENGINEER AND MUST BE
RETURNED UPON REQUEST. REPRODUCTION OF DRAWINGS,
SPECIFICATIONS AND RELATED DOCUMENTS IN PART OR IN WHOLE
IS FORBIDDEN WITHOUT THE WRITTEN PERMISSION OF THE
ENGINEER.

THIS DRAWING IS NOT TO BE USED FOR CONSTRUCTION UNTIL
SIGNED BY THE ENGINEER.

FIRE ALARM  AND
NURSE CALL SYSTEM
REPLACEMENT

Seal

CEL #17504.E02

NORTH

NOVEMBER 2017LN

NN/LN

17504.F01

1. ISSUED FOR 75% REVIEW 2018-01-26
2. ISSUED FOR COSTING 2018-03-07
3. ISSUED FOR TENDER 2018-04-09
4. ISSUED FOR BUILDING PERMIT 2018-05-07
5. ISSUED FOR ADD E01 2018-05-10
6. ISSUED FOR CONSTRUCTION 2018-10-15

FOR AS-BUILTS 2019-08-20

GROUND FLOOR
NURSE CALL SYSTEM LAYOUT
SOUTHBOUND

E-401B

PROJECT
NORTH

TRUE
NORTH

D
ra

w
in

gs
\2

01
7\

17
50

4-
E

02
(C

um
m

er
Lo

dg
e

FA
&

N
C

sy
s)

\W
or

ki
ng

\E
40

1B
.d

w
g

[M
B0

8]



UP

STR. NO.2

1 BED RM.

1 BED RM.

1 BED RM.

1 BED RM.

W.R.

W.R.

W.R.

2 BED RM.

W.R.

2 BED RM. 1 BED RM.2 BED RM.

W.R.W.R.

CORRIDOR

UP

DN

W.R.

W.R.
1 BED RM.

W.R.

W.R.

2 BED RM.

2 BED RM.

1 BED RM.

W.R.

W.R.

1 BED RM.

2 BED RM.

1 BED RM.

W.R.

1 BED RM.

W.R.

BED RM.

2 BED RM.

W.R.

W.R.

2 BED RM.

2 BED RM.

W.R.

1 BED RM.

W.R.

W.R. NURSE SUPPLY
ROOM

W.R.

1 BED RM.DN

1 BED RM.

ELC.CL.

CORRIDOR

MEDIC.SUPL.

1 BED RM.

CORRIDOR

NURS.STAT.

C
O

R
R

ID
O

R

1 BED RM.

W.R.

1 BED RM.

W.R.

KITCHEN

ACTIV. ROOM

SHOWER

W.R.

CLS.

TUB

W.R.

UP

CORRIDOR

DN

READ.
ROOM

STOR.

FAMILY
&

RESIDENT
LOUNGE

C
O

R
R

ID
O

R

SHOW.

TUB
ROOM

W.R.

JAN

SOIL.
UTIL.

W.R.

CLN.
LIN.

ELC.
CL.

2 BED RM.

1 BED RM.

W.R.

W.R.

W.R.

CORRIDOR

T.V. LOUNGE

CHARTING

W.R.

1 BED RM.

2 BED RM.

STR. NO. 3

1 BED RM.

W.R.

UP

STRNO. 4

W.R.

2 BED RM.

W.R.

W.R.

W.R.

W.R.
CORRIDOR

SHOW.

TUBROOM

1 BED RM.

W.R.

CO
RR

ID
OR

STF.W.R.

HEADNURSE

JAN.

W.R.

W.R.

W.R.

1 BED RM.

1 BED RM.

2 BED RM.

1 BED RM.

DINING ROOM

CO
RR

ID
OR

DINING
ROOM

LOBBY

CARTS

LAUND.

STOR.

DISH
WASHING

SERVERY

ELEVATOR
LOBBY

CONFERENCE

2 BED RM.

2 BED RM.

1 BED RM.

HSKPG

OFFICE

W.R.

W.R.

1 BED RM.

W.R.

PODIATRY
OFFICE

STORE

WR.

EXERCISE
THERAPY

BED RM.

W.R.

2 BED RM.

STR.

NO. 1

DN

BED RM.

W.R.

AUDITORIUM
ROOF

BELOW

CANOPY
ROOF

BELOW

VESTIBULE
ROOF

BELOW

PROMENADE
ROOF

BELOW

S204

ELEV.
NO. 2

ELEV.
NO. 1ELEV.

NO.3

N242

N243

N244

N245

N241

N203

N204

N205

N206

N207

N208

N209

N210

N212

N214

N216

N218

N219

N217

N215

N211

N246

N247

N248

N249 N250

N251

N252

N260

N261

N262

N263

N264
N265 N266 N267

N268

N269

N270

N271

N272

N273

ELEC.

N213

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

E

CORRIDOR

N222

N223
N230

N233

N231

N221

N220

N201

N232

N225

N238

N238

N228

N234

N229B

N229

N229A

N237
N257

N255
N255A

N255B

N239C
N256

N239B

N
25

8A

N
25

8B

N273

N240

N253

N253A
N279

N278

N277
N276

N275

N275B
N275B

CORRIDOR

CORRIDOR

C205

C204A

C204

C202

C205A

N201

C213

C212

C207

S201

C206

C211
C210

C208

N226

E

E

E

E

3

3

3

3

3 3

3

3

3

3

N239A

4

ELECTRICAL CONTRACTOR TO PROVIDE A WIRELESS NURSE SYSTEM COMPLETE WITH:
WIRELESS REPEATERS: ALLOW FOR ONE (1) 120V, 15A-1P EMERGENCY CIRCUIT TO FEED WIRELESS REPEATERS
COMPLETE WITH 2#12 AWG IN 19mm EMT CONDUIT FOR THIS FLOOR AREA.

ELECTRICAL CONTRACTOR TO PROVIDE AN OPTION WITH ALTERNATE PRICE FOR WIRED NURSE CALL SYSTEM. EXACT
LOCATION OF DEVICES TO BE DETERMINED ON SITE, EQUIPMENT AND CABLING AS RECOMMENDED BY
MANUFACTURER. CABLING IS NOT REQUIRED TO BE RUN IN CONDUIT WHERE CONCEALED ABOVE CEILINGS AND RUN IN
WALLS, HOWEVER, EXISTING CONDUITS MAY BE REUSED IF SUITABLE FOR INSTALLATION OF NEW WIRING PROVIDED
THE NEW SYSTEM IS FUNCTIONAL PRIOR TO REMOVAL OF EXISTING SYSTEM. THE OWNER CANNOT ADVISE ON THE
SUITABILITY OF EXISTING CONDUITS AS THE CONDITION OF THE CONDUITS IS UNKNOWN. ALL WIRING MUST BE RUN IN
CONDUIT OR SURFACE RACEWAY WHERE EXPOSED.

NURSE CALL DOME LIGHTS ARE NOT REQUIRED NEITHER WIRELESS NOR WIRED NURSE CALL SYSTEMS.
IF DOME LIGHT IS REQUIRED FOR SOME SYSTEM OR TO BE USED AS A HUB, IT SHALL BE LOCATED ABOVE ACCESSIBLE
CEILINGS.

DRYWALL CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING DRYWALL
CEILINGS.

T-BAR CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON CEILING TILES.

NURSE CALL SYSTEM MONITOR.

LOCATION OF NURSE CALL SYSTEM PANEL.

REFER TO TYPICAL DETAILS E-700 FOR RESIDENT BEDROOM & WASHROOM NURSE CALL LAYOUT.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW NURSE CALL SYSTEM AND THE SUBSEQUENT REMOVAL
OF THE EXISTING NURSE CALL SYSTEM AS PER GENERAL NOTES ON E-001. THE SYSTEM WILL BE TRANSFERRED WING
BY WING AND/OR FLOOR BY FLOOR BASIS. WHEN A WING/FLOOR IS COMPLETE, ACTIVATE THE NEW SYSTEM,
COMMISSIONING AND TRAIN STAFF ON HOW TO OPERATE IT AND THEN REMOVE THE EXISTING SYSTEM COMPLETELY.
REMOVE ALL EXISTING WIRES AND CAP OFF WITH PAINTED BLANK COVER PLATES.

NEW NURSE CALL TO MONITOR ALL DOORS EQUIPPED WITH MAGLOCK PROVIDE NEW DOOR CONTACTS AND ALL
WIRING BACK TO NURSE CALL SYSTEM AS REQUIRED. REFER TO 3/E-700 AND 4/E-700 FOR DETAILS.
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ELECTRICAL CONTRACTOR TO PROVIDE A WIRELESS NURSE SYSTEM COMPLETE WITH:
WIRELESS REPEATERS: ALLOW FOR ONE (1) 120V, 15A-1P EMERGENCY CIRCUIT TO FEED WIRELESS
REPEATERS COMPLETE WITH 2#12 AWG IN 19mm EMT CONDUIT FOR THIS FLOOR AREA.

ELECTRICAL CONTRACTOR TO PROVIDE AN OPTION WITH ALTERNATE PRICE FOR WIRED NURSE
CALL SYSTEM. EXACT LOCATION OF DEVICES TO BE DETERMINED ON SITE, EQUIPMENT AND
CABLING AS RECOMMENDED BY MANUFACTURER. CABLING IS NOT REQUIRED TO BE RUN IN
CONDUIT WHERE CONCEALED ABOVE CEILINGS AND RUN IN WALLS, HOWEVER, EXISTING
CONDUITS MAY BE REUSED IF SUITABLE FOR INSTALLATION OF NEW WIRING PROVIDED THE NEW
SYSTEM IS FUNCTIONAL PRIOR TO REMOVAL OF EXISTING SYSTEM. THE OWNER CANNOT ADVISE
ON THE SUITABILITY OF EXISTING CONDUITS AS THE CONDITION OF THE CONDUITS IS UNKNOWN.
ALL WIRING MUST BE RUN IN CONDUIT OR SURFACE RACEWAY WHERE EXPOSED.

NURSE CALL DOME LIGHTS ARE NOT REQUIRED NEITHER WIRELESS NOR WIRED NURSE CALL
SYSTEMS. IF DOME LIGHT IS REQUIRED FOR SOME SYSTEM OR TO BE USED AS A HUB, IT SHALL BE
LOCATED ABOVE ACCESSIBLE CEILINGS.

DRYWALL CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON EXISTING
DRYWALL CEILINGS.

T-BAR CEILING IN THIS AREA. NURSE CALL SYSTEM DEVICES SHALL BE INSTALLED ON CEILING
TILES.

NURSE CALL SYSTEM MONITOR.

LOCATION OF NURSE CALL SYSTEM PANEL.

REFER TO TYPICAL DETAILS E-700 FOR NURSE CALL LAYOUT IN RESIDENT BEDROOM &
WASHROOM.

CONTRACTOR TO COMPLETE THE INSTALLATION OF THE NEW NURSE CALL SYSTEM AND THE
SUBSEQUENT REMOVAL OF THE EXISTING NURSE CALL SYSTEM AS PER GENERAL NOTES ON E-001.
THE SYSTEM WILL BE TRANSFERRED WING BY WING AND/OR FLOOR BY FLOOR BASIS. WHEN A
WING/FLOOR IS COMPLETE, ACTIVATE THE NEW SYSTEM, COMMISSIONING AND TRAIN STAFF ON
HOW TO OPERATE IT AND THEN REMOVE THE EXISTING SYSTEM COMPLETELY. REMOVE ALL
EXISTING WIRES AND CAP OFF WITH PAINTED BLANK COVER PLATES.

NEW NURSE CALL TO MONITOR ALL DOORS EQUIPPED WITH MAGLOCK PROVIDE NEW DOOR
CONTACTS AND ALL WIRING BACK TO NURSE CALL SYSTEM AS REQUIRED. REFER TO 3/E-700 AND
4/E-700 FOR DETAILS.
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PROVIDE A SEPARATE TELEPHONE CIRCUIT FOR TELEPHONE HANDSET EVERY FLOOR LEVEL.

AUDIBLE DEVICES IN STAIRS TO BE CONNECTED TO FLOOR ZONES
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PROVIDE 3-POSITION SWITCH AT THE CACF/ANNUNCIATOR FOR FAN CONTROL (HAND-AUTO-OFF). PROVIDE INPUT MODULES,
RELAYS, START, SHUTDOWN, STATUS...EXACT SEQUENCE TO BE CONFIRMED DURING CONSTRUCTION.

PROVIDE 25% SPARE ZONES CAPACITY IN FACP FOR FUTURE USE.

PROVIDE TROUBLE AND ALARM ZONES: FIRE DONOT ENTER FOR THE ADJACENT MANOR HOME.

READ THIS DRAWING IN CONJUNCTION WITH FLOOR PLANS FIRE ALARM SYSTEM.
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FIRE ALARM SYSTEM
RISER DIAGRAM



2 WIRED NURSE CALL TYPICAL LAYOUT FOR ALTERNATE PRICE BID
N.T.S.

EACH CAT5e CABLE FROM NETWORK CONTROL PANEL SUPPORTS 10 DOMELIGHTS/CONTROL STATIONS.

REFER TO FLOOR PLANS FOR ACTUAL QUANTITIES/LAYOUT.

MINIMUM SIZE OF THE CONDUIT SHALL BE 3/4".

CABLING SHOWN IS DIAGRAMMATIC ONLY. ACTUAL CABLING  TYPE IS TO BE SELECTED BY SYSTEM SUPPLIER
TO SUIT SELECTED SYSTEMS.

PROVIDE POWER FOR RELAY BASES AS PER MANUFACTURE REQUIREMENTS FROM THE NEAREST FIRE ALARM
PANEL.

PROVIDE 2 WAY COMMUNICATION BETWEEN DUTY STATIONS AND CONSOLE AND NURSE CALL ANNUNCIATOR
AND THE CONSOLE.

2 COND #22 AWG

4 PAIR CAT5e #24 AWG

NEW POWER
SUPPLY

TYPICAL BED
STATION

TYPICAL
ENERGENCY

STATION

TYPICAL
MONITOR

AT NURSES
STATION

NEW DATA
RACK FOR
SEPARATE
NETWORK

NEW
SYSTEM
SERVER

PAGING SYSTEM
TRANSMITERMAIN REPEATER

NOTES:

QUANTITY AND LOCATION BEACON TO BE DETERMINED BY SUPPLIER

LOCATION OF ALL SYSTEM COMPONENTS IS TO BE DETERMINED ON SITE TO SUIT BUILDING LAYOUT.

CONNECT NEW EQUIPMENT TO 120V EMERGENCY CIRCUITS IN NEAREST EMERGENCY PANEL.

EMERGENCY POWER
(CONNECT TO EXISTING
NURSE CALL PANEL CIRCUIT)

REPEATERS

1 WIRELESS SYSTEM TYPICAL LAYOUT FOR BASE PRICE BID
N.T.S.

CABLING SHOWN IS DIAGRAMMATIC ONLY. ACTUAL CABLING TYPE IS TO BE SELECTED BY SYSTEM
SUPPLIER TO SUIT SELECTED SYSTEM. IT IS RECOMMENDED TO BE CAT 5-6 AND 18 AVG (2) PREMIUM
STRUCTURE CABLE.

GROUND FLOOR
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SYSTEM
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EMERGENCY
POWER

SOUTH NURSE STATION
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CALL
SYSTEM
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ROOM

1.

NOTES:

2.

3.

4.

TO FLOOR
ABOVE

TYPICAL FLOOR
(2ND, 3RD & 4TH FLOORS)

ROOF

120V,20A-1P
EMERGENCY
POWER

CONNECTING TO FACILITY NETWORK FOR NURSE CALL, PATIENT WANDERING AND STAFF ASSIST.

PROVIDE ONE LOOP PER SECTION OF EACH WING AND ALLOW 25% SPARE CAPACITY FOR EACH LOOP.

FOR NURSE CALL DEVICES MOUNTING HEIGHTS TO BE COORDINATES ON SITE.

PROVIDE 15/20A RECEPTACLE AND CONNECT IT TO 20A - IP CIRCUIT BREAKER IN ADJACENT EMERGENCY
PANEL.
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NURSE CALL
 FLOOR

CONTROLLER

NURSE CALL
NETWORK

SWITCH

NURSE CALL
 FLOOR

CONTROLLER

IP-CCT

IP-CCT

IP-CCT

IP-CCT

120V,20A-1P
EMERGENCY
POWER

IP-CCT

IP-CCT
120V,20A-1P
EMERGENCY
POWER

NORTH NURSE STATIONSOUTH NURSE STATION

10.

11.

ROOF

WANDER PREVENTION DOOR ACCESS RESTRICTION. PREVENT RESIDENT FROM EXITING DOOR
WHILE ALLOWING STAFF TO OVERRIDE RESTRICTION WHILE ESCORTING RESIDENT OR TRAVELLING
ALONE USING DOOR ACCESS FOB.
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DRAWINGS DO NOT SHOW ALL EXISTING SPRINKLER VALVES TO BE CONNECTED TO NEW FIRE
ALARM CONNECTIONS. ELECTRICAL CONTRACTOR TO INSPECT ON SITE AND VERIFY THE
EXISTING SPRINKLER ZONES, VALVES THAT REQUIRES FIRE ALARM REPLACEMENT PRIOR TO
THE SUBMISSION OF BID.

CONSULT WITH THE OWNER AND CREATE A LIST OF ANY ITEMS TO BE SAVED AND THE CONDITION
THEY ARE IN. REMOVE FROM SITE ALL REMAINING DEMOLISHED ELECTRICAL MATERIALS. WHERE
DEVICES ARE TO BE HANDED OVER TO OWNER, STORE IN A LOCATION DIRECTED ON SITE.

THIS DRAWING IS A COPY OF THE ORIGINAL DRAWINGS FOR THE BUILDING AND DO NOT
NECESSARILY SHOW ALL RENOVATIONS THAT HAVE OCCURRED IN THE BUILDING. THE INTENT OF
THIS DRAWING IS TO SHOW THE GENERAL EXTENT AND SCOPE OF WORK TO ACCOMMODATE THE
PARTIAL DEMOLITION OF THE BUILDING.
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N.T.S.

TYPICAL WASHROOM - NURSE CALL LAYOUT1

NEW LOCATION FOR NURSE CALL DEVICE, EXACT LOCATION AND
MOUNTING HEIGHT TO BE DETERMINED DURING CONSTRUCTIOIN.

N.T.S.

TYPICAL BEDROOM - NURSE CALL LAYOUT2

NEW LOCATION FOR RESIDENT ROOM NURSE CALL DEVICE
MOUNTING HEIGHT TO BE BETWEEN 900 AND 1200mm EXACT
HEIGHT AND LOCATION WITHIN THE RESIDENT ROOM TO BE
CORDINATED DURING CONSTRUCTION.

ROOM
ENTRANCE

ROOM
ENTRANCE

NOTE THAT THE NEW LOCATIONS OF THE NEW DEVICES WILL NOT
NECESSARILY COINCIDE WITH EXISTING LOCATIONS, PROVIDE ALL
NECESSARY PATCHING, REPAIRING AND PAINTING OF EXISTING
CEILINGS AND WALLS AS REQUIRED FOR THE ELECTRICAL
DEMOLITION/INSTALLATIONS.

2.

NOTE THAT THE NEW LOCATIONS OF THE NEW DEVICES WILL NOT
NECESSARILY COINCIDE WITH EXISTING LOCATIONS, PROVIDE ALL
NECESSARY PATCHING, REPAIRING AND PAINTING OF EXISTING
CEILINGS AND WALLS AS REQUIRED FOR THE ELECTRICAL
DEMOLITION/INSTALLATIONS.

2.

NURSE
CALL
PANEL

DOOR
CONTACT

3 NURSE CALL/SECURITY SYSTEM SINGLE DOOR INTERFACE DETAIL
SCALE: NTS

NURSE CALL
SYSTEM
CONSOLES

LOCAL FA
SPEAKER

EXISTING
SECURITY
PANEL

RELAY TO SIGNAL NURSE
CALL SYSTEM THAT THE
DOOR ALARM IS RESET

TIMER

THIS DETAIL IS TYPICAL FOR ALL SECURITY SINGLE DOORS IN THE HOME.

CONTRACTOR TO PROVIDE ALL CONNECTIONS BETWEEN EXISTING SECURITY SYSTEM AND
NEW NURSE CALL SYSTEM.

REFER TO DRAWING E-001 FOR SEQUENCE OF OPERATIONS OF NURSE CALL & SECURITY
DOOR INTERFACE.

1.

2.

3.

NURSE
CALL
PANEL

DOOR
CONTACT

4 NURSE CALL/SECURITY SYSTEM DOUBLE DOOR INTERFACE DETAIL
SCALE: NTS

NURSE CALL
SYSTEM
CONSOLES

LOCAL FA
SPEAKER

EXISTING
SECURITY
PANEL

RELAY TO SIGNAL NURSE
CALL SYSTEM THAT THE
DOOR ALARM IS RESET

TIMER

THIS DETAIL IS TYPICAL FOR ALL SECURITY DOUBLE DOORS IN THE HOME.

CONTRACTOR TO PROVIDE ALL CONNECTIONS BETWEEN EXISTING SECURITY SYSTEM AND
NEW NURSE CALL SYSTEM.

REFER TO DRAWING E-001 FOR SEQUENCE OF OPERATIONS OF NURSE CALL & SECURITY
DOOR INTERFACE.

1.

2.

3.

N.T.S.

MAGLOCK WIRING SCHEMATIC5

THE MAGLOCKS WILL BE INSTALLED AS PER OBC 3.4.6.16 (4):
(A) THE BUILDING IS EQUIPPED WITH A FIRE ALARM SYSTEM,
(B) THE LOCKING DEVICE, AND ALL SIMILAR DEVICES IN THE ACCESS TO EXIT LEADING TO THE EXIT DOOR, ARE INSTALLED AS ANCILLARY DEVICES TO THE FIRE

ALARM SYSTEM AND RELEASE IMMEDIATELY UPON ACTIVATION OF THE ALARM SIGNAL WHERE A SINGLE STAGE FIRE ALARM SYSTEM IS INSTALLED,
(C) THE LOCKING DEVICE RELEASES IMMEDIATELY UPON LOSS OF POWER TO THE FIRE ALARM CONTROL PANEL OR LOSS OF POWER CONTROLLING THE

ELECTROMAGNETIC LOCKING MECHANISM AND ITS ASSOCIATED AUXILIARY CONTROLS,
(D) THE LOCKING DEVICE RELEASES IMMEDIATELY UPON ACTUATION OF A MANUALLY OPERATED SWITCH READILY ACCESSIBLE ONLY TO AUTHORIZED PERSONNEL

AND LOCATED NEAR THE MAIN ENTRANCE OF THE BUILDING OR IN THE CENTRAL ALARM AND CONTROL FACILITY.
(E) THE LOCKING DEVICE RELEASES IMMEDIATELY UPON A FAULT BEING DETECTED IN THE ELECTRICAL CIRCUIT BETWEEN THE FIRE ALARM CONTROL PANEL AND

THE CONTROLLER OF THE LOCKING DEVICE,
(F) THE LOCKING DEVICE RELEASES IMMEDIATELY UPON THE OPERATION OF A MANUAL PULL STATION FOR THE FIRE ALARM SYSTEM LOCATED ON THE WALL NOT

MORE THAN 600 mm FROM THE DOOR,
(G) A LEGIBLE SIGN HAVING THE WORDS EMERGENCY EXIT UNLOCKED BY FIRE ALARM IS PERMANENTLY MOUNTED ON THE DOOR,
(H) THE LETTERING ON THE SIGN REQUIRED IN CLAUSE (G) IS AT LEAST 25 mm HIGH WITH A 5 mm STROKE,
(I) UPON RELEASE, THE LOCKING DEVICE MUST BE RESET MANUALLY BY THE ACTUATION OF THE SWITCH REFERRED TO IN CLAUSE (D),
(J) THE OPERATION OF ANY BY-PASS SWITCH, WHERE PROVIDED FOR TESTING OF THE FIRE ALARM SYSTEM, CAUSES AN AUDIBLE SIGNAL AND A VISUAL SIGNAL

TO BE INDICATED AT THE FIRE ALARM ANNUNCIATOR PANEL AND AT THE MONITORING STATION,
(K) EMERGENCY LIGHTING IS PROVIDED AT THE DOORS.

MAGLOCK
POWER
SUPPLY

FA RELAY IN
MAIN FACP

FA PULL
STATION

ACCESS
CONTROL
COTACTOR

MAGLOCK

RESET
KEYSWITCH
TO BE
LOCATED AT
MAIN CACF
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ELECTRICAL DETAILS


